
 
FINAL DETERMINATION 

 
 

I. GENERAL INFORMATION 
 
 A.  APPLICANT  
 
  Anchor Glass Container Corporation                           Final Permit No: 0310005-008-AC  

  2121 Huron Street      County: Duval 
  Jacksonville, FL   32254 

B.   PROJECT  

  On September 20, 2004, Anchor Glass Container Corporation submitted an application for a construction 
permit to modify glass melting furnace no. 3, located at the Jacksonville Plant (No. 07), 2121 Huron St., 
Jacksonville, Duval County, Florida. The furnace produces container glass. The furnace will be modified by 
increasing the maximum process rate to 14.7 tons per hour of raw materials and increasing the capacity of the 
electric boost system to a maximum of 2500 KVA. The furnace will be fired by natural gas with propane as an 
alternate fuel. Electric boost will provide additional glass production capacity. The furnace will be permitted to 
produce 312.26 tons of glass per day. 

 
II. FINAL DETERMINATION 
 

The Technical Evaluation and Preliminary Determination for the project described above was distributed on 
June 14, 2005. The Public Notice of Intent to Issue Permit was published in the The Jacksonville Advocate on 
June 16, 2005 
 
Copies of the evaluation were available for public inspection at the Environmental Resource Management 
Department, Environmental Quality Division (Department), and Department of Environmental Protection, 
Northeast District offices. 
 

 Comments were received and the DRAFT Permit was changed. The comments were not considered significant 
 enough to reissue the DRAFT Permit and require another Public Notice. Comments were received from one 
 respondent during the 14 (fourteen) day public comment period. Listed below is the response to each comment 
in  the order that the comment was received. The comment(s) will not be restated. Where duplicative comments 
 exist, the original response is referenced. 
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A. Comments - Koogler & Associates Environmental Consultants received July 7, 2005 
 

 Comment 1:  
 
 Response: Based upon the comment received Section II, Subsecton B, Specific condition 11. is  

changed as follows: 
 

 From: 11. Unconfined particulate matter emissions from yard operations, open stock piling of materials 
 and/or materials handling operations shall be controlled by using the following reasonable precautions. 
 
 To: 11. Unconfined particulate matter emissions from yard operations, open stock piling of materials 
 and/or materials handling operations shall be controlled by using the following reasonable precautions 
 (as appropriate): 
 
Comment 2:  
 
 Response: The hourly feed rate is most appropriate. The particulate matter emission rate is based upon 
 the process rate and numerous regulations are contingent upon the capacity of the unit. Likewise glass 
 production is a commonly used determination of emissions in this source category. Since the source is 
 currently permitted at the maximum capacity of the source to operate these limits would not be 
exceeded  unless the unit was operating in excess of it's capacity. Therefore the request is denied. 
 
Comment 3:     
 
 Response: Based upon the comment received the KVA limit will be added to Section III, Specific 
 Condition 3 as follows: 
 
 From: 3. Fossil fuels which may be fired are natural gas or propane. The maximum heat input from the 
 combustion of fossil fuels shall be limited to 51.86 X 106 Btu per hour and 454,293.6 X 106 Btu per 
year  (445.39 X 106 cubic feet per year of natural gas at a nominal heat content of 1020 Btu per cubic foot). 
 The maximum heat input from the electrical boost system shall be limited to 8.6 X 106 Btu per hour  
 and 75,336 X 106 Btu per year. 
 
 To: 3. Fossil fuels which may be fired are natural gas or propane. The maximum heat input from the 
 combustion of fossil fuels shall be limited to 51.86 X 106 Btu per hour and 454,293.6 X 106 Btu per 
year  (445.39 X 106 cubic feet per year of natural gas at a nominal heat content of 1020 Btu per cubic foot). 
 The maximum heat input from the electrical boost system shall be limited to 8.6 X 106 Btu per hour
 (2500 KVA) and 75,336 X 106 Btu per year. 
 
Comment 4: 
 
 Response: The emission limitations were carefully determined based upon information available to the 
 permitting authority and applicable regulations. It is the permitting authority's responsibility to 
 appropriately determine the applicable emission limitations and conditions of the permit based upon      
 information available to us. That has been accomplished in this permit. Therefore the request to allow 
 the permittee to revise the emission limitations is denied. 
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 Comment 5:  
 
 Response: Based upon the comment received Section III, Specific Condition 12. is revised by adding 
 EPA Reference Method 7E as follows: 
 
 From: 12. Testing for demonstration of compliance shall be performed in accordance with EPA RM 7 
 or 7A (as described in 40 CFR 60, Appendix A) for the oxides of nitrogen emissions. 
 
 To: 12. Testing for demonstration of compliance shall be performed in accordance with EPA RM 7,  
 7A, or 7E (as described in 40 CFR 60, Appendix A) for the oxides of nitrogen emissions.  
 
Comment 6 and 7: 
 
 Response: Recording and reporting the glass pull rate and the process weight as stated in Specific 
 Condition 15. and 16. provides a useful purpose in maintaining and demonstrating compliance with 
 limitations stated in the permit. Therefore the request to delete and revise these conditions is denied.   
 
Permitting Note: In order to clarify PM and PM10 emission rates, Specific Condition Nos. 4 and 5 in Section 
III of the permit have been changed as follows: 
 

   From: 4.This emission unit shall be subject to the process weight table (Table 296.320-1) for 
 determining allowable PM emissions. Interpolation of the data in Table 296.320-1, FAC for the process 
 weight rate up to 30 tons per hour shall be accomplished by use of the equation E = 3.59 X P^ 0.62, 
where  P is less than or equal to 30 tons per hour, E = emissions in pounds per hour and P = process weight 
rate  in tons per hour. 

       
PROCESS WEIGHT TABLE 

TABLE 296.320-1 
 Process Rate Emission Rate 
 (Tons Per Hour) (Pounds Per Hour) 
 0.025   0.36 
 0.050   0.56 
 0.250   1.52 
 0.500   2.34 
 2.500   6.34 
  5   9.74 
 10 14.97 
 30 29.57 
 40 31.23 
 60 33.33 
 80 34.90 
 100 36.17 
 200 40.41 
 500 46.79 
 
  The PM rates from the above equation apply to process rates up to and including 10.09 tons per hour. 
  For process rates above 10.09 tons per hour the maximum allowable PM emissions in specific condition 
  no. 5 apply. 
  [Rule 62-296.320(4)(a), FAC and Rule 2.1001, JEPB] 
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 5. Maximum allowable PM emissions at the maximum permitted process rate (14.7 tons per hour and 

128,772 tons per year) shall be limited to 15.05 pounds per hour and 65.90 tons per year, respectively. 
Maximum allowable PM10 emissions at the maximum permitted process rate (14.7 tons per hour and 
128,772 tons per year) shall be limited to 14.29 pounds per hour and 62.61 tons per year, respectively. 
Compliance with the PM limit indicates compliance with the PM10 limit.  

      [Rule 62-296.320(4)(a), FAC, Rule 62-212.400(g)(4), FAC, Rule 2.1001, JEPB, and Rule 2.401, JEPB] 
 

 To: 4. Allowable PM emissions shall be determined by use of the equation E = 3.59 X P^ 0.62, where P 
is less than or equal to 10.09 tons per hour, E = emissions in pounds per hour and P = process weight 
rate in tons per hour. For process weight rates in excess of 10.09 tons per hour the maximum allowable 
PM emissions shall not exceed 15.05 pounds per hour.  

 
 PM emissions shall not exceed 65.90 tons per year. 
 [Rule 62-296.320(4)(a), FAC, Rule 62-212.400(g)(4), FAC, Rule 2.1001, JEPB, and Rule 2.401, JEPB] 
  
 5. Maximum allowable PM10 emissions shall not exceed 14.29 pounds per hour and 62.61 tons per 

year. Compliance with the PM limit indicates compliance with the PM10 limit.  
       [Rule 62-296.320(4)(a), FAC, Rule 62-212.400(g)(4), FAC, Rule 2.1001, JEPB, and Rule 2.401, JEPB] 

 
B.  Document(s) on file with the permitting authority: 

 
  FAX from John B. Koogler, Ph.D, P.E., Koogler & Associates Environmental Consultants, received 
July   7, 2005 
 
III.  CONCLUSION 
 
  The permitting authority hereby issues the Final Permit No.: 0310005-008-AC, with the changes noted 
  above. 

 
 

 
s:\air quality\permitv\TVCP\final\0310005-008fd1-AV 
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