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TECHNICAL EVALUATION


AND


PRELIMINARY DETERMINATION

I.
GENERAL INFORMATION

A. APPLICANT 


NuStar Terminals Operations Partnership, L.P.


NuStar Jacksonville Terminal


Draft Permit No.: 0310028-020-AC



6531 Evergreen Avenue 


                 County: Duval



Jacksonville, FL 32208




B.
PROJECT 

The applicant, NuStar Terminals Operations Partnership, L.P., applied on December 22, 2008 to the permitting authority for an Air Construction Permit for the Jacksonville Terminal located at 6531 Evergreen Avenue, Jacksonville, Duval County, FL.  This Air Construction Permit 0310028-020-AC is to replace the individual throughput limits of gasoline, aviation gasoline, ethanol and /or gasoline/ethanol blends with a combined throughput limit of 900 million gallons per year and 35mg total organic compounds (TOC) emissions per liter loaded for Emissions Unit 023 - Loading Rack Operation - Annex I and Emissions Unit 034 - Loading Rack Operation - Annex II.  The facility emits criteria pollutants and hazardous air pollutants.
II.
RULE APPLICABILITY 

The facility is located in an area designated as attainment for the air pollutant sulfur dioxide (effective March 8, 1999), as unclassifiable for the air pollutant particulate matter less than or equal to ten (10) micrometers, and an air quality maintenance area for air pollutants particulate matter and ozone pursuant to Rule 62-204, Florida Administrative Code (FAC), and Rule 2.201, Jacksonville Environmental Protection Board (JEPB).

NuStar Terminals Operations Partnership, L.P., Jacksonville Terminal is classified as a Title V source because potential emissions of one or more individual criteria pollutants is equal to or greater than 100 tons per year in accordance with Chapter 62-210, FAC, and Rule 2.301 JEPB. 

The facility is a synthetic minor source of Hazardous Air Pollutants (HAP) because the operational limit assumed by the owner will limit the potential emissions to less than 10 tons per year for a single HAP and less than 25 tons per year for total HAPs pursuant to Rule 62-210.200, FAC, and Rule 2.301, JEPB.

III.
TECHNICAL EVALUATION 

Emissions Unit No. 023 - Loading Rack Operation Annex I

Tank Truck Loading System loading gasoline, aviation gasoline, ethanol and/or gasoline/ethanol blends or lower vapor pressure (VOL) products.  The emissions from the loading of these products will be controlled by the existing vapor combustor on the loading rack.
The maximum throughput rate shall not exceed 360,000 gallons per hour of  gasoline, aviation gasoline, ethanol and/or gasoline/ethanol blends.

[Rule 62-4.070(3), FAC, and Rule 2.1301, JEPB]

The maximum combined throughput rates for EU023 and EU034 shall not exceed 900.0 x 106 gallons per year for gasoline, aviation gasoline, ethanol and /or gasoline/ethanol blends.

[Rule 62-4.070(3), FAC, and Rule 2.1301, JEPB]

The combined total organic compounds (TOC) for EU023 and EU034 shall not exceed 131.43 tons per year @ 35 milligrams per liter for gasoline, aviation gasoline, ethanol and /or gasoline/ethanol blends.

[Rule 40 CFR 60.502(b), Rule 62-204.800(7), FAC, and Rule 2.201, JEPB]


After the applicable compliance date, 40 CFR 63, Subpart BBBBBB, National Emission Standards for Hazardous Air Pollutants for Source Category:  Gasoline Distribution Bulk Terminals, Bulk Plants, and Pipeline Facilities shall apply including the following provisions:

The terminal owner or operator shall comply with each emission limit and management practice in Table 2 of 40 CFR 63, Subpart BBBBBB that applies to this emissions unit.

The owner or operator of this emissions unit shall comply with the applicable testing and monitoring requirements specified in 40 CFR 63.11092.

Applicable notifications shall be submitted as required under 40 CFR 63.11093.



Records shall be maintained and reports submitted as specified in 40 CFR 63.11094 and 40 CFR 63.11095.

Emissions Unit No. 034 - Loading Rack Operation Annex II

Tank Truck Loading System loading gasoline, aviation gasoline, ethanol and/or gasoline/ethanol blends or lower vapor pressure VOL products.  The emissions from the loading of these products will be controlled by the existing vapor combustor on the loading rack.
The maximum throughput rate shall not exceed 225,000 gallons per hour of  gasoline, aviation gasoline, ethanol and/or gasoline/ethanol blends.
[Rule 62-4.070(3), FAC, and Rule 2.1301, JEPB]

The maximum combined throughput rates for EU023 and EU034 shall not exceed 900.0 x 106 gallons per year for gasoline, aviation gasoline, ethanol and /or gasoline/ethanol blends.

[Rule 62-4.070(3), FAC, and Rule 2.1301, JEPB]

The combined total organic compounds (TOC) for EU023 and EU034 shall not exceed 131.43 tons per year @ 35 milligrams per liter for gasoline, aviation gasoline, ethanol and /or gasoline/ethanol blends.

[Rule 40 CFR 60.502(b), Rule 62-204.800(7), FAC, and Rule 2.201, JEPB]


After the applicable compliance date, 40 CFR 63, Subpart BBBBBB, National Emission Standards for Hazardous Air Pollutants for Source Category:  Gasoline Distribution Bulk Terminals, Bulk Plants, and Pipeline Facilities shall apply including the following provisions:

The terminal owner or operator shall comply with each emission limit and management practice in Table 2 of 40 CFR 63, Subpart BBBBBB that applies to this emissions unit.

The owner or operator of this emissions unit shall comply with the applicable testing and monitoring requirements specified in 40 CFR 63.11092.

Applicable notifications shall be submitted as required under 40 CFR 63.11093.



Records shall be maintained and reports submitted as specified in 40 CFR 63.11094 and 40 CFR 63.11095.

IV. CONCLUSION 

Based upon information provided by NuStar Terminals Operations Partnership L.P., the Environmental and Compliance  Department, Environmental Quality Division has reasonable assurance that the proposed  modifications, as described in this evaluation and subject to the conditions proposed herein, will not cause, or contribute to a violation of any ambient air quality standard or other technical provision of Chapters 62‑296 and 62-297, FAC, JEPB Rules 2.1001 and 2.1101.
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