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PERMITTEE:

Millennium Specialty Chemicals
I.D. Number:
0310039

601 Crestwood Street
Permit/Cert Number:
0310039-009-AC

Jacksonville, FL 32208 




Date of Issue:

November 5, 2003


Expiration Date:
November 5, 2004

      
County:
Duval


Latitude/Longitude:
30o 22' 43" N; 81o 39' 50" W


UTM:
(17) E-436.2; N-3360.75


Project:
No. 2 Fuel Oil as Alternate




Fuel in Boiler Nos. 4, 5,6 & 7 

This permit is issued under the provisions of Chapter(s) 403, Florida Statutes, and Florida Administrative Code Rule(s) 62-210, 62-212, 62-272, 62-296, 62-297 and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents attached hereto or on file with the department and made a part hereof and specifically described as follows:

Project

Authorizes the use of new No. 2 Fuel Oil or a No. 2 Fuel Blend Oil (consisting of new No. 2 Fuel Oil and Glidfuel), as an alternate fuel for boiler Nos. 4, 5, 6, and 7.  

The boilers were previously permitted to fire either natural gas, new No. 6 Fuel Oil, Glidfuel, or a No. 6 Fuel Blend Oil (consisting of new No. 6 Fuel Oil and Glidfuel).  The No. 4 Boiler is restricted to the firing of only natural gas until the stack height is raised to 125 feet (36.6 meters) above ground level (see Condition A.3 of this permit).

Potential SO2 Emissions for these boilers are as follows:

	Boiler No.
	Potential Emissions

	4
	879.59

	5
	843.32

	6
	1060.95

	7
	444.33


Facility Description

This facility processes Crude Sulfate Turpentine some gum turpentine and other chemicals to produce synthetic flavor and fragrance chemicals and also chemical intermediates.   The facility operates four (4) steam-generating boilers on site.

Regulatory Classification

Boiler Nos. 4, 5, 6, and 7 are each subject to regulation under Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators with less than 250 Million Btu per hour Heat Input, New and Existing Sources. A Best Available Control Technology (BACT) determination is part of the review required by this rule.  The emission units are also subject to the requirements of Jacksonville Environmental Protection Board Rules 2.301 – Stationary Sources General Requirements, 2.401 – Stationary Sources Preconstruction Review, 2.1001 – Stationary Sources Emission Standards, and 1.1101 – Stationary Sources Emission Monitoring.

Operating Location

Located at 601 Crestwood Street, Jacksonville, Duval County, Florida.

Relevant Documents

The documents listed below are the basis of the permit.  They are specifically related to this permitting action.  These documents are on file with the Department.

Application For Air Permit – Long Form received July 7 2003

Additional Information Response received August 18, 2003

Operation Permit No. AO16-169138

Operation Permit No. AO16-169132

Operation Permit No. AO16-169140

BACT Determination Dated November 30, 1989

Operation Permit Modifications dated January 16, 1990

Construction Permit No. AC16-172140

Operation Permit No. AO16-99240 and AO16-174457

BACT Determination Dated August 27, 1984

BACT Determination dated November 5,2003

1.
The terms, conditions, requirements, limitations, and restrictions set forth in this permit are "Permit Conditions" and are binding and enforceable pursuant to Sections 403.161, 403.727, or 403.859 through 403.861, Florida Statutes.  The permittee is placed on notice that the Department will review this permit periodically and may initiate enforcement action for any violation of these conditions.

2.
This permit is valid only for the specific processes and operations applied for and indicated in the approved drawings or exhibits.  Any unauthorized deviation from the approved drawings, exhibits, specifications, or conditions of this permit may constitute grounds for revocation and enforcement action by the Department.

3.
As provided in Subsections 403.087(6) and 403.722(5), Florida Statutes, the issuance of this permit does not convey any vested rights or any exclusive privileges.  Neither does it authorize any injury to public or private property or any invasion of personal rights, nor any infringement of federal, state or local laws or regulations.  This permit is not a waiver of or approval of any other Department permit that may be required for other aspects of the total project which are not addressed in the permit.

4.
This permit conveys no title to land or water, does not constitute State recognition or acknowledgment of title, and does not constitute authority for the use of submerged lands unless herein provided and the necessary title or leasehold interests have been obtained from the State.  Only the Trustees of the Internal Improvement Trust Fund may express State opinion as to title.

5.
This permit does not relieve the permittee from liability for harm or injury to human health or welfare, animal, or plant life, or property caused by the construction or operation of this permitted source, or from penalties therefore; nor does it allow the permittee to cause pollution in contravention of Florida Statutes and Department rules, unless specifically authorized by an order from the Department.

6.
The permittee shall properly operate and maintain the facility and systems of treatment and control (and related appurtenances) that are installed and used by the permittee to achieve compliance with the conditions of this permit, as required by Department rules.  This provision includes the operation of backup or auxiliary facilities or similar systems when necessary to achieve compliance with the conditions of the permit and when required by Department rules.

7.
The permittee, by accepting this permit, specifically agrees to allow authorized Department personnel, upon presentation of credentials or other documents as may be required by law and at a reasonable time, access to the premises, where the permitted activity is located or conducted to:

a.
Have access to and copy any records that must be kept under the conditions of the permit;

b.
Inspect the facility, equipment, practices, or operations regulated or required under this permit; and

c.
Sample or monitor any substances or parameters at any location reasonably necessary to assure compliance with this permit or Department rules.

Reasonable time may depend on the nature of the concern being investigated.

8.
If, for any reason, the permittee does not comply with or will be unable to comply with any condition or limitation specified in this permit, the permittee shall immediately provide the Department with the following information:

a. 
a description of and cause of non-compliance; and

b.
the period of noncompliance, including dates and times; or, if not corrected, the anticipated time the non-compliance is expected to continue, and steps being taken to reduce, eliminate, and prevent recurrence of the non-compliance.

The permittee shall be responsible for any and all damages, which may result and may be subject to enforcement action by the Department for penalties or for revocation of this permit.

9.
In accepting this permit, the permittee understands and agrees that all records, notes, monitoring data and other information relating to the construction or operation of this permitted source which are submitted to the Department may be used by the Department as evidence in any enforcement case involving the permitted source arising under the Florida Statutes or Department rules, except where such use is prescribed by Sections 403.73 and 403.111, Florida Statutes.  Such evidence shall only be used to the extent it is consistent with the Florida Rules of Civil Procedure and appropriate evidentiary rules.

10.
The permittee agrees to comply with changes in Department rules and Florida Statutes after a reasonable time for compliance, provided, however, the permittee does not waive any other rights granted by Florida Statutes or Department rules.

11.
This permit is transferable only upon Department approval in accordance with Florida Administrative Code Rules 17-4.120 and 17-730.300, F.A.C., as applicable.  The permittee shall be liable for any non-compliance of the permitted activity until the transfer is approved by the Department.

12.
This permit or a copy thereof shall be kept at the work site of the permitted activity.

13.
This permit also constitutes:

(X) Determination of Best Available Control Technology (BACT)

( ) Determination of Prevention of Significant Deterioration (PSD)

( ) Compliance with New Source Performance Standards (NSPS)

14.
The permittee shall comply with the following: 

a.
Upon request, the permittee shall furnish all records and plans required under Department rules.  During enforcement actions, the retention period for all records will be extended automatically unless otherwise stipulated by the Department. 

b.
The permittee shall hold at the facility or other location designated by this permit records of all monitoring information (including all calibration and maintenance records and all original strip chart recordings for continuous monitoring instrumentation) required by the permit, copies of all reports required by this permit, and records of all data used to complete the application for this permit.  These materials shall be retained at least three years from the date of the sample, measurement, report, or application unless otherwise specified by Department rule.

c.
Records of monitoring information shall include:

-    the date, exact place, and time of sampling or measurements;

-    the person responsible for performing the sampling or measurements;

-    the dates analyses were performed;

-    the person responsible for performing the analyses;

-    the analytical techniques or methods used; and

-    the results of such analyses.

15.
When requested by the Department, the permittee shall within a reasonable time furnish any information required by law, which is needed to determine compliance with the permit.  If the permittee becomes aware that relevant facts were not submitted or were incorrect in the permit application or in any report to the Department, such facts or information shall be corrected promptly.

Subsection A.  The following specific conditions apply to the emissions unit listed below:

	Emissions Unit No.
	Description



	004
	No. 4 steam generating boiler




Essential Potential to Emit (PTE) Parameters

A.1.
Hours of Operation: The hours of operation are not limited and shall be recorded.


[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301]

A.2.

Permitted Capacity:  The maximum heat input rate for this emissions unit shall not exceed 



97.0 MMBtu/hr.



[Rule 62-210.200(PTE), F.A.C.; JEPB Rule 2.301]

A.3.
Methods of Operation: This emissions unit shall be fired with only natural gas until such time as the stack height is raised to 125 feet (36.6 meters) above ground level.  After the stack height is raised, the emissions unit may be fired with either natural gas, No. 2 fuel Oil, No. 6 fuel Oil, Glidfuel, a blend of No. 2 fuel oil with Glidfuel, or a blend of No. 6 fuel oil with Glidfuel.  At no time shall the firing of the fuels exceed the 97.0 MMBtu/hr heat input of the boiler.  Vapors from the vapor collection system may also be burned in the boiler after the stack height has been raised as described above.  


Alternative Methods of Operation are described below:

	Alternative

Method
	Fuel Options
	Maximum Operating Rate

	1
	Natural Gas


	97,032 Cf/hr

	2
	No. 2 Fuel Oil


	688 Gal/hr

	3
	No. 2 Fuel Oil/Glidfuel Blend


	---

	4
	No. 6 Fuel Oil


	635.3 Gal/hr

	5
	No. 6 Fuel Oil/Glidfuel Blend


	---

	6
	Gildfuel


	842 Gal/hr


[Rules 62-4.160(2); 62-210.200(PTE), F.A.C.; Rule 62-213.410, F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301; JEPB Rule 2.501]

Emission Limitations and Performance Standards

A.4.
Emission Limits:  The permitted maximum allowable emission rate for each pollutant is as follows:

	Pollutant


	Emission Limits
	Applicable Rule



	Particulate Matter
	BACT
	2.1001 JEPB

62-296.406(2), F.A.C.

	Sulfur Dioxide
	692 TPY


	Note (1)

62-296.406(3), F.A.C.

2.1001 JEPB

	Visible Emissions
	≤20% Opacity, except up to 27% Opacity for 1 six-minute period/hour
	62-296.406(1),F.A.C.

2.1001 JEPB





Note (1) Emission Cap established during County/State petition for SO2 redesignation.




[Operation Permit No. AO16-169138; FINAL Title V Permit No. 0310039-003-AV]

A.5.
Fuel Limits:  The maximum sulfur content of the fuels allowed to be fired in this emissions unit are listed below and shall not be exceeded: 

	Fuel Type
	Maximum Sulfur Content

	Natural Gas
	-----

	No. 2 fuel oil

Note (1)
	0.05 wt. %

	No. 2 Fuel Oil/Glidfuel

Note (1)
	1.5 wt%

	No. 6 Fuel Oil

Note (1)
	1.5 wt%

	No. 6 Fuel Oil/Glidfuel

Note (1)
	1.5 wt%

	Glidfuel

Note (1)
	1.5 wt%



Note (1) These fuels may only be fired in this emissions unit after the stack height is raised to 125 feet (36.6 meters) above ground level.


[Operation Permit No. AO16-169138; BACT Determination dated 11/05/03; JEPB Rule 2.1001]

A.6.
Unconfined Particulate Matter Emissions - Facility.   No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any emissions unit whatsoever, including, but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrially related activities such as loading, unloading, storing or handling, without taking reasonable precautions to prevent such emissions.


[Rule 62-296.320(4)(c)1, F.A.C.; JEPB Rule 2.1001]

A.7.
Objectionable Odors.  No objectionable odors shall be discharged from the No. 4 Boiler.


[Rule 62-296.320(2), F.A.C., JEPB Rule 2.1001; FINAL Title V Operation Permit No. 0310039-003-AV]

Compliance Monitoring and Testing Requirements

A.8.
Compliance Testing- Sulfur Dioxide:  In lieu of an annual compliance stack test for sulfur dioxide emissions, the Permittee shall comply with the fuel oil sulfur content restrictions stated in Specific Condition No. A.5.

The permittee shall conduct sulfur dioxide compliance test using EPA Method 6 upon Department request in accordance with the requirements of Specific Condition No. A.14.

Note: This requirements of this condition become applicable to this emissions unit after the stack height is raised to 125 feet (36.6 meters) above ground level.

A.9.
Compliance Testing- Particulate Matter:  The No. 4 Boiler shall be assumed to be in compliance with the Particulate Matter emission limits stated in Specific Condition No. A.4., if the unit complies with the Visible Emissions limitations stated in Specific Condition No. A.4.  The permittee shall conduct a particulate matter compliance test using EPA Method 5 upon Department request in accordance with the requirements of Specific Condition No. A.14.

Note: This requirements of this condition become applicable to this emissions unit after the stack height is raised to 125 feet (36.6 meters) above ground level.

[Operation Permit No. AO16-169138]

A.10.
Compliance Testing- Visible Emissions:  The test method for visible emissions for this emissions unit shall be EPA Method 9 as stated in Rule 62-297.401(9)(c) F.A.C.   This compliance test shall be conducted on an annual basis once each federal fiscal year.

[Operation Permit No. AO16-169138; JEPB Rule 2.1101]

A.11.
Compliance Tests For Alternate Fuels:  A compliance test for Visual Emissions submitted when firing a specific grade of fuel automatically constitutes an amended permit to allow the firing of that fuel, a better grade fuel as defined in Specific Condition No. A.12, and up to 400 hours of a lesser grade fuel.  Within 30 days of exceeding the 400th hour of firing a lesser grade fuel, a new compliance test shall be conducted while firing the lesser grade fuel.

Note: This emissions unit is limited to the firing of natural gas only until after the stack height is raised to 125 feet (36.6 meters) above ground level as stated in Specific Condition Nos. A.3 and A.5.

[Rule 62-4.070, F.A.C.; 2.1301 JEPB].

A.12.
Better Grade Fuel:  A better grade fuel is defined as a fuel with a higher ranking in the following list.  A lesser grade fuel has a lowing ranking in the list.

Better Grade (Top of List)

Natural Gas

new, No. 2 fuel oil

new, No. 6 fuel oil

No. 2 Fuel Oil/Glidfuel blend

No. 6 Fuel Oil/Glidfuel blend

Note: This emissions unit is limited to the firing of natural gas only until after the stack height is raised to 125 feet (36.6 meters) above ground level as stated in Specific Condition Nos. A.3 and A.5.

A.13.  Sulfur Content.  The permittee shall comply with the following:

· Each batch of the blended oils used in the No. 4 Boiler shall be analyzed for its sulfur content.

· A sample of any No. 6 fuel oil fired in the No. 4 Boiler shall be collected daily and a composite mixture of the samples of the No. 6 fuel oil fired during the month shall be analyzed for its sulfur content.  

· A sample of any No. 2 fuel oil fired in the No. 4 Boiler shall be collected daily and a composite mixture of the samples of the No. 2 fuel oil fired during the month shall be analyzed for its sulfur content.  

· The sulfur content in the fuel oils or blended oils fired shall be determined by the latest sampling and analytical procedures specified in ASTM D-129 or ASTM D-2622 procedures.  The laboratory shall certify results.

Note: This requirements of this condition become applicable to this emissions unit after the stack height is raised to 125 feet (36.6 meters) above ground level.

[Operation Permit No. AO16-169138]

A.14.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.; JEPB Rule 2.1101]

A.15.
Compliance Test Procedures:  Test procedures shall meet all applicable requirements of Chapter 62-297, F.A.C. and JEPB Rule 2.1101.

A.16.
Compliance Test Notification:  At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the Air Compliance Section of City of Jacksonville (RESD) Office.  The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company and telephone number of the person conducting the test.  

[Rule 62-297.310(7)(a)9., F.A.C.; JEPB Rule 2.1101]

A.17.
Operation During Compliance Test:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions unit operation at permitted capacity as defined in Specific Condition A.2.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit. 


[Rule 62-297.310(2)(b), F.A.C.; JEPB Rule 2.1101]  

A.18.
Requirements for Annual Testing:  The owner or operator shall meet all applicable requirements of Rule 62-297.310(4), F.A.C.

[Rule 62-297.310(4), F.A.C.; JEPB Rule 2.1101]

A.19.
Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.

 
[Rule 62-297.310(5)(a), F.A.C.; JEPB Rule 2.1101]

A.20.
Accuracy of Equipment:  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value. 


[Rule 62-297.310(5)(b), F.A.C.; JEPB Rule 2.1101]

Reporting and Recordkeeping Requirements

A.21.
Compliance Test Reports: Reports of the required compliance tests shall be submitted as soon as practical but no later than 45 days after the last test is completed.  Each test report shall include the maximum input / production rate at which this source was operated since the most recent test.

[Rule 62-297.310(8),F.A.C.; JEPB Rule 2.1101]

A.22.
SO2 Recordkeeping:  The Permittee shall maintain a record of the fuel oil sulfur content analysis results stated in Specific Condition No. A.13. for a period of 5 years.

Note: This requirements of this condition become applicable to this emissions unit after the stack height is raised to 125 feet (36.6 meters) above ground level.

[Rule 213.440(1)b., F.A.C., JEPB Rule 2.501]

A.23.  Annual Operating Report:  The owner or operator shall submit an Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) to the City of Jacksonville (RESD) annually pursuant to Rule 62-210.370(3), F.A.C.  

[Rule 62-210.370(3)(a)1., F.A.C., JEPB Rule 2.301]

Subsection B.  The following specific conditions apply to the emissions unit listed below:
	Emissions Unit No.
	Description



	005
	No. 5 steam generating boiler




Essential Potential to Emit (PTE) Parameters

B.1.
Hours of Operation: The hours of operation are not limited and shall be recorded.


[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301]

B.2.

Permitted Capacity:  The maximum heat input rate for this emissions unit shall not exceed 



93.0 MMBtu/hr.



[Rule 62-210.200(PTE), F.A.C.; JEPB Rule 2.301]

B.3.
Methods of Operation: This emissions unit may be fired with either natural gas, No. 2 fuel Oil, No. 6 fuel Oil, a blend of No. 2 fuel oil with Glidfuel, or a blend of No. 6 fuel oil with Glidfuel.  At not time shall the firing of the fuels exceed the 93.0 MMBtu/hr heat input of the boiler.  Vapors from the vapor collection system are also incinerated in this emissions unit.  

Alternative Methods of Operation are described below:

	Alternative

Method
	Fuel Options
	Maximum Operating Rate

	1
	Natural Gas


	93,036 Cf/hr

	2
	No. 2 Fuel Oil


	660 gal/hr

	3
	No. 2 Fuel Oil/Glidfuel Blend


	---

	4
	No. 6 Fuel Oil


	---

	5
	No. 6 Fuel Oil/Glidfuel Blend


	---

	6
	Glidfuel


	807 gal/hr


[Rules 62-4.160(2); 62-210.200(PTE), F.A.C.; Rule 62-213.410, F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301; JEPB Rule 2.501]

Emission Limitations and Performance Standards

B.4.
Emission Limits:  The permitted maximum allowable emission rate for each pollutant is as follows:

	Pollutant


	Emission Limits
	Applicable Rule



	Particulate Matter
	BACT
	2.1001 JEPB

62-296.406(2), F.A.C.

	Sulfur Dioxide
	728 TPY


	Note (1)

62-296.406(3), F.A.C.

2.1001JEPB

	Visible Emissions
	≤20% Opacity, except up to 27% Opacity for 1 six-minute period/hour
	62-296.406(1),F.A.C.

2.1001JEPB





Note (1) Emission Cap established during County/State petition for SO2 redesignation.





[Operation Permit No. AO16-169140; FINAL Title V Permit No. 0310039-003-AV]

B.5.
Fuel Limits:  The maximum sulfur content of the fuels allowed to be fired in this emissions unit are listed below and shall not be exceeded: 

	Fuel Type
	Maximum Sulfur Content

	Natural Gas
	-----

	No. 2 fuel oil
	0.05 wt. %

	No. 2 Fuel Oil/Glidfuel


	1.5 wt%

	No. 6 Fuel Oil
	1.5 wt%

	No. 6 Fuel Oil/Glidfuel
	1.5 wt%

	Glidfuel
	1.5 wt%




[Operation Permit No. AO16-169140; BACT Determination dated 11/05/03; JEPB Rule 2.1001]

B.6.
Unconfined Particulate Matter Emissions - Facility.   No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any emissions unit whatsoever, including, but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrially related activities such as loading, unloading, storing or handling, without taking reasonable precautions to prevent such emissions.


[Rule 62-296.320(4)(c)1, F.A.C.; JEPB Rule 2.1001]

B.7.  
Objectionable Odors.  No objectionable odors shall be discharged from the No. 5 Boiler.


[Rule 62-296.320(2), F.A.C., JEPB Rule 2.1001; FINAL Title V Operation Permit No. 0310039-003-AV]

Compliance Monitoring and Testing Requirements

B.8.
Compliance Testing- Sulfur Dioxide:  In lieu of an annual compliance stack test for sulfur dioxide emissions, the Permittee shall comply with the fuel oil sulfur content restrictions stated in Specific Condition No. B.5.

The permittee shall conduct sulfur dioxide compliance test using EPA Method 6 upon Department request in accordance with the requirements of Specific Condition No. B.14.

B.9.
Compliance Testing- Particulate Matter:  The No. 4 Boiler shall be assumed to be in compliance with the Particulate Matter emission limits stated in Specific Condition No. B.4., if the unit complies with the Visible Emissions limitations stated in Specific Condition No. B.4.  The permittee shall conduct a particulate matter compliance test using EPA Method 5 upon Department request in accordance with the requirements of Specific Condition No. B.14.

 
[Operation Permit No. AO16-169140, Modification Letter dated 1-16-90]

B.10.
Compliance Testing- Visible Emissions:  The test method for visible emissions for this emissions unit shall be EPA Method 9 as stated in Rule 62-297.401(9)(c) F.A.C.   This compliance test shall be conducted on an annual basis once each federal fiscal year.

[Operation Permit No. AO16-169140, Modification Letter dated 1-16-90]

B.11.
Compliance Tests For Alternate Fuels:  A compliance test for Particulate Matter and/or Visual Emissions submitted when firing a specific grade of fuel automatically constitutes an amended permit to allow the firing of that fuel, a better grade fuel as defined in Specific Condition No. B.12, and up to 400 hours of a lesser grade fuel.  Within 30 days of exceeding the 400th hour of firing a lesser grade fuel, a new compliance test shall be conducted while firing the lesser grade fuel.

[Rule 62-4.070, F.A.C.; JEPB Rule 2.1301].

B.12.
Better Grade Fuel:  A better grade fuel is defined as a fuel with a higher ranking in the following list.  A lesser grade fuel has a lowing ranking in the list.

Better Grade (Top of List)

Natural Gas

new, No. 2 fuel oil

new, No. 6 fuel oil

No. 2 Fuel Oil/Glidfuel blend

No. 6 Fuel Oil/Glidfuel blend

B.13.  Sulfur Content.  The permittee shall comply with the following:

· Each batch of the blended oils used in the No. 5 Boiler shall be analyzed for its sulfur content.

· A sample of any No. 6 fuel oil fired in the No. 5 Boiler shall be collected daily and a composite mixture of the samples of the No. 6 fuel oil fired during the month shall be analyzed for its sulfur content.  

· A sample of any No. 2 fuel oil fired in the No. 5 Boiler shall be collected daily and a composite mixture of the samples of the No. 2 fuel oil fired during the month shall be analyzed for its sulfur content.  

· The sulfur content in the fuel oils or blended oils fired shall be determined by the latest sampling and analytical procedures specified in ASTM D-129 or ASTM D-2622 procedures.  The laboratory shall certify results.

[Operation Permit No. AO16-169140]

B.14.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C. ; JEPB Rule 2.1101]

B.15.
Compliance Test Procedures:  Test procedures shall meet all applicable requirements of Chapter 62-297, F.A.C. and JEPB Rule 2.1101.

B.16.
Compliance Test Notification:  At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the Air Compliance Section of City of Jacksonville (RESD) Office.  The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company and telephone number of the person conducting the test.  

[Rule 62-297.310(7)(a)9., F.A.C. ; JEPB Rule 2.1101]

B.17.
Operation During Compliance Test:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions unit operation at permitted capacity as defined in Specific Condition B.2.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit. 


[Rule 62-297.310(2)(b), F.A.C.; JEPB Rule 2.1101]  

B.18.
Requirements for Annual Testing:  The owner or operator shall meet all applicable requirements of Rule 62-297.310(4), F.A.C.

[Rule 62-297.310(4), F.A.C.; JEPB Rule 2.1101]

B.19.
Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.

[Rule 62-297.310(5)(a), F.A.C.; JEPB Rule 2.1101]
B.20.
Accuracy of Equipment:  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value. 


[Rule 62-297.310(5)(b), F.A.C.; JEPB Rule 2.1101]

Reporting and Recordkeeping Requirements

B.21.
Compliance Test Reports: Reports of the required compliance tests shall be submitted as soon as practical but no later than 45 days after the last test is completed.  Each test report shall include the maximum input / production rate at which this source was operated since the most recent test.

[Rule 62-297.310(8),F.A.C. JEPB Rule 2.1101]

B.22.
SO2 Recordkeeping:  The Permittee shall maintain a record of the fuel oil sulfur content analysis results stated in Specific Condition No. 13 for a period of 5 years.

[Rule 213.440(1)b., F.A.C.; JEPB Rule 2.1101]

B.23.  Annual Operating Report:  The owner or operator shall submit an Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) to the City of Jacksonville (RESD) annually pursuant to Rule 62-210.370(3), F.A.C.  

[Rule 62-210.370(3)(a)1., F.A.C.; JEPB Rule 2.301]

Subsection C.  The following specific conditions apply to the emissions unit listed below:

	Emissions Unit No.
	Description



	006
	No. 6 steam generating boiler




Essential Potential to Emit (PTE) Parameters

C.1.
Hours of Operation: The hours of operation are not limited and shall be recorded.


[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301]

C.2.

Permitted Capacity:  The maximum heat input rate for this emissions unit shall not exceed 



117.0 MMBtu/hr.



[Rule 62-210.200(PTE), F.A.C.; JEPB Rule 2.301]

C.3.
Methods of Operation: This emissions unit may be fired with either natural gas, No. 2 fuel Oil, No. 6 fuel Oil, a blend of No. 2 fuel oil with Glidfuel, or a blend of No. 6 fuel oil with Glidfuel.  At not time shall the firing of the fuels exceed the 117.0 MMBtu/hr heat input of the boiler.  Vapors from the vapor collection system are also incinerated in this emissions unit.  

Alternative Methods of Operation are described below:

	Alternative

Method
	Fuel Options
	Maximum Operating Rate

	1
	Natural Gas


	117,009 Cf/hr

	2
	No. 2 Fuel Oil


	830 Gal/hr

	3
	No. 2 Fuel Oil/Glidfuel Blend


	---

	4
	No. 6 Fuel Oil


	780.0 Gal/hr

	5
	No. 6 Fuel Oil/Glidfuel Blend


	---

	6
	Glidfuel


	1015.6


[Rules 62-4.160(2); 62-210.200(PTE), F.A.C.; Rule 62-213.410, F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301; JEPB Rule 2.501]

Emission Limitations and Performance Standards

C.4.
Emission Limits:  The permitted maximum allowable emission rate for each pollutant is as follows:

	Pollutant


	Emission Limits
	Applicable Rule



	Particulate Matter
	BACT
	2.1001 JEPB

62-296.406(2), F.A.C.

	Sulfur Dioxide
	850 TPY


	Note (1)

62-296.406(3), F.A.C.

2.1001JEPB

	Visible Emissions
	≤20% Opacity, except up to 27% Opacity for 1 six-minute period/hour
	62-296.406(1),F.A.C.

2.1001 JEPB





Note (1) Emission Cap established during County/State petition for SO2 redesignation.


[Operation Permit No. AO16-169132; FINAL Title V Permit No. 0310039-003-AV]

C.5.
Fuel Limits:  The maximum sulfur content of the fuels allowed to be fired in this emissions unit are listed below and shall not be exceeded: 

	Fuel Type
	Maximum Sulfur Content

	Natural Gas
	-----

	No. 2 fuel oil
	0.05 wt. %

	No. 2 Fuel Oil/Glidfuel


	1.5 wt%

	No. 6 Fuel Oil
	1.5 wt%

	No. 6 Fuel Oil/Glidfuel
	1.5 wt%

	Glidfuel
	1.5 wt%




[Operation Permit No. AO16-169132; BACT Determination dated 11/05/03; JEBP Rule 2.1001]

C.6.
Unconfined Particulate Matter Emissions - Facility.   No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any emissions unit whatsoever, including, but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrially related activities such as loading, unloading, storing or handling, without taking reasonable precautions to prevent such emissions.


[Rule 62-296.320(4)(c)1, F.A.C.; JEPB Rule 2.1001]

C.7.  
Objectionable Odors.  No objectionable odors shall be discharged from the No. 6 Boiler.


[Rule 62-296.320(2), F.A.C., JEPB Rule 2.1001; FINAL Title V Operation Permit No. 0310039-003-AV]

Compliance Monitoring and Testing Requirements

C.8.
Compliance Testing- Sulfur Dioxide:  In lieu of an annual compliance stack test for sulfur dioxide emissions, the Permittee shall comply with the fuel oil sulfur content restrictions stated in Specific Condition No. 5.

The permittee shall conduct sulfur dioxide compliance test using EPA Method 6 upon Department request in accordance with the requirements of Specific Condition No. C.14.

C.9.
Compliance Testing- Particulate Matter:  The No. 6 Boiler shall be assumed to be in compliance with the Particulate Matter emission limits stated in Specific Condition No. C.4., if the unit complies with the Visible Emissions limitations stated in Specific Condition No. C.4.  The permittee shall conduct a particulate matter compliance test using EPA Method 5 upon Department request in accordance with the requirements of Specific Condition No. C.14.

[Operation Permit No. AO16-169132, Modification Letter dated 1-16-90]

C.10.
Compliance Testing- Visible Emissions:  The test method for visible emissions for this emissions unit shall be EPA Method 9 as stated in Rule 62-297.401(9)(c) F.A.C.   This compliance test shall be conducted on an annual basis once each federal fiscal year.

[Operation Permit No. AO16-169132, Modification Letter dated 1-16-90]

C.11.
Compliance Tests For Alternate Fuels:  A compliance test for Particulate Matter and/or Visual Emissions submitted when firing a specific grade of fuel automatically constitutes an amended permit to allow the firing of that fuel, a better grade fuel as defined in Specific Condition No. C.12, and up to 400 hours of a lesser grade fuel.  Within 30 days of exceeding the 400th hour of firing a lesser grade fuel, a new compliance test shall be conducted while firing the lesser grade fuel.

[Rule 62-4.070, F.A.C.; JEPB Rule 2.1301].

C.12.
Better Grade Fuel:  A better grade fuel is defined as a fuel oil with a higher ranking in the following list.  A lesser grade fuel has a lowing ranking in the list.

Better Grade (Top of List)

Natural Gas

new, No. 2 fuel oil

new, No. 6 fuel oil

No. 2 Fuel Oil/Glidfuel blend

No. 6 Fuel Oil/Glidfuel blend

C.13.  Sulfur Content.  The permittee shall comply with the following:

· Each batch of the blended oils used in the No. 6 Boiler shall be analyzed for its sulfur content.

· A sample of any No. 6 fuel oil fired in the No. 6 Boiler shall be collected daily and a composite mixture of the samples of the No. 6 fuel oil fired during the month shall be analyzed for its sulfur content.  

· A sample of any No. 2 fuel oil fired in the No. 6 Boiler shall be collected daily and a composite mixture of the samples of the No. 2 fuel oil fired during the month shall be analyzed for its sulfur content.  

· The sulfur content in the fuel oils or blended oils fired shall be determined by the latest sampling and analytical procedures specified in ASTM D-129 or ASTM D-2622 procedures.  The laboratory shall certify results.

[Operation Permit No. AO16-169132]

C.14.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.; Rule 2.1101 JEPB]

C.15.
Compliance Test Procedures:  Test procedures shall meet all applicable requirements of Chapter 62-297, F.A.C. and JEPB Rule 2.1101.

C.16.
Compliance Test Notification:  At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the Air Compliance Section of City of Jacksonville (RESD) Office.  The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company and telephone number of the person conducting the test.  

[Rule 62-297.310(7)(a)9., F.A.C.; JEPB Rule 2.1101]

C.17.
Operation During Compliance Test:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions unit operation at permitted capacity as defined in Specific Condition C.2.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit. 


[Rule 62-297.310(2)(b), F.A.C.; JEPB Rule 2.1101]  

C.18.
Requirements for Annual Testing:  The owner or operator shall meet all applicable requirements of Rule 62-297.310(4), F.A.C.

[Rule 62-297.310(4), F.A.C.; JEPB Rule 2.1101]

C.19.
Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.

 
[Rule 62-297.310(5)(a), F.A.C.; JEPB Rule 2.1101]

C.20
Accuracy of Equipment:  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value. 


[Rule 62-297.310(5)(b), F.A.C.; JEPB Rule 2.1101]

Reporting and Recordkeeping Requirements

C.21.
Compliance Test Reports: Reports of the required compliance tests shall be submitted as soon as practical but no later than 45 days after the last test is completed.  Each test report shall include the maximum input / production rate at which this source was operated since the most recent test.

[Rule 62-297.310(8),F.A.C.; JEPB Rule 2.1101]

C.22.
SO2 Recordkeeping:  The Permittee shall maintain a record of the fuel oil sulfur content analysis results stated in Specific Condition No. 13 for a period of 5 years.

[Rule 213.440(1)b., F. A. C; JEPB Rule 2.501]

C.23.  Annual Operating Report:  The owner or operator shall submit an Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) to the City of Jacksonville (RESD) annually pursuant to Rule 62-210.370(3), F.A.C.  



[Rule 62-210.370(3)(a)1., F.A.C.; JEPB Rule 2.301]

Subsection D.  The following specific conditions apply to the emissions unit listed below:
	Emissions Unit No.
	Description



	011
	No. 7 steam generating boiler




Essential Potential to Emit (PTE) Parameters

D.1.
Hours of Operation: The hours of operation are not limited and shall be recorded.


[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301]

D.2.

Permitted Capacity:  The maximum heat input rate for this emissions unit shall not exceed



49.0 MMBtu/hr.



[Rule 62-210.200(PTE), F.A.C.; JEPB Rule 2.301]

D.3.
Methods of Operation: This emissions unit may be fired with either natural gas, No. 2 fuel Oil, No. 6 fuel Oil, a blend of No. 2 fuel oil with Glidfuel, or a blend of No. 6 fuel oil with Glidfuel.  At not time shall the firing of the fuels exceed the 49.0 MMBtu/hr heat input of the boiler.  Vapors from the vapor collection system are also incinerated in this emissions unit.  


Alternative Methods of Operation are described below:

	Alternative

Method
	Fuel Options
	Maximum Operating Rate

	1
	Natural Gas


	46,800 CF/Hr

	2
	No. 2 Fuel Oil


	348 Gal/hr

	3
	No. 2 Fuel Oil/Glidfuel Blend


	---

	4
	No. 6 Fuel Oil


	327 Gal/hr

	5
	No. 6 Fuel Oil/Glidfuel Blend


	344 Gal/hr

	6
	Glidfuel


	425 Gal/hr





[Rules 62-4.160(2); 62-210.200(PTE), F.A.C.; Rule 62-213.410, F.A.C.; JEPB Rule 2.1301; JEPB Rule 2.301; JEPB Rule 2.501; Construction Permit No. AC16-72140; BACT Determination dated 11/05/03]

D.4.
Methods of Operation – Annual Fuel Use: Not more than 1,158,333 gallons of oils (total of blended and new No. 6 oil) shall be burned in the No. 7 Boiler during any calendar year.  


[Construction Permit No. AC16-72140]

Emission Limitations and Performance Standards

D.5.
Emission Limits:  The permitted maximum allowable emission rate for each pollutant is as follows:

	Pollutant


	Emission Limits
	Applicable Rule



	Particulate Matter
	BACT
	2.1001 JEPB

62-296.406(2), F.A.C.

	Sulfur Dioxide
	139.3 TPY
	Note (1)

62-296.406(3), F.A.C.

2.1001 JEPB

	Visible Emissions
	Shall not exceed 15% Opacity during any 6 (six) minute period except for 2 (two) consecutive minutes in any hour where up to 40% Opacity is allowed
	2.1001 JEPB





Note (1) Emission Cap established during County/State petition for SO2 redesignation.




[Construction Permit No. AC16-72140; Rule 62-296.406, F.A.C.; JEPB Rule 2.1001]

D.6.
Fuel Limits:  The maximum sulfur content of the fuels allowed to be fired in this emissions unit are listed below and shall not be exceeded: 

	Fuel Type
	Maximum Sulfur Content

	Natural Gas
	-----

	No. 2 fuel oil
	0.05 wt. %

	No. 2 Fuel Oil/Glidfuel


	1.5 wt%

	No. 6 Fuel Oil
	1.5 wt%

	No. 6 Fuel Oil/Glidfuel
	1.5 wt%

	Glidfuel
	1.5 wt%



[Construction Permit No. AC16-72140; BACT Determination dated 11/05/03; JEBP Rule 2.1001]

D.7.
Unconfined Particulate Matter Emissions - Facility.   No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any emissions unit whatsoever, including, but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrially related activities such as loading, unloading, storing or handling, without taking reasonable precautions to prevent such emissions.


[Rule 62-296.320(4)(c)1, F.A.C.; JEPB Rule 2.1001]

D.8.  
Objectionable Odors.  No objectionable odors shall be discharged from the No. 7 Boiler.

[Rule 62-296.320(2), F.A.C., JEPB Rule 2.1001; Construction Permit No. AC16-72140]

Compliance Monitoring and Testing Requirements

D.9.
Compliance Testing- Sulfur Dioxide:  In lieu of an annual compliance stack test for sulfur dioxide emissions, the Permittee shall comply with the fuel oil sulfur content restrictions stated in Specific Condition No. D.6.

The permittee shall conduct sulfur dioxide compliance test using EPA Method 6 upon Department request in accordance with the requirements of Specific Condition No. D.15.

[Construction Permit No. AC16-72140; Operation Permit No. AO16-99240]

D.10.
Compliance Testing- Particulate Matter:  The No. 7 Boiler shall be assumed to be in compliance with the Particulate Matter emission limits stated in Specific Condition No. D.5., if the unit complies with the Visible Emissions limitations stated in Specific Condition No. D.5.  The permittee shall conduct a particulate matter compliance test using EPA Method 5 upon Department request in accordance with the requirements of Specific Condition No. D.15.



[Construction Permit No. AC16-72140; Operation Permit No. AO16-99240]

D.11.
Compliance Testing- Visible Emissions:  The test method for visible emissions for this emissions unit shall be DEP Method 9 as stated in Rule 62-297.401(9)(c) F.A.C.   The compliance test shall be conducted on an annual basis once each federal fiscal year.  

[Construction Permit No. AC16-72140; Rule 62-297.401(9)(c), F.A.C.; JEPB Rule 2.1101]

D.12.
Compliance Tests For Alternate Fuels:  A compliance test for Visual Emissions submitted when firing a specific grade of fuel automatically constitutes an amended permit to allow the firing of that fuel, a better grade fuel as defined in Specific Condition No. D.12, and up to 400 hours of a lesser grade fuel.  Within 30 days of exceeding the 400th hour of firing a lesser grade fuel, a new compliance test shall be conducted while firing the lesser grade fuel.

[Rule 62-4.070, F.A.C.; JEPB Rule 2.1301].

D.13.
Better Grade Fuel:  A better grade fuel is defined as a fuel with a higher ranking in the following list.  A lesser grade fuel has a lowing ranking in the list.

Better Grade (Top of List)

Natural Gas

new, No. 2 fuel oil

new, No. 6 fuel oil

No. 2 Fuel Oil/Glidfuel blend

No. 6 Fuel Oil/Glidfuel blend

D.14.  Sulfur Content.  The permittee shall comply with the following:

· Each batch of the blended oils used in the No. 7 Boiler shall be analyzed for its sulfur content.

· A sample of any No. 6 fuel oil fired in the No. 7 Boiler shall be collected daily and a composite mixture of the samples of the No. 6 fuel oil fired during the month shall be analyzed for its sulfur content.  

· A sample of any No. 2 fuel oil fired in the No. 7 Boiler shall be collected daily and a composite mixture of the samples of the No. 2 fuel oil fired during the month shall be analyzed for its sulfur content.  

· The sulfur content in the fuel oils or blended oils fired shall be determined by the latest sampling and analytical procedures specified in ASTM D-129 or ASTM D-2622 procedures.  The laboratory shall certify results.


[Construction Permit No. AC16-72140; Modification dated October 31, 1984; AO Modification dated November 1, 1988]

D.15.  Special Compliance Tests.  When the Department, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Department.

[Rule 62-297.310(7)(b), F.A.C.; JEPB Rule 2.1101]

D.16.
Compliance Test Procedures:  Test procedures shall meet all applicable requirements of Chapter 62-297, F.A.C. and JEPB Rule 2.1101.


[Operation Permit No. AO16-174457]

D.17.
Compliance Test Notification:  At least 15 days prior to the date on which each formal compliance test is due to begin, the permittee shall provide written notification of the test to the Air Compliance Section of City of Jacksonville (RESD) Office.  The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility's contact person who will be responsible for coordinating the test; and the name, company and telephone number of the person conducting the test.  

[Rule 62-297.310(7)(a)9., F.A.C.; JEPB Rule 2.1101]

D.18.
Operation During Compliance Test:  Unless otherwise stated in the applicable emission limiting standard rule, testing of emissions shall be conducted with the emissions unit operation at permitted capacity as defined in Specific Condition D.2.  If it is impracticable to test at permitted capacity, an emissions unit may be tested at less than the minimum permitted capacity; in this case, subsequent emissions unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the permitted capacity.  Permitted capacity is defined as 90 to 100 percent of the maximum operation rate allowed by the permit. 


[Rule 62-297.310(2)(b), F.A.C.; JEPB Rule 2.1101]  

D.19.
Requirements for Annual Testing:  The owner or operator shall meet all applicable requirements of Rule 62-297.310(4), F.A.C.

[Rule 62-297.310(4), F.A.C.; JEPB Rule 2.1101]

D.20. Integrating Oil Meter.  The facility shall calibrate (semi-annually), and maintain an integrating oil meter to determine the amount of oil burned in the No. 7 Boiler.  Any by-pass line installed around the integrating oil meter shall have its valve sealed with a numbered seal and the number registered with the City of Jacksonville RESD.  If it is necessary to break the seal and by-pass the integrating oil meter, RESD shall be notified prior to breaking the seal (or as soon as possible), and the date, time, and reason for breaking the seal along with gauge reading every 8 hours on the No. 6 fuel oil storage tank shall be recorded until the oil meter is back in service.  The by-pass line shall be closed and resealed as soon as possible.  If, in the opinion of Duval County or the State, use of the by-pass line occurs frequently, the Department reserves the right to require another integrating oil meter be installed in the by-pass line.


[Construction Permit No. AC16-72140; Modification dated October 31, 1984]

D.21.
Required Equipment.  The owner or operator of an emissions unit for which compliance tests are required shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emissions data to determine the compliance of the emissions unit with applicable emission limiting standards.


[Rule 62-297.310(5)(a), F.A.C.; JEPB Rule 2.1101]

D.22.
Accuracy of Equipment:  Equipment or instruments used to directly or indirectly determine process variables, including devices such as belt scales, weight hoppers, flow meters, and tank scales, shall be calibrated and adjusted to indicate the true value of the parameter being measured with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value. 


[Rule 62-297.310(5)(b), F.A.C.; JEPB Rule 2.1101]

Reporting and Recordkeeping Requirements

D.23.
Compliance Test Reports: Reports of the required compliance tests shall be submitted as soon as practical but no later than 45 days after the last test is completed.  Each test report shall include the maximum input / production rate at which this source was operated since the most recent test.

[Rule 62-297.310(8),F.A.C.; JEPB Rule 2.1101]

D.24.
SO2 Recordkeeping:  The Permittee shall maintain a record of the fuel oil sulfur content analysis results stated in Specific Condition No. 14 for a period of 5 years.

[Construction Permit No. AC16-72140; Rule 213.440(1)b., F. A. C.; JEPB Rule 2.501]

D.25.
Integrating Oil Meter Records.  Daily records of the integrating oil meter readings required by Specific Condition No. D.20, shall be maintained by the facility for at least 5 years.

[Construction Permit No. AC16-72140; Rule 213.440(1)b., F. A. C., JEPB Rule 2.501]

D.26.  Annual Operating Report:  The owner or operator shall submit an Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) to the City of Jacksonville (RESD) annually pursuant to Rule 62-210.370(3), F.A.C.  At a minimum, the report shall contain the following:

 [Rule 62-210.370(3)(a)1., F.A.C.; Construction Permit No. AC16-72140; JEPB Rule 2.301]

Subsection E.  The following specific conditions apply to the emissions units listed below:
	Emissions Unit No.
	Description



	004
	No. 4 Steam Generating Boiler

	005
	No. 5 Steam Generating Boiler

	006
	No. 6 Steam Generating Boiler

	011
	No. 7 Steam Generating Boiler




Administrative

E.1.
The I.D. No. and Project name for this source shall be used on all correspondence.

E.2.
This permit shall supersede previous permits issued for these emission units and activities only to the extent of incorporating the conditions of this permit.  Specifically as follows:

	Emission Unit


	Permit Number
	Specific Condition Number(s)

	No. 4 Boiler
	AO16-169138
	1-4, 6-14, 16, 17



	No. 5 Boiler
	AO16-169140
	1-4, 6-14, 16, 17

Note (1)



	No. 6 Boiler
	AO16-169132
	1-4,6-14 16, 17

Note (1)



	No. 7 Boiler
	AC16-72140
	1-14,16



	No. 7 Boiler
	AO16-99240
	1-22



	No. 7 Boiler
	AO16-174457
	1-4, 6-21





Note (1) Specific Condition No. 15 was deleted in the Operation Permit Modification Letters dated January 16, 1990.

Terms/Definitions:

E.3.
Glidfuel.  Glidfuel is defined as turpentine-based fuel produced on-site as an integrated and deliberate part of the production process.

[Final Title V Operation Permit No. 0310039-003-AV]

E.4.
New No. 6 Oil. New No. 6 Oil is defined as an oil that has been refined from crude oil and has not been used for other purposes.  It may contain additives.

[Construction Permit No. AC16-72140]

E.5.
Vapor Collection System.  The Vapor Collection System (VCS) collects vapors from the process equipment listed below and the vapors are incinerated in the No. 4 Boiler (after the stack height is raised to 125 feet above ground level as stated in Specific Condition A.3.), the No. 5 Boiler, the No. 6 Boiler and/or the No. 7 Boiler:

#6 Distillation Column:


Items numbered - 1,2. 

Distillation Columns (except #6):
Items numbered - 1-5,7,11-14,17-19,21-33. 

Reactors:



Items numbered - 1,5,24-27,38-45,63,64,70-72. 

Storage Tanks:



NSPS tanks are the items numbered - 187,190,192,193. 

Non-NSPS tanks are the items numbered - 186,188,189,191. 

[FINAL Title V Operation Permit No. 0310039-003-AV]

Submittals:

E.6. 
All compliance-related tests, notifications or other submittals required by this permit shall be submitted to the: 

City of Jacksonville

Regulatory and Environmental Protection Services Department

Air & Water Division

117 West Duval Street, Suite 225

Jacksonville, Florida 32202

Telephone: 904/630-4900

Fax:  904/630-3638

E.7. 
All permitting-related tests, notifications or other submittals required by this permit shall be submitted to the: 

Department of Environmental Protection

Northeast District – Air Program

7825 Baymeadows Way, Suite B200

Jacksonville, Florida 32256

Telephone: 904/807-3300

Fax:  904/448-4363

E.8.
Any revision(s) to a permit (and application) must be submitted to the Department, in writing, and approved by the Department prior to implementation. 

Executed in Jacksonville, Florida.

STATE OF FLORIDA DEPARTMENT

OF ENVIRONMENTAL PROTECTION

Christopher L. Kirts, P.E.




District Air Program Administrator
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