
Best Available Control Technology (BACT) Determination
Reichhold LLC 2, fomerly Reichhotd Chemicals. Inc.

Duval County

The.applicart has submitted a permir applicahoa for tn exisring lq.S x loe Aq pFr .prlr boilql. The boiler is
fired exclusively with nalural gas.

This BAcr derermination is requircd for rhe source ns se! fonh in Rules 62-296.400, Ftorida Admjrjsrrative
Code (FAC), - Specific Emissions Lirniring and performance Srandards and 62-296.406. FAC- - Fossil fuel
steam cenerators wilh less than 250 Million Btu pe. hour Heat Input, New and Existing Emission units and
Rule ?,901, Jacksonville Environmenral Prorection Board OEPB),

Paniculate rnatter and sultur dioxide emissions are ro be controlled by lhe liring of natural gas.

June 4, 1996

Tho amount of paniculate matter and sulfur dioxide emissions from the boilers shall be Iimired by rhe tiring of
tulutal gas,

sriifur in the fuel is a primary air pollution concem since most of the fuel surfur becomes suifur dioxide.
Aiso, paniculare rnatlea emissions from fuel buming are related to the sulfur content. The firins ofnatuEl
gas shall be BACT for lhe boiler.

'"ermination 
is consistent with previous BAcr Determi'arions for similar unils and wirh 40 cFR 60.

't Dc - Standards of Performance for Small Industrial-Commercial-lnsd$rional Steam cenerarins Units.

D€trils of the Analysis may be ohrained hy conlacling:

Ronsld L- Roberson. Associare Engineer
Rcgulatory and Environmental Services DeDsnment
Air & Water Qualiry Divisiou
421 W. Church St.ee!, Suire 422
Jrckronvill€, FL 322@

Approved by:

Richard L. Robioson, P.E.


