

SECTION 3.  
EMISSION UNIT SPECIFIC CONDITIONS
E.  Boiler

This section of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	006
	Boiler – The boiler is used for generating process steam by combustion of natural gas and heating of water.
This emission unit is manufactured by Cleaver Brooks, Model CB 428-250.  This emission unit has no control device.



PERFORMANCE RESTRICTIONS
1. Restricted Operation:  The hours of operation are not limited (8,760 hours per year).  [Rule 62-210.200(PTE), F.A.C. and Rule 2.301, JEPB]
2. Heat Input to the Boiler:  The maximum heat input to the boiler shall be limited to 10.5 MMBtu/hr from the firing natural gas.  [Rule 62-210.200(PTE), F.A.C. and Rule 2.301, JEPB]
3. BACT Determination:  Particulate matter and sulfur dioxide emissions shall be limited by the firing of natural gas in accordance with the attached BACT Determination.  [Rule 62-296.406(2) & (3), F.A.C. and Rule 2.1101, JEPB]  
EMISSIONS STANDARDS
4. [bookmark: _GoBack]Visible Emissions Standard:  Visible emissions shall not exceed 5% opacity, except for one two-minute period per hour period, during which the opacity shall not exceed 15%.  [Rule 62-296.406(1), F.A.C., and Rule 2.1101, JEPB]
TESTING REQUIREMENTS
5. Test Notification:  The permittee shall notify the Permitting Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Section 6 (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C. and Rule 2.1201, JEPB]
6. Operating Conditions during Emission Testing:  Testing of emissions shall be conducted with the emissions unit operating at the testing capacity as defined below.  If it is impracticable to test at the testing capacity, an emissions unit may be tested at less than the testing capacity.  If an emissions unit is tested at less than the testing capacity, another emissions test shall be conducted and completed no later than 60 days after the emissions unit operation exceeds 110% of the capacity at which its most recent emissions test was conducted.  Testing capacity is defined as at least 90% of the maximum operation rate specified by the permit.  [Rule 62-297.310(3), F.A.C. and Rule 2.1201, JEPB]
7. Test Methods:  Required tests shall be performed in accordance with the following reference method:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above method is described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Permitting Authority.  [Rule 62-204.800, F.A.C., Appendix A of 40 CFR 60, and Rule 2.201, JEPB]
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