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TECHNICAL EVALUATION 
 

AND 
 

PRELIMINARY DETERMINATION 
 
 
I. GENERAL INFORMATION 
 

A. APPLICANT 
 

Diversified Container Services, Inc.   Permit No. 0310333-006-AC 
8831 Moncrief/Dinsmore Road    County: Duval 
Jacksonville, FL 32219 
 

B. PROJECT 
  

The applicant, Diversified Container Services, Inc., applied September 10, 2007, for the modification 
of Emissions Unit 002 - Spray Painting Operation and the construction of a Global Paint Booth and 
Silica Blast Operation. 
 

II. RULE APPLICABILITY 
 

The facility is located in an area designated as attainment for the air pollutant sulfur dioxide (effective March 8, 
1999), as unclassifiable for the air pollutant particulate matter less than or equal to ten (10) micrometers, and an 
air quality maintenance area for air pollutants particulate matter and ozone pursuant to Chapter 62-204, Florida 
Administrative Code (FAC), and Rule 2.201, Jacksonville Environmental Protection Board (JEPB). 

 
Prevention of Significant Deterioration requirements do not apply since this modification is not subject to 
preconstruction review requirements pursuant to Rule 62-212.400(2)(a), FAC, and Rule 2.401, JEPB. 
 
The facility is a major source of air pollution because the potential emissions of regulated air pollutants are 
greater than 100 tons per year and/or the potential emissions of Hazardous Air Pollutants (HAP) are greater 
than 10 tons per year for a single HAP and/or greater than 25 tons per year for total HAP pursuant to Chapter 
62-210, FAC, and Rule 2.301, JEPB. 
 
The project shall be subject to the provisions of National Emissions Standards for Hazardous Air Pollutants, 40 
CFR 63 Subpart MMMM, Rule 62-204.800, FAC, and Rule 2.201, JEPB, Reasonably Available Control 
Technology, Surface Coating of Miscellaneous Metal Parts and Products, Rule 62-296.513(1)(a), FAC, and 
JEPB Rule 2.1001,  Unconfined Emissions of Particulate Matter, Rule 62-296.320(4)(c), FAC, and JEPB Rule 
2.1001, and Objectionable Odors, Rule 62-296.320(2), FAC, Rule 2.1001, JEPB, and City of Jacksonville 
Ordinance Code Chapter 376. 
 

 
III. TECHNICAL EVALUATION 
 

Emissions Units 002 – Spray Painting Operation and Emissions Unit 004 – Global Paint Booth 
 

These emissions units are allowed to operate 2,600 hours per year. 
 
Coatings (as applied) shall not exceed a maximum of 3.5 pounds of volatile organic compounds (VOC) per 
gallon of coating, excluding water. 

 
 



Page 2 of 4 

Diversified Container Services, Inc. shall comply with the provisions of 40 CFR 63, Subpart MMMM – 
National Emission Standards for Hazardous Air Pollutants for Surface Coating of Miscellaneous Metal Parts 
and Products, and 40 CFR 63, Subpart A – General Provisions (as described in Appendix B to Subpart MMMM 
of Part 63 – General Provisions of Applicability to Subpart MMMM). 
 
For an existing affected source (E.U.-002), you (Diversified Container Services, Inc.) must limit organic HAP 
emissions to the atmosphere from the affected source to the applicable limit as follows: 

a. For each existing general use coating affected source, limit organic HAP emissions to no more than 2.6 
pound organic HAP per gallon coating solids used during each 12-month compliance period. 

b. For each existing high performance coating affected source, limit organic HAP emissions to no more 
than 27.5 pounds organic HAP per gallon coating solids used during each 12-month compliance 
period. 

c. For each existing magnet wire coating affected source, limit organic HAP emissions to no more than 
1.0 pound organic HAP per gallon coating solids used during each 12-month compliance period. 

d. For each existing rubber-to-metal coating affected source, limit organic HAP emissions to no more 
than 37.7 pounds organic HAP per gallon coating solids used during each 12-month compliance 
period. 

e. For each existing extreme performance fluoropolymer coating affected source, limit organic HAP 
emissions to no more than 12.4 pounds organic HAP per gallon coating solids used during each 12-
month compliance period. 

 
For a new or reconstructed affected source (E.U.-004), you (Diversified Container Services, Inc.) must limit 
organic HAP emissions to the atmosphere from the affected source to the applicable limit as follows: 

a. For each new general use coating affected source, limit organic HAP emissions to no more than 1.9 
pound organic HAP per gallon coating solids used during each 12-month compliance period. 

b.  For each new high performance coating affected source, limit organic HAP emissions to no more than 
27.5 pounds organic HAP per gallon coating solids used during each 12-month compliance period. 

c. For each new magnet wire coating affected source, limit organic HAP emissions to no more than 0.44 
pound organic HAP per gallon coating solids used during each 12-month compliance period. 

d. For each new rubber-to-metal coating affected source, limit organic HAP emissions to no more than 
6.8 pounds organic HAP per gallon coating solids used during each 12-month compliance period. 

e. For each new extreme performance fluoropolymer coating affected source, limit organic HAP 
emissions to no more than 12.4 pounds organic HAP per gallon coating solids used during each 12-
month compliance period. 

 
General Pollutant Emission Limiting Standards. Objectionable Odor Prohibited. The permittee shall not cause, 
suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  
 
Testing for demonstration of compliance shall be performed in accordance with Environmental Protection 
Agency (EPA) Reference Method (RM) 24 (as described in 40 CFR 60, Appendix A) for volatile organic 
compounds. Manufacturers data sheets with VOC and HAP contents may be substituted with the approval of 
the Department. 

 
To demonstrate initial compliance using the compliant material option, the coating operation or group of 
coating operations must use no coating with an organic HAP content that exceeds the applicable emission limits 
in 40 CFR 63.3890 and must use no thinner and/or other additive, or cleaning material that contains organic 
HAP as determined according to this section. Any coating operation for which you use the compliant material 
option is not required to meet the operating limits or work practice standards required in 40 CFR 63.3892 and 
63.3893, respectively. 
 
Calculate the organic HAP content, pounds of organic HAP emitted per gallon coating solids used, of each 
coating used during the compliance period using the following equation: 
       
     HC =      (DC)(WC)
 VS
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Where: 
HC = Organic HAP content of the coating, pound organic HAP emitted per gallon coating solids used. 
DC = Density of coating, pound coating per gallon coating, determined according to paragraph 40 CFR 
63.3941(c).  
WC = Mass fraction of organic HAP in the coating, pound organic HAP per pound coating, determined 
according to paragraph 40 CFR 63.3941(a).  
VS = Volume fraction of coating solids, gallon coating solids per gallon coating, determined according to 
according to paragraph 40 CFR 63.3941(b).  

 
Diversified Container Services, Inc. E.U.-002 must complete the initial compliance demonstration according to 
the requirements in 40 CFR 63.3941 during the initial compliance period. The initial compliance period begins 
on the date 3 years after the date of January 2, 2004 and ends on the last day of the 12th month following the 
compliance date. 
 
Diversified Container Services, Inc. E.U.-004 must complete the initial compliance demonstration according to 
the requirements in 40 CFR 63.3941 during the initial compliance period. The compliance date for E.U.-004 is 
the date of initial startup. The initial compliance period begins on the date of initial startup and ends on the last 
day of the 12th month following the compliance date. 
 
Procedures for demonstration of continuous compliance using the compliant material option shall be in 
accordance with the requirements in 40 CFR 63.3942. 

 
Records shall be maintained monthly for the following: 

a. Amount of coating applied 
b. VOC content (lbs/gal) of coatings as applied 
c. Amount of surface preparation, clean-up and wash-up solvent / thinner usage 
d. VOC content of solvent / thinner 
e. VOC emissions 
f. Hazardous air pollutants (HAP) content of coatings and solvents 
g. HAP emissions 

Records shall be maintained for a minimum of five (5) years and made available to the Department upon 
request.    
Quarterly reports shall be submitted to the Department describing the usage of solvents, coatings, and 
VOC/HAP contents and emissions. The quarterly reports shall be submitted by the 30th day of the following 
month after the end of each quarter (January - March, April - June, July - September, and October - December). 
The final report, which is due by the 30th of January for the quarter of October - December, shall include a 
synopsis of the preceding year. 
 
Diversified Container Services, Inc. must submit semiannual compliance reports for each affected source as 
described in 40 CFR 63.3920. 
 
Diversified Container Services, Inc. must submit the notification of compliance status no later than 30 calendar 
days following the end of the initial compliance period. 
 
Diversified Container Services, Inc. must collect and keep records of the data and information specified in 40 
CFR 63.3930. Failure to collect and keep these records is a deviation from the applicable standard. 

 
Emissions Unit 005 – Silica Blast Operation 

 
This emissions unit is allowed to operate 2,600 hours per year. 

 
No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter emissions from 
any activity, including vehicular movement; transportation of materials; construction, alteration, demolition or 
wrecking; or industrially related activities such as loading, unloading, storing or handling; without taking 
reasonable precautions to prevent such emissions. Reasonable precautions include the following: 

a. Paving and maintenance of roads, parking areas and yards. 
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b. Application of water or chemicals to control emissions from such activities as demolition of buildings, 

grading roads, construction, and land clearing. 
c. Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open 

stock piles and similar activities. 
d. Removal of particulate matter from roads and other paved areas under the control of the owner or 

operator of the facility to prevent reentrainment, and from buildings or work areas to prevent 
particulate from becoming airborne. 

e. Landscaping or planting of vegetation. 
f. Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter. 
g. Confining abrasive blasting where possible. 
h. Enclosure or covering of conveyor systems. 
 

IV. CONCLUSION 
 

 Based upon information provided by Diversified Container Services, Inc., the Department has reasonable 
assurance that the proposed modification of the Spray Painting Operation and the construction of a Global Paint 
Booth and Silica Blast Operation, as described in this evaluation and subject to the conditions proposed herein, 
will not cause, or contribute to a violation of any ambient air quality standard or other technical provision of 
Chapters 62-296 and 62-297, FAC, JEPB Rules 2.1001 and 2.1101. 
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