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March 8, 2002

Certified Mail - Return Receipt Requested

Mr. Bruce Smith, General Manager

Cedar Bay Generating Company, L.P.

P.O. Box 26324

Jacksonville, Florida  32226

Re:
Cedar Bay Cogeneration Facility

DEP File No. 0310337-006-AC/PSD-FL-137F

Dear Mr. Smith:

The Department reviewed your application dated October 26, 2001, requesting a revision to your PSD permit for an increase in the annual/monthly coal and limestone handling rates and the installation of a pug mill for the ash handling facilities.  

As you noted in your application, the increase in coal and limestone handling rates was requested in a previous PSD application and inadvertently overlooked during the application processing.  The requested increase was, however, granted in the revised power plant siting conditions of certification (PA88-24, Last Modified 05/31/01).  The Department understands your desire for this increased material handling, feels that your request is reasonable, and agrees that it results in a very insignificant increase in potential emissions of fugitive particulate matter.  The approved increase only affects the material unloading and handling sources.  No increase is being authorized for coal usage in the boilers; this revision does not affect the permitted boiler capacities in any way.  This change is only an increase in the amount of material that can be delivered to the site during a given time period in order to reduce the possibility of not having enough coal on site to satisfy the combustion demand.

The Department also agrees that the addition of a pug mill to your ash handling facilities will result in a similarly insignificant increase in potential emissions of fugitive particulate matter, but will provide more flexibility in the removal of ash from your site.  The added flexibility will come with the ability to transport ash in open container trucks in addition to your currently permitted open and closed rail cars and closed trucks.  The ability to transport ash from your site in open trucks will only be allowed in conjunction with the pug mill, dry ash will not be allowed to be transported in open trucks.

In order to properly reflect these revisions, the following changes will be made. 


Specific Condition II.1.B.2. of PSD-FL-137A is changed: 

FROM:

II.1.B.2.  The material handling/usage rates for coal, limestone, fly ash, and bed ash shall not exceed the following:


Handling/Usage Rate



Material
TPM
TPY







Coal
117,000
1,170,000



Limestone
27,000
320,000



Fly Ash
28,000
336,000



Bed Ash
8,000
88,000


Note:
TPM is tons per month based on 30 consecutive days; and, TPY is tons per year.

TO:

II.1.B.2.  Material Handling and Usage Rates.


a.
The material handling/usage rates for coal unloading and storage and for limestone/aragonite unloading and storage shall not exceed the following:

Unloading/Storage Handling/Usage Rate



Material
TPM
TPY

Coal
234,000
1,287,000

Limestone/Aragonite
54,000
347,000

b.
For all other coal, limestone/aragonite, fly ash, and bed ash handling sources the handling/usage rates shall not exceed the following:

Handling/Usage Rate



Material
TPM
TPY

Coal
117,000
1,170,000

Limestone
27,000
320,000

Fly Ash
28,000
336,000

Bed Ash
8,000
88,000

Note:  TPM is tons per month based on 30 consecutive days, TPY is tons per year.

All of the previous versions of Specific Condition II.1.B.4. (in permits PSD-FL-137A, B, C, and E) will be replaced by the following:

II.1.B.4.  Material handling sources shall be regulated as follows:


a.
The material handling and treatment area sources with either fabric filter or baghouse controls are as follows:



Coal Crusher Building



Coal Silo Conveyor



Limestone Pulverizer (2)/Conveyors



Limestone Storage Bins (2)



Bed Ash Hopper



Bed Ash Separator



Bed Ash Silo Vent



Fly Ash Silo Vent



Fly Ash Separators (2)


The emissions from the above listed sources are subject to the particulate emission limitation requirement of 0.003 gr/dscf (applicant-requested limitation which is more stringent than what is allowed by Rule 62-296.711, F.A.C.).  Since these sources are RACT standard type, then a one-time verification test on each source shall be required for PM mass emissions to demonstrate that the baghouse control systems can achieve the 0.003 gr/dscf.  The performance tests shall be conducted using EPA Method 5 pursuant to Chapter 62-297, F.A.C., and 40 CFR 60, Appendix A.


b.
Fugitive emissions from the following material handling and transport sources shall be controlled as follows:

Coal Car Unloading:
Wet Suppression using continuous water sprays during unloading.

Dry Ash Rail Car loadout:
Using closed or covered containers under negative air pressures during ash loadout; and, using water sprays prior to removal of rail car loadout cap when loading open rail cars.

Dry Ash Truck Loadout:
Using sealed trailers under negative air.

Wet Ash Truck Loadout:
Using a pug mill to mix water with ash.


The above listed sources are subject to a visible emission (VE) limitation requirement of 5 percent (5%) opacity in accordance with Rule 62-296.711, F.A.C.  Initial and subsequent compliance tests shall be conducted for VE using EPA method 9 or other FDEP approved methods in accordance with Chapter 62-297, F.A.C., and 40 CFR 60, Appendix A.  Initial visible emissions testing shall be conducted within 90 days after final DEP approval of these facilities or within 90 days after completion of construction of the source, whichever occurs last.  Ash shipped in open rail cars will be sprayed with water to create a crust on the top layer of ash.  Dry ash may not be shipped in open trucks.  If the pug mill becomes inoperable at any time, all ash shipped in trucks must be shipped in closed trucks and loaded under negative air for the duration of the outage.

A copy of this letter shall be filed with the referenced permit and shall become part of the permit.  This permit is issued pursuant to Chapter 403, Florida Statutes.  Any party to this order (permit) has the right to seek judicial review of it under Section 120.68, F.S., by the filing of a Notice of Appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the Clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station 35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000, and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within (thirty) days after this Notice is filed with the Clerk of the Department.

Executed in Tallahassee, Florida.

Howard L. Rhodes, Director

Division of Air Resources Management
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