FINAL DETERMINATION
PERMITTEE
Vistakon
Division of Johnson & Johnson Vision Care, Inc. 
7500 Centurion Parkway 
Jacksonville, FL 32256
PERMITTING AUTHORITY
Florida Department of Environmental Protection (Department)
Northeast District Office
8800 Baymeadows Way West, Suite 100
 Jacksonville, Florida 32256
PROJECT
Air Permit No. 0310535-017-AC
Air Construction Permit
Jacksonville Site 

Air construction permit, which authorizes the installation of a new thermal oxidizer for EU001, make modifications to certain contact lens production lines, and associated waste plastic operations.  
NOTICE AND PUBLICATION
The Department distributed a draft air construction permit package on December 3, 2015.  The applicant published the Public Notice in the Financial News & Daily Record on December 14, 2015.  The Department received the proof of publication on December 18, 2015.  No requests for administrative hearings or requests for extensions of time to file a petition for administrative hearing were received.
COMMENTS
No comments on the Draft Permit were received from the public, or EPA Region 4 Office. Below the applicant submitted minor comments, and requested clarification for the Departments consideration.
Applicant
On December 28, 2015 the Department received comments from the applicant.  The following summarizes the comments and the Department’s response. The following permit conditions are revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with yellow highlight.
1. Comment.  Page 3, Description: Since there are more storage tanks than mentioned, please reword the description to reflect that there are multiple storage tanks.

Response.  The sentence has been changed as follows: …and four multiple 8,000 gallon isopropyl alcohol or lower vapor pressure solvents or other lower vapor pressure material storage tanks.
2. Comment.  Page 6, Condition 9: In order to avoid numerous Title V permit revisions as more lines get added to the new oxidizer, it is requested that one permit revision be considered adequate after the initial operation of the new oxidizer when the initial batch of production lines are tied in and a second permit revision to be submitted when the rest of the production lines are tied in, or 90 days prior to AC permit expiration.



Response.   The condition No. 9 has been changed as follows:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation after the initial operation of the new oxidizer when the initial batch of production lines are tied in.  A second Title V air operation permit revision to be submitted when the rest of the production lines are tied in, but no later than 90 days prior to AC permit expiration.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  [Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.]
3. Comment.  Page 9, Condition A.7 and A.8: This is to clarify that the initial testing will be conducted on the new oxidizer within 180 days after the initial operation of the new oxidizer when the initial batch of production lines are tied in. The second test will be conducted when the rest of the production lines are tied in, or 90 days prior to AC permit expiration.

Response.  This comment and response is similar in nature to No. 2 above. The facility shall conduct another test after the new lines have been installed, prior to the expiration date of this construction permit.  The second test shall be conducted when the rest of the production lines are tied in, or no later than 90 days prior to the air construction permit expiration date.  The testing must be conducted in accordance with Specific Condition No. A.11. 

4. Comment.  Page 10, Condition A.13: This is to clarify that the semiannual report would contain a summary of the monthly emissions, monthly operation hours, monthly average of hourly temperatures and a summary of temperature excursions.

Response. The condition has been changed as follows: Semi-annual Reporting. Semi-annual reports shall be submitted to the Permitting Authority describing VOC/HAP contents, VOC/HAP emissions (monthly basis), total usage (hours) of thermal oxidizer (monthly basis), average hourly thermal oxidizer temperature (monthly basis), and any temperature excursions (total hours per month).  The Semi-annual reports shall be submitted with the Semi-annual Title V Report.  The final report, shall include a synopsis of the preceding year.

5. Comment.  Page 10, Condition A.17: It is requested that the time to submit the required notices for Commencement of Construction and Operation be 15 days rather than 5 days in order to allow for contingencies.

Response.  The condition has been changed as follows: A.17. Commencement of Construction and Operation.  The permittee shall submit to the Air Compliance Authority of this Office written notification of the date of commencement of construction, and operation of the thermal oxidizer and associated waste plastic operations.  These notifications shall be submitted or postmarked within as many days prior to the date of construction and operation commencement as practical, but no later than 5 15 business days following commencement of construction and operation. Submit the notifications to NED Compliance Assurance.  
[Rule 62-4.070(3), F.A.C.]



6. Correction:

	ID No.
	Emission Unit Description

	001                    
	Contact Lens Manufacturing.

New Thermal Oxidizer controls emissions from all Type “A” Lines, and possible Type “B” Lines.  B&W MEGTEC (or equivalent) thermal oxidizer with an catalyst estimated exit temperature of approximately 100 degrees Fahrenheit – Estimated minimal airflow is 4,000 scfm.

*Existing Control Device: Air Clear (or equivalent) catalytic oxidizer with a catalyst exit temperature of approximately 630 degrees Fahrenheit – Estimated nominal airflow is 2500 scfm.

[bookmark: _GoBack]Particulate matter emissions from the waste plastic and packaging systems are controlled by two dust collectors as follows: 

National Turbine 48x86 Dual Cartridge Pulse Jet Unit - Estimated nominal airflow is 5700 dscfm.

Hosokawa Mikropul Reverse Air Flow 3GT121S-8C - Estimated nominal airflow is 7500 dscfm.




CONCLUSION
The final action of the Department is to issue the permit with the minor changes, corrections and clarifications as described above.
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