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TECHNICAL EVALUATION 
 

AND 
 

PRELIMINARY DETERMINATION 
 
 
I. GENERAL INFORMATION 
 
 A. APPLICANT 
  Mr. Stan W. Hill, General Manager          

Wood Treaters, LLC     Draft Permit No: 0310560-001-AF 
P.O. Box 41604      County: Duval 
Jacksonville, FL 32203-1604 

 
 B. PROJECT  

The applicant, Wood Treaters, LLC, applied on March 19, 2008, to the Department for a Federally 
Enforceable State Operation Permit (FESOP) to operate the existing Chromated Copper Arsenate 
(CCA) Wood Treatment Facility located at 2610 Fairfax Street, Jacksonville, Duval County, FL 32209. 

 
II. RULE APPLICABILITY 
 

The facility is located in an area designated as unclassifiable for the air pollutants particulate matter less than or 
equal to ten (10) micrometers, lead, and sulfur dioxide, and in an air quality maintenance area for air pollutants 
particulate matter and ozone, pursuant to Chapter 62-204, Florida Administrative Code (FAC), and Rule 2.201, 
Jacksonville Environmental Protection Board (JEPB). 

 
The facility is a natural minor source of air pollution.  
 
The project shall be subject to the provisions of 40 CFR 63, Subpart QQQQQQ, National Emissions Standards 
for Hazardous Air Pollutants for Wood Preserving Area Sources and 40 CFR 63, Subpart A, General 
Provisions.  
Please note that for general provisions only the listed requirements of 40 CFR 63, Subpart A, General 
Provisions, found in 40 CFR 63, Subpart QQQQQQ, National Emission Standards for Hazardous Air Pollutants 
for Wood Preserving Area Sources, Table 1 are applicable to this facility. 
  

 
III. TECHNICAL EVALUATION 
 

EU No.  EU Description
 
EU 001  Wood Treatment Facility 
 
The hours of operation for this emissions unit shall not exceed 2,000 hours per year. 
 
The maximum process rate of the facility shall be limited to 1,350,000 cubic feet per year of wood. 
 
The permittee must prepare and operate according to a management practice plan to minimize air emissions 
from the preservative treatment of wood. 
 
Records on the type of treatment process and types and amounts of wood preservatives used at the facility and 
charge records identifying pressure reading(s) inside the retorts (or simply enclosed vessel) shall be maintained 
for a minimum period of 5 years and shall be made available to the Department upon request. 
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IV. CONCLUSION 
    

Based upon information provided by Wood Treaters, LLC, the Department has reasonable assurance that the 
existing CCA Wood Treatment Facility, as described in this evaluation and subject to the conditions proposed 
herein, will not cause, or contribute to a violation of any ambient air quality standard or other technical 
provision of Chapters 62-296 and 62-297, FAC, Rules 2.1001 and 2.1101, JEPB. 
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