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April 14, 2008
BY ELECTRONIC MAIL
Chris.Read@ipaper.com
Mr. Christopher Read 
Mill Manager
International Paper
Post Office Box 87
Cantonment, Florida 32533-0087
Dear Mr. Read:
This is to acknowledge receipt of your letter dated February 7, 2008 and received by the Department on February 8, 2008 regarding the requested changes in VOC stack testing sources for the post ONYX emission testing, “Attachment – Stack Testing” referenced in Air Construction Permit 0330042-012-AC.  This letter constitutes acceptance of your request to modify “Attachment – Stack Testing” referenced in permit specific condition F.1 by removing and adding the following sources; remove: “Press Feed tank” under A-Line O2 Delignification Source, “Deknotter System” under A-Line O2 Delignification Source and “Deknotter System” under B-Line O2 delignification Source while adding:”Screen feed Tank” under A-Line O2 Delignification Source and “#3 High Density Tank” under B-Line Batch Digester & Brown Stock Washing (BSW) Source, both added sources initial testing only.
 “Attachment – Stack Testing” referenced in Section III, Specific Condition F.1 Test Methods and Procedures of Permit 0330042-012-AV is hereby changed as follows.
From:

Attachment – Stack Testing  

International Paper Company

   Construction Permit No.:  0330042-012-AC

Pensacola Mill




                    Facility ID No.:  0330042

______________________________________________________________________

Required VOC Source Stack Testing

	Stack Testing Frequency 

	Source
	Initial
	Annual

	A-Line O2 Delignification

	Brown Stock Decker No. 1
	✔
	


	Brown Stock Decker No. 2
	✔
	

	Cleaner Dilution Tank
	✔
	

	Press Feed Tank
	✔
	

	Reject Refine Feed Tank
	✔
	

	Pine Decker Filtrate Tank
	✔
	✔

	A-Line Kamyr Digesters & Brow Stock Washing (BSW)

	Atmospheric Diffusion Washer
	✔
	

	High Density Diffusion Tank
	✔
	

	1st Stage Filtrate Tank
	✔
	

	A-Line Bleach Plant

	#6 High Density Tank
	✔
	

	B-Line O2 Delignification

	Rejects Drainers Vibratory Hood
	✔
	

	B-Line Decker Washer
	✔
	

	#1 POW Washer
	✔
	✔

	Screen Dilution Tanks
	✔
	

	Refined Rejects Tank
	✔
	

	B-Line O2 Blow Tank
	✔
	✔

	B-Line No. 1 POW Seal Tank
	✔
	✔

	Brown Stock Decker Seal Tank
	✔
	✔

	B-Line Batch Digesters & Brown Stock Washing (BSW) 

	No. 1 & No. 2 Combined Knot Tank
	✔
	

	No. 1 BSW No. 1 Drum
	✔
	✔

	No. 1 BSW No. 2 Drum
	✔
	✔

	No. 2 BSW No. 1 Drum
	✔
	✔

	No. 2 BSW No. 2 Drum
	✔
	✔

	No. 1 BSW Foam Tank
	✔
	

	No. 2 BSW Foam Tank
	✔
	

	B-Line Bleach Plant

	Scrubber
	✔
	

	E/O Tower
	✔
	

	#5 High Density Tank
	✔
	

	E/O Washer Hood Vent
	✔
	

	E/O Seal Tank
	✔
	✔

	LVHC System/Thermal Oxidizer & Paper/Pulp Machines

	Thermal Oxidizer
	✔
	✔

	No. 4 Pulp Machine
	✔
	

	No. 5 Paper Machine
	✔
	

	#4 High Density “Broke” Tank
	✔
	


Required TRS Source Stack Testing
	Stack Testing Frequency 

	Source
	Initial
	Annual

	A-Line O2 Delignification

	Brown Stock Decker No. 1
	✔
	✔

	Brown Stock Decker No. 2
	✔
	✔

	Deknotter System (secondary knotter & secondary knotter level tank)
	✔
	

	A-Line Kamyr Digesters & Brow Stock Washing (BSW)

	Digester
	
	

	Atmospheric Diffusion Washer
	✔
	

	B-Line O2 Delignification

	B-Line Decker Washer
	✔
	

	Brown Stock Decker Seal Tank
	✔
	

	Deknotter System (#1 & #2 knotter tanks)
	✔
	

	B-Line Batch Digesters & Brown Stock Washing (BSW)

	Batch Digesters
	
	

	No. 1 BSW No. 1 Drum
	✔
	

	No. 1 BSW No. 2 Drum
	✔
	

	No. 2 BSW No. 1 Drum
	✔
	

	No. 2 BSW No. 2 Drum
	✔
	

	No. 1 BSW Foam Tank
	✔
	

	No. 2 BSW Foam Tank
	✔
	

	B-Line Bleach Plant

	Scrubber
	✔
	

	E/O Tower
	✔
	

	E/O Washer Hood Vent
	✔
	

	E/O Seal Tank
	✔
	

	LVHC System/Thermal Oxidizer

	Thermal Oxidizer
	✔
	✔


Required NOX, SO2, CO, SAM, PM/PM10 Source Stack Testing
	Stack Testing Frequency 

	Source
	Initial
	Annual

	NOX & SAM (H2SO4) Stack Testing

	Thermal Oxidizer
	✔
	✔

	CO & SO2 Stack Testing

	Thermal Oxidizer
	✔
	

	PM/PM10 Stack Testing

	Thermal Oxidizer
	✔
	✔

	No. 5 Paper Machine
	✔
	


Notes:  

1. If multiple units are identical (i.e. same size, configuration, flow characteristics, and production throughputs) a single stack test may be conducted on one unit to represent all identical units.

2. If after any stack testing it is determined that the emission factors or PSD avoidance calculations need to be modified, the permittee shall submit a new air construction permit application.  This requirement includes reactivating equipment not accounted for in this PSD avoidance evaluation.

3. If after testing it is determined that this project actual resulted in a major modification, with respect to PSD, then the requirements of 62-212.400(4) through (12), F.A.C. shall apply to the modification as though construction had not yet commenced, per Rule 62-212.400(12)(c), F.A.C.

4. Alternate test methods or modifications may be made if requested and approved in writing or by State Rule.

5. The above required testing in no way eliminates any previously required stack testing, by Rule or permit.  If the above testing overlaps any previously required identical testing requirements, only one stack test is required.

6. For repeated annual testing requirements, reduced testing frequency may be requested, based on sufficient documentation of consistent operation and emission test results, through the Department’s air construction permitting process.  

To:

Attachment – Stack Testing  

International Paper Company

   Construction Permit No.:  0330042-012-AC

Pensacola Mill




                    Facility ID No.:  0330042
______________________________________________________________________

Required VOC Source Stack Testing

	Stack Testing Frequency 

	Source
	Initial
	Annual

	A-Line O2 Delignification

	Brown Stock Decker No. 1
	✔
	

	Brown Stock Decker No. 2
	✔
	

	Cleaner Dilution Tank
	✔
	

	Screen Feed Tank
	✔
	

	Reject Refine Feed Tank
	✔
	

	Pine Decker Filtrate Tank
	✔
	✔

	A-Line Kamyr Digesters & Brow Stock Washing (BSW)

	Atmospheric Diffusion Washer
	✔
	

	High Density Diffusion Tank
	✔
	

	1st Stage Filtrate Tank
	✔
	

	A-Line Bleach Plant

	#6 High Density Tank
	✔
	

	B-Line O2 Delignification

	Rejects Drainers Vibratory Hood
	✔
	

	B-Line Decker Washer
	✔
	

	#1 POW Washer
	✔
	✔

	Screen Dilution Tanks
	✔
	

	Refined Rejects Tank
	✔
	

	B-Line O2 Blow Tank
	✔
	✔

	B-Line No. 1 POW Seal Tank
	✔
	✔

	Brown Stock Decker Seal Tank
	✔
	✔

	B-Line Batch Digesters & Brown Stock Washing (BSW) 

	No. 1 & No. 2 Combined Knot Tank
	✔
	

	No. 1 BSW No. 1 Drum
	✔
	✔

	No. 1 BSW No. 2 Drum
	✔
	✔

	No. 2 BSW No. 1 Drum
	✔
	✔

	No. 2 BSW No. 2 Drum
	✔
	✔

	No. 1 BSW Foam Tank
	✔
	

	No. 2 BSW Foam Tank
	✔
	

	# 3 High Density Tank
	✔
	

	B-Line Bleach Plant

	Scrubber
	✔
	

	E/O Tower
	✔
	

	#5 High Density Tank
	✔
	

	E/O Washer Hood Vent
	✔
	

	E/O Seal Tank
	✔
	✔

	LVHC System/Thermal Oxidizer & Paper/Pulp Machines

	Thermal Oxidizer
	✔
	✔

	No. 4 Pulp Machine
	✔
	

	No. 5 Paper Machine
	✔
	

	#4 High Density “Broke” Tank
	✔
	


Required TRS Source Stack Testing
	Stack Testing Frequency 

	Source
	Initial
	Annual

	A-Line O2 Delignification

	Brown Stock Decker No. 1
	✔
	✔

	Brown Stock Decker No. 2
	✔
	✔

	A-Line Kamyr Digesters & Brow Stock Washing (BSW)

	Digester
	
	

	Atmospheric Diffusion Washer
	✔
	

	B-Line O2 Delignification

	B-Line Decker Washer
	✔
	

	Brown Stock Decker Seal Tank
	✔
	

	B-Line Batch Digesters & Brown Stock Washing (BSW)

	Batch Digesters
	
	

	No. 1 BSW No. 1 Drum
	✔
	

	No. 1 BSW No. 2 Drum
	✔
	

	No. 2 BSW No. 1 Drum
	✔
	

	No. 2 BSW No. 2 Drum
	✔
	

	No. 1 BSW Foam Tank
	✔
	

	No. 2 BSW Foam Tank
	✔
	

	B-Line Bleach Plant

	Scrubber
	✔
	

	E/O Tower
	✔
	

	E/O Washer Hood Vent
	✔
	

	E/O Seal Tank
	✔
	

	LVHC System/Thermal Oxidizer

	Thermal Oxidizer
	✔
	✔


Required NOX, SO2, CO, SAM, PM/PM10 Source Stack Testing
	Stack Testing Frequency 

	Source
	Initial
	Annual

	NOX & SAM (H2SO4) Stack Testing

	Thermal Oxidizer
	✔
	✔

	CO & SO2 Stack Testing

	Thermal Oxidizer
	✔
	

	PM/PM10 Stack Testing

	Thermal Oxidizer
	✔
	✔

	No. 5 Paper Machine
	✔
	


Notes:  

7. If multiple units are identical (i.e. same size, configuration, flow characteristics, and production throughputs) a single stack test may be conducted on one unit to represent all identical units.

8. If after any stack testing it is determined that the emission factors or PSD avoidance calculations need to be modified, the permittee shall submit a new air construction permit application.  This requirement includes reactivating equipment not accounted for in this PSD avoidance evaluation.

9. If after testing it is determined that this project actual resulted in a major modification, with respect to PSD, then the requirements of 62-212.400(4) through (12), F.A.C. shall apply to the modification as though construction had not yet commenced, per Rule 62-212.400(12)(c), F.A.C.

10. Alternate test methods or modifications may be made if requested and approved in writing or by State Rule.

11. The above required testing in no way eliminates any previously required stack testing, by Rule or permit.  If the above testing overlaps any previously required identical testing requirements, only one stack test is required.

12. For repeated annual testing requirements, reduced testing frequency may be requested, based on sufficient documentation of consistent operation and emission test results, through the Department’s air construction permitting process.  

****** End of Permit Revision ******
All other conditions of the permit remain in effect.  This letter shall be attached to and made a part of permit 0330042-012-AV.
If you have any questions, please contact John Fleck at 850/595-8300, extension 1232 or john.fleck@dep.state.fl.us.

Sincerely,

/s/
Rick Bradburn

Air Program Administrator

RB/jf/c

Enclosure

c:  Holly Harvey, International Paper (Holly.Harvey@ipaper.com)
NOTICE OF RIGHTS
Persons whose substantial interests are affected by this agency action have a right, pursuant to Sections 120.569 and 120.57, Florida Statutes, to petition for an administrative hearing on it.  The Petition must contain the information set forth below and must be filed (received) at the Department’s Office of General Counsel, 3900 Commonwealth Boulevard, MS 35, Tallahassee, Florida 32399-3000, within 21 days of receipt of this notice.  A copy of the Petition must also be mailed at the time of filing to the Department’s Northwest District Office, 160 Governmental Center, Pensacola, Florida 32502.  Failure to file a petition within the 21 days constitutes a waiver of any right such person has to an administrative hearing pursuant to Sections 120.569 and 120.57, Florida Statutes.

The petition shall contain the following information:


(a) The name, address, and telephone number of each petitioner; the county in which the subject matter or activity is located;


(b) A statement of how and when each petitioner received notice of the agency action;


(c) A statement of how each petitioner’s substantial interests are affected by the agency action;


(d) A statement of the material facts disputed by petitioner, if any;


(e) A statement of facts which petitioner contends warrant reversal or modification of the agency action;


(f) A statement of which rules or statutes petitioner contends require reversal or modification of the agency action;


(g) A statement of the relief sought by petitioner, stating precisely the action petitioner wants the Department to take with respect to the agency action.

If a petition is filed, the administrative hearing process is designed to formulate agency action.  Accordingly, the Department’s final action may be different from the position taken by it in this Notice.  Persons whose substantial interests will be affected by any decision of the Department with regard to the subject agency action have the right to petition to become a party to the proceeding.  The petition must conform to the requirements specified above and be filed (received) within 21 days of receipt of this notice in the Office of General Counsel at the above address of the Department.  Failure to petition within the allowed time frame constitutes a waiver of any right such person has to request a hearing under Sections 120.569 and 120.57, Florida Statutes, and to participate as a party to this proceeding.  Any subsequent intervention will only be at the approval of the presiding officer upon motion filed pursuant to Rule 28-106.205, Florida Administrative Code.

Mediation under Section 120.573, Florida Statutes, is not available in this proceeding.

“More Protection, Less Process”

www.dep.state.fl.us
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