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November 8, 2004

CERTIFIED MAIL – Return Receipt Requested

Mr. Gene L. Ussery, Jr.
V.P. of Power Generation/Transmission

Gulf Power Company





One Energy Place

Pensacola, Florida 32520-0328

Dear Mr. Ussery:

RE:
Correction to the Allowable Sulfur Dioxide Emission Limiting Standard for Boilers Nos. 4, 5, 6 and 7

Gulf Power Company - Crist Electric Generating Plant


Project No.: 0330045-010-AC


The Department has determined that a minor correction needs to made to the allowable sulfur dioxide limitation that was imposed with permit 0330045-008-AC in order to remove the possibility of an exceedance of the ambient air quality standards for sulfur dioxide.  Permit 0330045-008-AC imposed an allowable sulfur dioxide (SO2) emission limiting standard for Boilers Nos. 4, 5, 6 and 7, when burning solid fuel (pulverized coal), at Gulf Power Company’s Crist Electric Generating Plant.  This permitting project makes a correction to clarify that the limit of 2.40 lbs/MMBtu should have been imposed on all fuels, and establishes the compliance method for the permitted capacity as the use of daily fuel samples taken by Gulf Power.
1.
Other Permits.  The conditions of this permit supplement all previously issued air construction and operation permits for this facility.  Unless otherwise specified, these conditions are in addition to all other applicable permit conditions and regulations.  
[Rule 62-4.070, F.A.C.]

2.
To correct the SO2 limitation from “solid fuels” to “all fuels”, Specific Condition 1., of Permit 0330045-008-AC, is changed:

FROM:

1.  The Crist Electric Generating Plant’s Boilers Nos. 4, 5 , 6 and 7, shall not exceed 2.40 pounds per million Btu heat input, 24-hour average, while burning solid fuel (pulverized coal), with compliance determined by certified stack SO2 continuous emission monitors.

[Applicant Request; Rules 62-4.070(3), 62-204.220(1) and 62-212.300(1)(b), F.A.C.; and, 0330045-008-AC]
TO:

1.  The Crist Electric Generating Plant’s Boilers Nos. 4, 5 , 6 and 7, shall not exceed a maximum of 2.40 pounds per million Btu heat input, 24-hour average, with compliance determined by certified stack SO2 continuous emission monitors.

[Applicant Request; Rules 62-4.070(3), 62-204.220(1) and 62-212.300(1)(b), F.A.C.; and, 0330045-008-AC]

3.
To establish the method for demonstrating compliance with the permitted capacity as the use of the on-site composite fuel samples, the following condition is added.
Permitted Capacity.  The maximum operation heat input rate is as follows:

	
	Unit No.
	MMBtu/hr Heat Input
	Fuel Type

	
	-002
	420
	Natural Gas

	
	
	320
	No. 2 Fuel Oil

	
	
	320
	No. 6 Fuel Oil

	
	
	320
	On-Specification Used Oil

	
	-003
	550
	Natural Gas

	
	
	550
	No. 2 Fuel Oil

	
	
	550
	No. 6 Fuel Oil

	
	
	550
	On-Specification Used Oil

	
	-004
	1,096.7 
	Coal

	
	
	1,096.7 
	Natural Gas

	
	
	1,096.7 
	No. 2 Fuel Oil

	
	
	1,096.7 
	On-Specification Used Oil

	
	-005
	1,096.7 
	Coal

	
	
	1,096.7 
	Natural Gas

	
	
	1,096.7 
	No. 2 Fuel Oil

	
	
	1,096.7 
	On-Specification Used Oil

	
	-006
	3,704.8
	Coal

	
	
	3,704.8
	Natural Gas

	
	
	714.8
	No. 2 Fuel Oil

	
	
	714.8
	On-Specification Used Oil

	
	-007
	6,406.4
	Coal

	
	
	6,406.4
	Natural Gas

	
	
	1,282
	No. 2 Fuel Oil

	
	
	1,282
	On-Specification Used Oil


Note:  When a blend of fuels are fired, the heat input shall be prorated based on the percent heat input of each fuel.

Compliance with the above heat input limitations shall be demonstrated solely through the use of the composite fuel samples taken by on-site personnel.  Records of the composite samples (typically taken daily as-fired for solid fuel and per shipment (after blending) for liquid fuel) shall be maintained on-site for a period of five years and shall be made available for Department inspection upon request.
[Applicant Request; and, Rule 62-4.070, F.A.C.]
4.
ATTACHMENT GENERAL CONDITIONS is a part of this permit (letter) and incorporated by reference.









Sincerely,









Michael G. Cooke, Director









Division of Air Resource Management

MGC/jkh
Enclosures

cc:
Trina Vielhauer, DEP - BAR


Jim Pennington, DEP - BAR


Bruce Mitchell, DEP - BAR


Cleve Holladay, DEP - BAR


Sandra Veazey, DEP - NWD


Andy Allen, DEP - NWD


G. Dwain Waters, Q.E.P., GPC

