FINAL DETERMINATION


PERMITTEE

Gulf Power Company
One Energy Place
Pensacola, Florida 32520
Permitting Authority

Florida Department of Environmental Protection (Department)
Division of Air Resource Management

Bureau of Air Regulation, New Source Review Section
2600 Blair Stone Road, MS #5505

Tallahassee, Florida 32399-2400

PROJECT

Air Permit No. 0330045-026-AC
Minor Air Construction Permit
Crist Electric Generating Plant
This permit authorizes the installation of a temporary hydrated lime injection system to be used by Gulf Power, as necessary, to mitigate a potential visible plume by reducing sulfuric acid mist emissions related to installation of the wet FGD system for Units 4-7.
NOTICE AND PUBLICATION

The Department distributed a draft minor air construction permit package on August 17, 2009.  The applicant published the Public Notice in the Pensacola News Journal on August 22, 2009.  The Department received the proof of publication on September 3, 2009.  No requests for administrative hearings or requests for extensions of time to file a petition for administrative hearing were received.  
COMMENTS

No comments were received from the public, the Department’s Northwest District Office or the EPA Region 4 Office.  On September 3, 2009, comments on the Draft Permit were received from the applicant.
The following summarizes the comments and the Department’s response.  All of these comments are from Section 3A. Emissions Unit Specific Conditions (Page 5 of 6).
1. Comment:  Please revise Condition 3 in Subsection 3A to read:  “The permittee is authorized to install and operate a temporary HLI system as determined necessary by the permittee to mitigate a visible plume and to evaluate the effectiveness of the equipment.  This revision clarifies that that operation is solely determined by the source and that the “circumvention” provision as outlined in the Common Conditions (Section 4. Appendix C) is not applicable to operation of the temporary hydrated HLI system.
Response:   The Department agrees that this was the original intent.  Condition 3 is changed as follows, “The permittee is authorized to install and operate the a temporary HLI system as determined necessary by the permittee to mitigate a visible plume and evaluate the effectiveness of the equipment.”
2. Comment:  Please revise Condition 4 in Subsection 3A to include EPA Methods 8A and 8B along with Method 8 to measure sulfuric acid mist (SAM) emissions.  Method 8 can show interferences from sulfates, particulate matter and sulfur dioxide from fossil fuel fired utility boilers.  Methods 8A and 8B provide alternate methods.
Response:  The Department concurs and the condition is changed as follows:, “The permittee shall conduct stack tests in accordance with EPA Method 8, or 8A or 8B to determine the SAM emissions subject to the following conditions.”  Methods 8A and 8B were also added to the table in Condition 7.
3. Comment:  Please clarify that Condition 4a in Subsection 3A allows for a test location after the scrubber (i.e., the stack) since there may not be a suitable test location after the HLI injection point and before the scrubber.  
Response:  This was the Department’s original intent.  Condition 4a is changed as follows, “The test may be conducted after the HLI injection point (which may be after the wet FGD system) with the HLI off.”
4. Comment:  Please revise condition 4b in Subsection 3A to be similar to Condition 4a stating that each test run should be conducted while firing only coal with the HLI system on at the highest boiler operating rates possible for the given system demands.
Response:  The Department does not concur.  Condition 4a requires testing for uncontrolled SAM emissions at the highest boiler operating rates possible for the given system demands.  Condition 4b requires testing for controlled SAM emissions to be within 10% of the operating rates achieved during the tests for uncontrolled SAM emissions.  The purpose is to provide a meaningful comparison.  No changes were made.
5. Comment:  Please revise Condition 4e in Subsection 3A to require tests within 90 days of the startup instead of installing the HLI system.
Response:  The Department concurs and Condition 4e is changed as follows, “All required tests shall be conducted within 90 days of installing the startup of the temporary HLI system.”
CONCLUSION

The final action of the Department is to issue the permit with the minor changes, corrections and clarifications as described above.
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