FINAL DETERMINATION
PERMITTEE
Gulf Power Company
1 Energy Place
Pensacola, Florida 32520-0328
PERMITTING AUTHORITY
Florida Department of Environmental Protection (Department)
Division of Air Resource Management
Office of Permitting and Compliance
2600 Blair Stone Road, MS #5505
Tallahassee, Florida 32399-2400
PROJECT
Air Permit No. 0330045-043-AC
Minor Air Construction Permit
Crist Electric Generating Plant
This project authorizes the replacement of one row of coal-only burners in Crist Boiler No. 7 with one row of four dual-fuel (coal and natural gas) burners.  The overall capacity of the boiler will remain unchanged.
NOTICE AND PUBLICATION
The Department distributed a draft minor air construction permit package on July 22, 2016.  The applicant published the Public Notice in The Pensacola News Journal on July 29, 2016.  The Department received the proof of publication on August 4, 2016.  No requests for administrative hearings or requests for extensions of time to file a petition for administrative hearing were received.
COMMENTS
No comments on the Draft Permit were received from the public or the EPA Region 4 Office.  The applicant submitted one small comment set[footnoteRef:1], regarding the boiler load at which carbon monoxide testing is to be performed. [1:  Available in Oculus.  (Choose “PUBLIC OCULUS LOGIN.”)] 

The applicant has requested that the provisions of Rule 62-297.310, F.A.C., that allow for testing at a load lower than 90%, be included in the permit.  If testing is performed at a load lower than 90%, additional testing could be required if the permittee wishes to co-fire at higher loads.  If the permittee co-fires at a load greater than 110% of the load at which the test was performed, then another test of carbon monoxide emissions at this higher load will be required.
[bookmark: _GoBack]The requested edits to Specific Condition 3 of the permit are shown below, with additions marked with a double underline, and deletions marked with strikethrough.
3. [bookmark: _Ref456622838]CO Emissions Factor Tests:  The permittee shall conduct three stack tests, each consisting of three runs, for carbon monoxide after the installation of the burners.  These tests will determine emissions factors for three operating scenarios, on a lb/MMBtu basis.  These tests shall be conducted within 60 days after achieving permitted capacity with the new burners.  These runs shall be performed with the total heat input to the boiler (from coal and natural gas) at least 90% of total boiler permitted capacity.  If it is impracticable to test at permitted capacity, the emissions unit may be tested at less than the 90% of the total boiler permitted capacity.  If the emissions unit is tested at less than 90% of total boiler permitted capacity, another emissions test shall be conducted and completed no later than 60 days after the emissions unit operation exceeds 110% of the total boiler permitted capacity at which its most recent emissions test was conducted.
a. Test Without Cofiring:  One test shall be performed without firing natural gas.  These runs shall be performed with the coal heat input to the boiler at least 90% of the total boiler capacity.
b. [bookmark: _Ref456363215]Test at Previous Natural Gas Capacity:  One test shall be performed during gas/coal cofiring, with natural gas heat input between 75% and 105% of 848 MMBtu/hr and total heat input to the boiler (from coal and natural gas) at least 90% of total boiler capacity.
c. Test at New Natural Gas Capacity:  One test shall be performed during gas/coal cofiring, with natural gas heat input at least 75% of full natural gas capacity (nominally 1,696 MMBtu/hr) and total heat input to the boiler (from coal and natural gas) at least 90% of total boiler capacity.
[Rule 62-4.070(3), F.A.C.; PSD Avoidance]
This request is entirely consistent with the testing capacity requirements of Rule 62-297.310, F.A.C.  The Department will make this requested change
CONCLUSION
The final action of the Department is to issue the permit with the minor change noted above.
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