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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
A.  Portable Hot Mix Asphalt Plant w/ Baghouse
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Minor Air Construction Permit
Naval Air Station (NAS) Pensacola
New Portable Hot Mix Asphalt Plant


Project
This is the final air construction permit, which authorizes the addition of a new Emissions Unit (052) to allow for the temporary operation of portable Hot Mix Asphalt Plants and their associated equipment.  The proposed work will be conducted at NAS Pensacola, which is a National Security facility. categorized under Standard Industrial Classification No. 9711.  The existing facility is located in Escambia County at 310 John Towers Road in Pensacola, Florida.  The UTM coordinates are Zone 16, 472.8 km East and 3364.8 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000 and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida
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Andrew Joslyn	Date
Permitting Program Administrator 
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CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
[bookmark: _Hlk480460897][bookmark: _Hlk480456188]Mark W. Gibson, U.S. Navy, mark.w.gibson@navy.mil
Captain Christopher T. Martin, U.S. Navy chris.t.martin@navy.mil
Mr. Darrell Wilson, U.S. Navy, darrell.l.wilson1@navy.mil
Mr. Bradley Uhlmann, P.E., AMEC Foster Wheeler, brad.uhlmann@amecfw.com
Ms. Barbara Friday, DEP OPC, barbara.friday@dep.state.fl.us
Ms. Lynn Scearce, DEP OPC, lynn.scearce@dep.state.fl.us
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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FINAL PERMIT

Naval Air Station (NAS) Pensacola	Air Permit No. 0330082-013-AC
New Portable Hot Mix Asphalt Plant	Minor Air Construction Permit
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FACILITY DESCRIPTION
[bookmark: Section_1]The primary mission of the NAS Pensacola Complex is to provide training of Navy, Marine and Air Force personnel.  Several training commands are located at this base, including Naval Education Training Command (NETC).  The Public Works Department (PWD) provides public works support to all tenants on NAS Pensacola.  Its operations include maintenance, repair, construction, utilities, transportation services, engineering services and shore facilities planning. 
 
NAS Pensacola Complex is a Naval Training Facility which provides facilities and support for air training operations of aircraft crews and commands, supports fleet and shore-based personnel, maintains and operates the base facilities and provides services and materials to support operation of the aviation activities.  Air pollutant emitting activities associated with NAS result from facilities required for the training activities such as fuel storage tanks; fuel burning equipment such as boilers, heaters, and emergency generators.  The PWD maintains support facilities, such as the boiler plants, emergency generators and other facilities. 
 
This facility consists of a 16 natural gas fired steam boilers totaling 53.11 MMBtu/hr; one gasoline dispensing facility consisting of four storage tanks with a throughput of greater than 100,000 gallons/month, one gasoline dispensing facility consisting of two storage tanks with a throughput of greater than 10,000 gallons/month, and seven gasoline dispensing facilities consisting of one storage tank each with a throughput of less than 10,000 gallons/month; one bulk gasoline distribution plant (10,000 gallon tank); and 44 stationary emergency CI internal combustion engines (ICE).
The existing facility consists of the following emissions units.
	Facility ID No. 0330082

	ID No.
	Emission Unit Description

	Regulated Emissions Units

	039
	16 Natural Gas Fired Steam Boilers, totaling 53.11 MMBtu/hr

	041
	One (1) GDF consisting of four (4) gasoline storage tanks w/ throughput greater than 100,000 gal/month

	045
	One (1) GDF consisting of two (2) gasoline storage tanks w/ throughput greater than 10,000 gal/month

	046
	Seven (7) Gasoline Dispensing Facility consisting of one (1) gasoline storage tank each w/ throughput less than 10,000 gal/month

	047
	Gasoline Distribution Terminal-Bulk Tank

	048
	Stationary Emergency CI ICE constructed prior to 6-12-2006

	049
	Stationary Emergency CI ICE displacement <30 liters per cylinder constructed after 6-12-2006

	Unregulated Emissions Units (see Appendix U, List of Unregulated Emissions Units and/or Activities)

	040
	65 Natural Gas Fired Hot Water Boilers/heaters totaling 151 MMBtu/hr


PROPOSED PROJECT
This air construction permit authorizes the addition of a new Emissions Unit (052) to allow for the temporary operation of portable Hot Mix Asphalt (HMA) Plants and their associated equipment
The initial portable drum mix asphalt plant will consist of a ALmix Model 8842Uni-Flow 250 ton per hour drum mixer with a 75 MMBtu/hour fuel oil fired burner for drying, heating and mixing with liquid asphalt.  The process combines a measured amount of wet aggregate feed with a metered amount of liquid asphalt cement in the rotary drum mixer under heated conditions to produce asphalt concrete. The fuel oil burner in the drum mixer drives off the moisture from the aggregate and generates a hot airflow which passes through a baghouse for the control of particulate matter emissions. The dust captured by the baghouse is returned to the drum mixer to incorporate into the wet cement.
Particulate emissions from the drum dryer will be controlled by an Asphalt Equipment Company Model 63KRA baghouse manufactured by ALmix.  The fines from the baghouse are recycled into the asphalt mix.  The baghouse shall consist of 13,470 square feet of filter area and has a design air flow of 63,000 acfm with an air to cloth ratio of approximately 4.7:1.  The filter bags will be cleaned by the reverse air method, where bags are cleaned by injecting clean air into the dust collector in a reverse direction, which pressurizes the compartment. The pressure makes the bags collapse partially, causing the dust cake to crack and fall into a hopper.  
[bookmark: _Hlk478633383]This EU is subject to 40 CFR Part 60, Subpart I — Standards of Performance for Hot Mix Asphalt (HMA) Facilities; and 40 CFR 60, Subpart A – General Provisions and the portable Hot Mix Asphalt Plant shall be operated entirely on Ultra Low Sulfur Diesel (ULSD) fuel oil. 
The initial portable HMA plant shall be powered by a 750kW diesel generator.  The generator will meet the 40 CFR 1068.30 definition of a non-road engine.  As such, the engine is not subject to the standards of 40 CFR 63 Subpart ZZZZ or the standards of 40 CFR 60 Subpart IIII.  
The generator shall not remain at a location for more than 12 consecutive months pursuant to the requirements of the 40 CFR 1086.30(2)(iii) definition of a non-road engine.  
Also, pursuant to paragraph (2)(iii) of the non-road engine definition, “A location is any single site at a building, structure, facility, or installation. Any engine (or engines) that replaces an engine at a location and that is intended to perform the same or similar function as the engine replaced will be included in calculating the consecutive time period.”
This project will add the following emissions units.
	Facility ID No. 0330082

	ID No.
	Emission Unit Description

	052
	Portable Hot Mix Asphalt Plant w/ Baghouse


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
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SECTION 1.  GENERAL INFORMATION

1. [bookmark: Section_2]Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program of the Department of Environmental Protection (Department). The District’s physical and mailing address is 160 W. Government Street, Suite 308, Pensacola, Florida 32502-5740.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us.  
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Office Compliance Assurance Program at the above address or by electronic mail at nwdair@dep.state.fl.us and copied to epost_nwdwasteair@dep.state.fl.us.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements); Appendix E (NSPS, Subpart A – General Provisions); Appendix F, (NSPS, Subpart I – Standards of Performance for Hot Mix Asphalt Facilities) and Appendix G, O&M (Operations and Maintenance Plan).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
c. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS

[bookmark: Section_3]This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	052
	Portable Hot Mix Asphalt Plant w/Baghouse


[bookmark: _Hlk481760047][bookmark: _Hlk480200740]This Emissions Unit is being established to allow for the temporary operation of portable Hot Mix Asphalt (HMA) Plants and their associated equipment at this Title V source.  The application for this AC was received before the rule changes in 62-210.300(3)(c)2.j., F.A.C., and 62-210.310(5)(e)5, F.A.C., allowed for non-routine operation of permitted asphalt plants and non-metallic mineral plants at Title V facilities.  The applicant decided to proceed and get this EU permitted because of contractual obligations for a pending paving project at the facility.  The initial portable drum mix asphalt plant to use this EU is typical.
The initial portable drum mix asphalt plant to use this EU will consist of a ALmix Model 8842Uni-Flow 250 ton per hour drum mixer with a 75 MMBtu/hour fuel oil fired burner for drying, heating and mixing with liquid asphalt.  The process combines a measured amount of wet aggregate feed with a metered amount of liquid asphalt cement in the rotary drum mixer under heated conditions to produce asphalt concrete. The fuel oil burner in the drum mixer drives off the moisture from the aggregate and generates a hot airflow which passes through a baghouse for the control of particulate matter emissions. The dust captured by the baghouse is returned to the drum mixer to incorporate into the wet cement.
Particulate emissions from the drum dryer will be controlled by an ALmix Asphalt Equipment Company Model 63KRA baghouse manufactured by ALmix.  The fines from the baghouse are recycled into the asphalt mix.  The baghouse shall consist of 13,470 square feet of filter area and has a design air flow of 63,000 acfm with an air to cloth ratio of approximately 4.7:1.  The filter bags will be cleaned by the reverse air method, where bags are cleaned by injecting clean air into the dust collector in a reverse direction, which pressurizes the compartment. The pressure makes the bags collapse partially, causing the dust cake to crack and fall into a hopper.  
Relocatable asphalt plants using this EU may be subject to 40 CFR Part 60, Subpart I — Standards of Performance for Hot Mix Asphalt Facilities; and 40 CFR 60, Subpart A – General Provisions. 
The initial portable HMA plant shall be powered by a 750kW diesel generator.  The generator will meet the 40 CFR 1068.30 definition of a non-road engine.  As such, the engine is not subject to the standards of 40 CFR 63 Subpart ZZZZ or the standards of 40 CFR 60 Subpart IIII.  
The generator shall not remain at a location for more than 12 consecutive months pursuant to the requirements of the 40 CFR 1086.30(2)(iii) definition of a non-road engine.  
Also, pursuant to paragraph (2)(iii) of the non-road engine definition, “A location is any single site at a building, structure, facility, or installation. Any engine (or engines) that replaces an engine at a location and that is intended to perform the same or similar function as the engine replaced will be included in calculating the consecutive time period.”
Equipment
1. Hot Mix Asphalt Plant:  The permittee is authorized to install a Hot-Mix asphalt plant with a baghouse.  Associated equipment to be installed for this emissions unit will typically include:
a. A portable dryer/drum asphalt mixer for drying the aggregate feed and adding the liquid asphalt, 
b. A baghouse, 
c. Cold feed bins for wet aggregate, 
d. Liquid asphalt cement (AC) storage tank with two heated and agitator compartments, 
e. Conveyors, weigh scales, and pumps for material transfer, 
f. Burner(s) and blowers for aggregate drying, 
g. One diesel generator to operate electrical equipment, 
h. One fuel oil storage tank directly feeding the drum mixer burner, 
i. One holding silo to contain the finished hot-mix asphalt concrete for transfer to trucks.
[Application No. 0330082-013-AC]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  For compliance testing purposes only, the maximum allowable operating rate of the asphalt plant is the manufacturer’s rated capacity in tons of asphalt concrete mix produced per hour.  [Rule 62-210.200(PTE), F.A.C., and Application No. 0330082-013-AC]
3. Production:  The maximum production rate of asphaltic concrete shall not exceed 400,000 tons per any consecutive twelve-month period.  [Rule 62-210.200(PTE), F.A.C., and requested by Permittee in Application No. 0330082-013-AC]  
4. [bookmark: _Hlk482368657]Authorized Fuel: The asphalt plant is authorized to use natural gas, propane, or fuel oil.  If burning fuel oil it is subject to the following fuel oil limitations: 
a. The asphalt mixer dryer/ burner is authorized to fire Ultra Low Sulfur Diesel (ULSD) fuel oil. 
b. The asphalt cement heater is authorized to fire ULSD fuel oil. 
c. The maximum sulfur content of the ULSD shall not exceed 0.0015% by weight.  
[Rule 62-210.200(PTE), F.A.C., and requested by applicant in Application No. 0330082-013-AC]
5. [bookmark: _Hlk482368687]Restricted Operation:  The hours of operation of are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C., and Application No. 0330082-013-AC]  
EMISSIONS STANDARDS
6. [bookmark: _Hlk482366236]Emissions Standards:  (Not applicable if the Asphalt Concrete Plant is not subject to 40 CFR 60 Subpart I)
a. [bookmark: _Hlk480293013]Particulate Matter (PM):  Particulate matter emissions, associated with the asphalt concrete plant, shall not exceed 0.04 grains per dry standard cubic foot averaged over a three-hour period.
[Rule 62-204.800(8)(b)(13), F.A.C; 40 CFR 60.92(a)(1) and Application No. 0330082-013-AC]
[bookmark: _Hlk480292854]b.	Visible Emissions (VE):  Visible emissions, associated with the asphalt concrete plant shall be less than 20% opacity.  [Rule 62-204.800(8)(b)(13), F.A.C.; and 40 CFR 60.92(a)(2), and Application No. 0330082-013-AC]
TESTING REQUIREMENTS  
7. Initial Compliance Tests:  (Not applicable if the Asphalt Concrete Plant is not subject to 40 CFR 60 Subpart I)  The emissions unit shall be tested to demonstrate initial compliance with the emissions standards for PM and VE.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us .
[Rules 62-4.070 and 62-297.310(8)(b)1, F.A.C.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
8. Annual Compliance Tests:  (Not applicable if the Asphalt Concrete Plant is not subject to 40 CFR 60 Subpart I)  During each calendar year (January 1st to December 31st), the emissions unit shall be tested to demonstrate compliance with the emissions standards for PM and VE.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us.  [Rule 62-297.310(8)(a)1, F.A.C.]
9. [bookmark: _Hlk482351413]Performance Test Requirements – Relocated Portable Asphalt Plants: Should the owner or operator bring on-site a different portable Asphalt Plant at any point after the initial Asphalt Plant for routine operations at NAS, a demonstration of compliance must be made for each such Asphalt Plant. The owner or operator may make such demonstration by either: 
a. Providing the Compliance Authority documentation of the most recent* performance test reports for those Asphalt Plants operating under the authority of a valid Non-Title V Operation Permit for a Relocatable Asphalt Plant in effect prior to relocation at this site; or 
b. Conduct testing at each affected facility (Emissions Point) within the Asphalt Plant in accordance with the specific condition, Initial Compliance Test requirements.  The visible emissions tests shall be conducted as soon as practical, but no later than thirty (30) days after commencing operation. 
Additionally, information regarding the control device shall be submitted to the Compliance Authority prior to locating the Asphalt Plant onsite: 
(1) Maximum dry standard flow rate 
(2) Stack height 
(3) Exit diameter 
(4) Outlet gas temperature 
(5) Actual flow rate 
(6) Moisture content 
(7) Estimated PM control efficiency 
Should the Asphalt Plant continue to remain onsite, the Asphalt Plant shall comply with the applicable terms and conditions of this permit including the specific condition, Annual Compliance Test requirements as applicable.  [Rule 62-4.070(3), F.A.C.]
[bookmark: _Hlk482368881]{*Permitting Note: The most recent test pursuant to the testing frequency stated in the relocatable asphalt plant’s applicable permit.}
10. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Notification of compliance testing and completed test reports may be submitted by electronic mail to nwdair@dep.state.fl.us.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
11. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	5
	Methods for Determining Particulate Matter Emissions

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


a. [bookmark: _Hlk480293621]The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department. 
b. The owner or operator shall determine compliance with the particulate matter standards in §60.92 as follows: 
1. Method 5 shall be used to determine the particulate matter concentration. The sampling time and sample volume for each run shall be at least 60 minutes and 0.90 dscm (31.8 dscf). 
2. Method 9 and the procedures in §60.11 shall be used to determine opacity.  
[Rule 62-204.800(8)(b)13, F.A.C.; 40 CFR 60.93; 40 CFR 60 Appendix A; Application No.0330082-013-AC]
NOTIFICATION REQUIREMENTS
12. Commencement of Construction/Operation: The Permittee shall submit to the Compliance Authority written notification of the following:  date of commencement of construction and also initial operation of the hot mix asphalt plant and associated equipment. These notifications shall be submitted or postmarked within as many days prior to the date of construction/operation commencement as practical, but no later than one (1) business day following such date. Submissions may be sent electronically to the Compliance Authority at nwdair@dep.state.fl.us and copied to epost_nwdwasteair@dep.state.fl.us.  [Rule 62-4.070(3), F.A.C.]  
MONITORING REQUIREMENTS
13. Baghouse Operation and Maintenance Plan. The baghouse for the hot mix asphalt plant shall be inspected and maintained in accordance with the recommendations developed for the equipment by the vendor and with the Operation and Maintenance (O&M) Plan (See Appendix O&M). Inspection and maintenance documentation shall be retained at the NAS Pensacola facility for at least 3 years and made readily available for inspection by the Department.  [Rule 62-4.070(3), F.A.C., and Application No. 0330082-013-AC]
RECORDS AND REPORTS
14. Commencement of Construction/Operation Records: The Permittee shall maintain a record of the date of commencement of construction and initial operation of the hot mix asphalt plant and associated equipment. 
[Rule 62-4.070(3), F.A.C.]   
15. [bookmark: _Hlk480297223]Asphalt Production and Fuel Use Records:  The permittee shall maintain records to document the monthly and the twelve-month rolling totals of the following information to demonstrate compliance with permitted limits:  
a. The total amount of HMA produced (in tons). 
b. Hours of operation of the Emissions Unit. 
c. The quantity, in gallons, of ULSD fuel oil used to fire the drum mixer/dryer burner and asphalt cement tank heater. 
Such records shall be retained for five years.  Records shall be kept on site and shall be available to the Department upon request.  [Rule 62-4.070(3), F.A.C., and Application No. 0330082-013-AC]
16. [bookmark: _Hlk480296372]Fuel Oil Supplier Certification:  The Permittee shall maintain records of fuel supplier certifications for each shipment of fuel oil received.  The fuel oil supplier certification shall include the following information:
a. The name of the supplier and
b. A statement from the supplier that the fuel oil meets the maximum sulfur content specification of 0.0015% by weight.
Such records shall be retained for five years.  [Rule 62-4.070(3), F.A.C. and Application No. 0330082-013-AC]
17. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate.  [Rule 62-297.310(10), F.A.C.]
OTHER REQUIREMENTS
18. [bookmark: _Hlk482351302][bookmark: _Hlk480297745]NSPS Applicability (Not Applicable if the Asphalt Concrete Plant is not subject to 40 CFR 60 Subpart I):  All applicable requirements of Title 40, Code of Federal Regulations, Part 60, Subpart A, General Provisions, and Subpart I, Standards of Performance for Hot Mix Asphalt Facilities, applicable to this source shall be adhered to unless the applicable State standards are more restrictive.  [Rules 62-204.800(8)(b)13 and 62-204.800(8)(d), F.A.C.]  
19. [bookmark: _Hlk482351339]If any Reciprocating Internal Combustion Engine at this emissions unit becomes subject to 40 CFR 60 subpart IIII, 40 CFR 60 subpart JJJJ, or 40 CFR 63 subpart ZZZZ, the affected engine(s) shall comply with all the limitations and requirements of that Subpart. The Permittee shall apply for a construction permit to incorporate applicable portions of the federal regulations into the facility’s permit.  [Rules 62-4.030, 62-204.800(8)(b)81. & 82., and 62-204.800(11)(b)82, F.A.C] 
{Permitting Note: The engine is a portable unit, is not considered a stationary engine unless the portable unit stays in the same location at the facility for more than 12 consecutive months. See 40 CFR 60.4200(a)(2) and 40 CFR 1068.30.}
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