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Florida Department of

Memorandum
Environmental Protection
TO:
Rick Bradburn
THROUGH:
Armando Sarasua, P.E.
FROM:  
Angelia Jackson

DATE:
April 20, 2010

SUBJECT:
Evaluation Summary for CEREX Advanced Fabrics, Inc., Pensacola Facility 0330108-003-AO, Escambia County
We recommend issuing a renewal permit to CEREX Advanced Fabrics, Inc., to operate their Pensacola Spunbonded Fabric Manufacturing Facility.  This renewal permit follows permit 0330108-002-AO, effective April 20, 2005.   
Process Description.  

The facility consists of the following three lines (B, C and E):

· Line B forms fiber batts that are acid treated with anhydrous Hydrochloric Acid (HCl), pressed, washed with water, and steam dried.  

· Line C fiber batts are not acid treated, but are pressure treated with rollers heated with a natural gas fired heater. 

· Line E fiber batts are not acid treated, but are pressure treated with rollers that are heated electrically.

Additionally, the CEREX facility includes polymer pellet storage.  This equipment includes pellet storage silos, receiving hoppers, fines removal systems, dryers, and a collection baghouse.  The total potential uncontrolled emissions from this storage and handling equipment are 4,252 pounds per year.  Emission points associated with these exempt activities are:  EP 11, baghouse, B&C lines; EP 12, baghouse, E line; and EPs 13, 14, silos GB1, and GB 2.  (See Simplified Flake Handling Process Flow Diagrams for Lines B and C, and E.)
Pollution Control Equipment.  

Emissions from acid treatment are treated with scrubbers and discharged from emission points 4 and 5.  Emissions from drying washed, acid treated fabric are controlled by a scrubber and discharged from emission point 9.  Emissions from the exempt pellet storage and handling equipment are controlled by baghouses.

Environmental Impact.  

FACILITY WIDE:

	Airborne Contaminant

Emitted
	FAC Rule
	Estimated Emissions
	Allowable Emissions

	
	
	lbs/hr
	T/yr
	lb/hr
	T/yr

	PM
	62-296.320
	N/A
	2.39*
	N/A
	N/A

	HAP (HCl)
	N/A
	N/A
	6.2
	N/A
	5.0 ppm

	SO2
	N/A
	N/A
	0.004
	N/A
	N/A

	VOC
	N/A
	N/A
	0.04
	N/A
	N/A

	NOx
	N/A
	N/A
	0.64
	N/A
	N/A

	CO
	N/A
	N/A
	0.27
	N/A
	N/A

	Objectionable Odors
	62-296.320(2)
	N/A
	N/A
	None allowed off plant property

	VE
	62-296.320(2)
	N/A
	N/A
	Not more than 20% opacity


* PM emissions include uncontrolled emissions from exempt storage and handling.

Applicable Rules & Regulations 

No applicable Rule based source specific emission limits or criteria.  

The Line B heater and polymer pellet storage are exempt from permitting in accordance with Rule 62-210.300(3)(b)1, F.A.C., Generic Emissions Unit Exemption.  See Department letter dated February 12, 2004.
Permit AO17-2123 issued August 21, 1975, was the initial permit for this facility.  Permit AO17-27040 was issued May 26, 1995 with an expiration date of May 1, 2000, and included operating conditions, specific emission limitations, and requires emission monitoring.  This operating permit limited emissions of HCl (HAP) to 34 pounds per day (6.2 tons per year).  This facility is not currently subject to any other identified source-specific criteria or requirements.  
Compliance Monitoring.  

Quarterly HCl monitoring from vents 4,5,6,7 and 9 using Draeger tube collection and analysis.  

Compliance History.  

Facility inspections for 2010 – 2005 indicate an In-Compliance status.

Fee Summary.  This is an AO2A ($1,500 fee) minor source with stack test.  
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