(1) 
(1) 
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  EU 012
PERMITTEE
	Oldcastle APG South, Inc.
150 East Olive Road
Pensacola, Florida 32514
Authorized Representative:
Mr. Jon Atwood, Plant Manager
	Air Permit No. 0330109-014-AC
Permit Expires:  Date
After-the-Fact Minor Air Construction Permit
Coastal Pensacola Dry Mix
Replace Dryer Burner and Baghouse No. 1


Project
This is the final air construction permit, which authorizes replacement of the dryer burner and Baghouse No. 1 at the Coastal Pensacola Dry Mix facility.  The existing Coastal Pensacola Dry Mix Plant is a concrete dry mix packaging plant, which is categorized under Standard Industrial Classification Code No. 3272, Concrete Products, except Block and Brick; and Code No. 3295, Minerals and Earths, Ground or Otherwise Treated.  The existing Coastal Pensacola Dry Mix Plant is located in Escambia County at 150 East Olive Road in Pensacola, Florida.  The UTM coordinates of the existing facility are Zone 16, 475.48 km East and 3375.2 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida
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__________________________________	_____________
Andrew Joslyn	Date
Permitting Program Administrator
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CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Mr. Jon Atwood, Oldcastle APG South, Inc., Jon.Atwood@oldcastle.com 
Mr. Michael Long, P.E.; Cornerstone Engineering Services, LLC:  longm@bellsouth.net
Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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__________________________________	_____________
Clerk	Date
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DRAFT PERMIT

Oldcastle APG South, Inc.	Project No. 0330109-014-AC
Replace Dryer Burner and Baghouse No. 1	After-the-Fact Minor Air Construction Permit
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FACILITY DESCRIPTION
The existing facility consists of the following emissions units.
	Facility ID No. 0330109

	ID No.
	Emission Unit Description

	012
	Concrete Products Processing/Packaging


[bookmark: _Hlk481656490][bookmark: _Hlk481656576]The existing facility processes and packages premixed dry concrete, sand mix (masonry cement), and Portland cement.  These products are pneumatically blown into bags through filling pipes.  There are two packaging machines in the facility.  One is used only for Portland cement, and the other is used for packaging premixed concrete and/or sand mix.  The facility also consists of two cement silos, holding bins, conveyors and six permitted baghouses (BH1 – BH4, BH6 and BH7).  BH5 is exempt, because it exhausts inside the building.
Process raw materials include sand, gravel and two types of cement.  Portland cement is used in packaging premixed concrete, and masonry cement is used in the packaging of sand mix.  Sand and gravel are trucked onsite and stored in stock piles.  Cement is trucked onsite and pneumatically transferred into storage Silos A or B.  Silo A contains Portland cement and Silo B contains Portland and/or masonry cement.  The silos are located outdoors adjacent to the facility’s screen house.
The dry concrete mix packaging process begins with conveying sand and gravel from the stock piles into a natural gas fired rotary drum dryer.  The dried material is transferred from the drum dryer by a vertical bucket elevator to the screen house where sand and gravel is screened into storage bins.  The facility installed two new bin-top baghouses on these two bins as permitted in permit No. 0330109-007-AC.  Permit No. 0330109-008-AC was issued to add two bin-top baghouses on the sand and gravel bins (BH-6 and BH-7) equipped with exhaust blowers (1,000 ACFM) that run continuously to remove heat released from the dried material.  The exhaust streams from these two baghouses are vented to the atmosphere.
A masonry cement holding bin is adjacent to the sand and gravel bins.  Process materials are fed from the corresponding storage bin or silo into a mixing screw conveyor.  Once mixed, the product is discharged into a closed chute that drops the material into a fully enclosed packaging bin.  The concrete mixture is then packaged into paper bags for shipment by one of the facility’s two packaging machines.  Portland cement is conveyed directly to a packaging (holding) bin by an enclosed screw where the cement is fed into paper bags for shipment by the other packaging machine.
PROPOSED PROJECT
[bookmark: _Hlk481579678]This project authorizes replacement of the dryer burner and Baghouse No. 1.  Changes are as follows:
· Replace the existing 12 MMBtu/hr rotary drum dryer burner with a new 26.7 MMBtu/hr dryer burner.
[bookmark: _Hlk482009899][bookmark: _Hlk482009731]Note:  Dryer emissions are not expected to increase due to installation of the larger burner, because emissions calculations are based on AP-42 factors using an unchanged annual throughput of aggregate (35,000 tons/year of sand and gravel).  The new burner will be operated at ~35% of capacity or 9.5 MMBTU/hr.  Dryer emissions of CO, NOx, SO2 and VOC are not expected to change because no additional fuel will be necessary to dry an unchanged annual throughput of aggregate.
· Replace the existing Baghouse No.1 (BH-1) with a new baghouse with equal or greater control efficiency.
Note:  Specifications for the new baghouse submitted with the application are listed below.
1) Tarmac International Baghouse	5) Filter Area: 3,528 ft²
2) Reverse Pulse Jet	6) Air-to-Cloth Ratio: 3.6 to 1
3) Size: 270 	7) Static Pressure: 15 in WG
4) Air Volume: 13,000 cfm	8) Motor: 50 HP  

This project will modify or affect the following emissions unit.
	Facility ID No. 0330109

	ID No.
	Emission Unit Description

	012
	Concrete Products Processing/Packaging


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.


SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program of the Department of Environmental Protection (Department). The District’s physical and mailing address is 160 W. Government Street, Suite 308, Pensacola, Florida 32502-5740.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Office Compliance Assurance Program at the above address or by electronic mail at nwdair@dep.state.fl.us and copied to epost_nwdwasteair@dep.state.fl.us.
3. [bookmark: _Hlk481587089]Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements); Appendix E (Operations and Maintenance (O&M) Plan); and Appendix F (Time Sensitive Action Chart).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. Asbestos:  This permit does not authorize any demolition or renovation of the facility or its parts or components which involves asbestos removal.  This permit does not constitute a waiver of any of the requirements of Chapter 62-257, F.A.C., and 40 CFR 61, Subpart M, National Emission Standard for Asbestos, adopted and incorporated by reference in Rule 62-204.800, F.A.C.  Compliance with Chapter 62-257, F.A.C., and 40 CFR 61, Subpart M, Section 61.145, is required for any asbestos demolition or renovation at the source.  [40 CFR 61; Rule 62-204.800, F.A.C.; and, Chapter 62-257, F.A.C.]
6. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
7. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
8. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
9. Application for Air Operating Permit:  Subsequent to any construction, reconstruction or modification of a facility or emissions unit authorized by an air construction permit, and demonstration of compliance with the conditions of such air construction permit, the owner or operator of such facility or emissions unit shall obtain an initial air operation permit or revision of an existing air operation permit, whichever is appropriate, in accordance with all applicable provisions of this chapter and Chapter 62-4, F.A.C.  [Rule 62-210.300(2), F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	012
	Concrete Products Processing/Packaging


This permitting project authorizes replacement of the dryer burner and Baghouse No. 1 which controls particulate matter (PM) emissions from the sand and gravel drying operation.
Particulate matter emissions from the sand and gravel drying operation are controlled by an exhaust hood located above the drum dryer discharge.  The exhaust hood is connected to an exhaust duct leading to Baghouse No.1 (BH-1).  Dried material is transferred from the drum dryer by a vertical bucket elevator to a screen house where sand and gravel are screened into storage bins.  Two bin-top baghouses (BH-6 and BH-7) on the sand and gravel bins are equipped with exhaust blowers (1,000 ACFM) that run continuously to remove heat released from the dried material.  Exhaust streams from these two baghouses are vented to the atmosphere.  The filtered dust from Baghouse No. 1 is conveyed by enclosed screw and vertical bucket elevator into the facility’s screen house.  The vertical elevator’s PM emissions are also controlled by the drum dryer’s exhaust system.
SPECIFIC CONDITIONS
A.1.  Previous Permits:  This permit supplements all previously issued air construction and operation permits for this emissions unit.  Except for the changes noted below, this unit remains subject to the conditions of all other valid air construction and operations permits.  [Rules 62-4.070(3) and 62-210.300(1), F.A.C.]
A.2.  New Equipment:  Except for the changes noted below, the new equipment authorized by this permit shall be subject to the same requirements, such as, but not limited to; emissions standards, recordkeeping, compliance testing and fuel limitations previously established for this emission unit in all other legally binding air construction and operating permits.  [Rules 62-4.070, F.A.C.]
Equipment
A.3.  [bookmark: _Hlk481747357][bookmark: _Hlk481504276][bookmark: _Hlk481506526][bookmark: _Hlk481504746][bookmark: _Hlk481504483]Dryer Burner:  The permittee is authorized to replace the existing 12 MMBtu/hr rotary drum dryer burner with a new natural gas fired 26.7 MMBtu/hr burner.  [Application No. 0330109-014-AC]
A.4.  [bookmark: _Hlk481575620]Baghouse No.1:  The permittee is authorized to replace the existing Baghouse No.1 with a new baghouse with equal or greater control efficiency; an air volume handling capacity of 13,000 cfm, a filter area of 3,528 ft², and an air/cloth ratio of 3.6 to 1.  [Application No. 0330109-014-AC]
{Permitting Note:  The existing Baghouse No. 1 has an air volume handling capacity of 17,640 cfm, a filter area of 2,940 ft², and an air/cloth ratio of 6.0 to 1.}
ESSENTIAL POTENTIAL TO EMIT (PTE) PARAMETERS
A.5.  [bookmark: _Hlk482008113]Capacity.  Cement loading into Silos A and B shall not exceed 7,000 tons per consecutive 12-month rolling period.  The cumulative total of sand and gravel to be processed shall not exceed 35,000 tons per rolling 12-month period.  Therefore, the total amount of cement, sand and gravel to be processed and packaged shall not exceed 42,000 tons per consecutive 12-month rolling period.  [Rules 62-4.160(2), 62-4.070(3) and 62-210. 200(PTE), F.A.C.; and Application No. 0330109-014-AC]
A.6.  Operating rate for testing purposes only.  The maximum operating rate during testing for the sand and gravel drum dryer is 40 tons per hour.  [Rules 62-4.160(2), 62-4.070(3) and 62-210. 200(PTE), F.A.C., and Permit 0330109-005-AC]
A.7.  Methods of Operation:  All permitted baghouses shall be operated within the pressure drop range specified in the most recently approved Operations and Maintenance (O&M) Plan.  All procedures for inspections, monitoring, maintenance, corrective actions and recordkeeping specified in the most recently approved O&M Plan shall be followed.  [Rule 62-4.070(3), F.A.C. and Application No. 0330109-014-AC]
{Permitting Note:  An O&M Plan should be a living document that provides procedures to help in maintaining the subject facility in compliance with applicable air regulations.  Keeping this document up-to-date with the facility’s current activities will not require any permitting action; however, modifications shall be submitted to the Department for approval.  This does not alleviate the facility from the air construction permitting requirements for facility modifications per Rule 62-210.300(1)(a), F.A.C.}
TESTING REQUIREMENTS
A.8.  [bookmark: _Hlk482019698]Initial Compliance Tests:  The Baghouse No.1 exhaust shall be tested to demonstrate initial compliance with the 5% opacity limit for visible emissions (VE) specified in Permit 0330109-011-AO.  The initial test shall be conducted within 30 days after achieving permitted capacity, but not later than 90 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
A.9.  Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
A.10.  Test Methods:  Required tests shall be performed in accordance with the following reference methods.  
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
A.11.  Annual Compliance Tests.  After the initial compliance test, the Baghouse No. 1 exhaust shall afterwards be tested during each calendar year (January 1st to December 31st) to demonstrate compliance with the 5% opacity limit for visible emissions (VE) specified in Permit 0330109-011-AO.  A successful initial compliance test may be substituted for the required annual test for the first calendar year.  [Rule 62-297.310(8)(a)1, F.A.C.]
RECORDS AND REPORTS
A.12.  Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate during testing for the sand and gravel drum dryer.  [Rule 62-297.310(10), F.A.C.]
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