Life Sciences

8780 Ely Road

Pensacola, FL 32514 USA

850.476.7974 phone
850.479.7769 fax
www.pall.com

September 15, 2009

Armando 1. Sarasua, PE

Air Permitting Supervisor

Department of Environmental Protection
160 Governmental Center, Suite 308
Pensacola, FL. 32502-5794

Re: Air Construction Permit Application
File No.: 0330127-012-AC

Dear Armando:

In response to your letter dated June 17, 2009, Pall Corporation (Pall) is pleased
to provide supplemental information concerning the above referenced air
construction permit application as requested.

Answer to Question No. 1:

We are providing a revised page 14 reflecting the correct Source Classification
Code (SCC) for this application and Segment Code. The scrubber processes
formic acid vapors. Pall uses “square feet of material” when calculating the
monthly amount of formic acid used, i.e. it takes “x” number of pounds of formic
acid to produce one square foot of membrane material.

Answer to Question No. 2:

To clarify, the correct pressure drop range for the scrubber is 1.5 to 2.5 inches
water column. This is recommended by the manufacturer, Duall, as shown on
their detail drawing (pressure drop range of 1.5 — 2.5” WC) and as noted on the
permit application on Page 16.

The reference to the “Basis of Design™ attachment (listed as Page 2 of 9) was a
preliminary request from Pall to the manufacturer at the time Pall was requesting
Duall to provide the equipment.

Filtration. Separation. Solution. su
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We greatly appreciate the Department’s assistance in this matter. Should you
have any questions or require additional information, please contact Al Bressler,
EHS Coordinator at (850) 316-3526.

Sincerely,

Harold Hambrice
Vice President & General Manager Media Operations

Enclosures: as stated

cc: Mike Everett, Pall Corporation — mike everett@pall.com

Al Bressler, Pall Corporation — al_bressler@pall.com

Cynthia Arnold, Gulf Coast Environmental & Engineering, Inc. —
carnold@gcenv.com
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C. SEGMENT (PROCESS/FUEL) INFORMATION

Segment Description and Rate: Scgment i of 1

1. Segment Description (Process/Fuel Type) (limit to 500 characters):
Miscellanecus Industrial Processes (other not classified)

(Micro Porous Membrane Casting conducted by the facility is not specifically listed)

1. Source Classification Code (SCC): 3. SCC Units:

39999994 Pounds of Material Processed
4. Maximum Hourly 5. Maximum Annual Rate 6. Estimated Annual Activity
Rate:N/A N/A: Factor: N/A
7. Maximum % Sulfur 8. Maximum % Ash: N/A 9. Million Btu per SCC Unit:
N/A: N/A

10. Segment Comment (Iimit to 200 characters):

N/A

Segment Description and Rate: Segment of

1. Segment Description (Process/Fuel Type ) {limit to 500 characters):

2. Source Classification Code (SCC): 3. SCC Units:
4. Maximum Hourly Rate 5. Maximum Annual Rate: | 6. Estimated Annual Activity
7. Maximum % Sulfur: 8. Maximum % Ash: 9. Million Btu per SCC Unit:

10. Segment Comment (limit to 200 characters):

DEP Form No. 62-210.900(3) - Form
Effective: 2/11/99 14




