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This is the final air construction permit, which authorizes the construction of an air curtain incinerator (ACI).  The proposed work will be conducted at the existing McDavid Softwood Converting Facility, which is a Sawmill and Planing Mill categorized under Standard Industrial Classification No. 2421.  The existing facility is located in Escambia County at 401 Champion Drive in McDavid, Florida.  The UTM coordinates are Zone 16, 469.03 km East and 3406.43 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000 and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida
(DRAFT)
__________________________________	___________________
Andrew Joslyn	Date
Permitting Program Administrator 
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CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Mr. Jeff Holland, West Fraser, Inc., jeff.holland@WestFraser.com 
Mr. Melvin Whatley, West Fraser, Inc., melvin.whatley@WestFraser.com 
Ms. Katherine Katsourides, Trinity Consultants., kkatsourides@trinityconsultants.com 
Mr. Michael Ballenger, P.E., Trinity Consultants., mballenger@trinityconsultants.com

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.

(DRAFT)

________________________________	______________
Clerk	Date
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FACILITY DESCRIPTION
West Fraser, Inc. operates the existing McDavid Softwood Converting Facility, processes southern yellow pine logs and has the capacity to produce up to 250 million board feet of lumber per year.  The facility consists of three lumber drying kilns and a planer mill.  The principal processes at the mill include:
· Log storage and processing (debarking and sawing)
· Sawmill operations (chipping and sawing)
· Drying of green lumber using three indirect steam-heated kilns
· Product lumber finishing, sorting, and shipping
Ancillary equipment includes screening, handling, and storage of wood by-products (bark, chips, sawdust, and shavings); two natural gas fired package boilers to provide steam for the lumber drying kilns, and the cyclone/baghouse that controls particulate matter emissions from the planer mill operations.  The facility also operates a stationary emergency 265 hp diesel fired fire pump.
Natural Gas Fired Boilers 1 and 2 (EU 001 and EU 002).  The two natural gas fired boilers are Model 500 Series package boilers manufactured by Hurst Boiler & Welding Company.  The boilers were started up on December 4, 2000.  Each boiler is rated at a maximum heat input of 68.7 million Btu per hour (MMBtu/hr) and utilizes low NOx burners.  These boilers are subject to 40 CFR 60, Subpart Dc and 40 CFR 63, Subpart DDDDD.
Lumber Drying Kilns 1, 2, and 3 (EU 003).  Indirect heat to the kilns is provided by steam from the boilers.  Green, sized lumber is dried to reduce lumber moisture content from approximately 50 to 20 percent under carefully controlled temperature and relative humidity conditions.  Bidirectional fans located near the ceiling of the kilns circulate air heated by steam coils over the stacked green lumber.  The typical drying cycle for each kiln is approximately 18 hours.  The lumber processed through the emission unit (all three kilns combined) is limited to 250 million board feet in any consecutive 12-month period.  There are no emissions controls on the three kilns.  The lumber drying kilns are subject to 40 CFR 63, Subpart DDDD.
Planer Mill Operations (EU 004).  The dried lumber exiting the kilns is allowed to air cool and is stored in the rough dried lumber shed.  The stacked lumber will then be broken down into individual boards and planed and trimmed in the planer mill.  The planing and trimming operations are equipped with local exhaust ventilation to collect the wood shavings.  Collected shavings are conveyed pneumatically to a cyclone/baghouse located adjacent to the wood by-product storage bins.  Shavings removed by the cyclone collector are stored in the shavings bin and then loaded into trucks for shipment offsite.  Shavings removed by the baghouse are routed to screw conveyors and loaded into trucks for shipment offsite.  The planer mill also includes a small hog/shaver for reducing the size of trimmed wood material.  Fines generated by the hog/shaver will be routed to the planer mill cyclone/baghouse ventilation system.  The final lumber board products are graded, sorted by length, packaged, and stored in the finish lumber storage area.
Fugitive Particulate Matter Emissions (EU 005).  Additional fugitive PM emissions at the site are included in EU 005.  These include activities related to log debarking and sawing, wood by-product screening, handling and storage, sawmill operations, and truck traffic on facility roadways that result in fugitive emissions.
Diesel Fired Emergency Fire Pump (EU 006).  The facility operates one stationary emergency fire pump, John Deere Model JDFP-06WA, powered by a 265 bhp diesel fueled reciprocating internal combustion engine (RICE).  The fire pump engine is a 6 cylinder, four-cycle, lean burn RICE.  The fire pump was manufactured in 1999 and installed at the facility in 2000.  The engine is an existing RICE, per 40 CFR 63.6590(a)(1)(ii), because it has a rating of less than 500 brake hp, is located at a major source of hazardous air pollutants (HAP), and was constructed before June 12, 2006.  The engine is regulated by 40 CFR 63, Subpart ZZZZ, and must comply with the work practice standards in Table 2c to 40 CFR 63, Subpart ZZZZ that apply to emergency stationary CI RICE.
The existing facility consists of the following emissions units.
	Facility ID No. 0330260

	ID No.
	Emission Unit Description

	Regulated Emissions Units

	001
	Natural Gas Fired Boiler No. 1

	002
	Natural Gas Fired Boiler No. 2

	003
	Lumber Drying Kilns 1, 2 and 3

	004
	Planer Mill Operations

	006
	Diesel Fired Emergency Fire Pump (existing)

	Unregulated Emissions Units

	005
	Fugitive PM Emissions (only subject to facility-wide specific conditions)


PROPOSED PROJECT
The proposed project will consist of the installation of a portable above-ground Air Curtain Incinerator (ACI), with a refractory lined firebox and an 85 hp diesel fuel-fired engine powering the air curtain blower.  The ACI will process wood waste material that is generated on-site.  
The ACI is subject to requirements of Rule 62-296.401(7), F.A.C. for incinerators, and 40 CFR 60, Subpart CCCC, Standards of Performance for Commercial and Industrial Solid Waste Incineration Units for Which Construction is Commenced that commenced construction after June 4, 2010. 
The ACI engine will comply with Tier 4 emission standards.  The engine is mobile and considered a non‐road engine as defined in 40 CFR §1068.30.  If the ACI remains and operates at the same location within the facility for 12 or more consecutive months, the ACI engine becomes a stationary source and subject to the New Source Performance Standards (NSPS) reciprocating internal combustion engine (RICE) rules.
This project will add the following emissions units.
	Facility ID No. 0330260

	ID No.
	Emission Unit Description

	007
	Air Curtain Incinerator


Facility Regulatory Classification
· The facility is a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C. 
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SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program of the Department of Environmental Protection (Department).  The District Office mailing address is 160 Government Street, Suite 308, Pensacola, Florida 32502-5794.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us.  
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Compliance Assurance Program at the above address or by electronic mail at nwdair@dep.state.fl.us.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements); Appendix E (40 CFR 60, Subpart A, General Provisions); and Appendix F (40 CFR 60, Subpart CCCC, Commercial and Industrial Solid Waste Incineration Units).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
c. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
9. Application for Title V Permit:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  [Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	007
	Air Curtain Incinerator (ACI)


The proposed emissions unit is a portable above-ground Air Curtain Incinerator (ACI), with a refractory-lined firebox and an 85 hp, diesel fuel-fired internal combustion diesel engine powering the air curtain blower.  The ACI will incinerate waste wood material that is generated on-site.
Wood waste consisting of clean untreated lumber and vegetative material generated at the sawmill is placed in the firebox to be incinerated.  The engine powers a blower that provides an air curtain over the top of the firebox as a plane of high velocity forced draft air through a manifold head into the firebox in such a manner as to maintain a curtain of air over the surface of the firebox and a recirculating motion of air under the curtain.  The air curtain provides combustion air and recirculation in the firebox to promote complete combustion and minimize emissions of particulate matter.
The facility submitted conservative emissions estimates based on an Air Burners® Model S‐327 unit.  The unit has an 85 hp diesel which complies with Tier 4 emission standards and is considered a non‐road engine for this portable unit.  The proposed ACI model is rated at being able to process a maximum of 10 tons of wood waste per hour.
The ACI is subject the incinerator rule 62-296.401(7), F.A.C., and to requirements of 40 CFR 60, subpart CCCC, Standards of Performance for Commercial and Industrial Solid Waste Incineration Units that commenced construction after June 4, 2010. 
The air blower engine in the portable ACI is considered mobile and a non‐road engine as defined in 40 CFR §1068.30.  If the ACI remains and operates at the same location within the facility for 12 or more consecutive months; the blower engine becomes a stationary source and subject to the New Source Performance Standards (NSPS) and National Emissions Standards for Hazardous Air Pollutants (NESHAP) regulations for reciprocating internal combustion engine (RICE).
Equipment
1. Air Curtain Incinerator (ACI):  The permittee is authorized to install an air curtain incinerator; Air Burners® Model S‐327 portable self-contained system with refractory walled firebox, or equivalent, with an 85 hp diesel engine.  Permittee shall submit revised emissions calculations for department approval prior to installing an equivalent ACI.   [Rule 62-4.070(3), F.A.C., and Permit Application No. 0330260-012-AC]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:
a. For testing purposes only, the maximum permitted charging rate shall not exceed 10 tons per hour of permitted material to be burned
b. The maximum allowable amount of permitted material to be burned shall not exceed a maximum of 15,000 tons per calendar year.  Compliance with this limit shall be demonstrated by compliance with the limit on hours of operation.
[Rules 62-4.070(3), 62-210.200(PTE), and 62-212.400(1), F.A.C., and Permit Application No. 0330260-012-AC]
3. Hours of Operation.  The hours of operation for this emission unit shall not exceed 1,500 hours per calendar year. [Rules 62-4.070(3), 62-210.200(PTE), and 62-212.400(1), F.A.C., and Permit Application No. 0330260-012-AC] 
{Permitting Note:  The hours of operation are limited to 1,500 hours per calendar year for reasonable assurance that operation of the ACI will not cause the facility to exceed the PSD significant emissions rate for PM 2.5 – 10 TPY.  The 1,500 hours of operation is the result of dividing the 15,000 TPY of waste wood used to estimate emissions by the 10 tons per hour incineration design capacity.}
4. Authorized Fuels:  
a. Permitted Materials to Burn*.  The only materials that shall be burned in the ACI are 100 percent (%) wood waste, 100% clean lumber (excluding sawdust), and a 100% mixture of wood waste, clean lumber (excluding sawdust), and/or yard waste.  The ACI shall not be used to burn any biological waste, hazardous waste, asbestos-containing materials, mercury-containing devices, pharmaceuticals, tires, rubber material, residual oil, used oil, asphalt, roofing material, tar, treated wood, plastics, garbage, trash or other material prohibited to be open burned as set forth in subsection 62-256.300(2), F.A.C.  [Rules 62-204.800(8)(b)79., 62-296.401(7)(b)3, 62-256.300(2), F.A.C.; and 40 CFR 60.2020(i) and 60.2245(b), and Permit Application No. 0330260-012-AC]
{*Permitting Note: see definitions in §60.2265 for clean lumber and wood waste, and §60.1440 for yard waste.}
b. On-Site Burn Materials.  Only materials generated on-site may be burned in the ACI.  [Rules 62-701.300(1)(a) and 62-701.800(1), F.A.C.]  
c. Starting Fuels.  Only kerosene, diesel fuel, drip-torch fuel (as used to ignite prescribed fire burns), untreated wood, virgin oil, natural gas, or liquefied petroleum gas may be used to start the fire in the air curtain incinerator.  The use of used oil, chemicals, gasoline, or tires is prohibited.  [Rule 62-296.401(7)(b)3, F.A.C.]
d. Animal Carcasses Prohibited. In order to maintain its conditional exemption under 40 CFR 60.2020(i) and 60.2245(b) the ACI shall NOT be used for the destruction of animal carcasses in accordance with the provisions of subsection 62-256.700(6), F.A.C. as otherwise would be allowed under Rule 62-296.401(7)(b)4, F.A.C.
5. Restricted Operation: 
a. Applicability.  Any air curtain incinerator subject to 40 CFR Part 60, subpart AAAA, BBBB, CCCC, DDDD, or EEEE, adopted and incorporated by reference at Rule 62-204.800, F.A.C., shall be constructed and operated so as to comply with the standards, limitations, and requirements of the applicable subpart, and with the requirements Rule 62-296.401(7)(b), F.A.C., to the extent that those requirements are stricter than, or supplemental to, the requirements of the applicable subpart.  [Rule 62-296.401(7)(a)1., F.A.C]
b. Relocation Within Permitted Boundary.  In the event that the ACI is repositioned to a different area at the facility, the permittee shall notify the Department in writing, and shall include a diagram showing the new ACI location.  [Rule 62-4.070(3), F.A.C.]  
c. Prohibition on Open Burning During Adverse Conditions. No open burning, including use of any air curtain incinerator exempted from permitting pursuant to Rule 62-210.300, F.A.C., shall be conducted during a National Weather Service Air Stagnation Advisory or Air Pollution Episode, or if the Department of Agriculture and Consumer Services, Division of Forestry, has determined that weather conditions are unfavorable for safe burning.  [Rules 62-256.300(3) and 5I-2.004 (1)(e) and (i), F.A.C.]
d. Startup, Charging and Air Flow.  In no case shall the air curtain incinerator be started before sunrise. All charging shall end no later than one (1) hour after sunset. After charging ceases, air flow shall be maintained until all material within the air curtain incinerator has been reduced to coals, and flames are no longer visible. A log shall be maintained onsite that documents daily beginning and ending times of charging. [Rule 62-296.401(7)(b)5., F.A.C.]  
e. Attendance Required.  The ACI shall be attended at all times while materials are being burned or flames are visible within the incinerator.  [Rule 62-296.401(7)(b)6., F.A.C.] 
f. Location Requirements.  The ACI shall be located at least 50 feet from any wildlands, brush, combustible structure, or paved public roadway.  [Rule 62-296.401(7)(b)7., F.A.C.]  
g. Material Loading.  The material shall not be loaded into the ACI such that it will protrude above the air curtain.  [Rule 62-296.401(7)(b)8., F.A.C.]  
h. Ash.  Ash shall not be allowed to build up in the pit of the air curtain incinerator to higher than one third (1/3) the pit depth or to the point where the ash begins to impede combustion, whichever occurs first.  [Rule 62-296.401(7)(b)9., F.A.C.]  
i. Operation and Maintenance Guide and Training Required.  A copy of this permit and a current detailed operation and maintenance guide shall be made available on-site to the operators of the air curtain incinerator at all times.  The owner shall provide training in the operation and maintenance of the air curtain incinerator and the permit requirements to all operators before allowing them to work at the air curtain incinerator.  This guide shall be made available to the Department or for an inspector’s onsite review upon request.  [Rules 62-4.070(3) and 62-296.401(7)(b)10., F.A.C.]
EMISSIONS STANDARDS
6. Visible Emission Standards:  Within 60 days after the air curtain incinerator reaches the charge rate at which it will operate, but no later than 180 days after its initial startup, the facility must meet the two limitations specified in paragraphs (a) and (b) of this specific condition.  [Rule 62-204.800(8)(b)79., F.A.C., and 40 CFR 60.2250(a)]   
a. Visible Emissions Outside of Startup.  Operator must maintain opacity to less than or equal to 10 percent opacity (as determined by the average of three 1-hour blocks consisting of ten 6-minute average opacity values), except as described in “Visible Emissions During Startup” of this specific condition.  [Rule 62-204.800(8)(b)79., F.A.C., and 40 CFR 60.2250(a)]  
b. Visible Emissions During Startup.  Operator must maintain opacity to less than or equal to 35 percent opacity (as determined by the average of three 1-hour blocks consisting of ten 6-minute average opacity values) during the startup period that is within the first 30 minutes of operation.  [Rule 62-204.800(8)(b)79., F.A.C., and 40 CFR 60.2250(b)]
7. General Excess Emissions Rule.  The general excess emissions rule, Rule 62-210.700, F.A.C. shall not apply to air curtain incinerators.  [Rule 62-296.401(7)(b)1., F.A.C.]
TESTING REQUIREMENTS
8. Initial Compliance Test:  The emissions unit shall be tested to demonstrate initial compliance with the standards for visible emissions (VE).  The owner or operator of any air curtain incinerator subject to this subsection shall have a performance test conducted for visible emissions prior to submitting the application for an initial air operation permit.  The initial test for opacity shall be conducted as specified in 40 CFR 60.8, pursuant to EPA Method 9 outlined below, within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  [Rules 62-4.070(3), 62-204.800(8)(b)79., 62-296.401(7)(d)1., 62-297.310(8), F.A.C.; and 40 CFR 60.2255(a) and (b)]
9. Annual Compliance Tests:  The emissions unit shall be tested to demonstrate compliance with the emissions standards for VE annually during each calendar year (January 1 to December 31) and no longer than 12 calendar months following the date of the previous test.  [Rules 62-204.800(8)(b)79., 62-296.401(7)(d)1. and 62-297.310(8)(a)1, F.A.C., and 40 CFR 60.2255(c)]
10. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rules 62-296.401(7) and 62-297.310(9), F.A.C.]
11. Test Methods:  Required tests shall be performed in accordance with the following reference method.
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above method is described in Appendix A of 40 CFR 60 and is adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-401(7)(c)1., and 62-204.800(8)(b)79., F.A.C., and 40 CFR 60.2255(a) and Appendix A of 40 CFR 60]
MONITORING REQUIREMENTS
12. Operating Log.  The permittee shall maintain a daily operating log which shall, at a minimum, include the following information:
a. Date of operation
b. Time charging began
c. Time charging ended
d. Startup time (incinerator lit, blower engine on)
e. End operation time (blower engine off)  
f. Number of hours of blower operation.  This is the number used to determine ACI hours of operation for each date of operation. 
g. Running cumulative total of ACI hours of operation for the current calendar year.  
h. Maintenance performed, additional comments
i. Operators verification statement and signature
This log shall be maintained at the facility for at least five years and shall be made available to the Department upon request.  [Rules 62-4.070(3) and 62-296.401(7)(b)5., F.A.C.]
RECORDS AND REPORTS
{Permitting Note:  The permittee met the requirements of 40 CFR 60.2260(a)(1):  Notification of intent to construct, (2) The planned initial startup date, and (3) Types of materials planned to burn, by submitting construction Application No. 0330260-012-AC}
13. Test Reports:
a. All test results shall be reported to the Department in accordance with the provisions of Rule 62-297.310, F.A.C. and requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the charging rate, a description of the materials burned, identification of the starter fuel used, and a copy of the daily operating log for the test day.  [Rules 62-4.070(3), 62-296.401(7)(c)2., and 62-297.310(10) F.A.C.]  
b. The permittee must submit the results (each 6-minute average) of the required annual opacity test no later than 60 days following the initial test.  Subsequent annual opacity test results must be submitted within 12 months following the previous report.  [Rule 62-204.800(8)(b)79., F.A.C., 40 CFR 60.2260(3)(d)]
14. Test Results.  Records of the results of all initial and annual visible emission tests shall be kept by the owner or operator in either paper copy or electronic format for at least five years.  These records shall be made available to the Department or for an inspector’s onsite review upon request.  [Rules 62-204.800(8)(b)79., and 62-296.401(7)(c)3., F.A.C., and 40 CFR 60.2260 (b), (c) and (f)]  
ADDITIONAL REQUIREMENTS
15. Applicability of Other Laws, Rules and Ordinances. Nothing in this chapter shall relieve any person from complying with any other applicable laws, rules, or ordinances, including Chapter 590, F.S.; rules of the Department of Agriculture and Consumer Services, Division of Forestry; and ordinances of any local, county, or municipal government.  [Rule 62-256.300(4), F.A.C.]
16. Applicability of NSPS and NESHAP to Air Blower Engine.  The air blower engine in the portable ACI is currently considered a mobile and non‐road engine as defined in 40 CFR §1068.30.  If the ACI remains and operates at the same location within the facility for 12 or more consecutive months; the air blower engine becomes a stationary source and subject to the New Source Performance Standards (NSPS) and National Emissions Standards for Hazardous Air Pollutants (NESHAP) regulations for reciprocating internal combustion engine (RICE).  In such a case permittee shall apply for an Air Construction permit for the ACI blower engine and a subsequent Title V permit revision.  [Rules 62-210.300(1) and 62-213.420, F.A.C.]
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