

SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
D.  EU 004 – Abrasive Blasting Building Baghouse
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PERMITTEE
	Southern Erectors, Inc.
6540 West Nine Mile Road
Pensacola, Florida 32526
Authorized Representative:
Mr. Michael Hatsfelt, Secretary
	Air Permit No. 0330293-004-AC
Permit Expires:  DRAFT
Minor Air Construction Permit
New Paint Booth/Building and
Remove Monthly Usage Limits


Project
This is the final air construction permit, which removes monthly usage limits on the coatings/thinners and authorizes construction of a new paint booth/building and the option to install a baghouse for the existing abrasive blasting operation that currently has a wet scrubber (EU001).  This project also includes updated operation and maintenance procedures for the blast building, painting operations, and proposed baghouse.  The proposed work will be conducted at Southern Erectors, Inc., which is an Industrial and Commercial Machinery facility, categorized under Standard Industrial Classification Code No. 3564.  The existing facility is located in Escambia County at 6540 West Nine Mile Road in Pensacola, Florida.  The UTM coordinates are Zone16, 462.5 kilometers (km) East, and 3378.2 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) Agency_Clerk@dep.state.fl.us, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida


(DRAFT)
__________________________________	_______________
Kimberly R. Allen	Date
Permitting Program Administrator

(1) 



(1) 
www.dep.state.fl.us



CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Michael Hatsfelt, Secretary, Southern Erectors, Inc., mhatsfelt@SEI-group.com
Debra J. Hitchcock, P.E., Ascendant Solutions, LLC, dhitchcock@ascedantllc.net

FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.


(DRAFT)
________________________________	______________
Clerk	Date

(1) 
(1) 
DRAFT PERMIT

[bookmark: _Hlk525816503]Southern Erectors, Inc.	Project No. 1130031-004-AC
	New Paint Booth/Building and Modification of Usage
Page 11 of 11
FACILITY DESCRIPTION
Southern Erectors, Inc. (SEI) is a design build mechanical contractor providing fabrication and erection functions and services for air pollution control and process air systems for a number of industries such as Power Generation, Pulp and Paper, and Petrochemical.  
The facility has an existing sandblasting operation to remove surface rust from raw steel.  The operation includes a media silo, sandblasting building and wet scrubber.  An electric powered air compressor is used to provide air for the sandblasting operation.  Abrasive media is pumped from the delivery truck into the media silo located adjacent to the sandblasting building.  Particulate Matter (PM) emissions from the silo loading activity are ducted into the building.  Sandblasting occurs inside the building.  The building’s doors are closed and the bay door has a heavy canvas cloth that covers the opening while sandblasting or silo loading.  
An exhaust fan inside the building is turned on prior to sandblasting and silo loading activities.  The fan pulls the sandblast air from inside the building into ductwork that is connected to an external wet scrubber.  The scrubber consists of an enclosure with water spray nozzles and a fabric curtain that the cleaned air passes through.  The water comes from a well located at the facility.
Painting of the raw steel is conducted outside with air assisted spray guns in an area east of the sandblasting building.  The facility previously requested limits of 150 gallons per month of coatings and 53 gallons per month of Methyl Ethyl Ketone* (MEK) but these monthly usage limits are being removed with this permit.  The facility uses Carboline coatings or equivalent products.  Volatile organic compound (VOC) and PM emissions from the painting activities are uncontrolled.  
*NOTE: EPA amended the list of hazardous air pollutants (HAP) contained in section 112 of the Clean Air Act on December 19, 2005 by removing the compound methyl ethyl ketone, CAS No. 78–93–3.
The facility also conducts welding and plasma arc cutting activities that are exempt from permitting.  The existing facility consists of the following emissions units (EU).
	EU No.
	Emission Unit Description

	001
	Abrasive Blasting Operation (with Control System)

	002
	Surface Coating/Painting Activities


PROPOSED PROJECT
This project authorizes the construction of a paint booth/building (EU003) and a baghouse for the abrasive blasting operation to replace the existing scrubber (EU001).  The facility is currently planning/designing the paint building with the intention of moving the surface coating activities from outside to inside the paint building.
The current monthly limits on coatings and MEK usage were self-imposed previously and established in Permit 0330293-003-AO.  The facility has requested the removal of these usage limits.  Using the highest annual usage of the coating with the highest VOC and HAP content, it has been determined that the facility is a natural minor of regulated pollutants.  The monthly usage limits can be removed.  The facility will continue to log and keep records of coating and thinner usage to ensure that Title V thresholds for HAP are not exceeded in the future.
This project will add and/or modify the following emissions units.
	EU No.
	Emission Unit Description

	002
	Surface Coating/Painting Activities - Outside

	003
	Paint Booth Building

	004
	Abrasive Blasting Building Baghouse


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.


SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program of the Department of Environmental Protection (Department).  The Northwest District Office mailing address is 160 W. Government Street, Suite 308, Pensacola, Florida 32502-5740.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us.  
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Office Compliance Assurance Program at the above address or by electronic mail at nwdair@dep.state.fl.us..
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); Appendix D (Common Testing Requirements), and Appendix E (Operation and Maintenance Plan).  
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.  [Rule 62-212.400(12), F.A.C.]
9. Application for Air Operating Permit:  Subsequent to any construction, reconstruction or modification of a facility or emissions unit authorized by an air construction permit, and demonstration of compliance with the conditions of such air construction permit, the owner or operator of such facility or emissions unit shall obtain a revision of the existing air operation permit, in accordance with all applicable provisions of this chapter and Chapter 62-4, F.A.C.  [Rule 62-210.300(2), F.A.C.]
(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	001
	Abrasive Blasting Operation (with Scrubber)


[bookmark: _Hlk490668312]The facility has an existing sandblasting operation to remove surface rust from raw steel.  The sandblasting uses an average of 140 tons per year of abrasives.  The sandblasting operation includes a media silo, sandblasting building and wet scrubber.  Abrasive media is pumped from the delivery truck into the silo located adjacent to the sandblasting building.  Particulate Matter emissions from the silo loading activity are ducted into the building.  Sandblasting is done inside the building.  The building’s personnel door is closed and the bay door has a heavy canvas cloth that covers the opening during sandblasting and silo loading operations.  An electric powered air compressor supplies air to a #7 nozzle at 80 psi.  
An exhaust fan rated at 25,800 cubic feet per minute (cfm) at 0 inches of water pulls the sandblast air from inside the building into ductwork that is connected to an external wet scrubber.  The scrubber consists of an enclosure with water spray nozzles and a fabric curtain that the cleaned air passes through.  The scrubber has nine (9) spray nozzles that have a combined water flow rate of 18 gal/min.  The fabric curtain has a total surface area of 90 ft2.  The water comes from a well located at the facility.
Specific Conditions
1. Previous Permits:  This permit supplements all previously issued air construction permits for this emissions unit.  Except for the change noted below, the new equipment authorized by this permit shall be subject to the same requirements, such as, but not limited to; emissions standards, recordkeeping, and compliance testing previously established for this emissions unit in all other legally binding air construction and operation permits.  [Rules 62-4.070(3) and 62-210.300(1), F.A.C.]
The following permit conditions are revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with yellow highlight.
Permit Being Modified:  Permit No. 0330293-002-AC
MONITORING REQUIREMENTS
2. Permittee shall conduct the Abrasive Blasting Operation according to the Operations and Maintenance Procedures and Procedure Checklist found in Appendix E of this permit.  [Rule 62-4.070(3), F.A.C.; Application No. 0330293-004-AC and Operations and Maintenance Procedure Blast Building System]
{Permitting Note:  Monitoring requirements from previous permits and new monitoring requirements are now all included in the appendices.  The previous monitoring requirements below are being removed from this section to avoid redundant conditions.}
3. Permit 0330293-002-AC, Specific Condition 2. Is deleted as follows:
Sandblasting Activity Operation and Maintenance:  The wet scrubber shall be properly operated during all abrasive blasting and silo loading activities.  The building and the wet scrubber shall be maintained in a manner sufficient to control emissions.  The permittee shall operate and maintain all equipment in accordance with the manufacturer’s recommendations and shall adhere to the following reasonable precautions at a minimum:  
a. The wet scrubber water supply shall be turned on prior to beginning sandblasting or silo loading, and shall remain in operation while sandblasting or silo loading are being done.  The water nozzles shall be inspected for proper operation.  Plugged or broken nozzles shall be repaired before beginning sandblasting or silo loading.  
b. The sandblasting building personnel door shall be closed and the loading bay canvas cover shall be brought down to minimize the loading bay opening prior to beginning sandblasting or silo loading.  The loading bay opening along the bottom of the canvas cover may be adjusted to allow proper exhaust air flow but not allow fugitive emissions to escape the sandblasting building.  
c. The sandblasting building exhaust fan shall be turned on prior to beginning sandblasting or silo loading and shall remain in operation while sandblasting or silo loading are being done.
d. The sandblasting building, the exhaust ducting, the wet scrubber enclosure and the fabric curtain shall be inspected once a day upon beginning sandblasting and upon beginning silo loading for leaks in the building walls, exhaust ducting and scrubber enclosure walls, and, rips or tears in the fabric curtain.  Sandblasting and silo loading operations will cease if leaks, rips or tears are detected.  
e. The sandblast building walls (including the loading bay canvas cover), exhaust ducting, wet scrubber enclosure and fabric curtain shall be repaired or replaced if holes, rips or tears are observed to allow fugitive emissions.  
f. To ensure proper exhaust air flow the fabric curtain shall have accumulated sandblast media dust removed at least twice a year of more frequently as needed.  Sandblast media dust collected in the fabric curtain shall be collected and disposed of properly.  
[bookmark: _Hlk528835361][Rule 62-4.070(3), F.A.C.; Permit No. 0330293-002-AC]
RECORDS AND REPORTS
4. [bookmark: _Hlk528837350]Operational Data:  The permittee shall complete the Blast Building System Operation and Maintenance Procedure Checklist (Appendix E) daily/ quarterly as appropriate.  The checklists shall be certified and signed by a responsible company representative and kept for Department inspection for at least two years.   [Rule 62-4.070(3), F.A.C., Application No. 0330293-004-AC and Operations and Maintenance Procedure Checklist Blast Building System]
(1) 
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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  EU 001 – Abrasive Blasting Operation (with Control System)

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	002
	Surface Coating/Painting Activities - Outside


Surface coating of the raw steel is conducted outside with air assisted spray guns in an area east of the sandblast building.  The facility uses Carboline or equivalent products for surface coatings.  VOC and PM emissions from the outside painting activities are uncontrolled.  The facility previously requested a limit of 150 gallons per month of surface coatings and 53 gallons per month of Methyl Ethyl Ketone* (MEK), used as a solvent but has requested the removal of these usage limits.  Using the highest annual usage of the coating with the highest VOC and HAP content, it has been determined that the facility is a natural minor of regulated pollutants.  The monthly usage limits can be removed.  The facility will continue to log and keep records of coating and thinner usage to ensure that pollutant thresholds are not exceeded in the future.  
This permit authorizes construction of a paint booth/building (EU003).  The facility is planning/designing the paint building with the intention of moving the surface coating activities (EU002) from outside to inside the paint building.
*NOTE: EPA amended the list of hazardous air pollutants (HAP) contained in section 112 of the Clean Air Act on December 19, 2005 by removing the compound methyl ethyl ketone, CAS No. 78–93–3.
[bookmark: _Hlk525725834]The following permit conditions are revised as indicated.  Strikethrough is used to denote the deletion of text.  Double-underlines are used to denote the addition of text.  All changes are emphasized with yellow highlight.
Permit Being Modified:  Permit No. 0330293-002-AC
PERFORMANCE RESTRICTIONS
1. Section 3.B., Specific Condition 1:  These conditions are revised as follows: 
[bookmark: _Hlk528838139]Permitted Capacity:  Coatings usage is not limited as long as facility wide VOC and HAP emissions are below 75 tons of VOC, 8.75 tons of individual HAP and 18.75 tons of total HAP in a rolling twelve-month period shall not exceed 150 gallons per month.  MEK usage shall not exceed 53 gallons per month.  [Rule 62-210.200(PTE), F.A.C., Permit No. 0330293-002-AC; Application No. 0330293-004-AC]
2. Restricted Operation:  The hours of operation of are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
MONITORING REQUIREMENTS
3. Painting Activity Operation and Maintenance.  Surface coating and painting operations shall be conducted according to the Operations and Maintenance Procedures and Procedure Checklist found in Appendix E of this permit.  [Rule 62-4.070(3), F.A.C.; Operations and Maintenance Procedure and Procedure Checklist Painting Operations – Outside]
RECORDS AND REPORTS
4. [bookmark: _Hlk525733492][bookmark: _Hlk528746774]Monthly VOC and HAP Material Usage Record keeping:  The permittee shall maintain usage records of materials containing VOC and HAP for this emissions unit.  Monthly materials usage shall be tracked by use completing the usage report in Appendix E to log the gallons of materials used of surface coatings and solvents:
a. [bookmark: _Hlk528747351]Supporting information such as MSDS and product information sheets necessary to quantify the emissions for VOCs and HAPs shall be retained as part of the record keeping.  VOC and HAP emissions shall be calculated at least monthly.  Monthly summaries, including rolling totals for this emissions unit and the proposed paint booth separate and combined, shall be kept and maintained for Department inspection for at least five years from date of usage.  
b. Monthly summaries shall be certified and signed by a responsible company representative.  
[Rule 62-4.070(3), F.A.C.; Permit No. 0330293-002-AC; Application No. 0330293-004-AC and Operations and Maintenance Plan Usage Report]
(1) 
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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
B.  EU 002 – Surface Coating/Painting Activities
[bookmark: _Hlk525730122][bookmark: _Hlk525729911]{Permitting Note: If Permittee has good reason to believe that emissions will exceed 75 tons of VOC, 8.75 tons of individual HAP or 18.75 tons of total HAPs in a twelve-month period, Permittee shall notify the Department to evaluate potential future permitting requirements.}  
This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	003
	Paint Booth/Building


The facility has proposed to construct a paint booth/building for the surface coating activities that are currently being conducted outside (EU002).  The building will provide particulate matter (PM) control of the coatings/thinners through an exhaust air filtration system.  VOC/HAP emissions would be uncontrolled.  Once the booth/building is constructed and operational, the outside painting activities may be moved to the paint building.
The paint booth/building will have an air circulation system that directs air flow into the top of the booth and down to plenums along two sides of the building.  The plenums are lined with disposable paint overspray arrestors (dry filters) to trap paint solids before reaching the exhaust stacks.  Each plenum is connected to an exhaust fan on the outside of the paint booth/building, at seven (7) feet above grade.  The paint arrestor control efficiency is 93%.  The facility anticipates usage of up to two airless spray guns, each capable of 3 gallons per hour.  Transfer efficiency of the airless spray guns is estimated a 30%; the solids content of Carbothane 134 is 9.1 lbs per gallon.
[bookmark: _Hlk525736188]Equipment
1. Paint booth/Building:  The permittee is authorized to construct the paint booth/building as described in the application of July 12, 2018.  [Application No. 0330293-004-AC]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  Coatings usage is not limited as long as facility wide VOC and HAP emissions are below 75 tons of VOC, 8.75 tons of individual HAP and 18.75 tons of total HAP in a rolling twelve-month period.  [Rule 62-210.200(PTE), F.A.C., Permit No. 0330293-002-AC; Application No. 0330293-004-AC]
3. Restricted Operation:  The hours of operation are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
No emissions-unit specific standards.
[bookmark: _Hlk525814263]MONITORING REQUIREMENTS
4. Painting Activity Operation and Maintenance.  Surface coating and painting operations shall be conducted according to the Operations and Maintenance Procedures and Procedures Checklist for the Paint Booth/Building found in Appendix E of this permit.  [Rule 62-4.070(3), F.A.C.; Application No. 0330293-004-AC and Operations and Maintenance Procedure and Procedure Checklist Paint Booth/Building]
RECORDS AND REPORTS
5. Monthly Material Usage Record keeping:  The permittee shall maintain usage records of materials containing VOC and HAP for this emissions unit.  Monthly materials usage shall be tracked by use completing the usage report in Appendix E to log the gallons of materials used of surface coatings and solvents:
a. Supporting information such as MSDS and product information sheets necessary to quantify the emissions for VOCs and HAPs shall be retained as part of the record keeping.  VOC and HAP emissions shall be calculated at least monthly.  Monthly summaries, including rolling totals for this emissions unit and the outside painting separate and combined, shall be kept and maintained for Department inspection for at least five years from date of usage. 
b.  Monthly summaries shall be certified and signed by a responsible company representative.  
[Rule 62-4.070(3), F.A.C.; Permit No. 0330293-002-AC; Application No. 0330293-004-AC;]
{Permitting Note: If Permittee has good reason to believe that emissions will exceed 75 tons of VOC, 8.75 tons of individual HAP or 18.75 tons of total HAPs in a twelve-month period, Permittee shall notify the Department to evaluate potential future permitting requirements.}   


SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
C.  EU 003 – Paint Booth/Building

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	004
	Abrasive Blasting Operation (with Baghouse)


This permit authorizes installation of dust collector/baghouse to replace the wet scrubber (EU001) that is currently used for particulate matter emissions control of the existing abrasive blasting (sandblast) building.  The baghouse is a 144RJ Dust Collector with Round Manifold Arms.  It will have a capacity of 40,000 cubic feet per minute (ft3/min) and have 144 filter tubes (air to cloth ratio of 10.44). The facility uses an average of 140 tons per year of abrasive.
Equipment
1. Dust Collector/Baghouse:  The permittee is authorized to construct the dust collector/baghouse as described in the application of July 12, 2018.  [Application No. 0330293-004-AC]
PERFORMANCE RESTRICTIONS
2. Restricted Operation:  The hours of operation are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
3. Emissions Standards:  Visible emissions shall not exceed 20% opacity.  [Rule 62-296. 320(4)(b)1, F.A.C., and Application No. 0330293-004-AC]
TESTING REQUIREMENTS
4. Initial Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the general emissions standard for visible emissions.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
5. Compliance Tests Prior to Renewal.  Except as provided in subparagraph 62-297.310(8)(b)3., F.A.C. (see Appendix D – Common Testing Requirements), compliance tests shall be performed for Visible Emissions.  These tests are required to show compliance with the Department’s General Visible Emissions Standard.  The test results must provide reasonable assurance that the source is capable of compliance while sandblasting in the sandblasting building and loading the media silo at the same time.  The visible emissions tests shall be conducted in accordance with EPA Method 9 (30 minutes).  The tests shall be conducted once during the permit cycle (every five years), prior to the permit renewal application due date, so the results can be included with the submission of the permit renewal.  [Rules 62-4.070(3), 62-297.310(8)(b)2 & (9), F.A.C.]   
{Permitting Note:  Tests which are only required once during the term of a permit prior to obtaining a renewed permit should be performed roughly five years from the previous test.
6. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Notification may be sent via e-mail to nwdair@dep.state.fl.us.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
7. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800 and 62-297.100, F.A.C.; and Appendix A of 40 CFR 60]

MONITORING REQUIREMENTS
8. Sandblasting Activity Operation and Maintenance.  The dust collector/baghouse shall be properly operated during all abrasive blasting and silo loading activities.  The building and the dust collector/baghouse shall be maintained in a manner sufficient to control emissions.  The permittee shall operate and maintain all equipment in accordance with the manufacturer’s recommendations and shall adhere to the Operations and Maintenance Procedures and Procedure Checklist for the Baghouse found in Appendix E. of this permit.  [Rule 62-4.070(3), F.A.C. and Application No. 0330293-004-AC]
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