Coastal Forest Resouces Company
Havana Plywood Plant
Facility ID 039 0009

Attachment 1
April 28, 2008

§63.2231 Does this subpart apply to me?

§63.2240 Compliance Options and Operating Requirements

Table 1A
Production-Based Compliance Options

Table 1B
Add-On Contro! Systems Compliance Options

Table 2
Operating Requirements

Table 3
Work Practice Requirements

Table 4
Requirements for Performance Tests

Applicant is subject to 40 CFR 63 DDDD because, per §63.2231(a),
applicant owns and operates a PCWP manufacturing facility in Gadsden County, FL.
and, per §63.2231(b), the facility has the potential to emit 10 or more tons per year of methanol

Applicant has only one process unit which is subject to 40 CFR 63 DDDD:

softwood veneer dryer heated zones, per Table 1B.

Applicant will comply with 40 CFR Part 63 DDDD by adding an emissions control system.

The add-on control system will capture and duct dryer hot zone emissions into the

fireboxes of applicant's existing boilers.

Applicant's existing boilers are "Combustion units" per §63.2292, which defines "Combustion unit"

as a dryer burner, process heater, or boiler used for combustion of organic HAP emissions.

Applicant's add-on control system is a "Thermal Oxidizer" per §63.2292, which defines "Thermal Oxidizer"
as a control system that combusts or oxidizes exhaust gas from a process c:_n Thermal oxidizers include
regenerative thermal oxidizers and combustion units.

Not applicable. Per §63.2240, applicant will comply by using an add-on control system
and is therefore subject to Tables 1B.

§63.2240(b) Compliance options for add-on control systems.
Emissions must meet the compliance options and operating requirments in Tables 1B and 2.

Table 1B: for softwood veneer dryer heated zones:
applicant must comply via 1 of 6 compliance options using an emissions control system;
applicant will comply by option (1) Reduce emissions of total HAP, measured as THC (as carbon) by 80%

Exempt. Per §63.2260(a), combustion units that accept process exhausts into the flame zone are exempt
from the initial performance testing and operating requirements for thermal oxidizers.

Table 3: for Softwood veneer dryers:
Applicant must minimize fugitive emissions from the dryer doors (through proper maintenance procedures)
and the green end of the dryers (through proper balancing of the heated zone exhausts).

Exempt. Per §63.2262(k)(3), if your thermal oxidizer is a combustion unit that accepts process exhaust into
the flame zone, then you are exempt from the performance testing and monitoring requirements specified in
paragraphs (k)(1) and (2) of this section. To demonstrate initial compliance, you must submit documentation
with your Notification of Compliance Status showing that process exhausts controlled by the combustion
unit enter into the flame zone.



Table 5
Performance Testing and Initial Compliance Demonstrations
for the Compliance Options and Operating Requirements

Table 6
Initial Compliance Demonstrations for
Work Practice Requirements

Table 7
Continuous Compliance with the Compliance Options
and Operating Requirements

Table 8
Continuous Compliance with the
Work Practice Requirements

Table 9
Requirements for Reports

Table 10
Applicability of General Provisions to Subpart DDDD

Per §63.2260(a), combustion units that accept process exhausts into the flame zone are exempt

from the initial performance testing and operating requirements for thermal oxidizers.

Per §63.2262(k)(3), if your thermal oxidizer is a combustion unit that accepts process exhaust into

the flame zone, then you are exempt from the performance testing and monitoring requirements specified in
paragraphs (k)(1) and (2) of this section. To demonstrate initial compliance, you must submit
documentation with your Notification of Compliance Status showing that process exhausts
controlled by the combustion unit enter into the flame zone.

Table 6: for Softwood veneer dryers:

Applicant must minimize fugitive emissions from the dryer doors and the green end AND

submit with the Notification of Compliance Status a copy of applicant's plan for minimizing fugitive
emissions from the veneer dryer heated zones (as required in §63.2266).

Exempt. Per §63.2260(a), combustion units that accept process exhausts into the flame zone are exempt
from the initial performance testing and operating requirements for thermal oxidizers.

Per §63.2271(a)
Table 8: for Softwood veneer dryers:
Applicant must follow (and document that he is following) his plan for minimizing fugitive emissions.

Per §63.2281

Table 9:

(1) Semi-annual Compliance Reports See "Plans, Notifications, Reports, and Record Keeping"
(2) SSMP Reports See "Plans, Notifications, Reports, and Record Keeping"

Reference to applicable general provisions included abave



