

SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
B.  Production Increase
PERMITTEE
	Coastal Forest Resources Company
P.O. Box 1128
Havana, Florida  32333-1128
Authorized Representative:
Trey Pierce, Plant Manager
	Air Permit No. 0390009-012-AC (PSD-FL-447)
Expires:  December 31, 2020
Havana Mill
Facility ID No. 0390009
Retroactive PSD Permit and Plywood Production Increase


Project
This is the final air construction permit, which authorizes a plywood production increase and issues a retroactive PSD permit and BACT determination for a previously undocumented significant increase in carbon monoxide emissions.  The proposed work will be conducted at the existing Coastal Plywood Company, which is a plywood manufacturing facility categorized under Standard Industrial Classification No. 2436.   The existing facility is located in Gadsden County at 8007 Florida-Georgia Highway in Havana, Florida.  The UTM coordinates are Zone 16, 745.18 kilometers (km) East, and 3,394.12 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296, and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Tallahassee, Florida


(DRAFT)


For:
Syed Arif, P.E., Program Administrator
Office of Permitting and Compliance
Division of Air Resource Management
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Final Air Construction Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Mr. Trey Pierce, Coastal Plywood Company:  tpierce@coastalplywood.com
Mr. Chuck Rollins, P.E., H.M. Rollins Co., Inc.:  chuckrollins@hmrollins.com 
Mr. Armando Sarasua, DEP Northwest District:  armando.sarasua@dep.state.fl.us
Ms. Lynn Scearce, DEP OPC:  lynn.scearce@dep.state.fl.us 
Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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DRAFT PERMIT

Coastal Forest Resources Company	Air Permit No. 0390009-012-AC (PSD-FL-447)
Havana Mill	Retroactive PSD Permit and Plywood Production Increase
Page 11 of 12
FACILITY DESCRIPTION
Coastal Forest Resources Company (CFRC) operates the Coastal Plywood Company facility in Havana, Florida.  The facility is a softwood plywood manufacturing facility.  The existing facility consists of three boilers, log debarking and peeling operations, three plywood veneer dryers, three plywood presses, a plywood pneumatic conveying system, and a green chip conveyor.  Plywood production is limited to 280,000 thousand square feet per year (MSF/year) on a 3/8” basis (i.e., the plywood thickness is 3/8”).  Collected wood waste from the facility is burned in the boilers to produce steam for the veneer dryers and presses.  A dryer emissions control system collects volatile organic compound (VOC) and hazardous air pollutant (HAP) emissions from the veneer dryers’ heating zones for destruction in the boilers for compliance with 40 CFR 63, Subpart DDDD.
The existing facility consists of the following emissions units.
	Facility ID No. 0390009

	EU No.
	Emission Unit Description

	005
	Boiler 3

	015
	Boilers 4 and 5

	017
	Plywood Lay-up/Hot Presses

	018
	Veneer Dryer Emissions Control System

	019
	Stationary Emergency RICE (459 HP)

	020
	Emergency Fire Pump Engine (220 HP)


PROPOSED PROJECT
The first part of this project is a retroactive PSD permit to address a previously undocumented significant increase in carbon monoxide (CO) emissions.  The increase was due to routing the veneer dryer heating zone gases to the boilers for destruction to comply with 40 CFR 63, Subpart DDDD.  There was a Best Achievable Control Technology (BACT) determination for CO as part of this project.
The second part of this project will authorize an increase in plywood production from 280,000 MSF/year to 305,000 MSF/year on a 3/8” basis.  This project will authorize the installation of a new regenerative catalytic oxidizer (RCO) to control VOC and HAP emissions from the heating zones of the three plywood veneer dryers.  The veneer dryer heating zone gases will no longer be vented to Boilers 3, 4, and 5 for destruction.
This project will modify and add the following emissions units.
	Facility ID No. 0390009

	EU No.
	Emission Unit Description

	005
	Boiler 3

	015
	Boilers 4 and 5

	017
	Plywood Lay-up/Hot Presses

	018
	Veneer Dryer Emissions Control System (removed)

	021
	Three Plywood Veneer Dryers with RCO (added)


Facility Regulatory Classification
· The Havana Mill is a major source of hazardous air pollutants (HAP).
· The Havana Mill does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The Havana Mill is a Title V major source of air pollution in accordance with Chapter 62-213, Florida Administrative Code (F.A.C.)
· The Havana Mill is a major stationary source in accordance with the Prevention of Significant Deterioration (PSD) program in Rule 62-212.400, F.A.C.
· The Havana Mill has one or more emissions units subject to New Source Performance Standards (NSPS) in Title 40, Part 60 of the Code of federal Regulations (40 CFR 60).
· This Havana Mill has one or more emissions units subject to National Emission Standards for Hazardous Air Pollutants (NESHAP) in 40 CFR 63.


SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The Permitting Authority for this project is the Office of Permitting and Compliance in the Division of Air Resource Management of the Department of Environmental Protection (Department).  The mailing address for the Office of Permitting and Compliance is 2600 Blair Stone Road, MS #5505, Tallahassee, Florida  32399-2400.  All documents related to applications for permits to operate an emissions unit shall be submitted to the Northwest District Office at:  160 West Government Street, Suite 308, Pensacola, Florida  32502-5794.  Telephone:  850/595-8300.  Fax:  850/595-8417.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Branch Office at:  470 Harrison Avenue, Panama City, Florida  32401.  Telephone:  850/245-2984.  Fax:  850/245-2948.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  No emissions unit shall be constructed or modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
c. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
9. Title V Permit:  This permit authorizes specific modifications and/or new construction on the affected emissions units as well as initial operation to determine compliance with conditions of this permit.  A Title V operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after completing the required work and commencing operation.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to each Compliance Authority.  [Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.]
10. Actual Emissions Reporting:  This permit is based on an analysis that compared baseline actual emissions (BAE) with projected actual emissions (PAE) and avoided the requirements of subsection 62-212.400(4) through (12), F.A.C. for several pollutants.  Therefore, pursuant to Rule 62-212.300(1)(e), F.A.C., the permittee is subject to the following monitoring, reporting, and recordkeeping provisions.
a. The permittee shall monitor the emissions of any PSD pollutant that the Department identifies could increase as a result of the construction or modification and that is emitted by any emissions unit that could be affected; and, using the most reliable information available, calculate and maintain a record of the annual emissions, in tons per year on a calendar year basis, for a period of 10 years following resumption of regular operations after the change.  Emissions shall be computed in accordance with the provisions in Rule 62-210.370, F.A.C., which are provided in Appendix C of this permit.
b. The permittee shall report to the Department within 60 days after the end of each calendar year during the 10-year period setting out the unit’s annual emissions during the calendar year that preceded submission of the report.  The report shall contain the following:
(1) The name, address, and telephone number of the owner or operator of the major stationary source;
(2) The annual emissions as calculated pursuant to the provisions of 62-210.370, F.A.C., which are provided in Appendix C of this permit;
(3) If the emissions differ from the preconstruction projection, an explanation as to why there is a difference; and
(4) Any other information that the owner or operator wishes to include in the report.
c. The information required to be documented and maintained pursuant to subparagraphs 62-212.300(1)(e)1 and 2, F.A.C., shall be submitted to the Department, which shall make it available for review to the general public.
For this project, the permit requires the annual reporting of actual nitrogen oxides (NOX) and total particulate matter with a mean diameter of 2.5 microns or less (filterable plus condensable, TPM2.5 (f+c)) emissions.
{Permitting Note:  The BAE for NOX emissions was 96.8 tons per year, and the BAE for PM2.5 was 114.6 tons per year.  The CHA emissions for NOX emissions was 12.3 tons per year, and the BAE for PM2.5 (f+c) was 18.3 tons per year }
[Application No. 0390009-012-AC; and Rules 62-212.300(1)(e) and 62-210.370, F.A.C.]


SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	005
	Boiler 3

	015
	Boilers 4 and 5

	021
	Three Plywood Veneer Dryers with RCO


{Permitting Note:  Emissions Units 005 and 015 are regulated 40 CFR 63, Subpart A, General Provisions, and Subpart DDDDD, National Emission Standards for Hazardous Air Pollutants for Major Sources:  Industrial, Commercial, and Institutional Boilers and Process Heaters, adopted and incorporated by reference in Rule 62-204.800, F.A.C.; 40 CFR 60, Subpart A, General Provisions, and Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, adopted and incorporated by reference in Rule 62-204.800, F.A.C.; Rule 62-296.410, F.A.C., Carbonaceous Fuel Burning Equipment; and Rule 62-212.400, F.A.C., PSD and BACT.
Emissions Unit 021 is regulated under 40 CFR 63, Subpart A, General Provisions, and Subpart DDDD, National Emission Standards for Hazardous Air Pollutants:  Plywood and Composite Wood Products, adopted and incorporated by reference in Rule 62-204.800, F.A.C.; and Rule 62-212.400, F.A.C., PSD and BACT.}
EMISSIONS STANDARDS
1. [bookmark: _Ref527534099]Carbon Monoxide (CO) Emissions:  Based on stack test, CO emissions shall not exceed the following limits.
a. Boiler 3.
(1) 3,500 parts per million by volume, on a dry basis, corrected to 3% oxygen (ppmvd @ 3% O2).
(2) 238.0 lb/hour.
b. Boiler 4.
(1) 770 ppmvd @ 3% O2.
(2) 18.54 lb/hour.
c. Boiler 5.
(1) 770 ppmvd @ 3% O2.
(2) 18.54 lb/hour.
[Rule 62-212.400(4)(BACT), F.A.C.; and 40 CFR 63.7500(a)(1)]
WORK PRACTICE STANDARDS
2. Veneer Dryers:  The permittee shall follow the manufacturer-recommended work practice standards and the applicable work practice standard for softwood veneer dryers contained in Table 3 to 40 CFR 63 Subpart DDDD for adequate control of CO emissions.  [Rule 62-212.400(4)(BACT), F.A.C.]
TESTING REQUIREMENTS
3. [bookmark: _Ref528320713]Compliance Tests:
a. Initial Test.  Boilers 3, 4, and 5 shall be tested to demonstrate initial compliance with the emissions standards for CO.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but no later than 180 days after successful removal of the Dryer Emissions Control System (DECS) (EU 018) and installation of the RCO.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
b. [bookmark: _Ref528320715][bookmark: _Hlk529454196]Annual Tests and Emissions Standards Subject to Revision.  During each calendar year (January 1 to December 31), Boilers 3, 4, and 5 shall be tested to demonstrate compliance with the emissions standards for CO.  After three years of testing (including the initial tests), the permittee shall submit a report according to the requirements of Specific Condition 7.  The Department shall review the test results and reevaluate the CO BACT standards for Boilers 3, 4, and 5 to determine if lower limits are warranted.  [Rules 62-4.070(3), 62-212.400(4)(BACT), and 62-297.310(8)(a), F.A.C.]
{Permitting Note:  The CO BACT limits given in Specific Condition 1 for Boilers 3, 4 and 5. which correspond to the NESHAP 40 CFR 63, Subpart DDDDD limits for the boilers, are the floor for CO BACT determinations for the boilers.  In other words, BACT determinations cannot be less stringent than the limits given in Specific Condition 1.  Consequently, the BACT limits can only be adjusted downward or stay the same, based on the submitted report required by Specific Condition 3.b.}
4. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
5. Test Methods:  Required tests shall be performed in accordance with the following reference methods.
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method for Determining Particulate Matter Emissions

	10
	Determination of Carbon Monoxide Emissions from Stationary Sources  {Note:  The method shall be based on a continuous sampling train.}


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
RECORDS AND REPORTS
6. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  Test reports shall be submitted to the Department no later than 45 days after completion of the required test.  [Rule 62-297.310(10), F.A.C.]
7. [bookmark: _Ref528320956]Emissions Test Report:  Within 90 days after completion of the last stack test required by Specific Condition 3b, the permittee shall submit a test report documenting the CO stack test results.  The report, at a minimum for each boiler during each test, shall include the CO emissions (lb/hour and ppmvd @ 3% O2), heat input rate, steam generation rate, and fuel feed rate.  [Rules 62-4.070(3) and 62-212.400(4)(BACT), F.A.C.]


SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  Retroactive PSD Project

[bookmark: lastpage]This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	005
	Boiler 3

	015
	Boilers 4 and 5

	017
	Plywood Lay-up/Hot Presses

	018
	Veneer Dryer Emissions Control System

	021
	Three Plywood Veneer Dryers with RCO


{Emissions Units 005 and 015 are regulated under 40 CFR 63, Subpart A, General Provisions, and Subpart DDDDD, National Emission Standards for Hazardous Air Pollutants for Major Sources:  Industrial, Commercial, and Institutional Boilers and Process Heaters, adopted and incorporated by reference in Rule 62-204.800, F.A.C.; 40 CFR 60, Subpart A, General Provisions, and Subpart Dc, Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units, adopted and incorporated by reference in Rule 62-204.800, F.A.C.; Rule 62-296.410, F.A.C., Carbonaceous Fuel Burning Equipment; and Rule 62-212.400, F.A.C., PSD and BACT.
Emissions Units 017, 018, and 021 are regulated under 40 CFR 63, Subpart A, General Provisions, and Subpart DDDD, National Emission Standards for Hazardous Air Pollutants:  Plywood and Composite Wood Products, adopted and incorporated by reference in Rule 62-204.800, F.A.C.  Emissions Unit 021 is also regulated under Rule 62-212.400, F.A.C., PSD and BACT.}
Equipment
1. Dryer Emissions Control System:  The permittee shall permanently shut down and remove the Veneer Dryer Emissions Control System (DECS) (EU 018), including any ancillary equipment that allows the veneer dryer heating zone gases to be vented to the facility’s boilers for destruction.  [Rule 62-4.070(3), F.A.C., and Application No. 0390009-012-AC]
2. Veneer Dryers:  The permittee is authorized to install a regenerative catalytic oxidizer (RCO) and any necessary ancillary equipment, including a continuous parameter monitoring system (CPMS) to continuously monitor the temperature at the inlet to the RCO catalyst bed, to control emissions from the heating zones of the three plywood veneer dryers (EU 021).  The veneer dryer heating zone gases shall no longer be sent to the boilers for destruction.  [Table 1B to 40 CFR 63 Subpart DDDD; and Application No. 0390009-012-AC]
3. Facility Improvements:  The permittee is authorized to conduct the following work to achieve the proposed production increase:
· Rebuild the existing lathe and two of the three active veneer dryers;
· Add four (4) new heating sections to Veneer Dryer No. 3; and
· Modify the plywood pneumatic conveyance system to add a new baghouse.
[Application No. 0390009-012-AC]
PERFORMANCE RESTRICTIONS
4. [bookmark: _Ref527715927]Production Limit:  The maximum amount of plywood produced shall not exceed 305,000 thousand square feet (MSF), on a 3/8” basis, in any consecutive 12-month period (rolled monthly).  [Rule 62-210.200(PTE), F.A.C.; and Application No. 0390009-012-AC]
EMISSIONS STANDARDS
5. Total Hazardous Air Pollutants (HAP) Emissions:  Softwood veneer dryer heating zones’ total HAP emissions, measured as total hydrocarbons (THC) (as carbon) shall be reduced by 90%.  Total HAP, defined in 40 CFR 63.2292, includes acetaldehyde, acrolein, formaldehyde, methanol, phenol, and propionaldehyde.  The permittee may choose to subtract methane from THC as carbon measurements.  [40 CFR 63.2240(b) & 63.2292, and Table 1B to 40 CFR 63 Subpart DDDD]
TESTING REQUIREMENTS
6. [bookmark: _Ref527711571]Initial Compliance Tests:
a. [bookmark: _Ref528146873][bookmark: _Ref527711573]RCO.
(1) [bookmark: _Ref528146874]NESHAP.  The RCO shall be tested to demonstrate initial compliance with the emissions standard for total HAP.  The initial test shall be conducted upon initial startup or no later than 180 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.; and Table 5 to 40 CFR 63 Subpart DDDD]
(2) PSD Avoidance.  The RCO shall be tested to confirm the emission factor for reporting of actual NOX emissions.  The initial test shall be conducted upon initial startup or no later than 180 days after initial operation of the unit and successful removal of the DECS.  [Rules 62-4.070(3), 62-212.300(1)(e)(PSD Avoidance), and 62-297.310(8)(b)1, F.A.C.]
b. Boilers.  Boilers 3, 4, and 5 shall be tested to confirm the emission factors for reporting of actual NOX emissions.  The tests shall be conducted within 60 days after achieving permitted capacity, but no later than 180 days after successful removal of the DECS and installation of the RCO.  [Rules 62-4.070(3), 62-212.300(1)(e)(PSD Avoidance), and 62-297.310(8)(b)1, F.A.C.]
7. Subsequent Compliance Tests:  Prior to renewal of the facility’s Title V air operation permit, Boilers 3, 4, and 5 and the RCO shall be tested for NOX.  [Rules 62-212.300(1)(e)(PSD Avoidance) and 62-297.310(8)(a)1, F.A.C.]
8. Test Requirements:
a. RCO.
(1) NESHAP.  The permittee shall notify the Compliance Authority in writing at least 60 days prior to the required initial performance test.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit and Table 4 to 40 CFR 63 Subpart DDDD.  [40 CFR 63.7(b)(1) and 63.2280(c)]
(2) PSD Avoidance.  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
b. [bookmark: _Hlk528152873]Boilers.  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
9. Test Requirements for the Veneer Dryers:
a. Establishing Catalytic Oxidizer Operating Requirements.  During the performance test required by Specific Condition 6a(1), the permittee must continuously monitor the temperature at the inlet to each catalyst bed or the temperature in the combustion chamber.  For regenerative catalytic oxidizers, the permittee must calculate the average of the temperature measurements from each catalyst bed inlet or within the combustion chamber prior to reducing the temperature data to 15-minute averages for purposes of establishing the minimum catalytic oxidizer temperature.  The minimum catalytic oxidizer temperature must then be established as the average of the three minimum 15-minute temperatures monitored during the three test runs.  Multiple 3-run performance tests may be conducted to establish a range of parameter values under different operating conditions.
b. [bookmark: _GoBack]Initial Compliance Demonstration Requirements.  The permittee has demonstrated initial compliance only if total HAP emissions, measured using applicable methods in Specific Condition 10 over the 3-hour performance test, are reduced by at least 90%; and the permittee has a record of the 3-hour block average RCO temperature during the performance test during which emissions were reduced by at least 90%.
[40 CFR 63.2262(l)(1) and Tables 2 and 5 to 40 CFR 63 Subpart DDDD]
10. [bookmark: _Ref527711934]Test Methods:  Required tests shall be performed in accordance with the following reference methods.
	Method
	Description of Method and Comments

	1-4
	Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content

	5
	Method for Determining PM Emissions

	7E
	Determination of NOX Emissions from Stationary Sources (Instrumental Analyzer Procedure)

	18
	Measurement of Gaseous Organic Compound Emissions by Gas Chromatography

	25A
	Method for Determining Gaseous Organic Concentrations (Flame Ionization)


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
OPERATING REQUIREMENTS
11. Catalyst Activity Level:  The permittee must check the activity level of a representative sample of the catalyst from the RCO catalyst bed at least every 12 months.  The permittee must take any necessary corrective action to ensure that the catalyst is performing within its design range.  [Tables 2 and 7 to 40 CFR 63 Subpart DDDD]
MONITORING REQUIREMENTS
12. Continuous Parameter Monitoring Requirements:  The permittee must install, operate, and maintain each CPMS according to the following requirements.
a. The CPMS must be capable of completing a minimum of one cycle of operation (sampling, analyzing, and recording) for each successive 15-minute period.
b. At all times, the permittee must maintain the monitoring equipment including, but not limited to, maintaining necessary parts for routine repairs of the monitoring equipment.
c. Record the results of each inspection, calibration, and validation check.
d. For each temperature monitoring device, the permittee must meet the following requirements:
(1) Locate the temperature sensor in a position that provides a representative temperature.
(2) Use a temperature sensor with a minimum accuracy of 4 degrees Fahrenheit (°F) or 0.75% of the temperature value, whichever is larger.
(3) If a chart recorder is used, it must have a sensitivity with minor divisions not more than 20°F.
(4) Perform an electronic calibration at least semiannually according to the procedures in the manufacturer’s owner’s manual.  Following the electronic calibration, the permittee must conduct a temperature sensor validation check in which a second or redundant temperature sensor placed nearby the process temperature sensor must yield a reading within 30°F of the process temperature sensor’s reading.
(5) Conduct calibration and validation checks any time the sensor exceeds the manufacturer’s specified maximum operating temperature range or install a new temperature sensor.
(6) At least quarterly, inspect all components for integrity and all electrical connections for continuity, oxidation, and galvanic corrosion.
[40 CFR 63.2269(a) & (b)]
RECORDS AND REPORTS
13. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  Test reports shall be submitted to the Department no later than 45 days after completion of the required test.  [Rule 62-297.310(10), F.A.C.]
14. Notification of Compliance Status:  The permittee must submit a Notification of Compliance Status, including the performance test results for the RCO, before the close of business on the 60th calendar day following the completion of the performance test according to 40 CFR 63.10(d)(2).  [40 CFR 63.2280(d)(2)]
15. Startup, Shutdown, and Malfunction Plan (SSMP):  The permittee shall update and submit a revised SSMP as part of its application for a revised Title V air operation permit to incorporate this project.  The revised SSMP shall be attached to the Title V air operation permit.  [Rule 62-4.070(3), F.A.C.; and 40 CFR 63.2250(c)]
16. Routine Control Device Maintenance Exemption (RCDME):
a. Title V Permit.  The approved RCDME shall be incorporated by reference and attached to the facility’s revised Title V air operation permit.  [40 CFR 63.2251(c)]
b. Records.  The permittee shall keep records to demonstrate that the amount of time operated under the RCDME does not exceed 0.5% of the annual operating uptime for each of the veneer dryers.  [Rule 62-4.070(3), F.A.C.; and 40 CFR 63.2251(b)(2) & 63.2282(a)(3)]
17. Plywood Production Records:  The permittee shall keep monthly records of plywood production to demonstrate compliance with the production limit in Specific Condition 4.  The monthly records shall be used to calculate a 12-month rolling total for plywood produced.  [Rule 62-4.070(3), F.A.C.; and Application No. 0390009-012-AC]
image1.png
FLORIDA DEPARTMENT OF
Environmental Protection

Bob Martinez Center
2600 Blair Stone Road
Tallahassee, Florida 32399-2400

Rick Scott
Governor

Carlos Lopez-Cantera
Lt. Governor

Noah Valenstein
Secretary




