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Florida Department of

Memorandum
Environmental Protection
TO:
Rick Bradburn
THROUGH:
Armando I. Sarasua, P.E.
FROM:  
R. J. Prusa

DATE:
January 21, 2010

SUBJECT:
Evaluation Summary for the Active Minerals International, LLC, (formerly Floridin) Quincy Plant, 0390041-004-AO, Gadsden County
We recommend issuing a renewal operating permit to Active Minerals International, LLC to operate their Quincy Plant.  This permit follows operating permit 0390041-002-AO, effective November 29, 2004.  It does not incorporate any portions of permit 0390041-003-AC, effective July 14, 2009 and still active.
Process Description.  This facility stores, handles and processes clay.  Dried clay material is pneumatically offloaded from dry, bulk trucks into a storage silo and then air-classified and milled as necessary for storage, packaging or load-out.

Pollution Control Equipment.  PM emissions from the storage silos and bins (emission points 1, 2, 7, 8, 9, 10, and 11) are controlled by individual baghouses that discharge outside the production building.  PM emissions from the remaining emission points (emission points 3, 4, 5, 5A, 6, 12, 13, 14, 15, 16, 17, 18, 19, 20 and 21) are controlled by baghouses that discharge inside the production building.

Environmental Impact
	Airborne Contaminant

Emitted
	FAC Rule
	Estimated Emissions
	Allowable Emissions

	
	
	lbs/hr
	T/yr
	lb/hr
	T/yr

	PM
	N/A
	N/A
	24.68
	0.022 gr/dscf *
	N/A

	Objectionable Odors
	62-296.320(2)
	N/A
	N/A
	None allowed off plant property

	VE2
	N/A
	N/A
	N/A
	Not more than 5% opacity *


*as per 40 CFR 60 subpart OOO and Permittee request

Applicable Rules & Regulations

The facility is subject to the requirements of 40 CFR 60 subpart OOO, Standards of Performance for Nonmetallic Mineral Processing Plants applicable to each screening operation, bucket elevator, belt conveyor, bagging operation, storage bin, and enclosed truck loading station at this facility.  In general, the applicable standards for particulate matter are 0.022 gr/dscf and 7% opacity for affected facilities (40 CFR 60.672(a)).  However, individual storage bins or silos with an individual, dedicated baghouse are subject only to the 7% opacity standard (40 CFR 60.672(f)).  The remaining operations are enclosed in a building and subject to the requirements in 40 CFR 60.672(e) of no visible fugitive emissions from the building and 0.022 gr/dscf and 7% opacity for any building vents (defined in 40 CFR 60.671).

The facility has requested the alternate VE standard of 5% opacity (instead of 7% as required by 40 CFR 60.672(a)) in accordance with Rule 62-297.310(7)(c), F.A.C., to demonstrate compliance with the PM limit since the emission points (vents) cannot be isokinetically tested as required by EPA method 5.  Rule 62-210.200(278), F.A.C., defines visible emissions as any emissions greater than 5% opacity.
Compliance Monitoring.  Method 9 visible emission testing on all vents and exterior baghouses and Method 22 testing on the production building once every two years

Compliance History.  A review of enforcement cases tracking, inspection reports, ARMS data, and hard-copy files indicate the facility is in compliance for the past 5 years.

Fee Summary.  This is an AO2B ($1,000 fee) minor source with no stack test.
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