OPERATING PLAN
ROBERTS AND ROBERTS LAND CLEARING
DEBRIS DISPOSAL AND
AIR CURTAIN DESTRUCTOR SITE
State Road 267
Gadsden County, Florida
March 2007

. Location: The physical location of this facility is approximately 5 miles north of
Hwy 20 and approximately 8 miles south of the City of Quincy in Gadsden County,
Florida.

. Owner: Roberts and Roberts, Inc.

P.O. Box 188
Hosford, Florida 32334

. Site Operations:

A. General:

1)  All trucks are to enter from Highway 267. They are to stop and be checked
by the spotter/equipment operator prior to dumping their load of land
clearing debris in the area shown on the plans. (Appendix A) No dumping
unless spotter is available to check the load. No waste other than land
clearing debris shall be allowed to be disposed of in the stockpile area.

2) A spotter will direct the driver where to dump. The driver will then sign a
load ticket for proper billing. [Estimated quantity (CY) will be put on the
ticket when signed.] All outside haulers must have an account set up with
Roberts and Roberts prior to dumping.

3) Spotters will have radios/cell phones for communications with the main
office.

4) Radios will be set at the company frequency to contact the office and
company trucks.

5) A first aid kit and fire extinguisher will be available at the site.

6) Emergency phone numbers are listed in the Appendix B to this Operation
Plan.



7)
8)

9

10)

11)

12)

13)

14)

Speed limit inside the facility shall not exceed 15 mph- no exceptions.
No fuel or oil will be stored on-site. A C.W. Roberts Construction

- Company fuel truck will fill and service equipment at the facility as needed

and leave the site upon completion of fill operation.

(@) Should a petroleum related oil spill occur during refueling or
maintenance, the spotter will:
1)  Segregate the stained oil/sand.
i) Notify the Main Office for removal to a Class I permitted
facility; and .
iii) Note on daily log.

Used oil and filter disposal is to be with a licensed oil recycler. Main office
will furnish name of contact. These items will not be left on-site at any
time.

The site plan is divided into an active area for Air Curtain Destructor
(ACD), burn pit(s) and temporary storage area for stockpiling prior to
burning. Active burn pits will be filled, marked and covered prior to
moving to another area.

A complete set of permitted (FDEP and County) drawings and
correspondence will be at the site and main office at all times.

Entry gate at the site shall remain locked at all times except during posted
hours of operation.

A certified spotter shall be on-site at all times during hours of operation. All
credentials for spotters will be kept at the site and at the main office in
Hosford.

(a) The following is a list of various duties for trained personnel:

Spotter: Inspect all loads upon entering the site, be thoroughly
familiar with acceptable and non-acceptable waste and
reject any loads that contain unacceptable waste, see that
any unacceptable waste inadvertently dumped on-site is
removed and placed in designated areas or containers,
notify main office of receipt of any unacceptable waste,
record name of hauler depositing unacceptable waste, direct
loads to area to be temporarily stored and removed. In the
event of the receipt of a “hot-load” promptly take action to
separate and extinguish.

Record keeping will include:

a) records of spotter training.

b) records for FDEP annual reports.

c) records of all regulatory inspections and enforcement actions.



15)

16)

17)

18)

19)

Permits, Plans and Supporting Documents: The following shall be included
with this operation manual: '

a)  Construction Drawings and Plans.

b) Modification/Special Conditions to permits/plans.

c) Regulatory inspection reports.

Access Controls:
a) Fences will be inspected quarterly and repairs made as necessary.
b)  Gate will be locked when not in operation — no exceptions.

Equipment:
a)  For preparing burn pits, Cat Model ELB 330, Excavator
b)  For loading, Cat Model 966F Front End Loader
¢) Air Curtain Destructor: Concept Products Corp. Model CP2000-T
d) Other C.W. Roberts Construction equipment will be available as
needed such as:
i) water tanks
ii) fuel trucks
iii) Motor Graders
iv) Bull doziers, dump trucks, etc.

Personnel:

a) Site Personnel: Ernie Adams, Spotter/Equipment Operator
b) Site Manager: Charles W. Roberts

¢) Equipment Operators/Laborers as needed for general clean-up.

Employee Health and Safety:
a) MSDS review for all materials, including fuels, handled in the course
of performing job duties.

b)  Use proper lifting techniques; belts available.
¢) Available at site: gloves, safety glasses, cover-alls, dust masks, etc.
d) Training in basic first aid.

B. Storage of Land Clearing Debris (I.CD)

1)

2)

Once (LCD) is received on-site, it shall be placed in the area shown on the
plans, (Appendix A) prior to disposal by front end loader into the burn pit.
The Spotter will actively inspect each load received at the site for items that
are not allowed.

The only materials that can be burned in the air curtain Destructor are wood
wastes consisting of trees, logs, large brush, stumps relatively free of soil,
unbagged leaves and yard trash, tree surgeon debris, and clean dry lumber
such as pallets.



3)

4

The burning of sawdust, paper, trash, tires, garbage, plastics, liquid wastes,
chemically treated or painted wood, and other similar materials is express
prohibited. If these items are discovered prior to dumping, the hauler will

~ be refused admittance. Haulers will be advised of items not allowed and

advised that extra costs involved with their mixture in the load will be
included on the invoice.

If incidental quantities of unacceptable wastes (i.e. food waste, C&D, paint
or petroleum containers, tires, etc.) are mixed with the LCD and not noted
upon initial . inspection, then the spotter shall remove and place into
containers located on site. Non-putresible items too large for the containers,
such as C&D or tires, etc., shall be segregated from the LCD stockpile and
placed in a separate area. All unsuitable materials shall be removed from
the site within ten (10) days to a facility permitted to accept these waste
products. Any trucks containing large quantities of unacceptable material
shall be refused admittance and shall be directed to an appropriate C&D or
municipal waste receiving facility. A listing of alternative facilities is
shown on Appendix C.

C. Burning of Land Clearing Debris (LDC) with Air Curtain Destructor (ACD)

1)

2)

3)

4)

5)

6)

7

No open burning shall be done on site unless in a burn pit using the ACD.

Only virgin oil, natural gas, or liquefied petroleum gas may be used to start
the fire. The use of waste oil, chemicals, gasoline, or tires is expressly
prohibited.

In no case shall the air curtain Destructor be started before sunrise.
Additionally, charging must have completely stopped before sunset.

Burn pits are to be excavated as shown on the plans and soils removed shall
be stockpiled on-site for use as final cover, berms, etc. When burn pit use is
discontinued (See #7), it shall be brought up to existing grade with clean
cover previously excavated and stockpiled. All disturbed area shall be and
seeded and mulched.

The air curtain destructors shall be placed away from the stockpile area(s) of
the site as shown on the plans (Appendix A).

The material shall not be loaded into the air curtain destructor such that it
will protrude above the air curtain.

Ash shall not be allowed to build up in the pit to higher than 1/3 the pit
depth or to the point where the ash begins to impede combustion, whichever
occurs first. '



8)

A detailed operation and maintenance guide on the ACI will be provided to
the operator and included on-site with this Manual. The permittee must
provide the proper training to all operators before they work at the
Destructor. The Department may request a copy of this guide.

D. Emergency Procedures:

1)

.2)

3)

4)

Uncontrolled fire or explosion:
a) Call Gadsden County Fire Department, 911 and
b) Call the Main office phone or radio.

Serious or Lift Threatening Injury:
a) Serious call Gadsden County Emergency Response or 911

Non-Life Threatening Injury:

a)  Call Main Office to report and

b) Seek medical attention as required at closest available facility in
accordance with Company Policy.

Petroleum or Hazardous Waste Spill: See Section A, Paragraph 8(a).

E. Site Maintenance:

1)

2)

3)

4)

All equipment on-site shall be serviced in accordance with Manufacture’s
O&M schedule and checked daily for leaks, broken parts, etc.

Access areas shall be adequately graded to allow safe operation and meet
equipment ability to properly perform. Repair of eroded areas shall be made
as necessary.

All drainage facilities (ditches, ponds) shall have silt removed, at a
minimum, on an annual basis or as necessary if not functioning properly.

Be aware of inclement weather conditions that may restrict burning by
checking with the main office/forestry service.

F. Training Plan:

1

All spotters shall receive 8 hours initial training at FDEP approved
University of Florida TREEO Center, plus 8 hours of continuing education
every 3 years. Documentation of training shall be kept on site and at the
main office.



G. Test Methods and Procedures:

. Visible emissions tests are required to show compliance with the standards of the
Department of Environmental Protection (Department). The test results must
provide reasonable assurance that the source is capable of compliance at the
permitted maximum operating rate. A sixty-minute EPA method 9 visible
emissions test shall be scheduled within 30 days after initial operation. The
Department shall be notified at least 15 days prior to testing to allow witnessing.
Results shall be submitted to the Department within 45 days after testing.

H. Site Closure: .
All burn pits shall be filled as described in paragraph C) 4. Any depressions shall
be brought up to grade and grassing re-established. Any remnants of stockpiled
LCD shall be buried and pit brought up to grade and covered with minimum six
(6) inches of top soil. All disturbed areas shall be seeded and mulched and a sign
shall be placed at the entrance gate noting site is closed with phone number of
operating office.



