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Minor Source Air Construction Permit
Project: maintenance for the existing sulfuric acid plants


Project and Location

This permit authorizes proposed maintenance projects for the existing sulfuric acid plants EU066, EU022, EU021 and EU067.  No emissions increases or plant production increases are allowed from this project.  The proposed work will be conducted at the Suwannee River/Swift Creek Complex, which is a Chemical and Allied Products (Standard Industrial Classification No. 2874).  The facility is located in Hamilton County at 15843 SE 78th Street in White Springs, Florida.  The UTM coordinates are Zone 17, 328.3 km East, and 3368.8 km North.  
Statement of Basis

This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit and as described in the application, approved drawings, plans, and other documents on file with the Department.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of this permit.
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Facility and Project Description
This facility processes phosphate rock to produce several products at the Suwannee River/Swift Creek Complex (two plants).  The facility consists of one rock grinder, two phosphoric acid plants, two defluorinated phosphate (DFP) plants, one dical process, two diammonium phosphate (DAP) plants, one monoammonium (MAP)/DAP storage building, one MAP/DAP screen/shipping building, four sulfuric acid plants, two phosphoric acid filters, four superphosphoric acid plants, one green superphosphoric plant, the Swift Creek Mine (SCM) rock dryer, and one acid clarification plant.  The facility also has storage silos associated with the Swift Creek Mine and the DFP plant. 

PROPOSED PROJECT
This permit authorizes proposed maintenance projects for the existing sulfuric acid plants EU066, EU022, EU021 and EU067.    No emissions increases or plant production increases are allowed from this project. This project will modify the following emissions units in the order of the expected maintenance sequence.
	Facility ID No. 0470002

	ID No.
	Emission Unit Description

	066
	“E” Sulfuric Acid Plant

	022
	“D” Sulfuric Acid Plant

	021
	“C” Sulfuric Acid Plant

	067
	“F” Sulfuric Acid Plant


EU066 “E” sulfuric acid plant- replace (drying tower) & (center and north gas-to-gas heat exchanger);

EU022 “D” Sulfuric Acid Plant- replace (Interpass Tower) and (Primary Economizer);

EU021 “C” Sulfuric Acid Plant- replace (Final Tower), (Primary Economizer) and (No. 1 cooler); and

EU067 “F” Sulfuric Acid Plant- replace (Final Tower), (North & South Heat Exchangers), (Drying Acid Cooler) and (Waste Heat Boiler (heat exchanger))
No additional emissions points are added to these EUs.
Facility Regulatory Classification

· The facility is a major source of hazardous air pollutants (HAP).

· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).

· The facility is a Title V major source of air pollution in accordance with Chapter 213, F.A.C.

· The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.

1. Permitting Authority:  The permitting authority for this project is the Northeast District Office, Florida Department of Environmental Protection (Department).  The mailing address is 7825 Baymeadows Way, Suite B-200, Jacksonville, Florida 32256-7590.  All documents related to applications for permits to operate an emissions unit shall be submitted to this District office.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to permit the appropriate District Office or Local Program, depending upon the operating location of the facility (see Appendix PC for permitted counties).  
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3. Appendices:  The following Appendices are attached as part of this permit:

a. Appendix A.  Citation Formats and Glossary of Common Terms;

b. Appendix B.  General Conditions;

c. Appendix C.  Common Conditions; and

d. Appendix D.  Common Testing Requirements. 
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]

6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]

7. Construction Permit Required.  Unless exempt from permitting pursuant to Rule 62-210.300(3)(a) or (b), F.A.C., or Rule 62-4.040, F.A.C., an air construction permit shall be obtained by the owner or operator of any proposed new, reconstructed, or modified facility or emissions unit, or any new pollution control equipment prior to the beginning of construction, reconstruction pursuant to CFR 60.15 or 63.2, or modification of the facility or emissions unit or addition of the air pollution control equipment; or to establish a PAL; in accordance with all applicable provisions of Chapter 62-210, F.A.C., Chapter 62-212, F.A.C., and Chapter 62-4, F.A.C. 
[Rule 62-210.300(1)(a), F.A.C.]
8. Source Obligation:

(a)
At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.

(b)
At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]

9. Application for Title V Permit:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  [Rules 62-4.030, 62-4.050, 62-4.220 and Chapter 62-213, F.A.C.]
10. The ID Number and Project Name for this source shall be used on all correspondences.

11. The permittee shall notify the Air Compliance Section of the applicable DEP District Office at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.


[Rule 62-297.310(7)(a)9., F.A.C.]

12. Submit to the Air Compliance Section of the applicable DEP District Office for this facility, each calendar year and on or before March 1, an Annual Operating Report [DEP Form No. 62-210.900(5)] for the preceding calendar year pursuant to Rule 62-210.370(3), F.A.C.

[Rule 62-210.300(3)(c)1.h., F.A.C.]

13.
The permittee shall maintain records of the occurrence and duration of any startup, shutdown, or malfunction in the operation of an affected facility; or any malfunction of the air pollution control equipment.  The records shall be recorded in a permanent form suitable for inspection and shall be retained for at least 5 years.

[Rule 62-204.800(7), F.A.C. and 40 CFR 60.7(b)]
14.
Definitions.  Rules 62-210.200(159), (230) and (245), F.A.C. define the following terms.

a. Startup is defined as the commencement of operation of any emissions unit which has shut down or ceased operation for a period of time sufficient to cause temperature, pressure, chemical or pollution control device imbalances, which result in excess emissions.

b. Shutdown is the cessation of the operation of an emissions unit for any purpose.

c. Malfunction is defined as any unavoidable mechanical and/or electrical failure of air pollution control equipment or process equipment or of a process resulting in operation in an abnormal or unusual manner.

[Rule 62-210.200(159), (230), and (245), FAC.] 

Subsection A of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	066
	“E” Sulfuric Acid Plant 


“E” Sulfuric Acid Plant is a double absorption process that produces sulfuric acid and controls sulfur dioxide (SO2) emissions.  The emissions unit uses a Brinks mist eliminator to control sulfuric acid mist (SAM).  CAM does not apply for sulfur dioxide for this emissions unit.
{Permitting note(s):  This emissions unit is regulated under NSPS  - 40 CFR 60, Subpart H, Standards of Performance for Sulfuric Acid, adopted and incorporated by reference in Rule 62-204.800(7)(b)10., F.A.C.; Rule 62-212.300, F.A.C., General Preconstruction Review Requirements; Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD): Permit No. PSD-FL-082; and Rule 296.402, F.A.C., Sulfuric Acid Plants.}

A.1.  Relation to Other Permits. The conditions of this permit will supplement and comply with conditions of all existing, valid, Department permits. 

[Rules 62-4.210, 62-4.030, and 62-210.300(1)(b), F.A.C.]

Equipment

A.2.   Equipment Name.  The permittee is authorized to replace the existing Drying Tower (brick lined) with an all-alloy tower of equivalent capacity, and to replace the two existing heat exchangers (Center and North Gas-to-Gas Heat Exchanger) with a single unit of similar capacity.  
[Application received on February 20, 2009]
Performance Restrictions
A.3.   Permitted Capacity.  This permit does not change any or establish any new capacities for the “E” Sulfuric Acid Plant.  The production rate shall not exceed 2500 TPD, expressed as 100 percent H2SO4 or 104.20 TPH.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Construction Permit No. AC24-56211, PSD-FL-082]
A.4.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760 hours/year.

[Permit No. 0470005-004-AO and Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]
Emissions Standards

A.5.   Emissions Standards. No emissions increases or plant production increases are allowed from this project.
A.6.  Sulfur Dioxide.  Sulfur Dioxide Emissions shall not exceed 2 kg per metric ton of acid produced (4 lb per ton), the production being expressed as 100 percent H2SO4, and 416. 7 lb per hour, and 1820.00 TPY.
[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.82(a); Construction Permit No. AC24-56211, PSD-FL-082]

A.7.  Sulfuric Acid Mist (SAM).  SAM Emissions shall not exceed 0.075 kg per metric ton of acid produced (0.15 lb per ton), the production being expressed as 100 percent H2SO4, and 15.62 lbs/hr and 68.20 TPY.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(1); Construction Permit No. AC24-56211, PSD-FL-082]

A.8.  Visible Emissions.  Visible Emissions shall not exceed 10% opacity.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(2); Construction Permit No. AC24-56211, PSD-FL-082]

Testing Requirements
A.9.    Initial and Annual Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the emissions standards for SO2, SAM and V.E.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  Annual Compliance Tests: During each federal fiscal year (October 1st to September 30th.
	POLLUTANT
	TEST METHOD
	RULE

	SO2
	Method 8
	40 CFR 60.85(a),(b),(c)

	SAM
	Method 8
	40 CFR 60.85(a),(b),(c)

	Visible Emission
	EPA Method 9
	40 CFR 60.85(b)(4)


[Rules 62-4.070(3) , 62-297.310(7)(a)1, F.A.C., Rule 62-297.310(7)(a)4, F.A.C. and Construction Permit No. AC24-56211, PSD-FL-082]
CONTINUOUS Monitoring Requirements

A.10.  Continuous Monitoring System. The facility shall continue to comply with all the continuous monitoring system requirements for the measurement of sulfur dioxide emissions as required under the most current Title V Permit No. 0470002-060-AV. 
[40 CFR 60.84(a); Construction Permit No. AC24-56211, PSD-FL-082]

NOTIFICATION, RECORDKEEPING, REPORTING REQUIREMENTS

A.11. This permit does not change any or establish any new recordkeeping, reporting requirements for this EU.  All required recordkeeping and reporting requirements from the current Title V Permit for this EU are still in effect.

Subsection B of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	022
	“D” Sulfuric Acid Plant 


“D” Sulfuric Acid Plant is a double absorption process that produces sulfuric acid and controls sulfur dioxide (SO2) emissions.  This emissions unit has a Brinks mist eliminator to control sulfuric acid mist (SAM).  CAM does not apply for sulfur dioxide for this emissions unit.
{Permitting note(s):  This emissions unit is regulated under NSPS  - 40 CFR 60, Subpart H, Standards of Performance for Sulfuric Acid, adopted and incorporated by reference in Rule 62-204.800(7)(b)10., F.A.C.; Rule 62-212.300, F.A.C., General Preconstruction Review Requirements; Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD); and Rule 296.402, F.A.C., Sulfuric Acid Plants.}

B.1.  Relation to Other Permits. The conditions of this permit will supplement and comply with conditions of all existing, valid, Department permits. 

[Rules 62-4.210, 62-4.030, and 62-210.300(1)(b), F.A.C.]

Equipment

B.2. Equipment Name.  The permittee is authorized to replace the existing #1 Interpass Tower (brick lined tower) with an all-alloy tower of equivalent capacity, and to replace the existing Primary Economizer (heat exchanger) with a like-kind unit.  

[Application received on February 20, 2009]

B.3.   Permitted Capacity.  This permit does not change any or establish any new capacities for this EU.
The production rate shall not exceed 2300 TPD expressed as 100 percent H2SO4 or 95.83 TPH.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

B.4.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.]

Emissions Standards

B.5.   Emissions Standards. No emissions increases or plant production increases are allowed from this project.
B.6.  Sulfur Dioxide.  Sulfur Dioxide Emissions shall not exceed 2 kg per metric ton of acid produced (4 lb per ton), the production being expressed as 100 percent H2SO4, 383.33 lbs/hr and 1679.00 TPY.
[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.82(a)]
B.7.  Sulfuric Acid Mist (SAM).   SAM emissions, expressed as H2SO4, shall not exceed 0.075 kg per metric ton of acid produced (0.15 lb per ton), the production being expressed as 100 percent H2SO4, 14.38 lbs/hr and 63.00 TPY.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(1)]

B.8.  Visible Emissions.  Visible Emissions shall not exceed 10% opacity.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(2)]

Testing Requirements

B.9.    Initial and Annual Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the emissions standards for SO2, SAM and V.E.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  Annual Compliance Tests: During each federal fiscal year (October 1st to September 30th.
	POLLUTANT
	TEST METHOD
	RULE

	SO2
	Method 8
	40 CFR 60.85(a),(b),(c)

	SAM
	Method 8
	40 CFR 60.85(a),(b),(c)

	Visible Emission
	EPA Method 9
	40 CFR 60.85(b)(4)


[Rules 62-4.070(3), 62-297.310(7)(a)1, F.A.C., Rule 62-297.310(7)(a)4, F.A.C. and Construction Permit No. AC24-56211, PSD-FL-082]
CONTINUOUS Monitoring Requirements

B.10.  Continuous Monitoring System. The facility shall continue to comply with all the continuous monitoring system requirements for the measurement of sulfur dioxide emissions as required under the most current Title V Permit No. 0470002-060-AV. 
 [40 CFR 60.84(a); Construction Permit No. AC24-56211, PSD-FL-082]

NOTIFICATION, RECORDKEEPING, REPORTING REQUIREMENTS

B.11. This permit does not change any or establish any new recordkeeping, reporting requirements for this EU.  All required recordkeeping and reporting requirements from the current Title V Permit for this EU are still in effect.

Subsection C of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	021
	“C” Sulfuric Acid Plant 


“C” Sulfuric Acid Plant is a double absorption process that produces sulfuric acid and controls sulfur dioxide (SO2) emissions and has a Brinks mist eliminator to control sulfuric acid mist (SAM).  CAM does not apply for sulfur dioxide for this emissions unit.
{Permitting note(s):  This emissions unit is regulated under NSPS  - 40 CFR 60, Subpart H, Standards of Performance for Sulfuric Acid, adopted and incorporated by reference in Rule 62-204.800(7)(b)10., F.A.C.; Rule 62-212.300, F.A.C., General Preconstruction Review Requirements; Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD); and Rule 296.402, F.A.C., Sulfuric Acid Plants.}

C.1.  Relation to Other Permits. The conditions of this permit will supplement and comply with conditions of all existing, valid, Department permits. 

[Rules 62-4.210, 62-4.030, and 62-210.300(1)(b), F.A.C.]

Equipment
C.2.   Equipment Name.  The permittee is authorized to replace the existing Final Tower (brick lined) with an all-alloy tower of equivalent capacity, and to replace the existing Primary Economizer (heat exchanger) with a like-kind unit, and the existing #1 Cooler (heat exchanger) will be replaced with a like-kind cooler. 
[Application received on February 20, 2009]

C.3.   Permitted Capacity.  This permit does not change any or establish any new capacities for this EU.
The production rate shall not exceed 2300 TPD, expressed as 100 percent H2S04 or 95.83 TPH.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Construction Permit No. AC24-146402]

 C.4.  Hours of Operation.  The hours of operation for this emissions unit shall not exceed 8760 hours/year.

[Rules 62-4.160(2) and 62-210.200(PTE), F.A.C.; Construction Permit No. AC24-146402; Construction Permit No. 0470002-034-AC]

Emissions Standards

C.5.   Emissions Standards. This No emissions increases or plant production increases are allowed from this project.
C.6.  Sulfur Dioxide.  Sulfur Dioxide Emissions shall not exceed 2 kg per metric ton of acid produced (4 lb per ton), the production being expressed as 100 percent H2SO4 , 383.33 lbs/hr and 1679.00 TPY.
[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.82(a); Construction Permit No. AC24-146402]

C.7.  Sulfuric Acid Mist (SAM).   SAM emissions, expressed as H2SO4, shall not exceed 0.075 kg per metric ton of acid produced (0.15 lb per ton), the production being expressed as 100 percent H2SO4, 14.38 lbs/hr and 63.00 TPY.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(1); Construction Permit No. AC24-146402]

C.8.  Visible Emissions.  Visible Emissions shall not exceed 10% opacity.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(2); Construction Permit No. AC24-146402]
Testing Requirements

C.9.    Initial and Annual Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the emissions standards for SO2, SAM and V.E.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  Annual Compliance Tests: During each federal fiscal year (October 1st to September 30th.
	POLLUTANT
	TEST METHOD
	RULE

	SO2
	Method 8
	40 CFR 60.85(a),(b),(c)

	SAM
	Method 8
	40 CFR 60.85(a),(b),(c)

	Visible Emission
	EPA Method 9
	40 CFR 60.85(b)(4)


[Rules 62-4.070(3) , 62-297.310(7)(a)1, F.A.C., Rule 62-297.310(7)(a)4, F.A.C. and Construction Permit No. AC24-56211, PSD-FL-082]
CONTINUOUS Monitoring Requirements

C.10.  Continuous Monitoring System. The facility shall continue to comply with all the continuous monitoring system requirements for the measurement of sulfur dioxide emissions as required under the most current Title V Permit No. 0470002-060-AV. 
 [40 CFR 60.84(a); Construction Permit No. AC24-56211, PSD-FL-082]

NOTIFICATION, RECORDKEEPING, REPORTING REQUIREMENTS

C.11. This permit does not change any or establish any new recordkeeping, reporting requirements for this EU.  All required recordkeeping and reporting requirements from the current Title V Permit for this EU are still in effect.

Subsection D of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	067
	“F” Sulfuric Acid Plant


“F” Sulfuric Acid Plant is a double absorption process that produces sulfuric acid and controls sulfur dioxide (SO2) emissions.  The emissions unit uses a Brinks mist eliminator to control sulfuric acid mist (SAM).  CAM does not apply for sulfur dioxide for this emissions unit.  

{Permitting note(s):  This emissions unit is regulated under NSPS  - 40 CFR 60, Subpart H, Standards of Performance for Sulfuric Acid, adopted and incorporated by reference in Rule 62-204.800(7)(b)10., F.A.C.; Rule 62-212.300, F.A.C., General Preconstruction Review Requirements; Rule 62-212.400, F.A.C., Prevention of Significant Deterioration (PSD); and Rule 296.402, F.A.C., Sulfuric Acid Plants.}

D.1.  Relation to Other Permits. The conditions of this permit will supplement and comply with conditions of all existing, valid, Department permits. 

[Rules 62-4.210, 62-4.030, and 62-210.300(1)(b), F.A.C.]

Equipment

D.2.  Equipment Name.  The permittee is authorized to replace the existing Final Tower (brick lined tower) with an all-alloy tower of equivalent capacity; to replace the two existing heat exchangers (North and South Heat Exchanger) with a single unit of similar capacity; replace the existing Drying Acid Cooler (heat exchanger) with a like-kind cooler; and replace the existing waste heat boiler (heat exchanger) with a like-kind Waster Heat Boiler.

[Application received on February 20, 2009]

Performance Restrictions

D.3.  Permitted Capacity.  This permit does not change any or establish any new capacities for this EU.  The production rate shall not exceed 2500 TPD, expressed as 100 percent H2SO4 or 104.20 TPH.
[Rule 62-210.200(PTE), F.A.C., and Construction Permit No. AC24-56209, PSD-FL-082]
D.4.  Hours of Operation.  The hours of operation of are not limited (8760 hours per year).  
[Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]

Emissions Standards
D.5. Emissions Standards. No emissions increases or plant production increases are allowed from this project.
D.6.  Sulfur Dioxide.  Sulfur Dioxide Emissions shall not exceed 2 kg per metric ton of acid produced (4 lb per ton), the production being expressed as 100 percent H2SO4, 416.67 lbs/hr and 1820.00 TPY.
[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.82(a); Construction Permit No. AC24-56209, PSD-FL-082]

D.7.  Sulfuric Acid Mist (SAM).   SAM emissions, expressed as H2SO4, shall not exceed 0.075 kg per metric ton of acid produced (0.15 lb per ton), the production being expressed as 100 percent H2SO4, 15.62 lbs/hr and 68.20 TPY.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(1); Construction Permit No. AC24-56209, PSD-FL-082]

D.8.  Visible Emissions.  Visible Emissions shall not exceed 10% opacity.

[Rule 62-204.800(7)(b)10., F.A.C.; 40 CFR 60.83(a)(2); Construction Permit No. AC24-56209, PSD-FL-082]

Testing Requirements

D.9.    Initial and Annual Compliance Tests:  The emissions unit shall be tested to demonstrate initial compliance with the emissions standards for SO2, SAM and V.E.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the replaced units.  Annual Compliance Tests: During each federal fiscal year (October 1st to September 30th.
	POLLUTANT
	TEST METHOD
	RULE

	SO2
	Method 8
	40 CFR 60.85(a),(b),(c)

	SAM
	Method 8
	40 CFR 60.85(a),(b),(c)

	Visible Emission
	EPA Method 9
	40 CFR 60.85(b)(4)


[Rules 62-4.070(3), 62-297.310(7)(a)1, F.A.C., Rule 62-297.310(7)(a)4, F.A.C. and Construction Permit No. AC24-56211, PSD-FL-082]
CONTINUOUS Monitoring Requirements

D.10.   Continuous Monitoring System. The facility shall continue to comply with all the continuous monitoring system requirements for the measurement of sulfur dioxide emissions as required under the most current Title V Permit No. 0470002-060-AV. 
[40 CFR 60.84(a); Construction Permit No. AC24-56211, PSD-FL-082]
NOTIFICATION, RECORDKEEPING, REPORTING REQUIREMENTS

D.11. This permit does not change any or establish any new recordkeeping, reporting requirements for this EU.  All required recordkeeping and reporting requirements from the current Title V Permit for this EU are still in effect.


