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Compliance Testing Revisions


Facility And Location

This permit revises carbon monoxide and visible emissions compliance testing requirements for the simple cycle peaking combustion turbines (Units 1 - 4).  The units operate at the existing Vandolah Power Project, which is located at 2394 Vandolah Road in Wauchula, Hardee County, Florida.  The map coordinates are:  Zone 17, 407.85 km East and 3044.5 km North; Latitude: 27( 31’ 22” North and Longitude: 81( 55’ 28” West.
Statement of Basis

This air pollution construction permit is issued under the provisions of Chapter 403 of the Florida Statutes (F.S.), and Chapters 62-4, 62-204, 62-210, 62-212, 62-296, and 62-297 of the Florida Administrative Code (F.A.C.) and Title 40, Parts 60 and 63 of the Code of Federal Regulations (CFR).
___________________________________

_______________

Joseph Kahn, Director
Effective Date
Division of Air Resource Management

This permitting action revises the following specific condition in air construction Permit No. PSD-FL-275 (Project No. 0490043-001-AC).  All other conditions in that permit remain unchanged.  Additions are shown with double underline and deletions are shown with strikethrough.
Secion III.  Emissions Unit Specific Conditions

COMPLIANCE DETERMINATION

29.
Initial Performance Tests:  Initial (I) performance tests (for both fuels) shall be performed on each unit while firing natural gas as well as while firing oil. Initial tests shall also be conducted after any modifications (and shake down period not to exceed 100 days after re-starting the CT) of air pollution control equipment such as change or tuning of combustors.  Annual (A) compliance tests shall be performed during every federal fiscal year (October 1 - September 30) pursuant to Rule 62-297.310(7), F.A.C., on each unit as indicated.  The following reference methods shall be used.  No other test methods may be used for compliance testing unless prior DEP approval is received in writing.

· EPA Reference Method 9, “Visual Determination of the Opacity of Emissions from Stationary Sources” (I, A).  An annual test shall be conducted on each unit for each fuel that is fired for more than 400 hours during a federal fiscal year.
· EPA Reference Method 10, “Determination of Carbon Monoxide Emissions from Stationary Sources” (I, A).  An annual test shall be conducted on each unit for each fuel that is fired for more than 400 hours during a federal fiscal year.
· EPA Reference Method 20, “Determination of Oxides of Nitrogen Oxide, Sulfur Dioxide and Diluent Emissions from Stationary Gas Turbines.”  Initial test only for compliance with 40CFR60 Subpart GG and (I, A) short-term NOX BACT limits (EPA reference Method 7E, “Determination of Nitrogen Oxides Emissions from Stationary Sources” or RATA test data may be used to demonstrate compliance for annual test requirements).  
· EPA Reference Method 18, 25 and/or 25A, “Determination of Volatile Organic Concentrations.”  Initial test only.
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