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March 4, 2009
Electronically Sent – Received Receipt Requested

jdaniel@cemexusa.com
Mr. James S. Daniel, Plant Manager

South Brooksville Cement Plant

Florida Crushed Stone Company

d.b.a. CEMEX, Inc.

10311 Cement Plant Road

Brooksville, Florida  32669

Re:
DEP File 0530021-016-AC (PSD-FL-091F)

Installation of a Tire Injection Mechanism System (TIMS) on Kiln 1
Dear Mr. Daniel:

On August 7, 2008, CEMEX submitted a permit modification application to install a TIMS on Kiln 1.  The Department evaluated the request in the Technical Evaluation and Preliminary Determination issued on January 14, 2009.
The only permit requirement for the TIMS involves language changes regarding the manner by which tires are introduced into Kiln 1.  The following language was suggested by CEMEX to modify Specific Condition 7 of Permit AC 27222095 (PSD-FL-091C).    
From:

Specific Condition 7.

Tire-derived fuel (TDF) may be introduced into the cement kiln only at a point at the base of the preheater (i.e., kiln inlet)

To:
Specific Condition 7.

Tire-derived fuel (TDF) may be introduced into the cement kiln only at a point at the base of the preheater (i.e., kiln inlet) or at the front-end of the kiln.
With the exception of the following language pertaining to mercury (Hg) emissions, the test methods, monitoring and recordkeeping described in AC 27222095 (PSD-FL-091C) remain applicable and are adequate for the purposes of the TIMS project.  An additional test for Hg emissions is being specified with this permit.  In the original permits for this source, PSD-FL-090 and 091, Specific Condition A.2.h. specifies an Hg emission limitation of 0.03 lb/hr.  Specific Condition B.12 specifies the compliance method for determining compliance with this emission limit.  The following change will be made to Specific Condition B.12.  
From:

Specific Condition B. 12.

Compliance with the mercury limits in Specific Condition A.2.h shall be demonstrated, if required by EPA, in accordance with EPA Method 101A, and 40 CFR 60.8.

To:

Specific Condition B. 12.

Compliance with the mercury limits in Specific Condition A.2.h shall be demonstrated with two sets of test runs in accordance with EPA method 29, and 40 CFR 60.8.  The first test set will be with the power plant, Kiln 1 and the raw mill turned on.  There shall be three test runs of at least two hours in length.  The second test set will be with the power plant on, Kiln 1 on, and the raw mill off.  There shall be three test runs of at least two hours duration, with the first test run commencing 15 minutes after the raw mill is shut down.  All three test runs should be completed within ten hours of commencing the first test run.

Initial testing shall be done within 60 calendar days of achieving permitted capacity, or within 180 operating days after the modification.  Thereafter, testing shall be done on annual basis in accordance with Rule 62-297.310(7), F.A.C.

[Rule 62-4.070(3), F.A.C.]

A copy of this permit modification shall be filed with the Permit AC 27222095 (PSD-FL-091C) and shall become part of that permit.  This permitting decision is issued pursuant to Chapter 403, Florida Statutes (F.S.).
Any party to this permit modification (order) has the right to seek judicial review of it under section 120.68 of the Florida Statutes, by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within thirty days after this order is filed with the clerk of the Department.

Executed in Tallahassee, Florida.

	Joseph Kahn, Director
	 
	         (Date)


Division of Air Resource Management
