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Effective Date: 11/08/2005
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Project:  Hydrated-Lime Storage Silo

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204, through 62-297 and 62-4.  The permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Department and made a part hereof and specifically described as follows:

This permit authorizes the operation of a hydrated-lime storage silo to store lime used in sludge stabilization at the Spring Hill Wastewater Treatment Plant.  Emissions created during the pneumatic filling of storage silo by trucks are controlled by a Griffin Environmental Company, Model 54-JS baghouse having a filtration area of 188 square feet. The skirted area of the silo contains a slurry tank where lime is combined with sludge.

Facility Information Summary

Site Name:  Spring Hill WWTP (Waste Water Treatment Plant)

Location:  State Road 595, west of U.S. 19, Spring Hill

Facility UTM Coordinates:  17-340.6 East    3148.6 North

Latitude:  280 27’ 20”

Longitude:  820 38’ 39”

Facility ID No:  0530043


	E.U. ID No.
	Description

	001

	Hydrated-Lime Storage Silo


Note:  Please reference Permit No. and Emission Unit ID No. in all correspondence, test report submittals, applications, etc.

Permit History
This permit replaces permit No. 0530043-003-AO.

SPECIFIC CONDITIONS:

1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-296, and 62-297, F.A.C. or any other requirements under federal, state, or local law.

[Rule 62-210.300, F.A.C.]

Operation and Emission Requirements

3.  Operating Hours – This source is allowed to operate a maximum of 880 hours per year. 

[Rule 62-210.200, F.A.C. – Definitions (PTE); and construction permit AC27-275093]
4.  Particulate Matter Emission Limits - In order to remain exempt from the (particulate RACT) requirements of Rule 62-296.711, F.A.C., the emissions of particulate matter from the baghouse shall not exceed 4.9 pounds/hr and 14.9 tons/yr. 

[Rules 62-296.700 and 62-296.711, F.A.C.; and construction permit AC27-275093]

5.  General Visible Emissions - Visible emissions facility-wide, including hydrated-lime storage silo, shall not be equal to or greater than 20% opacity.

[Rule 62-296.320(4)(b), F.A.C.]

6.  Unconfined Emissions of Particulate Matter – All reasonable precautions shall be taken to prevent and control the generation of unconfined emissions of particulate matter.  These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing, and handling.  These precautions shall include the use of water when necessary to control fugitive emissions, such as the use of water to keep roadways and work areas damp to control dust and windborne emissions.

[Rule 62-296.320(4)(c)1, F.A.C.

{Permitting Note:  If operating experience indicates that these reasonable precautions are not sufficient to control unconfined emissions, the Department reserves the right to require additional measures, such as recordkeeping for water truck gallons applied, etc.}

7.  Visible Emissions – Due to the expense and complexity of conducting a stack test on a minor source of particulate matter, and because this source is equipped with a baghouse dust-control device, the Department, in accordance with the authority granted under Rule 62-297.620(4), F.A.C., hereby establishes a visible-emission limitation not to exceed an opacity of 5% in lieu of a particulate-matter stack test.

[Rule 62-297.620(4), F.A.C.; and construction permit AC27-275093]

8.  Objectionable Odor – The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 

[Rules 62-296.320(2), and 62-210.200, Definitions-(Objectionable Odors),  F.A.C.]

9.  Circumvention of Control Device – The permittee shall not allow any person to circumvent any air pollution control device, or allow the emission of air pollutants without the applicable control device operating properly.  The baghouse dust collector must be operational during pneumatic loading of a storage silo.

[Rule 62-210.650, and 62-4.070(3), F.A.C.]

Compliance Testing Requirements

10.  Visible Emission (VE) Testing – In order to document compliance with Condition No. 7, the permittee shall test each baghouse exhaust point for visible emissions annually between October 1 and September 30 (i.e. once per federal fiscal year).

[Rule 62-297.310(7)(a), F.A.C.]

11.  VE Test Method - Each baghouse exhaust point shall be tested by a certified observer in accordance with EPA Method 9 for a minimum of 30 minutes or, if the operation is normally completed within less than 30 minutes and does not recur within that time, the test shall last for the length of the batch cycle or operation completion time.  The visible emission test observation period shall include the period during which the highest opacity emissions can reasonably be expected to occur.

[Rule 62-297.401(9)(a), and 62-297.310(4)(a)2.a., F.A.C.]

12.  Operation During Testing – The permittee shall conduct emissions testing while filling the silo at a rate that is representative of the normal silo filling rate. The normal silo filling rate shall be at least 25 tons/hour, if feasible, and shall occur in less than one hour. If it is not feasible to test at a minimum 25 tons/hour, an emission unit may be tested at lower rates; however, subsequent emissions unit operation is limited to 110 percent of the test rates until a new test is conducted.  Once the unit is so limited, operation at higher rates is allowed for no more than 15 consecutive days for the purpose of additional compliance testing to regain the authority to operate at the normal silo filling rate.

[Rule 62-297.310(2), F.A.C.]

13.  Testing Notification - The permittee shall notify the Air Compliance Section of the Department’s Southwest District at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the permittee.

[Rule 62-297.310(7)(a) 9., F.A.C.]

14.  Test Report Submittal - The permittee of an air pollution emissions unit, for which compliance tests are required, shall file a report with the Air Compliance Section of the Department's Southwest District Office, on the results of each such test.  The required test report shall be filed with the Department as soon as practical but no later than 45 days after each test is completed.  The test report submittal shall meet all applicable requirements of Rule 62-297, F.A.C.  Include in the test report the source operation rate and the type of material processed during the testing.

[Rule 62-297.310(8), F.A.C.]

15.  Test Report Requirements – The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Chapter 62-297, F.A.C., Stationary Sources – Emission Monitoring and 40 CFR 60, Appendix A – Test Methods.

[Rule 62-297.310(7)(a), F.A.C.]

Operation Permit Renewal Requirements

16.  Operation Permit Renewal Application - A completed application to renew this operation permit shall be submitted to the Air Program of Southwest District of the department no later than 60 days prior to the expiration of this permit. To properly apply for an operation permit, the applicant shall submit the following:

A. The appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C. and /or FDEP Division of Air Resource management website at: http://www.dep.state.fl.us/air/); 

B. the appropriate operation permit application fee (see Rule 62-4.050(4)(a), F.A.C.)

C. copies of the most recent visible emission (VE) test reports.

[Rule 62-4.050, 62-4.070(3), 62-210.300(2), 62-210.900, and 62-297.310(7)(a)1., F.A.C.]
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