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DRAFT 
Permit No.:  0530050-012-AC

Florida Rock Industries, Inc.


County:  Hernando

Limestone Grinding Plant at Brooksville Quarry


Effective Date:
155 East 21st Street


Expiration Date:  12/31/2007  

Jacksonville, Florida  32201


Project:  Scalping Power Screen


This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the Florida Department of Environmental Protection.

This permit authorizes the construction and initial operation of a scalping power screen.  Material is loaded onto the screen by a front-end loader.  Larger rocks will come off the side and be transported by front end loader back to the stockpile where the freshly mined rock is stored.  The finer material will drop to the ground under the screen and either be transported by front-end loader to the hopper that feeds the mill or to a covered storage area.

Emission Unit ID No. 009 – Scalping Power Screen - This scalping power screen has a maximum throughput rate of 250 tons/hour (TPH).  The unit is powered by a Lister-Petter Model TX3, 3-cylinder diesel engine running at 31.4 horsepower or 0.41 MMBtu/hr.

[NSPS Applicability Note: This emission unit is exempt from 40 CFR 60, Subpart OOO, Standards of Performance for Nonmetallic Mineral Processing Plants, since a front-end loader (“truck”) is used to load the screen. (40 CFR 60.672(d))]
The diesel engine is exempt from permitting pursuant to Rule 62-210.300(3)(a)21., F.A.C., based on maximum potential fuel usage.  The engine uses approximately 3.0 gallons of fuel per hour or 26,280 gallons per year.  It was manufactured prior to July 11, 2005, and therefore is exempt from 40 CFR 60, Subpart IIII, Standards of Performance for Stationary Compression Ignition Internal Combustion Engines.
(NSPS Applicability Note:  Replacing the diesel engine may trigger 40 CFR 60, Subpart IIII requirements.)
FACILITY INFORMATION SUMMARY

Location:  14556 Ponce DeLeon Boulevard, Brooksville, Hernando County

UTM Coordinates:  Zone 17 - 361.40 km East

3169.5 km North

Latitude:  28(38’50” N

Longitude:  82(25’06”  W
Facility ID No.:  0530050

	E.U.  ID No.
	Description

	009
	Scalping Power Screen


Note: Please reference Permit No. and appropriate Emissions Unit ID Nos. in all correspondence, test reports, applications, etc.

Permit History:  Reference Air Operation Permit 0530050-011-AO.

Title V Applicability:  This permit keeps the facility as a synthetic non-Title V source by limiting the facility’s emissions to less than the threshold limits required for the facility to be considered a major source per Chapter 62-213, F.A.C.

Attachments to This Permit:
General Conditions (version dated 11/1/05)

SPECIFIC CONDITIONS

1.  General Conditions - The attached 15 General Conditions are part of this permit.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - All applicable rules of the Department and design discharge limitations specified in the application must be adhered to.  The permit holder may also need to comply with county, municipal, federal, or other state regulations prior to construction. 

[Rules 62-4.070(7) and 62-210.300, F.A.C.]
Operation and Emission Limitations

3.  Operating Hours - This emission unit is permitted to operate continuously, 8,760 hours per year. 

[Rule 62-210.200, F.A.C. (Definitions – Potential to Emit); as requested by the applicant in construction permit application dated 8/29/06]

4.  Operation Rates - The throughput rate shall not exceed:

a.  250 tons/hour wet limestone (monthly average basis); and

b.  613,200 tons of wet limestone in any consecutive 12-month period.

[Rule 62-210.200, F.A.C. (Definitions – Potential to Emit); as requested by the applicant in construction permit application dated 8/29/06]

5.  General Pollutant Emission Limiting Standard:  Objectionable Odor Prohibited - No person shall cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.

[Rules 62-210.200 (Definitions) and 62-296.320(2), F.A.C.]
6.  General Pollutant Emission Limiting Standard:  Visible Emissions - No person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rule 62-296.320(4)(b)1, F.A.C.]

7.  General Pollutant Emission Limiting Standard:  Unconfined Emissions of Particulate Matter - No person shall cause, let, permit, suffer or allow the emissions of unconfined particulate matter from any activity, including vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions for this facility shall include the following:

a.  paving and maintenance of roads, parking areas and yards;

b.  application of water, or other dust suppressants to unpaved roads, yards, open stock piles and similar activities;

c.  landscaping or planting of vegetation;

d.  enclosure or covering of conveyor systems; and

e.  reducing the height the material freefalls as the front-end loader dumps the aggregate.

[Rules 62-4.070(3) and 62-296.320(4)(c)1. and 3., F.A.C.]

8.  Fugitive Emissions Reasonable Precautions Effectiveness Indicator - In order to provide reasonable assurance that the precautions and practices taken at the facility are adequate, all sources of unconfined particulate matter visible emissions at the facility’s property line should not exceed 10% opacity.  Exceedance of this limit shall not be considered a violation in and of itself, but an indication that additional control measures or practices may be necessary.  
[Rule 62-4.070(3), F.A.C.]
9.  Operating Changes - Any proposed change to this source which will cause the limitations of this permit to be exceeded, such as design-parameters changes or an increase in emissions may be considered a modification and must be reported.  The permittee shall notify the Air Permitting Section of the Department’s Southwest District Office of any changes and receive written approval from this office of the changes prior to implementing the changes.  

[Rule 62-4.070(3), F.A.C.]

Recordkeeping Requirements

10.  Recordkeeping Requirements - In order to demonstrate compliance with Specific Condition No. 4, the permittee shall comply with the following record keeping requirements:

a.
Daily Process Records – Daily record the following:

(1)  hours of operation of the power screen (hours/day);

10.a. (continued)

 (2)  quantity of wet limestone processed (tons/day); 

b.
Monthly Process Records - Monthly record the following:


(3)  total hours of operation for the month (hours);
(4)  total amount of wet limestone processed for the month (tons/month);
(5)  calculation of the monthly average (tons/hour) processing rate based on (3) and (4) above; and

(6)  most recent consecutive 12-month rolling total of material processed (tons/consecutive 12-months).

All records shall include the Facility Name, Facility ID, Date, Time, and Operator Initials for each measurement; if applicable.  Daily logs shall be completed within 3 business days.  The monthly logs shall be completed by the end of the following month.  These records shall be maintained on-site or electronically for at least three (3) years and be made available to the Department for inspection upon request. 

[Rule 62-4.070(3), F.A.C.]

Prohibited Operations

11.  Asbestos Containing Materials - This facility shall not process Asbestos Containing Materials (ACM), as defined below, whether regulated asbestos containing material (RACM), category I or category II, and whether friable or non-friable when received at the facility.

a.  “Asbestos” means the asbestiform varieties of serpentinite (chrysotile), riebeckite (crocidolite), cummingtonite‑grunerite, anthophyllite, and actinolite‑tremolite and includes trade acronyms products such as amosite.

b.  “Asbestos‑containing materials”, ACM, means any materials which contain more than one percent asbestos as determined by Polarized Light Microscopy. Based on a representative composite sample.

c.  “Asbestos removal project” means renovation or demolition operation in a facility that involves the removal of a threshold amount of regulated asbestos-containing material.

d.  “Category I Nonfriable Asbestos‑Containing Material (ACM)” means asbestos‑containing packings, gaskets, resilient floor covering, and asphalt roofing products containing more than 1 percent asbestos as determined using the method specified in Appendix A, Subpart F, 40 CFR Part 763, Section 1, Polarized Light Microscopy.

e.  "Category II Non-friable ACM" means any material, excluding Category I Nonfriable ACM, containing more than 1 percent asbestos as determined using the methods specified in Appendix A, Subpart F, 40 CFR Part 763, Section 1, Polarized Light Microscopy, that, when dry, cannot be crumbled, pulverized, or reduced to powder by hand pressure.
[40 CFR 61, Subpart M; Chapter 62-257, F.A.C.; and, Rules 62-730.300 and 62-701.520, F.A.C.]
Annual Operating Report

12.  Annual Operating Report - The permittee shall submit each calendar year on or before March 1, a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year.  The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Air Compliance Section of the Southwest District of the Department.  
[Rule 62-210.370(3), F.A.C.]
Operation Permit 

13. Application for Operation Permit - An operation permit (AO) is required for continued operation of the permitted emission units.  The owner or operator shall submit an operating permit application within 90 days of issuance of this permit.  To properly request an operation permit, the permittee shall submit: 

a.
the appropriate Department application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/);

b.
the appropriate application fee per Rule 62-4.050(4), F.A.C.;

c.
notification of any deviations from conditions in the construction permit; and

d.
copies of the records/logs specified in Specific Condition No. 10 for the most recent month of operation. 

[Rules 62-4.070(3), 62-4.050, 62-210.300(2), and 62-210.900 F.A.C.]
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