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Project: Lime Hydration Facility
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code (F.A.C.) Chapters 62-204, 62-210, 62-212, 62-213, 62-296, 62-297, and Chapter 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the department and made a part hereof and specifically described as follows:

This permit authorizes the continued operation of a lime hydration facility. This facility was previously owned and operated by CSR/Rinker (formerly Florida Crushed Stone) under permit number 0530021-002-AV as it is co-located with a Cement Plant and Cogeneration Facility.  Chemical Lime Company, Inc. purchased the Lime Hydration facility and applied to separate the facility from the CSR/Rinker Title V source since the facilities are no longer under common control.  

This facility is considered as a synthetic non-Title V source. Specifically, particulate matter (PM) is synthetically limited by limiting the material throughput and hours of operation for the emission units at the facility.
The air emission sources at this facility are as described below:

Permitted Emissions Unit(s)
Emission Unit ID No. 001 - Quicklime Receiving and Storage Silos  

This emission unit (E.U.) consists of two quicklime storage silos (Quicklime Silo #2 and Quicklime Silo #3).  Quicklime is pneumatically loaded from trucks into the one of the two silos where it is stored. Quicklime Silo #2 has a storage capacity of 600 tons and a maximum loading rate of 50 tons/hour.  Quicklime Silo #3 has a storage capacity of 300 tons and a maximum loading rate of 50 tons/hour. Quicklime stored in these silos supply feed material to the Lime Hydrator (E.U. No. 002) via a completely enclosed conveying system. Quicklime Silo #3 is equipped a loadout spout for truck loading; however, this loadout activities are not a part this emission unit. The loadout activities are included as a part of E.U. No. 004. The two silos are equipped with a common baghouse which is used to control particulate matter emissions during loading and operation. The baghouse is a Seneca 25 IM-low temperature fabric filter baghouse.  
Emission Unit ID No. 002 - Lime Hydrator Operation  

This emission unit consists of an atmospheric lime hydrator operation. Lime is transferred from the quicklime storage silos (E.U. No. 001) to the duplex mixer which feeds quicklime into the hydrator at a maximum rate of 9 tons per hour. The quicklime is mixed and reacted with a water mixture in the hydrator. Approximately 12 tons per hour of hydrated lime (hydrate) is routed to an elevator, where hydrate is transferred to an enclosed screw conveyor. The screw conveyor transfers the hydrate to a mill feed bin and feeder, which transfers material to the roller mill and separation equipment. Hydrate is processed based on particle size in this operation. The material is routed between the roller mill and separation system (cyclone collector and fans) until it reaches a specific particle size.
Particulate matter emissions from the roller mill and separation system are exhausted to the hydrator vent. Particulate matter emissions from the hydrator vent are controlled by a KVC Cyclone and an American Alloy Contact Wet Scrubber.

Emission Unit ID No. 003 - Lime Bagging Operation 

This emission unit consists of an integrated system for handling lime. Finished hydrate from the lime hydrate operation (E.U. No. 002) is fed into one of the two main hydrate storage silos (Hydrate Silo #4 and Hydrate Silo #5). From the silos, hydrate is transferred to the bagging bin (Bagging Bin #1)   through a series of enclosed screw conveyors and elevators. The bagging bin feeds a three-spout packer where bags are filled with hydrate. Hydrate can also be loaded into large bags using the Super Sack system which is connected directly to Hydrate Silo #5. 
Particulate matter emissions from the lime bagging operation are controlled with a Sly TubeJet low temperature fabric filter baghouse. The baghouse is rated for 7,400 acfm airflow.

Emission Unit ID No. 004 - Bulk Truck Loadout 

This emissions unit/operation is for loading trucks from Hydrate Storage Silos #4 and #5.  Particulate matter emissions are controlled using the Sly TubeJet low temperature fabric filter baghouse system.  This emissions unit/operation also incorporates emissions from the loadout spout of Quicklime Silo #3 and loadout emissions from Quicklime Silo #5A.  Emissions from the loadout spout of Quicklime Silos #3 are uncontrolled and emissions from Quicklime Silo #5A are controlled with a recirculating dust collection system.

Facility Information Summary

Location: 10245 Cement Plant Road, Brooksville, Hernando County, FL
UTM Coordinates:  17-359.5 East   3162.9 North
Latitude: 28( 35' 09" North

Longitude: 82( 26' 08" West

Facility ID No.: 0530364
	E.U. ID No.
	Description

	001
	Quicklime Receiving and Storage Silo 

	002
	Lime Hydrator Operation 

	003
	Lime Bagging Operation 

	004
	Bulk Truck Loadout 


NOTE: Please reference the Permit No., Facility ID, and Emission Unit ID in all correspondence, test report submittals, applications, etc.

Permit History

· Replaces Permit No. 0530364-002-AF
Attachment(s) to this permit:

· General Conditions, version dated 11/1/2005

Specific Conditions:

Facility-wide Specific Conditions
1.  General Conditions - A part of this permit is the attached 15 General Conditions.

[Rule 62-4.160, F.A.C.]

2.  Other Requirements - Issuance of this permit does not relieve the permittee from complying with the applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-213, 62-296, and 62-297, F.A.C. or any other requirement under federal, state, or local law.

[Rule 62-210.300, F.A.C.]

Operation and Emission Limitations
3.  General Standard: Visible Emissions – Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which

is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

4.  General Standards: Unconfined Particulates - All reasonable precautions shall be taken to

prevent and control generation of unconfined emissions of particulate matter in accordance with the provisions in Rule 62-296.320, F.A.C. These provisions are applicable to any source, including but not limited to, vehicular movement, transportation of materials, construction, alteration, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling. Reasonable precautions shall include the following:  

A. Exercise good housekeeping at all times.

B. Attend to spills promptly and effectively.

C. Make operators aware of the environmental requirements in this permit.

D. Reasonable precautions shall be taken in order to prevent fugitive dust emissions from traffic areas and shall include the application of water and/or gravel to on-property roads as necessary to suppress dust.

E. All material handling equipment at the facility is completely enclosed and/or controlled.

[Rules 62-4.070(3) and 62-296.320(4)(c), F.A.C.; Operation Permit 0530364-001-AF] 

5.  General Standards: Objectionable Odor - No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor. An objectionable odor is any odor present in the outdoor atmosphere, which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance. 

[Rules 62-210.200 (Definition “Objectionable Odor”) and 62-296.320(2), F.A.C.] 

6.  Circumvention of Control Equipment - No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.
[Rule 62-210.650, F.A.C.] 

7.  Operating Changes / Modifications - Unless otherwise exempt by rule, the permittee shall not initiate any construction, reconstruction, or modification at the facility and shall not install/modify any pollution control device at the facility without obtaining prior authorization from the Department.  Modification is defined as: Any physical change or changes in the method of operations or addition to a facility that would result in an increase in the actual emissions of any air pollutant subject to air regulations, including any not previously emitted, from any emission unit or facility.

[Rules 62-210.200 - Definition of “Modification” and 62-210.300(1)(a), F.A.C.]

8. Excess Emissions
A. Startup/Shutdown/Malfunction – Excess emissions resulting from startup, shutdown, or malfunction shall be permitted providing (1) Best operational practices to minimize emissions are adhered to and (2) The duration of excess emissions shall be minimized but in no case exceed two (2) hours in any 24 hour period unless specifically authorized by the Department for a longer duration.
B. Poor Maintenance/Operation, Equipment/Process Failure – Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

[Rules 62-210.700(1), 62-210.700(4), F.A.C.] 

Compliance Monitoring and Testing
9.  Compliance Testing Notification – The owner or operator shall notify the Air Compliance Section of the Department’s Southwest District at least fifteen (15) days prior to the date on which each formal compliance test is to begin, of the date, time and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the owner.

[Rule 62-297.310(7)(a)9., F.A.C.]

10.  Stack Sampling Facilities - The minimum requirements for stack sampling facilities shall be in accordance with Rule 62-297.310(6), F.A.C.
[Rule 62-297.310(6), F.A.C. ] 

11.  Special Compliance Tests - When the Department, after investigation, has good reason (such as complaints, increased visible emissions, or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emission unit and to provide a report on the results of said tests to the Department. 

[Rule 62-297.310(7)(b), F.A.C.]

Recordkeeping and Reporting 
12.  Recordkeeping-Reasonable Precautions - To demonstrate compliance with the  requirements of Specific Condition No. 4, the permittee shall record the Facility Name, Facility ID, Location, Date, Time, and Operator initials of water and gravel application to on-property roads used to control unconfined emissions of particulate matter from the facility. 
[Rule 62-4.070(3), F.A.C.]

13.  Records Retention – All daily records required by this permit shall be completed within three (3) business days and all monthly records shall be completed by the end of the following month. All records required by this permit shall be maintained at the facility for at least three years, unless otherwise noted, and be made available to the Department for inspection upon request. 

[Rule 62-4.160(14)(b), F.A.C.]

14.  Compliance Test Report Submittal – All test reports of compliance demonstrations required by this permit shall be submitted to the Air Compliance Section of the Southwest District Office of the Department, within forty-five (45) days after the test is complete.

[Rule 62-297.310(8), F.A.C.]

15.  Annual Operating Report - The permittee shall submit each calendar year on or before March 1, a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the preceding calendar year. The report may be submitted electronically in accordance with the instructions received with the AOR package sent by the Department, or a hardcopy may be sent to the Air Compliance Section of the Department’s Southwest District. 
[Rule 62-210.370(3), F.A.C.] 

16.  Excess Emissions-Reporting - In the case of excess emissions resulting from malfunctions, each owner or operator shall notify the Department in accordance with Rule 62-4.130, F.A.C.  A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department. 

[Rule 62-210.700(6), F.A.C.]

17.  Special Records Submittal – Within 60 days of the effective date of this permit, the permittee shall submit a copy of the records for the most recent month of operation to the Air Permitting Section of the Department’s Southwest District.  The records must contain all information required by the Specific Condition Nos. 26, 35, 44 and 52.

[Rule 62-4.070(3), F.A.C.]
Operation Permit Renewal

18.  Permit Renewal Application – A completed application to renew this operation permit shall be submitted to the Air Permitting Section of the Department’s Southwest District Office no later than 60 days prior to the expiration date of this permit.  To properly apply for an operation permit renewal, the applicant shall submit the following:

A. The appropriate operation permit application form (see current version of Rule 62-210.900, F.A.C. and /or FDEP Division of Air Resource management website at: http://www.dep.state.fl.us/air/); 

B. The appropriate operation permit application fee (see Rule 62-4.050(4)(a), F.A.C.);

C. Copies of the records specified in Specific Condition Nos. 26, 35, 44 and 52 for the most recent 3 months of operation; and 

D. Copies of the most recent compliance test report(s).

[Rules 62-4.070(3), 62-4.090, 62-210.300(2) and 62-210.900 F.A.C.]

E.U. ID No. 001 Specific Conditions
Operation and Emission Limitations 
19.  Hours of Operation – This emission unit is permitted to operate a maximum of 2,184 hours per any consecutive 12 month period year. 

[Rule 62-210.200, F.A.C. – Definitions (PTE); Operation Permit 0530364-001-AF] 

20.  Operation Limits – This emission unit shall not exceed the following limits:
	Brief Description
	Maximum Material Transfer Rate* 
(tons/hour)
	Annual Material Transfer Rate
(tons per any consecutive 12 month period)

	Quicklime Receiving and  Storage Silos 
	50.0
	109,200


    * This is a daily average transfer rate limit.
[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

21.  PM Emissions Limits – Particulate Matter (PM) emissions shall not exceed the following limit: 

	Description
	Maximum Emission Rate

	Particulate Matter Emissions
	3.81 pounds per hour


[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

22. Visible Emissions Limitations in Lieu of PM Testing - Due to the expense and complexity of conducting a stack test on a minor source of particulate matter, and because these sources are equipped with baghouse dust control devices, the Department, in accordance with the authority granted under Rule 62-297.310(7)(c), F.A.C., hereby establishes, for E.U. No. 001, a visible emission limitation not to exceed an opacity of 5% in lieu of a particulate matter stack test.

[Rules 62-297.310(7)(c) and 62-297.620(4), F.A.C.; Operation Permit 0530364-001-AF]

Compliance Monitoring Testing

23.  Testing Schedule – The baghouse shall be tested for visible emissions annually during each federal fiscal year (October 1 – September 30).

[Rules 62-4.070(3) and 62-297.310(7)(a) 4., F.A.C.] 

24.  Test Methods and Procedures - Compliance with the visible emissions limitation of this emission unit shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The Method 9 compliance test shall be conducted by a certified observer and be a minimum of 30 minutes in duration.  

[Rules 62-297.310(4)(a)2. and 62-297.401(9), F.A.C.]

25.  Operation During Testing – Testing of the baghouse shall be conducted as follows: 

A. Compliance tests shall be conducted within 90-100% of the maximum permitted material transfer rate listed in Specific Condition No. 20 (50 tons/hour), if feasible. 

B. Compliance tests submitted for rates less than 90% of maximum permitted rate shall automatically amend the permit to reflect the tested rate plus 10% as the currently permitted process rate.  Once the unit is so limited, operation at a higher rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  (Clarification:  When a unit is limited to an operating rate of 110% of the test rate, the permittee may provide a 15-day notice of its intent to conduct an additional test. The notice may specify a 15-day period during which the unit will be allowed to operate at a higher rate for the purposes of testing.)  

C. Test results shall be filed with the Air Compliance Section of the Department’s Southwest District Office within 45 days of testing. Acceptance of the test by the Department will constitute an amended permit at the new rate plus 10%, up to the maximum permitted rate listed in Specific Condition No. 20.
D. The actual material transfer rates for the test period shall be included in the test report for each test.  Failure to submit the actual transfer rates for the test period and a copy of the daily log for the test day in the test report may invalidate the test and fail to provide reasonable assurance of compliance. 

[Rules 62-297.310(2) and 62-4.070(3), F.A.C.]

Recordkeeping

26.  Recordkeeping - In order to demonstrate compliance with Specific Condition No. 20, the permittee shall maintain the following records:

A. Daily Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (001) and Date.

2) The start time of the material transfer.

3) The end time of the material transfer.

4) The total quantity of material transferred, in tons.

5) Calculate the daily average material transfer rate in tons per hour using the information recorded above. 

B. Monthly Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (001), Month and Year.

2) The total quantity of material transferred for the month, in tons.

3) The total quantity of material transferred for the most recent consecutive 12-month period, in tons.

[Rule 62-4.070(3), F.A.C.]

E.U. ID No. 002 Specific Conditions

Operation and Emission Limitations 
27.  Hours of Operation – This emission unit is permitted to operate 8,760 hours per year (i.e., no restrictions on operating hours). 

[Rule 62-210.200, F.A.C. – Definitions (PTE); Operation Permit 0530364-001-AF] 

28.  Operation Limits – This emission unit shall not exceed the following limits:

	Brief Description
	Maximum Material Input Transfer Rate * 
(tons/hour)
	Annual Material Input Transfer Rate
(tons per any consecutive 12 month period)

	Lime Hydrator (Quicklime)
	9.0**
	78,840


*   This is a daily average transfer rate limit.

** Input rate of quicklime to the Hydrator (maximum of 78,840 tons quicklime processed per consecutive 12 month period).  Output rate of hydrated lime from the hydrator is approximately 12 tons/hour.  The facility only handles quicklime and hydrated lime.

[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

29.  PM Emissions Limits – The cyclone and scrubber control system shall not exceed the following limit: 

	Description
	Maximum Emission Rate

	Particulate Matter Emissions
	12.5 pounds per hour


[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

30.  Visible Emissions - Visible emissions from the cyclone and scrubber control system shall not be equal to or greater than 20% opacity.

[Rule 62-296.320(4)(b)1, F.A.C.]
31.  Contact Wet Scrubber Requirements - The American Alloy Contact Scrubber shall be operated according to the following:

A. The minimum liquid flow rate of the scrubber is 80 percent of the most recent particulate matter emissions test.  

B. The minimum pressure drop (delta P) across the scrubber is 0.2 inches of water.

[Rule 62-210.650 & 62-4.070(3), F.A.C.; Operation Permit 0530364-001-AF]

Compliance Monitoring Testing

32.  Lime Hydrator Testing Schedule:

A. Visible Emissions (VE) - The cyclone and scrubber control system shall be tested for visible emissions annually during each federal fiscal year (October 1 – September 30). 

[Rules 62-4.070(3) and 62-297.310(7)(a) 4., F.A.C.] 

B. Particulate Matter - The cyclone and scrubber control system shall be tested for compliance with the particulate matter emission limitation within 180 days prior to the expiration date of this permit.  This test shall be conducted concurrently with the VE test in Specific Condition No. 32A.  
[Rules 62-297.310(7), and 62-297.310(8), F.A.C.]

33.  Test Methods and Procedures: 
A. Visible Emissions Test Method - Compliance with the visible emissions limitation of this emission unit shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The Method 9 compliance test shall be conducted by a certified observer and be a minimum of 30 minutes in duration.  
[Rules 62-297.310(4)(a)2. and 62-297.401(9), F.A.C.]

B. Particulate Matter Test Method - Compliance with the particulate matter limitation of this emission unit shall be determined using EPA Method 5 contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297, F.A.C.  
[Rule 62-297.401(5), F.A.C.]

34.  Operation During Testing – Testing of the cyclone and scrubber control system shall be conducted as follows: 

A. Compliance tests shall be conducted within 90-100% of the maximum permitted material transfer rate listed in Specific Condition No. 28 (9 tons/hour), if feasible. 

B. Compliance tests submitted for rates less than 90% of maximum permitted rate shall automatically amend the permit to reflect the tested rate plus 10% as the currently permitted process rate.  Once the unit is so limited, operation at a higher rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  (Clarification:  When a unit is limited to an operating rate of 110% of the test rate, the permittee may provide a 15-day notice of its intent to conduct an additional test. The notice may specify a 15-day period during which the unit will be allowed to operate at a higher rate for the purposes of testing.)  

C. Test results shall be filed with the Air Compliance Section of the Department’s Southwest District Office within 45 days of testing. Acceptance of the test by the Department will constitute an amended permit at the new rate plus 10%, up to the maximum permitted rate listed in Specific Condition No. 28. 

D. The actual material transfer rate (in tons/hour) of the emission unit for the test period shall be included in the test report for each test.  The liquid flowrate of the scrubber and the pressure drop (delta P) across the scrubber as required by Specific Condition No. 31 shall also be included in the test report for each test.  Failure to submit the actual rate, the flowrate and the pressure drop for the test period along with a copy of the daily log for the test day in the test report may invalidate the test and fail to provide reasonable assurance of compliance.  

[Rules 62-297.310(2) and 62-4.070(3), F.A.C.]

Recordkeeping and Reporting

35.  Recordkeeping - In order to demonstrate compliance with Specific Condition No. 28, the permittee shall maintain the following records:

A. Daily Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (002) and Date.

2) The total quantity of quicklime transferred into the hydrator, in tons.

3) Hours of operation.

4) Calculate the daily average quicklime transfer rate, in tons per hour, using the information recorded above. 

B. Monthly Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (002), Month and Year.

2) The total quantity of quicklime transferred into the hydrator for the month, in tons.

3) The total quantity of quicklime transferred for the most recent consecutive 12-month period, in tons.

[Rule 62-4.070(3), F.A.C.]

36.  Contact Wet Scrubber Records - In order to demonstrate compliance with Specific Condition No. 31, the permittee shall record once per shift the following:
A. Facility Name, Facility ID (0530364) and Emission Unit ID (002).

B. Date of the measurement.

C. Time of the measurement.

D. Scrubber pressure drop (delta P) in inches of water.

E. Scrubber volumetric liquid flow rate in gallons per minute.

F. Initials of the operator.

[Rule 62-4.070(3), F.A.C.]

E.U. ID No. 003 Specific Conditions

Operation and Emission Limitations 
37.  Hours of Operation – This emission unit is permitted to operate 8,760 hours per year (i.e., no restrictions on operating hours). 

[Rule 62-210.200, F.A.C. – Definitions (PTE); Operation Permit 0530364-001-AF] 

38.  Operation Limits – This emission unit shall not exceed the following limits:

	Brief Description
	Maximum Material Transfer Rate *
 (tons/hour)
	Annual Material Transfer Rate
(tons per any consecutive 12 month period)

	Lime Bagging Operation
	7.0
	61,320


*   This is a daily average transfer rate limit.

[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

39.  PM Emissions Limits – Particulate Matter (PM) emissions shall not exceed the following limit: 

	Description
	Maximum Emission Rate

	Particulate Matter Emissions
	5.0 pounds per hour


[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

40.  Visible Emissions Limitations in Lieu of PM Testing - Due to the expense and complexity of conducting a stack test on a minor source of particulate matter, and because these sources are equipped with baghouse dust control devices, the Department, in accordance with the authority granted under Rule 62-297.310(7)(c), F.A.C., hereby establishes, for E.U. No. 003, a visible emission limitation not to exceed an opacity of 5% in lieu of a particulate matter stack test.

[Rules 62-297.310(7)(c) and 62-297.620(4), F.A.C.; Operation Permit 0530364-001-AF]

Compliance Monitoring Testing

41.  Testing Schedule - The Lime Bagging Operation baghouse shall be tested for visible emissions annually during each federal fiscal year (October 1 – September 30).

[Rules 62-4.070(3) and 62-297.310(7)(a) 4., F.A.C.] 

42.  Test Methods and Procedures - Compliance with the visible emissions limitation of this emission unit shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The Method 9 compliance test shall be conducted by a certified observer and be a minimum of 30 minutes in duration.  

[Rules 62-297.310(4)(a)2. and 62-297.401(9), F.A.C.]

43.  Operation During Testing – Testing of the Lime Bagging Operation baghouse shall be conducted as follows: 

A. Compliance tests shall be conducted within 90-100% of the maximum permitted material transfer rate listed in Specific Condition No. 38 (7 tons/hour), if feasible. 

B. Compliance tests submitted for rates less than 90% of maximum permitted rate shall automatically amend the permit to reflect the tested rate plus 10% as the currently permitted process rate.  Once the unit is so limited, operation at a higher rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  (Clarification:  When a unit is limited to an operating rate of 110% of the test rate, the permittee may provide a 15-day notice of its intent to conduct an additional test. The notice may specify a 15-day period during which the unit will be allowed to operate at a higher rate for the purposes of testing.)  

C. Test results shall be filed with the Air Compliance Section of the Department’s Southwest District Office within 45 days of testing. Acceptance of the test by the Department will constitute an amended permit at the new rate plus 10%, up to the maximum permitted rate listed in Specific Condition No. 38. 

D. The actual material transfer rates for the test period shall be included in the test report for each test.  Failure to submit the actual transfer rates for the test period and a copy of the daily log for the test day in the test report may invalidate the test and fail to provide reasonable assurance of compliance. 

[Rules 62-297.310(2) and 62-4.070(3), F.A.C.]

Recordkeeping and Reporting

44.  Recordkeeping - In order to demonstrate compliance with Specific Condition No. 38, the permittee shall maintain the following records:

A. Daily Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (003) and Date.

2) The total quantity of material transferred (bagged), in tons.

3) Hours of operation.

4) Calculate the daily average material transferred (bagged), in tons per hour, using the information recorded above. 

B. Monthly Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (003), Month and Year.

2) The total quantity of material transferred (bagged) for the month, in tons.

3) The total quantity of material transferred (bagged) for the most recent consecutive 12-month period, in tons.

[Rule 62-4.070(3), F.A.C.]

E.U. ID No. 004 Specific Conditions

Operation and Emission Limitations 
45.  Hours of Operation – This emission unit is permitted to operate a maximum of 2,184 hours per any consecutive 12 month period year. 

[Rule 62-210.200, F.A.C. – Definitions (PTE); Operation Permit 0530364-001-AF] 

46.  Operation Limits – This emission unit shall not exceed the following limits:

	Brief Description
	Maximum Material Transfer Rate *
 (tons/hour)
	Annual Material Transfer Rate
(tons per any consecutive 12 month period)

	Bulk Truck Loadout
	50.0
	109,200


    * This is a daily average transfer rate limit.

[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]

47.  PM Emissions Limits – Particulate Matter (PM) emissions shall not exceed the following limit: 

	Description
	Maximum Emission Rate

	Particulate Matter Emissions
	1.8 pounds per hour


[Rule 62-210.200, F.A.C., Definitions-(PTE); Operation Permit 0530364-001-AF]
48.  Visible Emissions Limitations - Visible emission (VE) from the Bulk Truck Loadout Operation are limited as follows:

A. Baghouse Visible Emissions Limitations in Lieu of PM Testing - Due to the expense and complexity of conducting a stack test on a minor source of particulate matter, and because these sources are equipped with baghouse dust control devices, the Department, in accordance with the authority granted under Rule 62-297.310(7)(c), F.A.C., hereby establishes, for the baghouse used in the loadout operation of E.U. No. 004, a visible emission limitation not to exceed an opacity of 5% in lieu of a particulate matter stack test.

B. Loading Spouts Visible Emissions Limitations - Visible emissions around the outlets of the loading spouts during truck loading shall not exceed 10% opacity.  

[Rules 62-297.310(7)(c) and 62-297.620(4), F.A.C.; Operation Permit 0530364-001-AF]

Compliance Monitoring Testing

49.  Testing Schedule – The baghouse and loadout spouts shall be tested for visible emissions annually during each federal fiscal year (October 1 – September 30).

[Rules 62-4.070(3) and 62-297.310(7)(a) 4., F.A.C.] 

50.  Test Methods and Procedures - Compliance with the visible emissions limitation of this emission unit shall be determined using EPA Method 9 contained in 40 CFR 60, Appendix A and adopted by reference in Chapter 62-297, F.A.C.  The Method 9 compliance test shall be conducted by a certified observer and be a minimum of 30 minutes in duration.  

[Rules 62-297.310(4)(a)2. and 62-297.401(9), F.A.C.]

51.  Operation During Testing – Testing of the baghouse and loadout spout shall be conducted as follows: 

A. Compliance tests shall be conducted within 90-100% of the maximum permitted material transfer rate listed in Specific Condition No. 46 (50 tons/hour), if feasible. 

B. Compliance tests submitted for rates less than 90% of maximum permitted rate shall automatically amend the permit to reflect the tested rate plus 10% as the currently permitted process rate.  Once the unit is so limited, operation at a higher rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  (Clarification:  When a unit is limited to an operating rate of 110% of the test rate, the permittee may provide a 15-day notice of its intent to conduct an additional test. The notice may specify a 15-day period during which the unit will be allowed to operate at a higher rate for the purposes of testing.)  

C. Test results shall be filed with the Air Compliance Section of the Department’s Southwest District Office within 45 days of testing. Acceptance of the test by the Department will constitute an amended permit at the new rate plus 10%, up to the maximum permitted rate listed in Specific Condition No. 46. 

D. The actual material transfer rates for the test period shall be included in the test report for each test.  Failure to submit the actual transfer rates for the test period and a copy of the daily log for the test day in the test report may invalidate the test and fail to provide reasonable assurance of compliance. 

[Rules 62-297.310(2) and 62-4.070(3), F.A.C.]

Recordkeeping

52.  Recordkeeping - In order to demonstrate compliance with Specific Condition No. 46, the permittee shall maintain the following records:

A. Daily Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (004) and Date.

2) The start time of the material transfer.

3) The end time of the material transfer.

4) The total quantity of material transferred, in tons.

5) Calculate the daily average material transfer rate in tons per hour using the information recorded above. 

B. Monthly Records:

1) Facility Name, Facility ID (0530364), Emission Unit ID (004), Month and Year.

2) The total quantity of material transferred for the month, in tons.

3) The total quantity of material transferred for the most recent consecutive 12-month period, in tons.

[Rule 62-4.070(3), F.A.C.]
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