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PERMITTEE 

Mosaic Fertilizer, LLC 
13830 Circa Crossing Drive 
Lithia, Florida 33547 
 
Authorized Representative: 

Scott Lehr, Environmental Manager 

Air Permit No. 0570008-084-AC 
Permit Expires:  12/31/2016 
Minor Air Construction Permit 

Mosaic Fertilizer-Riverview 
Facility 
Replacement of AP6 Dryer 
Tailgas Scrubber 

PROJECT 

This is the final air construction permit, which authorizes the replacement of AP6 Dryer Tailgas Scrubber.  The 
proposed work will be conducted at the existing Mosaic Fertilizer-Riverview Facility, which is a phosphate 
fertilizer plant categorized under Standard Industrial Classification No. 2874.  The existing facility is located in 
Hillsborough County at 8813 Hwy 41 South in Riverview, Florida.  The UTM coordinates are Zone 17, 363.23 
km East and 3082.56 km North. 

This final permit is organized into the following sections:  Section 1 (General Information); Section 2 
(Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which 
are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this 
final permit, only minor changes and clarifications were made to the draft permit. 

STATEMENT OF BASIS 

This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) 
and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The 
permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This 
project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject 
to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the 
Prevention of Significant Deterioration (PSD) of Air Quality. 
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Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 
120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate 
Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail 
Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the 
notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The 
notice must be filed within 30 days after this order is filed with the clerk of the Department. 

 
 
Executed in Hillsborough County, Florida 
 
STATE OF FLORIDA DEPARTMENT 
OF ENVIRONMENTAL PROTECTION 
 
 
 
_________________________________ 
Kelley M. Boatwright 
Permitting & Waste Cleanup Program Administrator 
Southwest District 

 
 

CERTIFICATE OF SERVICE 

The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by 
electronic mail, or a link to these documents made available electronically on a publicly accessible server, with 
received receipt requested before the close of business on the date indicated below to the following persons. 

Mr. Scott Lehr, Mosaic Fertilizer, LLC: scott.lehr@mosaicco.com 
Mr. Rama Iyer, P.E., Mosaic Fertilizer, LLC rama.iyer@mosaicco.com 
Mr. Jeffrey Insalaco, Mosaic Fertilizer, LLC, jeffrey.insalaco@mosaicco.com 
Ms. Diana Lee, P.E., HCEPC: lee@epchc.org 

Clerk Stamp 

FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, 
with the designated agency clerk, receipt of which is hereby acknowledged. 
 

 

______________________    November 9, 2015 
 (Clerk)                                               (Date) 
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FACILITY DESCRIPTION 

The existing facility consists of the following emissions units. 

Facility ID No. 0570008 

ID No. Emission Unit Description 

Regulated Emissions Units 

004 No. 7 Sulfuric Acid Plant 

005 No. 8 Sulfuric Acid Plant 

006 No. 9 Sulfuric Acid Plant 

007 No. 6 AP Plant 

051 Conveyor No. 9 Transfer Points and Railcar Unloading 

052 Conveyor No. 9 to Shipping Belt Conveyor 

053 Vessel Loading Operation 

055 No. 5 AP Plant 

058 Conveyor No. 6 to Conveyor No. 7 

059 Conveyor No. 7 to Conveyor No. 8 

060 Screening Tower and Conveyor No. 8 to Conveyor No. 9 

061 East Vessel Loading Facility - Shiphold/Chokefeed 

063 Molten Sulfur Storage and Handling System – Tank #1, 2 and 3 

066 Molten Sulfur Storage and Handling System -- Pit #7 

067 Molten Sulfur Storage and Handling System -- Pit #8 

068 Molten Sulfur Storage and Handling System -- Pit #9 

073 Phosphoric Acid Production Facility 

074 Molten Sulfur Storage and Handling System -- Truck Loading Station 

075 AP Storage Building Nos. 2, 4, 5 & 6 

076 Loadout between Buildings 2 & 4 

077 Loadout adjacent to Building 6 

078 Animal Feed Ingredient (AFI) Plant No. 1 

079 Diatomaceous Earth (DE) Silo 

080 Limestone Silo 

081 Animal Feed Plant (AFI) Loadout System 

103 Animal Feed Ingredient (AFI) Plant No. 2  

104 Phosphogypsum Stack North (No. 1) 

108 Phosphogypsum Stack South (No 2.) 

109 Clarifier and Storage Tanks 

111 Existing Emergency Stationary RICE < or equal to 500 HP 

112 Auxiliary Steam Boiler 

113 Non-Emergency CI ICE 

Unregulated Emissions Units and Activities 
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105 Facility-Wide Fugitive Emissions: 
- SO2, SO3, SAM  emissions  from the 7, 8 & 9 Sulfuric Acid Plants 
- Fluoride emissions  from the Phosphoric Acid Plant 
- Fluoride, NH3, PM emissions from the Nos. 5 & 6 AP Plants 
- Hydrogen Fluoride emissions  from the Phosphogypsum Stacks and Cooling Ponds 

 
Note: For this emissions unit, Annual Operation Report (AOR) emissions estimates are required only for the 
Hydrogen Fluoride emissions from the Phosphogypsum Stacks and Cooling Ponds. 

PROPOSED PROJECT 

This project will replace the present rubber lined carbon steel dryer tailgas scrubber with an in kind stainless steel 
unit of similar design and size. 

This project will modify the following emissions unit. 

Facility ID No. 0570008 

ID No. Emission Unit Description 

007 No. 6 AP Plant 

 
EXEMPT EMISSION SOURCES/ACTIVITIES 

The below listed emissions units and/or activities are considered exempt under Rule 62-4.040(1)(b), F.A.C. 
(insignificant emissions). 
 
1. Combustion emissions from propulsion of mobile sources, except for vessel emissions from Outer 

Continental Shelf sources 
2. Air-conditioning units used for human comfort that do not have applicable requirements under Title VI of 

the Clean Air Act 
3. Ventilating units used for human comfort that do not exhaust air pollutants into the ambient air from any 

manufacturing/industrial or commercial process  
4. Non-commercial food preparation  
5. Consumer use of office equipment and products, not including printers or businesses primarily involved in 

photographic reproduction  
6. Janitorial services and consumer use of janitorial products 
7. Bathroom/toilet vent emissions 
8. Tobacco smoking rooms and areas 
9. Plant maintenance and upkeep activities (e.g., grounds keeping, general repairs, cleaning, painting, 

welding, plumbing, re-tarring roofs, installing insulation, and paving parking lots) provided these 
activities are not conducted as part of a manufacturing process, are not related to the source's primary 
business activity, and not otherwise triggering a permit modification 

10. Repair or maintenance shop activities not related to the source's primary business activity, not including 
emissions from surface coating or de-greasing (solvent metal cleaning) activities, and not otherwise 
triggering a permit modification 

11. Hand-held equipment for buffing, polishing, cutting, drilling, sawing, grinding, turning or machining wood, 
metal or plastic 

12. Brazing, soldering and welding equipment, and cutting torches related to manufacturing and construction 
activities that do not result in emission of HAP metals 

13. Air compressors and pneumatically operated equipment, including hand tools 
14. Batteries and battery charging stations, except at battery manufacturing plants 
15. Storage tanks, vessels, and containers holding or storing liquid substances that will not emit any VOC or 

HAP 
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16. Storage tanks, reservoirs, and pumping and handling equipment of any size containing soaps, vegetable oil, 
grease, animal fat, and nonvolatile aqueous salt solutions, provided appropriate lids and covers are utilized 

17. Drop hammers or hydraulic presses for forging or metalworking 
18. Vents from continuous emissions monitors and other analyzers 
19. Natural gas pressure regulator vents, excluding venting at oil and gas production facilities 
20. Equipment used for surface coating, painting, dipping or spraying operations, except those that will emit VOC 

or HAP 
21. Consumer use of paper trimmers/binders 
22. Bench-scale laboratory equipment used for physical or chemical analysis, but not lab fume hoods or vents 
23. Routine calibration and maintenance of laboratory equipment or other analytical instruments 
24. Equipment used for quality control/assurance or inspection purposes, including sampling equipment used to 

withdraw materials for analysis 
25. Hydraulic and hydrostatic testing equipment 
26. Fugitive emissions related to movement of passenger vehicles, provided the emissions are not counted for 

applicability purposes and any required fugitive dust control plan or its equivalent is submitted 
27. Process water filtration systems and demineralizers 
28. Demineralized water tanks and demineralizer vents 
29. Boiler water treatment operations, not including cooling towers 
30. Oxygen scavenging (de-aeration) of water 
31. Fire suppression systems 
32. Emergency road flares 
33. Steam vents and safety relief valves 
34. Steam leaks 
35. Steam cleaning operations 
36. Steam sterilizers 
 
Exemptions under Rule 62-4.040(1)(b), F.A.C. (insignificant emissions), may be revoked if the installation is 
substantially modified or the basis for the exemption is determined to be materially incorrect. 

FACILITY REGULATORY CLASSIFICATION 

 The facility is a major source of hazardous air pollutants (HAP). 

 The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA). 

 The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C. 

 The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C. 

 

PERMIT HISTORY/AFFECTED PERMITS 

This permit references current Title V Air Operation Permit 0570008-081-AV. 
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1. Permitting Authority:  The permitting authority for this project is the Southwest District of the 
Department of Environmental Protection (Department).  The mailing address, phone number and e-mail 
address is: 

Florida Department of Environmental Protection 
Southwest District Office 

Air and Solid Waste Permitting Program 
13051 North Telecom Parkway 

Temple Terrace, Florida 33637-0926 
Telephone: 813-470-5700 

E-mail: SWD_Air_Permitting@dep.state.fl.us 
 

All documents related to applications for permits shall be submitted to the above e-mail address and/or 
address. 
 

2. Compliance Authority:  Compliance Authority - All documents related to compliance activities such as 
reports, tests, and notifications shall be submitted to the Environmental Protection Commission of 
Hillsborough County (EPCHC).  The mailing address and phone number is: 

Environmental Protection Commission of Hillsborough County 
Air Management Division 
3629 Queen Palm Drive 
Tampa, Florida 33619 

Telephone: 813-627-2600 

All documents related to compliance activities such as reports, tests, and notifications shall be submitted to 
the above address. 
 
3. Appendices:  The following Appendices are attached as a part of this permit:   

 Appendix A (Citation Formats and Glossary of Common Terms);  

 Appendix B (General Conditions);  

 Appendix C (Common Conditions); and  

 Appendix D (Common Testing Requirements).  

 Appendix CAM 

 
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, 

the construction and operation of the subject emissions units shall be in accordance with the capacities 
and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 
403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of 
this permit does not relieve the permittee from compliance with any applicable federal, state, or local 
permitting or regulations. 
 

5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if 
requested, the Department may require the permittee to conform to new or additional conditions.  The 
Department shall allow the permittee a reasonable time to conform to the new or additional conditions, 
and on application of the permittee, the Department may grant additional time.   
[Rule 62-4.080, F.A.C.] 
 

6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of 
construction.  No new emissions unit shall be constructed and no existing emissions unit shall be 
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modified without obtaining an air construction permit from the Department.  Such permit shall be 
obtained prior to beginning construction or modification.   
[Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.] 
 

7. Construction and Expiration.  The expiration date shown on the first page of this permit provides time to 
complete the physical construction activities authorized by this permit, complete any necessary 
compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific 
emissions limitations and operating requirements established by this permit shall remain in effect until the 
facility or emissions unit is permanently shut down.  For good cause, the permittee may request that that a 
permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the 
Permitting Authority in writing before the permit expires.   
[Rules 62-4.070(4), 62-4.080 & 62-210.300(1), F.A.C.] 
 

8. Source Obligation: 

a. At such time that a particular source or modification becomes a major stationary source or major 
modification (as these terms were defined at the time the source obtained the enforceable limitation) 
solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 
1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction 
on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall 
apply to the source or modification as though construction had not yet commenced on the source or 
modification. 

b. At such time that a particular source or modification becomes a major stationary source or major 
modification (as these terms were defined at the time the source obtained the enforceable limitation) 
solely by exceeding its projected actual emissions, then the requirements of subsections 62-
212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had 
not yet commenced on the source or modification. 

[Rule 62-212.400(12), F.A.C.] 
 
9. Actual Emissions Reporting:  This permit is based on an analysis that compared baseline actual emissions 

with projected actual emissions and avoided the requirements of subsection 62-212.400(4) through (12), 
F.A.C. for several pollutants.  Therefore, pursuant to Rule 62-212.300(1)(e), F.A.C., the permittee is 
subject to the following monitoring, reporting and recordkeeping provisions. 

a. The permittee shall monitor the emissions of any PSD pollutant that the Department identifies could 
increase as a result of the construction or modification and that is emitted by any emissions unit that 
could be affected; and, using the most reliable information available, calculate and maintain a record 
of the annual emissions, in tons per year on a calendar year basis, for a period of 5 years following 
resumption of regular operations after the change.  Emissions shall be computed in accordance with 
the provisions in Rule 62-210.370, F.A.C., which are provided in Appendix C of this permit. 

b. The permittee shall report to the Compliance Authority (EPCHC) within 60 days after the end of each 
calendar year during the 5-year period setting out the unit’s annual emissions during the calendar year 
that preceded submission of the report.  The report shall contain the following: 

1) The name, address and telephone number of the owner or operator of the major stationary source; 

2) The annual emissions calculations pursuant to the provisions of 62-210.370, F.A.C., which are 
provided in Appendix C of this permit; 

3) If the emissions differ from the preconstruction projection, an explanation as to why there is a 
difference; and 

4) Any other information that the owner or operator wishes to include in the report. 



SECTION 2.  ADMINISTRATIVE REQUIREMENTS (FINAL) 

Mosaic Fertilizer - LLC Air Permit No. 0570008-084-AC 
Mosaic Fertilizer – Riverview Facility Minor Air Construction Permit 

Page 8 of 15 

c. The information required to be documented and maintained pursuant to subparagraphs 62-
212.300(1)(e)1 and 2, F.A.C., shall be submitted to the Compliance Authority (EPCHC), which shall 
make it available for review to the general public. 

For this project, the permit requires the annual reporting of actual Particulate Matter and Fluoride 
emissions for the following units:  EU No. 007, AP Plant No. 6.   

[Application 0570008-008-AC; and Rules 62-212.300(1)(e) and 62-210.370, F.A.C.] 
 
10. Annual Operating Report: On or before April 1 of each year, the permittee shall submit a completed DEP 

Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility" (AOR) for the 
preceding calendar year.  The report may be submitted electronically in accordance with the instructions 
received with the AOR package sent by the Department, or a hardcopy may be sent to the Compliance 
Authority. 
[Rule 62-210.370(3), F.A.C.] 
 

11. Application for Title V Air Operation Permit - This permit authorizes modification of the permitted 
emissions unit and initial operation to determine compliance with Department rules.  A Title V air 
operation permit is required for continued operation of the permitted emissions unit.  The permittee shall 
apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 
180 days after commencing operation or commencing operation as modified.  Commencing operation 
means setting into operation of any emissions unit for any purpose.  To apply for a Title V air operation 
permit, the applicant shall submit the following:  

a. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and 
Instructions), and/or FDEP Division of Air Resource Management website at: 
http://www.dep.state.fl.us/air/); 

b. a copy of the initial compliance test report required by Specific Condition No(s). A.13., if not 
previously submitted;  

c. copies of the most recent month of records/logs specified in Specific Condition No. A.15.; and 

d. any proposed revisions to the most recently approved O & M Plan. 

The application shall be submitted to the Permitting Authority with a copy to EPCHC (Compliance 
Authority).  

[Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.] 
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This section of the permit addresses the following emissions units. 

EU No. Emission Unit Description 

-007 

No. 6 AP Plant: The No. 6 AP manufacturing plant has a maximum daily average capacity of 186 tons per hour 
ammoniated phosphate production.  Emissions from the reactor and granulator are routed to the RG venturi 
cyclonic pre-scrubber which exhausts, with evacuated flows from the equipment vents, then to the RGV venturi 
cyclonic scrubber from which the gas streams go to the vaporizer and then exhaust to the atmosphere via the 
north stack.  Emissions from the dryer are routed to the Dryer venturi cyclonic scrubber and then to the Dryer 
packed bed tailgas scrubber to exhaust to atmosphere via the north stack.  Emissions from the cooler are routed to 
the Cooler venturi cyclonic scrubber and then to the Cooler packed bed tailgas scrubber to exhaust to atmosphere 
via the south stack.  De-dusting coating oil application ribbon blenders between the polishing screens and the 
product belt conveyor downstream of the rotary cooler further control PM emissions.  The scrubbing liquid for 
the RG venturi cyclonic pre-scrubber, RGV venturi cyclonic scrubber and the dryer venturi cyclonic scrubber is 
phosphoric acid solution and the scrubbing liquid for the two packed bed tailgas scrubbers is fresh water in a 
closed loop system.  The dryer is fired with natural gas as primary fuel, with No. 2 fuel oil as back-up, at a design 
rate of 80 mmBtu/hr. 

-055 

No. 5 AP Plant In the No. 5 AP manufacturing plant (formerly No. 5 Granulation Plant), emissions from the 
reactor and granulator are routed to a spray cyclonic pre-scrubber and from there to the RG venturi cyclonic 
scrubber and then to the RGE spray cyclonic tailgas scrubber which exhausts to the atmosphere via the single 
plant stack.  Emissions from the cooler are routed via a cyclone to the venturi cyclonic scrubber and exhaust to 
the atmosphere via the stack.  Emissions from the dryer go to the dryer venturi scrubber and from there to the 
dryer spray cyclonic scrubber and to the stack.  Equipment emissions from the screens, conveyors and associated 
processes go to the Equipment venturi cyclonic scrubber and from there to the RGE spray cyclonic tailgas 
scrubber to exhaust via the stack.  The scrubbing liquid for the pre-scrubber, RG scrubber, Equipment scrubber 
and the Dryer scrubber is phosphoric acid solution and scrubbing liquid for the two tailgas scrubbers and the 
cooler scrubber is fresh water.  The fresh water system is a closed loop system with blow down utilized to 
optimize operations. 

 
{Permitting Note:  EU No. 055, No. 5 AP Plant is not affected by this project.  It is included in this section to 
maintain consistency with current Title V Air Operating Permit 0570008-081-AV.} 

FEDERAL REGULATIONS 

A.1. Federal Regulatory Requirements: This emission unit is subject to 40 CFR 60 Subpart V – Standards of 
Performance for the Phosphate Fertilizer Industry Diammonium Phosphate Plants and 40 CFR 63, 
Subpart BB – National Emission Standards for Hazardous Air Pollutants From Phosphate Fertilizers 
Production Plants, which are adopted by reference in Rule 62-204.800, F.A.C. 
[Rules 62-204.800(8) & 62-204.800(11) F.A.C.]  

EQUIPMENT 

A.2. No. 6 AP Plant Dryer Tailgas Scrubber:  The permittee is authorized to install a replacement packed bed 
dryer tailgas scrubber of similar size and capability to the existing dryer tailgas scrubber, i.e. in kind 
replacement, with the primary difference between the old and new units that the old unit was constructed 
of rubber lined carbon steel, and the new unit will be of stainless steel.  
[Application No. 0570008-084-AC] 

 

PERFORMANCE RESTRICTIONS 

A.3. Permitted Capacity:  The maximum allowable production and heat input rates are as follows: 
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EU ID 
No. 

Process Input Rate of 
P2O5 

Production Rate of AP Heat Input Rate Fuel Type 

-007 

(No. 6 AP 
Plant) 

2,060 tons per day of 
P2O5 (85.8 tons per 
hour daily average) 

4,478 tons per day of AP 
(186.6 tons per hour 

daily average) 

80.0 MMBtu/hour daily 
average (for the rotary 

dryer) 

Natural Gas 

No. 2 Fuel Oil 

-055 

(No. 5 AP 
Plant) 

1,764 tons per day of 
P2O5 (73.5 tons per 
hour daily average) 

3,758 tons per day of AP 
(156.6 tons per hour 

daily average) 

40.0 MMBtu/hour daily 
average (for the rotary 

dryer) 

Natural Gas 

No. 2 Fuel Oil 

 
 [Rules 62-4.160(2), 62-204.800, 62-210.200(PTE), 62-296.403, 62-296.705, F.A.C.;  
 Construction Permits AC29-196763, 0570008-044-AC / PSD-FL-336] 
 

A.4. Authorized Fuel: The fuels that are allowed to be burned in the rotary dryer are: 
 (1) Natural gas, and 
 (2) No. 2 fuel oil with a maximum sulfur content of 0.5% by weight as a back-up fuel.  No. 2 fuel oil 

shall not be fired for more than 400 hours per year. 
[Rule 62-213.410, F.A.C.; Construction Permits AC29-196763, AC29-238303, 0570008-057-AC] 

 
A.5. Restricted Operation:  The hours of operation are not limited (8760 hours per year), however, in order to 

document compliance with the requirements of Condition A.4, the permittee shall maintain records of the 
dryer hours of operation while firing fuel oil. 
[Rules 62-4.070(3), 62-210.200(PTE) & 62-213.440(1), F.A.C.] 

 

EMISSIONS STANDARDS 

A.6. Emissions Standards: Particulate Matter (PM), Fluoride (F) and SO2 emissions shall not exceed the rates 
listed below: 

E.U. No. PM/PM10 Fluoride SO2 VE 
-007 

(No. 6 AP Plant) 
0.07 lb/ton of product; 
12.88 lb/hr; 56.39 ton/yr 

0.02 lb/ton of product; 
3.00 lb/hr; 13.16 ton/yr 

 20% 

-055 
(No. 5 AP Plant) 

0.0817 lb/ton of product; 
12.8 lb/hr; 56.1 ton/yr 

0.0211 lb/ton of product; 
3.3 lb/hr; 14.5 ton/yr 

12.7 lb/hr; 2.6 
ton/yr 

10% 

 
 {Permitting Notes:   

1) The equivalent PM/PM10 emissions from EU 007 is 0.15 lb/ton of P2O5 input.  The equivalent F emissions 
from EU 007 and EU 055 are 0.0355 lb/ton of P2O5 input and 0.06 lb/ton of P2O5 input, respectively. 

2) The fluoride emission limit in Condition B.4. is more stringent than the applicable NESHAP, 40 CFR 
63.622(a) limits of less than 0.06 lb/ton equivalent P2O5 feed for AP production.  The permittee shall 
comply with Attachment B – Alternative MACT monitoring plan per Administrative Order No. 03-C-AP 
dated 1/5/2004 and other applicable requirements of the NESHAP, 40 CFR 63, Subparts A and BB.} 

 

[40 CFR 63.622(a); Rules 62-204.800, 62-296.320(4)(b)(1),62-296.700(4)(b), and 62-296.705(2)(a), 
F.A.C.; Construction Permits AC29-196763, AC29-238303, 0570008-082-AC, and 0570008-044-
AC/PSD-FL-336, BACT determination dated November 25, 1991] 
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TESTING REQUIREMENTS 

A.7. Initial Compliance Tests:  The emissions unit 007, No. 6 AP Plant shall be tested to demonstrate initial 
compliance with the emissions standards for PM/PM10 and Fluoride.  The initial tests shall be conducted 
within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the 
unit.   
[Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.] 

 
A.8. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions units 

shall be tested to demonstrate compliance with the emissions standards for the pollutants shown below. 
 

E.U. No. PM/PM10 Fluoride** SO2* Ammonia VE 
-007 X X   X 
-055 X X X X X 

*If fuel oil has not been used for more than 400 hours in the previous 12 months then compliance testing 
is not required.  However, prior to Permit Renewal (i.e., test during the period of 270 days prior to and no 
more than 365 days prior to the expiration date of this Permit.) testing will be required pursuant to Rule 
62-297.310(8)(b)3, F.A.C. 
 
**For fluorides only, per Administrative Order No. 03-C-AP dated 1/5/2004 (Attachment B), shall test 
annually to demonstrate compliance with the applicable emission standards in Condition A.6. 

 
[40 CFR 63.626(a)(1) and 63.630(a); Rule 62-297.310(8)(a)1, F.A.C.] 

 
A.9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior 

to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified 
in Appendix D (Common Testing Requirements) of this permit.   
[Rule 62-297.310(9), F.A.C.] 

 
A.10. Test Methods:  Required tests shall be performed in accordance with the following reference methods.   

Method Description of Method and Comments 

1-4 Traverse Points, Velocity and Flow Rate, Gas Analysis, and Moisture Content 

5 Determination of Particulate Matter Emissions from stationary sources 

6 Determination of Sulfur Dioxide Emissions From Stationary Sources 

9 Visual Determination of the Opacity of Emissions from Stationary Sources 

13A Determination of Total Fluoride Emissions from Stationary Sources – SPADNS –Zirconium Lake 
Method – 40 CFR 60, Appendix A 

13B Determination of Total Fluoride Emissions from Stationary Sources – Specific Ion Electrode 
Method – 40 CFR 60, Appendix A 

The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-
204.800, F.A.C.  No other methods may be used unless prior written approval is received from the 
Department.   

[Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60] 
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MONITORING REQUIREMENTS 

A.11. CAM Plan.  Emissions Unit EU No. 007 is subject to the Compliance Assurance Monitoring (CAM) 
requirements contained in the attached Appendix CAM.  Failure to adhere to the monitoring requirements 
specified does not necessarily indicate an exceedance of a specific emissions limitation; however, it may 
constitute good reason to require compliance testing pursuant to Rule 62-297.310(7)(b), F.A.C.  

[40 CFR 64; Rules 62-204.800 and 62-213.440(1)(b)1.a., F.A.C.] 
 

NOTIFICATION REQUIREMENTS  

 
A.12. Notification of Operation Commencement: The permittee shall notify the Compliance Authority in 

writing of the date of commencing operation of the EU No. 007 after completing the modifications 
authorized by this permit, no later than fifteen (15) days after that date. Commencing operation means 
setting into operation of any emissions unit for any purpose.  
[Rules 62-4.070, and 62-210.200, F.A.C., (definition of Commence Operation)] 

 

RECORDS AND REPORTS 

A.13. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the 
requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, 
the report shall also include the components and parameters listed below:  

a) Production Data 

1. The production rate in tons per hour; 

2. The raw material input rates and; 

3. The start and end time for the rate determination. 

b) Scrubber Parameters 

1. The scrubber identification; 

2. The type of scrubber liquid; 

3. The volumetric liquid flow rate (gpm) and; 

4. The total gas scrubber pressure drop (inches of water, gauge). 

c) The type of fuel being fired; 

d) The heat input rate (mmBTU/hr) and firing rate (million cubic feet per hour or gallons per hour); 

e) If testing is conducted while firing No. 2 fuel oil in the dryer, compliance with the sulfur content 
requirement of Specific Condition A.4. shall be demonstrated during the test by submitting either of: 

1. A Certificate of Fuel Oil Analysis from the fuel oil vendor for the fuel used during the 
compliance test; or 

2. A Certificate of Fuel Oil Analysis for a fuel oil sample taken during the compliance test. 

[Rules 62-4.070(3), 62-213.440(1) and 62-297.310(10), F.A.C., Construction Permit No. 0570008-068-
AC] 

 
A.14. Fuel Oil Sulfur Content.  In order to document continuing compliance with the fuel oil sulfur content 

Condition A.4., records shall be maintained of the sulfur content, in % by weight, of No. 2 fuel oil 
delivered for use in the dryer.  On the basis of the requirements of Department of Agriculture and 
Consumer Services Rule 5F-2.001 (which requires that No. 2 oil sold in Florida have a maximum sulfur 
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content not to exceed 0.5%), reasonable assurance that the sulfur content requirement is being met can 
also be provided through vendor supplied documentation that the fuel oil delivered for use in this boiler 
meets the specifications for No. 2 oil.  The above records shall be maintained and made available to the 
Department and HCEPC upon request.  
[Rule 62-213.440(1), F.A.C.] 

 
A.15. Daily Log to document, at a minimum, the following in order to show compliance with the specific 

conditions A.3. and A.4.:   

 Daily 

a. Facility Name, Facility ID No. (0570008), Emission Unit ID No. (EU No. 007 or 055); 

b. Date; 

c. AP Production Mode (DAP, MAP or MicroEssentials™); 

d. When operating, record hours of operation and quantity, in tons, P2O5 input and AP production; 

e. Heat input rate to the rotary dryer in mmBtu/hr; 

f. The sulfur content (percent, by weight) of No. 2 oil utilized in the rotary dryer.  The sulfur content 
may be based upon vendor supplied as-delivered oil sulfur content information, or an oil analysis; 

g. The total hours of rotary dryer operation using No. 2 oil; 

h. Heat input rate to the rotary dryer, mmBtu/hr (daily average). 

Daily record should be completed within five (5) business days. 

The record shall be retained at the facility for a minimum of five (5) years and shall be made available to 
the Permitting and Compliance Authorities upon request. 
 
[Rules 62-4.070(3), & 62-213.440(1), F.A.C.; Construction Permits Nos. 0570008-068-AC and 0570008-
082-AC] 

 
A.16. Operation and Maintenance (O & M) Plan for Particulate Matter Control:  For air pollution control 

devices and collection systems, the permittee shall maintain and implement an O & M Plan to include a 
schedule for the maintenance and inspection of each control device, collection systems, and auxiliary 
equipment. Records of inspections, maintenance, and performance data of control devices and auxiliary 
equipment shall be retained by the emissions unit for a minimum of two (2) years and shall be made 
available to the Compliance Authority upon request. The performance parameters shall include operating 
rates and efficiencies. Such parameters and records shall include, at a minimum, that shown below.  

	
Control	Equipment	Data	
 

VENTURI SCRUBBERS (RGCV & DRYER*) 
 
Manufacturer: Wellman Power Gas 
Model:  N/A 
Type:  Venturi Scrubbers (RGCV & Dryer) 
Design total Flow: RGCV 60,000 ACFM & DRYER 100,000 ACFM 
Design Gas-to-Liquid Ratio: RGCV 80 ACF/gal. & DRYER 115 ACF/gal. 
Efficiency Rating: 90% 
(at design capacity) 
Design Pressure Drop: 10-25" w.g. 
Scrubbing Liquor Composition: Pondwater 
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TAILGAS SCRUBBERS (RGCV & DRYER) 
 
Manufacturer: Wellman Power Gas 
Model:  N/A 
Type:  Tail Gas Scrubbers (RGCV & Dryer) 
  Packed Tower, Up-Flow 
Design Gas-to-Liquid Ratio: RGCV 100 ACF/gal. & DRYER 90 ACF/gal 
Design total Flow: RGCV 60,000 ACFM & DRYER 100,000 ACFM 
Efficiency Rating: 99% 
(at design capacity) 
Design Pressure Drop: 0.5" w.g. RGCV & 0.1” w.g. Dryer 
Scrubbing Liquor Composition: Pondwater 
 

VENTURI SCRUBBER (COOLER) 
 
Manufacturer: Central Maintenance and Welding, Inc. 
Model:  N/A 
Type:  Venturi Scrubber (COOLER) 
Design total Flow: 98,000 ACFM 
Design Gas-to-Liquid Ratio: 65 ACF/gal. 
Efficiency Rating: 90% 
(at design capacity) 
Design Pressure Drop: 13" w.g. 
Scrubbing Liquor Composition: Pondwater 
 

TAILGAS SCRUBBER (COOLER) 
 
Manufacturer: Wellman Power Gas 
Model:  N/A 
Type:  Tail Gas Scrubber (Cooler) 
  Packed Tower, Up-Flow 
Design Gas-to-Liquid ratio: 57 ACF/gal 
Design total Flow: 85,000 ACFM 
Efficiency Rating: 99% 
(at design capacity) 
Design Pressure Drop: 8” w.g. 
Scrubbing Liquor Composition: Pond water 
 
Process Data 
Production Rate: 186.6 TPH AP 
Raw Material Input: DAP: 12 TPH NH3 

  85.8 TPH P2O5 
Fuel Usage: 80 MMBtu/hr 
 
Inspection and Maintenance Schedule 
Scrubber operating parameters recorded as specified in permit conditions.  The condition of the evacuation 
system, scrubber pumps and piping, fans, scrubbers and scrubber packing shall be assessed every six months. 
*will be revised per stainless steel replacement 
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Recordkeeping Schedule 
Records of inspections, maintenance, and performance parameter data shall be retained and be made available to 
the Department and the Environmental Protection Commission of Hillsborough County upon request. 
 
[Rule 62-296.700(6), F.A.C., Construction Permit AC29-227826] 
 
A.17 Abnormal Event Reporting.  Not Federally Enforceable.  The permittee shall comply with all “abnormal 

events” requirements associated with these sources on a consistent basis and all abnormal events shall be 
reported to the Air Management Division of the Hillsborough County Environmental Protection 
Commission of within thirty (30) minutes of each event.  “Abnormal events” would be defined as any of 
the following: 
1. Any pipeline or vessel leak associated with the sources which results in release of uncontrolled 

ammonia emissions to the outside air in quantities in excess of the SARA Section 304 (Community 
Right-to-Know Reportable Quantity). 

2. Ammonia emissions in excess of 200.0 pounds per hour during annual testing (ref. Condition A.8.).  
The thirty-minute notification requirement above is not applicable to this item but the test report 
shall address actions taken to mitigate this situation. 

 [Rule 62-213.440(1), F.A.C.] 


