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SUBJECT:
FINAL Construction Permit – Florida Rock Industries, Inc.
Attached is FINAL Construction Permit No. 0570018-014-AC, being issued to Florida Rock Industries, Inc., to modify Permit No. 0570018-011-AC to allow for the construction of a new 3-ton jumbo bag filling station, and the retention of the existing gray cement packer that was scheduled to be decommissioned.  This permit also recognizes the after-the-fact construction of 3 pneumatic lines for direct loading of the blending plant storage bins from trucks.  The remaining aspects of Permit No. 0570018-011-AC remained unchanged and included changes to install a new blending/packaging plant, realign some of the existing packaging systems, add a new rotary packer, add sand and pumice as approved products for handling, add a mobile screening operation for limestone handling, and add a third hopper for receipt of products from ships.  The facility (formerly known as LaFarge) is primarily a cement processing and handling facility.
The new jumbo bag filling station will consist of an elevated 6-ton holding tank with a loading spout for direct filling of up to 3-ton bulk bags.  The holding tank could receive cementitious product from the New Bucket Elevator, the Blending Plant screw conveyor, and, as an alternative, directly from the Packhouse Silo Airslides.  The jumbo bag filling station is to be vented to the current baghouse (BH14) which also controls particulate emissions from the packer storage bin and the blending plant packer.  
The plant currently receives cement, slag and gypsum from ships for processing and shipment off-site.  The facility also handles limestone, emathlite (clay) and synthetic gypsum delivered by trucks.  The slag is dried as needed and stored in silos.  The raw products are processed through separators and ultimately blended to the desired cementitious mixture for bulk loadout or packaging into bags.  This permit authorizes several changes in the current processing system in an effort to produce a wider variety of cementitious product mixtures and to improve efficiencies of certain loading and unloading processes.

Emissions from the various operations are controlled by either baghouses, water sprays, covered conveyors, material moisture content or partial enclosures, or a combination of the group as detailed in the Technical Evaluation.  Each conveyor transfer point and material drop was included in calculations of estimated potential emissions.  Emission reduction credits were used in the PTE calculation based on the type of control employed.  The final estimated PTE for this project is 73 ton/yr for particulate matter, of which 7 ton/yr were fugitives from wind erosion of piles and truck traffic.  The project netted out of PSD applicability based on an analysis of past actual emissions versus future potential emissions.  The past actual emissions were based on the use of emission factors deemed acceptable by the EPC for the various products and the use of a reasonable reduction percentage based on the type of control system.  Based on this result, the facility remains a Title V source.
The facility is currently subject to PM-RACT, so the 5% opacity standard and the allowable gr/dscf emission limit of 0.03 for the baghouses remain applicable for the facility.  In order to avoid PSD for this project, the applicant also requested that some of the emission units controlled by baghouses be permitted with emission limits below 0.03 gr/dscf.  Emission units with a requested allowable limit below 0.02 gr/dscf were required to perform PM stack testing to demonstrate compliance.  Initial visible emission tests were also required, and annual VE tests will be required thereafter.
Also noted in this permit is a correction to the existing Title V permit.  During a file review pertaining to this project, it was noted that Specific Condition No. H.2 in Permit No. 0570018-010-AV had inadvertently “flip-flopped” the appropriate details (i.e. material handling rate, baghouse flowrate) pertaining to the gray and masonry cement packers.  These units were affected by the project, so the process description of this permit accurately defines the appropriate parameters.
Also noted during the site inspection on March 11, 2010 were 3 pneumatic lines for direct loading of the blending plant storage bins from trucks.  This loading option was not included in Permit No. 0570018-011-AC; however, the bin loading operation is controlled by the existing Baghouse 13, which also controls particulate emissions from the blending plant (EU072).  Although this is a physical change, change in the method of operation of the facility, it should not result in an increase in actual emissions and is therefore being authorized in this permit.  In addition, the permit includes authorization to construct a new jumbo bag filling station which will be controlled by the existing Baghouse 14 (EU073).  While it is EPC staff’s belief that the construction of this new jumbo bag filling station is part of a change in the method of operation that the facility has undertaken in order to load jumbo bags as part of their facility-wide product loadout operations, it will not result in an increase in emissions.  Therefore, it is being authorized in this permit.  However, the construction without a permit of the 10 jumbo bag filling stations at Bulk Silos 19-28, in conjunction with the construction of the blending plant, may have triggered PSD.  This violation has been addressed through enforcement, Consent Order (EPC Case No. 10-0422SKW0018), and Permit Project No. 0570018-018-AV (Title V Renewal/Revision).
The DRAFT construction permit was issued on May 25, 2010 and the Notice of Intent to Issue Permit was published in the June 2, 2010 issue of The Tampa Tribune.  No comments on the air construction permit have been received from the public to date.  Comments were received from the facility’s consultant via e-mail regarding some of the details of the permit.  The details of the comments and resulting changes to the permit are summarized in the Final Determination.  The changes are not considered significant enough to require publication of another public notice.
Based upon our review of the application, we recommend approval of the attached permit as drafted.
JDS:0570018-014-AC



FINAL DETERMINATION


FOR


Florida Rock Industries, Inc.

Hillsborough County


Construction Permit


Application Number


0570018-014-AC


Environmental Protection Commission of


Hillsborough County


Tampa, FL


July 1, 2010

The Environmental Protection Commission of Hillsborough County mailed a public notice package on May 25, 2010 that included the Notice of Intent to Issue Permit No. 0570018-014-AC to Florida Rock Industries, Inc. located at 2001 Maritime Blvd., Tampa, FL  33605.  The air construction permit is being issued to modify Permit No. 0570018-011-AC to allow for the construction of a new 3-ton jumbo bag filling station, and the retention of the existing gray cement packer that was scheduled to be decommissioned.  This permit also recognizes the after-the-fact construction of 3 pneumatic lines for direct loading of the blending plant storage bins from trucks.

The Public Notice of Intent to Issue was published in the Tampa Tribune on June 2, 2010.

COMMENTS/CHANGES

No comments were received by the Environmental Protection Commission of Hillsborough County from the public on the draft construction permit.  One comment was received from the facility’s consultant via e-mail on June 14, 2010.  The e-mail from Steve Cullen (Koogler & Associates, Inc.) was in the form of a marked-up copy of the DRAFT permit with requested changes to the permit language and/or conditions.  The comments are summarized as follows:
1) Comment:  The applicant noted an inaccurate reference to EU064 rather than EU062 (Page 1, Item 1).
Response:  The permit was edited as requested.
2) Comment:  The applicant identified several minor changes to the process description of the blending plant (Page 2, Item 2).

Response:  The requested changes were verified during a site inspection of the facility on June 9, 2010.  The permit was edited as requested.
3) Comment:  The applicant requested the addition of language allowing the unloading of pumice from trucks in addition to the currently referenced method using ships, and the ability to handle it in a manner similar to gypsum (Page 3, Item 6).  The applicant also requested removal of the requirement for using a wind screen on the radial stacker because site experience has shown that the wind screens are ineffective, prone to damage, and interfere with product handling.
Response:  Although Permit No. 0570018-014-AC did not identify any changes regarding pumice handling, it does include the same requirements as specified in Permit No. 0570018-011-AC.  Since the requested addition of handling pumice by truck and through use of the radial stacker near the ship unloading hoppers does not result in greater than 8 transfer points as originally calculated for the ship unloading process, and there is no requested increase in pumice throughput, the permit was edited to add language regarding other pumice handling options.  In regard to the removal of the wind screen from the radial stacker, EPC staff does not have any objective to removing the language as requested.
4) Comment:  The applicant requested the addition of language to the process description to allow for a second loadout option for limestone that does not involve processing through a screen on-site (Page 3, Item 7).


Response:  Since the loadout of limestone directly to the hopper constitutes less drop points than the currently permitted method through the screen, the permit was edited as requested.
5) Comment:  The applicant requested removal of the reference to wet slag in Specific Condition No. B.2.


Response:  Since wet slag unloading to hoppers is addressed in Specific Condition No. C.3, the reference to wet slag was removed.
6) Comment:  The applicant requested removal of the requirement in Specific Condition No. B.5(b) to close the clamshell prior to exiting the hopper during ship unloading operations.


Response:  In regard to the removal of the requirement to close the clamshell prior to exiting the hopper during ship unloading operations, EPC staff does not have any objective to removing the language as requested.
7) Comment:  The applicant requested to change the handling rates identified in Specific Condition No. C.4 for sand and limestone to account for updated truck unloading rates since a truck can dump 20 tons in 2 minutes.

Response:  The rates were changed to reflect the updated unloading rate; however, because of our concerns regarding the accuracy of extrapolating an hourly unloading rate based on a single 2 minute unloading rate, the limit was specified as 10 tons per minute per truck.  Footnotes were added in the condition for clarification to differentiate between the truck unloading rate and the dryer processing rate.
8) Comment:  The applicant requested to amend Specific Condition No. C.17(a)(7) to include 0 as a number of potential stick conveyors in operation to cover the scenario where Conveyor No. 8 could load directly to the radial stacker.


Response:  This possible scenario was recognized, and the condition was changed to state: “The maximum number of moveable stick conveyors in operation is 3”.
CONCLUSION


The changes were not considered significant enough to require re-publication of the Public Notice.  The final action of the Environmental Protection Commission of Hillsborough County is to issue the FINAL construction permit as attached with the changes noted above.


ENVIRONMENTAL PROTECTION COMMISSION OF


HILLSBOROUGH COUNTY, as Delegated by


STATE OF FLORIDA


DEPARTMENT OF ENVIRONMENTAL PROTECTION


NOTICE OF PERMIT

Harrinarine Mootoor

Florida Rock Industries, Inc.
2001 Maritime Blvd.

Tampa, FL 33605
Dear Mr. Mootoor:




Re:  Hillsborough County - AP


Enclosed is Construction Permit Number 0570018-014-AC to modify Permit No. 0570018-011-AC to allow for the construction of a new 3-ton jumbo bag filling station, and the retention of the existing gray cement packer that was scheduled to be decommissioned.  This permit also recognizes the after-the-fact construction of 3 pneumatic lines for direct loading of the blending plant storage bins from trucks.  The remaining aspects of Permit No. 0570018-011-AC remained unchanged and included changes to install a new blending/packaging plant, realign some of the existing packaging systems, add a new rotary packer, add sand and pumice as approved products for handling, add a mobile screening operation for limestone handling, and add a third hopper for receipt of products from ships at the cement processing and material handling facility, issued pursuant to Section 403.087, Florida Statutes.


Any party to this order (permit) has the right to seek judicial review of the permit pursuant to Section 120.68, Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate Procedure, with the Clerk of the EPC in the Legal Department at 3629 Queen Palm Dr, Tampa, FL  33619; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date this Notice is filed with the clerk of the EPC.


Executed in Tampa, Florida.








Sincerely,








Richard D. Garrity, Ph.D.








Executive Director

RDG/JDS/jds

cc:  Florida Department of Environmental Protection, Southwest District (e-mail)


Stephanie Brooks, P.E.
Florida Rock Industries, Inc.








Page Two

Tampa, FL 33605

CERTIFICATE OF SERVICE

This is to certify that this NOTICE OF PERMIT and all copies were mailed before the close of business on _________________________ to the listed persons.







Clerk Stamp

FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated clerk, receipt of which is hereby acknowledged.







___________________________   ____________







Clerk                     


Date

PERMITTEE:                         



PERMIT/CERTIFICATION

Harrinarine Mootoor




Permit No:  0570018-014-AC

Florida Rock Industries, Inc.   


County:  Hillsborough

2001 Maritime Blvd. 




Expiration Date: May 25, 2011
Tampa, FL 33605

      


Project: Blending Plant, Rotary Packer, Third Hopper, 









Sand and Pumice Handling, Limestone Screen
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Rules 62-204, 62-210, 62-212, 62-296, 62-297, and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the EPC and made a part of hereof and specifically described as follows:

This permit modifies Permit No. 0570018-011-AC to allow for the construction of a new 3-ton jumbo bag filling station, and the retention of the existing gray cement packer that was scheduled to be decommissioned.  The existing gray cement packer will remain as an alternative option for packing of material from the blending plant.  This permit also recognizes the after-the-fact construction of 3 pneumatic lines for direct loading of the blending plant storage bins from trucks.  The remaining aspects of Permit No. 0570018-011-AC remained unchanged and included changes to install a new blending/packaging plant, realign some of the existing packaging systems, add a new rotary packer, add sand and pumice as approved products for handling, add a mobile screening operation for limestone handling, and add a third hopper for receipt of products from ships at the cement processing and material handling facility (formerly known as LaFarge).
The plant currently receives cement, slag and gypsum from ships for processing and shipment off-site.  The facility also handles limestone, emathlite (clay) and synthetic gypsum delivered by trucks.  The slag is dried as needed and stored in silos.  The raw products are processed in grinding ball mills or through separators and ultimately blended to the desired cementitious mixture for bulk loadout or packaging into bags.

This construction permit addresses numerous additions and changes to the current operating permit.  The changes are summarized as follows:

1. Addition of Third Hopper - Currently, wet slag or gypsum is unloaded from ships using self unloading equipment or clamshells contained on the ships.  The material is loaded into one of two hoppers that empty onto dedicated covered conveyor belts that direct the product onto a covered conveyor or directly into trucks.  The loadout of gypsum from ships to trucks is identified as EU054.  The loadout of wet slag from ships to the storage piles or to trucks is identified as EU062, EU063 and EU059.  In order to improve the efficiency of ship unloading operations, a third hopper identical to the existing two will be added and located to their north on an existing concrete pad.  This should reduce the need for a ship to reposition itself in order to continue unloading operations.  The gypsum received from the ships is typically moist and water sprays are required as needed to reduce PM emissions.

2. New Blending Plant – A new blending plant will be constructed to the east of the existing Gray Cement Packer (EU023 and EU024).  The gray cement packer was scheduled to be decommissioned; however, it will remain as an alternative option for loadout of blended material from the blending plant.  The existing baghouses (BH13 and BH14) will be used for the new blending plant.  BH13 is a Dracco Model No. 52 baghouse rated at 8,000 acfm and currently controls the screening and handling prior to the gray cement packer.  BH14 is also a Dracco Model No. 52 baghouse rated at 8,000 acfm and currently controls the gray cement packer.  The current baghouse (BH13) controlling the screening for the gray packer will now also control the product handling operation within the new blending plant.

The new blending plant main components include a new bucket elevator, a new packer, a new jumbo bag filling station with dedicated holding bin, a pneumatic pump, 4 storage bins (two 70 tons and two 50 tons), weighing hoppers, a blender (mixer), a discharge screw conveyor, and the existing cement packer.
All materials enter the blending plant via the new bucket elevator, or can be pneumatically unloaded from trucks directly to the storage bins.  The materials exiting the new bucket elevator go through a diverter gate and can be directed to any of the 4 storage bins or the packer hoppers for bagging.  Materials stored in the storage bins flow downwards (by gravity) to the weighing bins (for proportioning), to the mixer and last to the take away screw conveyor.  The mixer is a Model 2250 SKAKO blender where product is mixed at a maximum rate of approximately 80 ton/hr.  The take away screw conveyor returns the blended materials back to the new elevator or diverts the material to the pneumatic pump for transfer to storage silos.
Depending on the materials to be blended, they may originate from the pack house silos, bulk silos and/or the dryer.  Most cementitious products stored in the pack house will be conveyed via air slide to the new bucket elevator.  Dry sand will be delivered to the blending plant by truck through either a short screw conveyor to the new bucket elevator, or through the pneumatic convey lines.  As these materials exit the bucket elevator, the diverter gate will direct them to their destination.  BH 13 will control all of the previously described transfer points including the blender, the new elevator, storage bin loading, sand truck unloading, and the air slides.
From the packer storage bins, the blended product is then sent to a new blending plant packer or the existing packer. The new blending plant packer will be located in an empty slot directly east of the current gray cement packer.  The new packer has an estimated capacity of 60 ton/hr and 1,500 bags/hr.  From the jumbo bag holding bin, the blended product is sent to the jumbo bag filling station for loadout to up to 3-ton jumbo bags at an approximate loadout rate of 60 ton/hr.  BH14 will control the packer storage bins, the blending plant packer, the existing packer (former gray cement packer), the jumbo bag holding bin, and the jumbo bag filling station.  The existing packer (former gray cement packer) is now included as part of the new emission unit (EU073 - Blending Plant Packing) since it will be processing materials from the blending plant.
3. New Gray/Masonry Rotary Cement Packer - The existing White Cement Packer (EU025) will be removed and deactivated and a new rotary packer will be installed.  The new emission unit will be identified as EU071 - Gray/Masonry Cement Rotary Packer.  The baghouse (BH16) controlling the existing packer is being modified to handle the larger capacity of the new rotary packer.  IAC (Industrial Accessories Company) will be modifying BH16 by increasing the airflow to 20,000 acfm, modifying the cleaning system from reverse air to pulse-jet, extending the working height of the control device, and increasing the number of bags contained inside the baghouse.  The new unit will use 180 polyester bags approximately 80” in length.  The new rotary packer will be manufactured by Haver Filling Systems Inc., and is identified as the Haver Rotoseal Packer.  It is intended to load 3 different sizes of bags (47lb, 78lb and 94lb) at various rates, with a maximum estimated loading rate of 141 ton/hr and 4000 bags/hr.

4. White Cement Packing - The existing two Masonry Cement Packers (EU031 and EU032) will now be dedicated to the packing of white cement.  The two baghouses (BH15 and BH25) controlling the packaging operations will remain unchanged.  BH15 is a Sly Type A-360 baghouse rated at 12,000 acfm that is located on the third floor and handles emissions from the screening operation prior to the packers.  BH25 is a Pulse-Jet Model AA-1120-10 baghouse rated at 13,000 acfm that is located on the roof and handles emissions from the packing operation.

5. Addition of Sand Handling – Moist sand will be delivered by truck and stored on the property to support the new blending plant.  Prior to arrival at the facility, the sand will be washed and a reduction in the amount of fines is expected.  The sand will be reclaimed from the pile via front-end loader and loaded into the existing dryer hopper.  From the hopper it is transferred at an estimated maximum rate of 95 tons/hr to the feeder belt, then to Belt No. 3, and then into the dryer (EU058).  From the dryer the dried sand will be elevated and then conveyed through an enclosed screw conveyor into an existing unused 13,000 cubic foot storage silo.  No control equipment is planned on the silo due to the enclosed nature of the storage structure and the reduced quantity of fines in the sand.  The sand will be dropped into enclosed tanker trucks through drop sleeves as needed.  The sand will then be transported to the new blending plant as needed.  The existing dryer (EU058) throughput limit will remain at 400,000 ton/yr for all the various products combined, but the new limit for the dryer is now based on 0.02 gr/dscf and an estimated stack flow of 25,040 dscfm.

6. Addition of Pumice Handling – Pumice will be received from ships and trucks.  Pumice received from ships will be dropped into the receiving hoppers and transferred through the existing wet slag conveyor system (EU059).  Covered conveyors transport material from the hoppers to enclosed diverters, that transfer material onto covered Conveyor No. 6.  Conveyor No. 6 transports the material to enclosed Conveyor No. 7, which ascends to an enclosed tower where the material is transferred to covered Conveyor No. 8.  Conveyor No. 8 empties onto a series of up to three moveable stick conveyors, which empty onto an automatic radial stacker.  The fixed portion of the radial stacker is covered.  The radial stacker empties in the current slag storage area.  Pumice received from ships can also be unloaded into the receiving hoppers, then onto the dedicated covered conveyor belts and to the enclosed diverters that direct the product to loadout chutes instead of Conveyor No. 6.  The chutes can be used to directly load trucks which transfers the material to a storage pile on the property, or to load a mobile stacker conveyor that delivers the product to a storage pile on the property.  Pumice received from trucks will be stored in a pile on the property.  No potential emissions have been defined in the existing permit for the slag handling operation, so it is being added with this construction permit.  The pumice is intended to be received as a moist product.  The description of EU062 is being revised to include all 3 hoppers.  Since the same ship unloads the same product to all 3 hoppers, only one hopper will be required to be tested for visible emissions following issuance of this permit.

7. Addition of Limestone Handling – Moist limestone will be delivered by truck and stored on the property.  The limestone will be handled one of two ways.  For the first method, limestone will be reclaimed from the storage pile via front-end loader and placed into a hopper.  From the hopper, the limestone drops into a triple-deck screen to separate the product by size at an estimated maximum process rate of 50 ton/hr.  Three conveyors will radiate out from the various levels of the screen to convey the product to form three distinct piles based on the screen size.  Water sprays will be required to ensure that that product retains sufficient moisture to minimize particulate matter emissions.  From the screened piles, the limestone is processed through the existing dryer (EU058) system to reduce the moisture content and then provided to the plant as needed for the desired cementitious products.
For the second method, limestone will be reclaimed from the storage pile via front-end loader and placed directly into the existing dryer hopper.  The limestone will then be processed through the existing dryer (EU058) system to reduce the moisture content.  The limestone will then be provided to the plant as needed for the desired cementitious products.

The facility is currently subject to PM-RACT, so the 5% opacity standard from Rule 62-296.711(2)(a), F.A.C. and Chapter 1-3.52, Rules of the EPC, along with the allowable gr/dscf emission limit of 0.03 for the baghouses, remain applicable for the facility.  Emission units with a requested allowable limit below 0.02 gr/dscf will be required to perform PM stack testing to demonstrate compliance. Initial visible emission tests will be required, and annual VE tests will be required thereafter.

Location: 2001 Maritime Blvd., Tampa, FL 33605

NEDS NO:   0570018



UTM:
17-357.9 E, 3090.7 N
	E.U.  ID No.
	Brief Description

	-031

-032

-071

-072

-073
	White Cement Packing (Screening)

White Cement Packing (Packing)

Gray/Masonry Cement Rotary Packing

Blending Plant

Blending Plant Packing

	-054

-056
	Gypsum Unloading Operation

Gypsum Storage Pile

	-058

-059

-062

-074

-075

-076

-077

-078
	Slag/Sand/Limestone Drying (Dryer and Drag Conveyor)

Wet Slag/Pumice Handling and Conveying

Wet Slag/Pumice Ship Unloading to Hoppers

Sand Receiving and Drying

Sand Silo

Sand Truck Loadout

Limestone Receiving to Pile

Limestone Screening Operation


References Permit No.:  
0570018-010-AV
Replaces Permit No.:
0570018-011-AC
Section I.  Facility-wide Conditions.

The following conditions apply facility-wide:
1.  A part of this permit is the attached General Conditions. [Rule 62-4.160, F.A.C.]

2. All applicable rules of the Environmental Protection Commission of Hillsborough County including design discharge limitations specified in the application shall be adhered to.  The permit holder may also need to comply with county, municipal, federal, or other state regulations prior to construction. [Rule 62-4.070(7), F.A.C.]

3.  Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-296 and 62-297, F.A.C., or any other requirements under federal, state, or local law. [Rule 62-210.300, F.A.C.]

4.  The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor. [Rule 62-296.320, F.A.C.]

5.  General Particulate Emission Limiting Standards.  General Visible Emissions Standard.  Except for emissions units that are subject to a particulate matter or opacity limit set forth or established by rule and reflected by conditions in this permit, no person shall cause, let, permit, suffer or allow to be discharged into the atmosphere the emissions of air pollutants from any activity, the density of which is equal to or greater than that designated as Number 1 on the Ringelmann Chart (20 percent opacity).  EPA Method 9 is the method of compliance pursuant to Chapter 62-297, F.A.C.

[Rules 62-296.320(4)(b)1. & 4., F.A.C.]

6.  Emissions of Unconfined Particulate Matter.  Pursuant to Rules 62-296.320(4)(c)1., 3. & 4., F.A.C., reasonable precautions to prevent emissions of unconfined particulate matter at this facility include the following requirements:
a. Limiting vehicle movement in the area of unpaved roads and storage piles;
b. Providing adequate moisture to the storage piles while loading and unloading;
c. Providing adequate moisture to storage piles to control wind blown particulate matter during storage;
d. Providing a dust suppressant, as necessary, to the unpaved road;

e. Posting of speed limit sign to control the speed of vehicles on the roads to 10 mph or less; and,

f. Exercising good housekeeping practices at all times by removing material spillage promptly.

[Rules 62-4.070(3) and 62-296.320(4)(c)2., F.A.C.]

7.  When appropriate, any recording, monitoring, or reporting requirements that are time-specific shall be in accordance with the effective date of the permit, which defines day one.  The annual testing requirement is defined as calendar year (January – December).

[Rule 62-213.440, F.A.C.]
8.  Statement of Compliance.  The annual statement of compliance pursuant to Rule 62-213.440(3)(a)2., F.A.C., shall be submitted to the Department and EPA within 60 (sixty) days after the end of the calendar year using DEP Form No. 62-213.900(7), F.A.C.

[Rules 62-213.440(3) and 62-213.900, F.A.C.]

9. The permittee shall provide timely notification to the Environmental Protection Commission of Hillsborough County prior to implementing any changes that may result in a modification to this permit pursuant to Rule 62-210.200, F.A.C., Modification.  The changes may include, and are not limited to the following, and may also require prior authorization before implementation: [Rules 62-210.300, 62-4.060, and 62-4.070(3), F.A.C.]

A) Alteration or replacement of any equipment or major component of such equipment listed in the process description of this permit.
B) Installation or addition of any equipment which is a source of air pollution.
C) The storage or handling of any products other than those authorized by this permit.

10. If the permittee wishes to transfer this permit to another owner, an "Application for Transfer of Permit" (DEP Form 62-210.900(7)) shall be submitted, in duplicate, to the Environmental Protection Commission of Hillsborough County within 30 days after the sale or legal transfer of the permitted facility. [Rule 62-4.120, F.A.C.]

11.  The permittee shall operate and maintain the baghouse cleaning systems (including maintaining the air cleaning pressure where applicable) and a device to measure, within ten percent accuracy, the gas pressure differential across each baghouse.  Particulate matter emissions generated during material handling and processing operations must be vented to and controlled by the corresponding baghouse, where applicable. 

[Rules 62-213.440(1)(b) and 62-210.650, F.A.C.; Permit No. 0570018-010-AV]

12.  Any physical change or change in the method of operation, such as adding transfer drops or changing pick-up points for the control equipment, shall be considered a change to the potential to emit and requires prior notification to the Environmental Protection Commission of Hillsborough County for approval.

[Rule 62-210, F.A.C.]

13.  When the Environmental Protection Commission of Hillsborough County, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in a Department rule or in a permit issued pursuant to those rules is being violated, it may require the permittee to conduct compliance tests which identify the nature and quantity of pollutant emissions from the emissions unit and to provide a report on the results of said tests to the Environmental Protection Commission of Hillsborough County.  Stack sampling facilities must meet the requirements of Appendix SS-1, Stack Sampling Facilities.  

[Rules 62-297.310(6) and (7)(b), F.A.C.]

14.    The permittee must submit to the Environmental Protection Commission of Hillsborough County each calendar year, a completed DEP Form 62-210.900(5), "Annual Operating Report (AOR) for Air Pollutant Emitting Facility", for the preceding calendar year.  The AOR shall be submitted by April 1 of the following year.
[Rule 62-210.370(3), F.A.C.]

15.  The permittee shall notify the Air Compliance Section of the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted. 

[Rule 62-297.310(7)(a)9., F.A.C.]

16.  The permittee shall file a report with the Environmental Protection Commission of Hillsborough County on the results of each compliance test as soon as practical but no later than 45 days after the last sampling run of each test is completed.  The test report shall provide sufficient detail on the emissions unit tested and the test procedures used to allow the Environmental Protection Commission of Hillsborough County to determine if the test was properly conducted.

[Rule 62-297.310(8), F.A.C.]

17.  The permittee shall retain records of all monitoring data and support information for a period of at least 5 years from the date of the monitoring sample, measurement, report, or application.  Support information includes all calibration and maintenance records and all original strip-chart recordings for continuous monitoring instrumentation, and copies of all reports required by the permit.
[Rule 62-213.440(1)(b)2.b., F.A.C.]

18.  Unless otherwise specified in this permit, the unit “ton” shall be defined as a short ton, equivalent to 2,000 pounds (avdp).

[Rule 62-4.070, F.A.C.]
19.  In order to limit the potential to emit for the facility, the maximum allowable particulate matter (PM) emissions for the facility modifications described within this permit shall not exceed 66.5 tons per twelve consecutive month period.

[Rules 62-4.070(3) and 62-210.200 – “Potential to Emit”, F.A.C., and Construction Permit No. 0570018-011-AC]
20.  Annual Emissions Fee Form and Fee.  The annual Title V emissions fees are due (postmarked) by March 1st of each year.  The completed form and calculated fee shall be submitted to:  Major Air Pollution Source Annual Emissions Fee, P.O. Box 3070, Tallahassee, Florida  32315-3070.  The forms are available for download by accessing the Title V Annual Emissions Fee On-line Information Center at the following Internet web site:  http://www.dep.state.fl.us/air/emission/tvfee.htm.  [Rule 62-213.205, F.A.C.]
21.  Relaxations of Restrictions on Pollutant Emitting Capacity.  At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.

[Rule 62-212.400(12)(b), F.A.C.]
22.  An application for a Title V Air Operation Permit Revision shall be submitted to the Environmental Protection Commission of Hillsborough County at least 180 days before expiration of this air construction permit but no later than 90 days after completion of all testing following construction, whichever occurs first.  The application should include at least three months of records of operation as required by the recordkeeping conditions in this permit.

[Rule 62-213.420(1)(a)4., F.A.C.]

Subsection A.  This section addresses the following emissions unit(s).
	E.U.  ID No.
	Brief Description

	-031

-032

-071

-072

-073
	White Cement Packing (Screening)

White Cement Packing (Packing)

Gray/Masonry Cement Rotary Packing

Blending Plant

Blending Plant Packing


{Permitting note(s): These emissions units are regulated under: CAM – 40 CFR 64, Compliance Assurance Monitoring, adopted and incorporated by reference in Rule 62-204.800, F.A.C., PM-RACT (Rule 62-296.711, F.A.C.) and Chapter 1-3.52 Rules of the Environmental Protection Commission of Hillsborough County }

The following specific conditions apply to the emissions unit(s) listed above:
A.1.  [Reserved]

Enforceable Potential to Emit (PTE) Parameters
A.2.  The following operating limits and equipment ratings shall not be exceeded:

	E.U.
	Hours of Operation

[hours/12 months]1
	Material Handling Rate [tons/hour] 2
	Baghouse 

I.D. No.
	Baghouse Flowrate [acfm]

	031
	1,000
	150
	15
	12,000

	032
	1,000
	150
	25
	13,000

	071
	not limited
	141
	16
	20,000

	072
	not limited
	80
	13
	8,000

	073
	not limited
	60
	14
	8,000


1hours per consecutive twelve month period

2daily average

[Rule 62-210.200 – “Potential to Emit”, F.A.C.; and Construction Permit Applications received May 21, 2008 and February 24, 2010]

A.3. The following maximum allowable throughput of cementitious products through the packaging operations described in these emission units shall not be exceeded:

	E.U.
	Product
	Ton/Year1

	031/032
	White Cement
	150,000

	071
	Gray/Masonry Cement
	1,236,000

	072/073
	Cementitious Blended Products
	175,000


1tons per consecutive twelve month period

[Rule 62-210.200 – “Potential to Emit”, F.A.C.; Construction Permit No. 0570018-011-AC; and Construction Permit Applications received May 21, 2008 and February 24, 2010]

A.4.  [Reserved]

Emission Limitations and Standards
A.5.  In order to limit the potential to emit for these emission units, the following maximum allowable particulate matter (PM) emissions and opacity emissions standards shall not be exceeded:

	
	Emissions Standard

	E.U.
	[grains/dscf]
	TPY1
	Opacity

	031
	0.03
	1.5
	5%

	032
	0.03
	1.7
	5%

	071
	0.01
	7.4
	5%

	072
	0.015
	4.5
	5%

	073
	0.015
	4.5
	5%


1tons per consecutive twelve month period

[Rules 62-210.200 – “Potential to Emit” and 62-296.711(2)(a), F.A.C.; Section 1-3.52 Rules of the Environmental Protection Commission of Hillsborough County; and Construction Permit Applications received May 21, 2008 and February 24, 2010]

A.6. In order to ensure compliance with Specific Condition Nos. A.2, A.3 and A.5, the following reasonable precautions to prevent emissions of unconfined particulate matter at this facility shall apply:

(a) All cement handling and packaging operations shall be vented to the designated control device (baghouse) as designed.

(b) The control devices shall be in operation at all times when any material is being processed through the related handling/packaging systems.

(c) The separate packing operations on the blending plant shall not operate simultaneously.

[Rules 62-296.320(4)(c) and 62-4.070(3), F.A.C.; and Construction Permit Application received February 24, 2010]
A.7. [Reserved]

Test Methods and Procedures
A.8.  Test all the emission units in this subsection (EU031, EU032, EU071, EU072, and EU073) for visible emissions within 60 days of initially handling/packaging the product specified for each emission unit, and annually thereafter.  In addition, test the blending plant packing (EU073) emission unit while loading to the jumbo bag filling station within 30 days of completion of its construction.  Submit two copies of the test data to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County (EPCHC) within 45 days of testing.  The visible emissions should be observed from the highest point of opacity during the period in which the highest opacity emissions can reasonably be expected.   [Rules 62-297.310 F.A.C., and Rule 62-4.070(3), F.A.C.]

A.9.   In conjunction with the testing requirements from Specific Condition No. A.8., the permittee shall also test the exhaust from the baghouses controlling EU071, EU072, and EU073 for particulate matter emissions within 60 days of initially handling/packaging the product specified for each emission unit to demonstrate compliance with the gr/dscf emission limits specified in Specific Condition No. A.5.  Based on the results of the particulate matter stack tests, EPC may require future particulate matter stack tests at a frequency deemed necessary to provide reasonable assurance of continued compliance.  The permittee shall submit two copies of the test data to the EPC within 45 days of such testing.  Testing procedures shall be consistent with the requirements of Rule 62-297.310, F.A.C.   [Rules 62-297.310 and 62-4.070(3), F.A.C.]

A.10.  The test method for visible emissions shall be shall be EPA Method 9, incorporated and adopted by reference in Rule 62-297, F.A.C.  The test method for particulate matter shall be EPA Methods 1, 2, 4, and 5, incorporated and adopted by reference in Rule 62-297, F.A.C.  The minimum EPA Method 5 sample volume shall be 30 dry standard cubic feet.  The permittee shall record and report the gas pressure differential across each baghouse during each required compliance test.

[Rules 62-296.711 and 62-213.440(1)(b), F.A.C.]
A.11. Testing of emissions shall be conducted with the sources operating at capacity.  Capacity is defined as 90-100% of the material handling rates in Specific Condition No. A.2.  For the new blending plant handling (EU072), the blender should be in operation, including normal material transfer through the elevator, during the test.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the Environmental Protection Commission of Hillsborough County.  Failure to submit the input rates and actual operating conditions, including the pressure differential across the baghouse, may invalidate the test.

[Rule 62-297.310(2), F.A.C.]

A.12.  The required minimum period of observation for an EPA Method 9 compliance test shall be thirty (30) minutes.

[Rule 62-297.310(4)(a), F.A.C.]

A.13.  A visible emissions test indicating no visible emissions (5 percent opacity) may be submitted in lieu of a particulate stack test for the white cement packing operation (EU031 and EU032), since it is equipped with a baghouse and remains subject to the 0.03 gr/dscf standard from Rule 62-296.711, F.A.C. Because of the expense and complexity of conducting a stack test on minor sources of particulate matter, the Environmental Protection Commission of Hillsborough County pursuant to the authority granted under Rule 62-297.620(4), F.A.C. hereby allows the particulate testing to be waived in lieu of a visible emission standard not to exceed an opacity of 5%.  If the EPC has reason to believe that the particulate weight emission standard is not being met, it shall require that compliance be demonstrated by Method 5 testing.

[Rules 62-296.711 and 62-297.310(7)(b), F.A.C.]

Continuous Monitoring Requirements

A.14. These emissions units are subject to the CAM requirements contained in the current operating permit.  Failure to adhere to the monitoring requirements specified does not necessarily indicate an exceedance of a specific emissions limitation; however, it may constitute good reason to require compliance testing pursuant to Rule 62-297.310(7)(b), F.A.C.

[40 CFR 64; and Rules 62-204.800 and 62-213.440(1)(b)1.a., F.A.C.]

Monitoring, Recordkeeping and Reporting Requirements
A.15. The Operation and Maintenance Plan for Particulate Matter for the baghouses in this subsection shall be evaluated and updated as necessary based on any changes associated with this project.  The updated O&M Plan shall be included in the Revision Permit application required by Facility-Wide Condition 22.

[Rules 62-296.700 and 62-213.440(1)(b), F.A.C.; 0570018-006-AC]
A.16.  The permittee shall maintain records to, in part, demonstrate compliance with the requirements of Specific Condition Nos. A.2., A.3., and A.5.  The records shall include, as a minimum, the following information and shall be made available for inspection by the Environmental Protection Commission of Hillsborough County for at least five years:
(a) Daily (if operating)

(1) Day, Month, Year

(2) Pressure drop [inches H2O] across each baghouse as required by the current Operation and Maintenance Plan

(3) Result of each instantaneous visual emissions determination on each emissions unit as required by the current Operation and Maintenance Plan

(b) Monthly

(1)  Month, Year

(2) The combined amount of gray and masonry cement packaged by the rotary packer (EU071) during the month [tons] and the most recent consecutive twelve month period [tons/12 months]

(3) The amount of blended cementitious product packaged through the new blending plant (EU072 and EU073) during the month [tons] and the most recent consecutive twelve month period [tons/12 months]

(4) The amount of white cement packaged through the white cement packaging plant (EU031 and EU032) during the month [tons] and the most recent consecutive twelve month period [tons/12 months]

(5) Hours of operation for the cement packaging plant (EU031 and EU032) during each month [hours/month] and the most recent consecutive twelve month period [tons/12 months]

[Rules 62-213.440(1)(b), 62-4.070(3) and 62-4.160(14), F.A.C.]

Subsection B.  This section addresses the following emissions unit(s).
	E.U.  ID No.
	Brief Description

	-054

-056
	Gypsum Unloading Operation (Ship to Hoppers to Belt to Chute to Truck)

Gypsum Storage Pile (Truck to Storage Pile & Storage Pile to Truck)


{Permit Note:  Wet slag can also be unloaded to trucks through the unloading system, but the emissions are addressed as part of EU059 in Subsection C.}

The following specific conditions apply to the emissions unit(s) listed above:
B.1.  [Reserved]

Enforceable Potential to Emit (PTE) Parameters
B.2.  The following operating limits for natural gypsum rock unloading, storage, and transfer shall not be exceeded:

	E.U.
	Hours of Operation

[hours/12 months]1
	Material Handling Rate 

[tons/hour] 2

	054
	200
	700 - clamshell unloading

2,000 - self unloading

	056
	3,500
	400 – loadout from pile to truck


1hours per consecutive twelve month period

2daily average

[Rule 62-210.200 – “Potential to Emit”, F.A.C.; Permit No. 0570018-010-AV; and Construction Permit Application received May 21, 2008]

B.3. Gypsum rock unloading is limited to 270,000 tons during any consecutive twelve month period.

[Rule 62-210.200 – “Potential to Emit”, F.A.C.; and Construction Permit Application received May 21, 2008]

Emission Limitations and Standards

B.4.  In order to limit the potential to emit for these emission units, the following maximum allowable particulate matter (PM) emissions and opacity emissions standards shall not be exceeded:

	
	Emissions Standard

	E.U.
	Ton/Year1
	Opacity

	054
	4.1
	5%

	056
	4.1
	5%


1tons per consecutive twelve month period

[Rules 62-210.200 – “Potential to Emit” and 62-296.711(2)(a), F.A.C.; Section 1-3.52 Rules of the Environmental Protection Commission of Hillsborough County; and Construction Permit Application received May 21, 2008]

B.5. In order to ensure compliance with Specific Condition Nos. B.2, B.3, and B.4, the following reasonable precautions to prevent emissions of unconfined particulate matter at this facility shall apply:

(a) Enclose all conveyor belts on the top and sides.

(b) When material is discharged into a receiving hopper from a clamshell, the free fall distance shall not exceed 4 ft. and the clamshell shall not be opened until it is below the sides of the hopper.
(c) Water sprays, or similar chemical coating applicators, shall be used as necessary on the product at the receiving hoppers, transfer points, storage pile and plant grounds to ensure sufficient dust suppression to meet opacity standards while material is transferred or stored.

(d) Material spillage or leakage from the clamshell shall be kept at a minimum.  The clamshell shall be maintained so that it has a tight lip.

(e) The clamshell shall be kept clean at all times, and accumulation of material in the clamshell is prohibited.

(f) Use of front-end loaders and bulldozers in the marine vessel hold shall be minimized to the extent possible.

(g) No blowers shall be used in the marine vessel holds to gather material for the final clean out of the cargo hold.

(h) Tarps or similar coverings shall be used as needed to minimize particulate emissions from the shiphold.

[Rules 62-296.320(4)(c) and 62-4.070(3), F.A.C.; Permit No. 0570018-010-AV]

B.6.  [Reserved]

Test Methods and Procedures
B.7.  Test the hoppers, used during ship unloading, for visible emissions the first time that gypsum is handled following completion of construction of the third hopper, and annually thereafter.  The initial test shall specifically include observation of the new third hopper as part of test, and it should be clearly documented in the test report.  Future annual tests can be done on any single or combination of hoppers loaded during the testing period.  Submit two copies of the test data to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County (EPCHC) within 45 days of testing.  [Rules 62-297.310 F.A.C., and Rule 62-4.070(3), F.A.C.]  

{Permit Note: Since this project only addresses the addition of the third hopper, that is the only visible test required; however, annual testing of the ship unloading and storage pile is still required by the operating permit.}

B.8.  The test method for visible emissions shall be shall be EPA Method 9, incorporated and adopted by reference in Rule 62-297, F.A.C. 

[Rule 62-296.711(3)(a), F.A.C. and Section 1-3.52 Rules of the EPC]
B.9. Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of the material handling rates in Specific Condition No. B.2.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the Environmental Protection Commission of Hillsborough County.  Failure to submit the input rates and actual operating conditions, including the type of vessel unloading, may invalidate the test.

[Rule 62-297.310(2), F.A.C.]

B.10.  The required minimum period of observation for an EPA Method 9 compliance test shall be thirty (30) minutes.

[Rule 62-297.310(4)(a), F.A.C.]

B.11.  [Reserved]

Monitoring, Recordkeeping and Reporting Requirements
B.12.  Operation and Maintenance Plan for Particulate Matter Control

(a) The following observations, checks and operations apply and shall be conducted on the schedule specified:

(1) Daily (if operating)

(i) Perform an instantaneous visual emissions determination on each emissions unit.

(2) Before Every Unloading Operation

(i) Position any necessary water sprays and check spray pattern.

(ii) Prepare hoses for spraying ship holds.

(iii) Check belt skirting at transfer points.

(3) During Every Unloading Operation

(i) Observe ship cranes for dusting while unloading into hoppers.

(ii) Add water to ship holds as necessary.

(iii) Observe transfer to and from the storage pile.  Add water as necessary.

(b) Records: Records of inspections, maintenance, and performance parameters shall be retained for a minimum of five years and shall be made available to the Environmental Protection Commission of Hillsborough County upon request.

(c) Deviations: If visible emissions are observed pursuant to Specific Condition No. B.4., then immediate corrective action shall be taken and a deviation report shall be submitted within 30 days of the deviation to the Environmental Protection Commission of Hillsborough County.

[Rules 62-296.700 and 62-213.440(1)(b), F.A.C.; Permit No. 0570018-010-AV]

B.13.  The permittee shall maintain records to, in part, demonstrate compliance with the requirements of Specific Condition Nos. B.2., B.3., B.4., and B.12.  The records shall include, as a minimum, the following information and shall be made available for inspection by the Environmental Protection Commission of Hillsborough County for at least five years: 

(a) Daily

(1) Day, Month, Year

(2) Result of each instantaneous visual emissions determination on each emissions unit as required by the Operation and Maintenance Plan

(b) Monthly

(1) Month, Year

(2) Hours of operation for each emissions unit during the month [hours] and the most recent consecutive twelve month period [hours/12 months]

(3) Amount of gypsum unloaded during the month [tons] and the most recent consecutive twelve month period [tons/12 months]

[Rules 62-213.440(1)(b), 62-4.070(3) and 62-4.160(14), F.A.C.]

Subsection C.  This section addresses the following emissions unit(s).
	E.U.  ID No.
	Brief Description

	-058

-059

-062

-074

-075

-076

-077

-078
	Slag/Sand/Limestone Drying (Dryer and Drag Conveyor)

Wet Slag/Pumice Handling and Conveying (Receiving Hoppers to Conveyors to Storage Piles)

Wet Slag/Pumice Ship Unloading (Ship Unloader to Hoppers)

Sand Receiving and Drying

Sand Silo

Sand Truck Loadout

Limestone Receiving to Pile

Limestone Screening Operation


{Permitting note(s): These emissions units are regulated under: PM-RACT (Rule 62-296.711, F.A.C.) and Chapter 1-3.52 Rules of the Environmental Protection Commission of Hillsborough County.  Wet slag and pumice can also be unloaded to hoppers and then directly to trucks (see EU054).  The potential emissions for EU059 are based on loadout to the storage piles, which is higher than if all were unloaded to trucks.  Recordkeeping is required to document the type of unloading and total PM emissions.}

The following specific conditions apply to the emissions unit(s) listed above:
C.1.  [Reserved.]

Enforceable Potential to Emit (PTE) Parameters
C.2.  The following operating limits and equipment ratings shall not be exceeded for the slag/sand/limestone drying process:

	E.U.
	Hours of Operation

[hours/12 months]1
	Product Feed Rate [tons/hour] 2
	Burner Rating

[MMBTU/hour]
	Baghouse

I.D. No.
	Baghouse Flowrate [acfm]

	058
	5,333
	95
	49
	26
	31,300


1hours per consecutive twelve month period

2daily average

[Rule 62-210.200 – “Potential to Emit”, F.A.C.; Permit No. 0570018-010-AV; and Construction Permit Application received May 21, 2008]

C.3. The following operating limits shall not be exceeded for the slag/pumice unloading/handling operation:

	E.U.
	Wet Slag

Throughput

[tons/year]1
	Pumice

Throughput

[tons/year]1
	Wet Slag/Pumice Handling Rate (tph)
	Minimum Wet Slag Moisture Content

(% by wt.)

	059
	400,000
	150,000
	800
	6%

	062
	400,000
	150,000
	800
	6%


1tons per consecutive twelve month period

[Rule 62-210.200 – “Potential to Emit”, F.A.C.; Permit No. 0570018-010-AV; and Construction Permit Application received May 21, 2008]

C.4.  The following operating limits shall not be exceeded for the sand and limestone handling operations:

	E.U.
	Sand

Throughput

[tons/year]1
	Limestone

Throughput

[tons/year]1
	Handling Rate (tph)

	074
	175,000
	N/A
	10 (ton/min)2 / 953

	075
	175,000
	N/A
	95

	076
	175,000
	N/A
	95

	077
	N/A
	50,000
	10 (ton/min) 2

	078
	N/A
	50,000
	50


1- tons per consecutive twelve month period
2- tons per minute per truck based on an unloading rate of 20 tons in 2 minutes
3- dryer process rate
[Rule 62-210.200 – “Potential to Emit”, F.A.C.; and Construction Permit Application received May 21, 2008]

Emission Limitations and Standards
C.5.  In order to limit the potential to emit for these emission units, the following maximum allowable particulate matter (PM) emissions and opacity emissions standards shall not be exceeded:
	
	Emissions Standard

	E.U.
	[grains/dscf]
	Ton/Year1
	Opacity

	058
	0.02
	11.4
	5%

	059
	N/A
	16.6
	5%

	062
	N/A
	1.8
	5%

	074
	N/A
	6.3
	5%

	075
	N/A
	1.7
	5%

	076
	N/A
	1.7
	5%

	077
	N/A
	0.8
	5%

	078
	N/A
	2.5
	5%


1tons per consecutive twelve month period

[Rules 62-210.200 – “Potential to Emit” and 62-296.711(2)(a), F.A.C.; Section 1-3.52 Rules of the Environmental Protection Commission of Hillsborough County; and Construction Permit Application received May 21, 2008]

C.6.  The following work practice standards shall apply for dryer (EU058):

(a) Only slag, sand, or limestone shall be processed through the dryer.

(b) Dryer emissions shall be vented through the baghouse system.

(c) The baghouse controlling the dryer operation shall be in operation whenever product is charged to the dryer.

(d) The dryer shall be fired exclusively on natural gas.

[Rule 62-4.070(3), F.A.C.; Permit No. 0570018-010-AV; and Construction Permit Application received May 21, 2008]

C.7.  In order to ensure compliance with Specific Condition Nos. C.2, C.3, C.4 and C.5, the following reasonable precautions to prevent emissions of unconfined particulate matter at this facility shall apply:

(a) Apply water via water sprays to the limestone whenever it is being handled prior to the dryer.  Water sprays shall be permanently attached to the screener and in operation during limestone screening.

(b) Enclose all conveyor belts on the top and sides.

(c) When material is discharged into a receiving hopper from a clamshell, the free fall distance shall not exceed 4 ft. and the clamshell shall not be opened until it is below the sides of the hopper.  The clamshell shall be closed prior to exiting the receiving hopper as well.

(d) Water sprays, or similar chemical coating applicators, shall be used as necessary on the slag, pumice or sand at the receiving hoppers, transfer points, storage piles and plant grounds to ensure sufficient dust suppression to meet opacity standards while material is transferred or stored.

(e) Material spillage or leakage from the clamshell shall be kept at a minimum.  The clamshell shall be maintained so that it has a tight lip.

(f) The clamshell shall be kept clean at all times, and accumulation of material in the clamshell is prohibited.

(g) Use of front-end loaders and bulldozers in the marine vessel hold shall be minimized to the extent possible.

(h) No blowers shall be used in the marine vessel holds to gather material for the final clean out of the cargo hold.

(i) Tarps or similar coverings shall be used as needed to minimize particulate emissions from the shiphold and other uncontrolled emission points.

(j) Vacuum or wetting of areas used by vehicles and machines.

(k) Curtailing or ceasing operations when necessary, especially in situations with high winds, in order to comply with the opacity standard.

(l) Minimize the drop height for all conveyor drops to piles.

(m) Maintain the sand silo in good working order to assure compliance with the opacity limit during loading.

(n) Maintain the drop sleeve from the sand silo in good working order and ensure that displaced emissions from the trucks during truck loading are not in excess of the opacity standard.

[Rules 62-296.320(4)(c) and 62-4.070(3), F.A.C.; Permit No. 0570018-010-AV]

C.8.  [Reserved]

Test Methods and Procedures
C.9.  Prior to the beginning of each slag unloading  and handling operation, test each shipload of slag and the slag fed to the dryer for moisture content.  The moisture content shall be an average of three samples taken at different times during operations.    

[0570018-006-AC]

C.10. Test the following emissions points for each unit for visible emissions in the time frame indicated:

EU058 - Dryer 

1. Dryer/Baghouse Exhaust – Test the dryer the first time either sand or limestone is processed, and annually thereafter.

EU059 – Wet Slag/Pumice Handling

1. Stacker Conveyor Drop to Pile - Test the stacker conveyor drop to pile the first time pumice is unloaded from ships, and annually thereafter.

EU062 – Wet Slag/Pumice Unloading

1. Ship Unloading to Hoppers - Test the ship unloader drop into the hoppers the first time pumice is unloaded from ships, and annually thereafter.  The test can be done on any single or combination of hoppers loaded during the testing period.

EU074 - Sand Receiving and Drying

1. Truck Unload to Pile – Test the truck unloading to piles the first time sand is unloaded from trucks, and annually thereafter.

2. Front-end Loader to Dryer Hopper - Test the front-end loader drop into the dryer hopper the first time sand is processed through the dryer, and annually thereafter.

EU075 - Sand Silo

1. Sand Silo - Test the loading of the sand silo from the silo exhaust the first time sand is processed through the dryer and loaded into the silo, and annually thereafter.

EU076 - Sand Truck Loadout
1. Sand Truck Loadout - Test the truck loading operation the first time sand is loaded into trucks from the sand silo, and annually thereafter.

EU077 - Limestone Receiving to Pile

1. Limestone Receiving to Pile - Test the truck unloading to piles the first time limestone is unloaded from trucks, and annually thereafter.

EU078 - Limestone Screening Operation
1. Screen Hopper – Test the front-end loader drop into the screen hopper the first time limestone is processed through the screen, and annually thereafter.

2. Screen – Test the screening operation from the point of highest opacity the first time limestone is processed through the screen, and annually thereafter.

3. Screen Conveyor Drop to Piles – Test the screen conveyor drops to the piles from the point of highest opacity (i.e. pile with highest noted emissions) the first time limestone is processed through the screen, and annually thereafter.

Submit two copies of the test data to the Air Compliance Section of the Air Management Division of the Environmental Protection Commission of Hillsborough County (EPCHC) within 45 days of testing.  The visible emissions should be observed from the highest point of opacity during the period in which the highest opacity emissions can reasonably be expected.   [Rules 62-297.310 F.A.C., and Rule 62-4.070(3), F.A.C.]

C.11. The test method for moisture content shall be ASTM Method D-2216 or an equivalent method.  The test method for visible emissions shall be shall be EPA Method 9, incorporated and adopted by reference in Rule 62-297, F.A.C.  The test method for particulate matter shall be EPA Methods 1, 2, 4, and 5, incorporated and adopted by reference in Rule 62-297, F.A.C.  The minimum EPA Method 5 sample volume shall be 30 dry standard cubic feet.  The permittee shall record and report the gas pressure differential across the baghouse during each compliance test and document operation of water sprays while handling limestone.

[Rules 62-296.711 and 62-213.440(1)(b), F.A.C.; and Permit No. 0570018-010-AV]
C.12. Testing of emissions shall be conducted with the sources operating at capacity.  Capacity is defined as 90-100% of the material handling rates in Specific Condition Nos. C.2., C.3. and C.4.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the Environmental Protection Commission of Hillsborough County.  Failure to submit the input rates and actual operating conditions, including pressure differential across the baghouse, may invalidate the test.

[0570018-006-AC and Rule 62-297.310(2), F.A.C.]

C.13. The required minimum period of observation for an EPA Method 9 compliance test shall be thirty (30) minutes.

[Rule 62-297.310(4)(a), F.A.C.]

C.14.  A visible emissions test indicating no visible emissions (5 percent opacity) may be submitted in lieu of a particulate stack test for the dryer (EU058), since it is equipped with a baghouse.  Because of the expense and complexity of conducting a stack test on minor sources of particulate matter, the Environmental Protection Commission of Hillsborough County pursuant to the authority granted under Rule 62-297.620(4), F.A.C. hereby allows the particulate testing to be waived in lieu of a visible emission standard not to exceed an opacity of 5%.  If the EPC has reason to believe that the particulate weight emission standard is not being met, it shall require that compliance be demonstrated by Method 5 testing.

[Rule 62-296.711(3)(c), F.A.C.]

Continuous Monitoring Requirements

C.15. The dryer (EU058) is subject to the CAM requirements contained in Appendix CAM of the Title V operating permit.  Failure to adhere to the monitoring requirements specified does not necessarily indicate an exceedance of a specific emissions limitation; however, it may constitute good reason to require compliance testing pursuant to Rule 62-297.310(7)(b), F.A.C.

[40 CFR 64; and Rules 62-204.800 and 62-213.440(1)(b)1.a., F.A.C.]

Monitoring, Recordkeeping and Reporting Requirements
C.16. The Operation and Maintenance Plan for Particulate Matter for the dryer baghouse shall be evaluated and updated as necessary based on any changes associated with this project.  The updated O&M Plan shall be included in the Revision Permit application required by Facility-Wide Condition 22.

[Rules 62-296.700 and 62-213.440(1)(b), F.A.C.; 0570018-006-AC]
C.17.  The permittee shall maintain records to, in part, demonstrate compliance with the requirements of Specific Condition Nos. C.2., C.3., C.4., and C.5.  The records shall include, as a minimum, the following information and shall be made available for inspection by the Environmental Protection Commission of Hillsborough County for at least five years: 
(a) Daily (if operating)

(1) Day, Month, Year

(2) Daily average product feed rate to the dryer when in operation [tons/hour]

(3) Pressure drop [inches H2O] across the baghouse as required by the current Operation and Maintenance Plan

(4) Result of each instantaneous visual emissions determination as required by the current Operation and Maintenance Plan

(5) Hours of operation for the slag/pumice conveyance system (hours/day)

(6) Amount of slag and pumice transferred (tons/day and tons/hour – calculated daily)

(7) The maximum number of moveable stick conveyors in operation is 3
(b) Monthly

(1) Month, Year

(2) EU058 (Dryer and Baghouse) - Hours of operation for the emissions unit during each month [hours] and the most recent consecutive twelve month period [hours/12 months]

(3) Hours of operation for the slag/pumice conveyance system during each month [hours/month] and the most recent consecutive twelve month period [tons/12 months]

(4) Amount of slag and pumice unloaded during each month [tons] and the most recent consecutive twelve month period [tons/12 months]

(5) Slag moisture content for each unloaded slag ship/barge and at the beginning of slag drying as required by Specific Condition No. C.8. [% weight]

(6) Amount of sand unloaded during each month [tons] and the most recent consecutive twelve month period [tons/12 months]

(7) Amount of limestone unloaded [tons] and processed through the screen [tons] during each month and the most recent consecutive twelve month period [tons/12 months]

[Rules 62-213.440(1)(b), 62-4.070(3) and 62-4.160(14), F.A.C.; and Permit No. 0570018-005-AC]
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