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NOTICE OF ADMINISTRATIVELY CORRECTED TITLE V AIR OPERATION PERMIT 

In the Matter of a Request for Administrative Correction: 

Mr. Ron Bishop, Director – Big Bend Station 
Tampa Electric Company 
P.O. Bo Tampa, FL  33601-0111x 111 

Project No.  0570039-112-AV 
Administrative Correction to: 
Permit No. 0570039-101-AV 

Hillsborough County 

Enclosed are the administratively corrected pages to Title V Air Operation Permit No. 0570039-101-AV for the 
operation of the Big Bend Station located in Hillsborough County at 13031 Wyandotte Road in Apollo Beach, 
Florida.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code (F.A.C.), and 
Chapter 403, Florida Statutes (F.S.).  This change is made at the applicant’s request dated August 25, 2017, to 
administratively correct the facility’s Title V air operating permit to include the approved Mercury Air Toxics 
Standards (MATS) emissions averaging plan pursuant to the National Emissions Standards for Hazardous Air 
Pollutants, Subpart UUUUU of Title 40, Part 63 of the Code of Federal Regulations (40 CFR 63).  This change 
allows the facility to average sulfur dioxide (SO2) and particulate matter (PM) emissions across Fossil Fuel Fire 
Steam Generating Unit Nos. 1 – 4.  This corrective action does not alter the effective dates of the existing permit, 
nor does it authorize exceedances of any other emission limits.  A copy of this corrective action shall be kept on 
file at the facility with the permit being corrected and shall be incorporated into the permit the next time it is 
opened. 

The Department of Environmental Protection (Department) will consider the above-noted action final unless a 
timely petition for an administrative hearing is filed pursuant to Sections 120.569 and 120.57, F.S.  Mediation 
under Section 120.573, F.S., will not be available for this proposed action. 

Petitions:  A person whose substantial interests are affected by the proposed permitting decision may petition for 
an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the 
information set forth below and must be filed with (received by) the Department’s Agency Clerk in the Office of 
General Counsel of the Department of Environmental Protection, 3900 Commonwealth Boulevard, Mail Station 
#35, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us, before the deadline.  Petitions must be filed 
within 14 days of receipt of this administratively corrected permit.  A petitioner shall mail a copy of the petition to 
the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition 
within the appropriate time period shall constitute a waiver of that person’s right to request an administrative 
determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and 
participate as a party to it.  Any subsequent intervention (in a proceeding initiated by another party) will be only at 
the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C. 

A petition that disputes the material facts on which the Permitting Authority’s action is based must contain the 
following information: (a) The name and address of each agency affected and each agency’s file or identification 
number, if known; (b) The name, address, and telephone number of the petitioner; the name, address and 
telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during 
the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by 
the agency determination; (c) A statement of when and how each petitioner received notice of the agency action 
or proposed decision; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so 
state; (e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends 
warrant reversal or modification of the agency’s proposed action; (f) A statement of the specific rules or statutes 
the petitioner contends require reversal or modification of the agency’s proposed action including an explanation 
of how the alleged facts relate to the specific rules or statutes; and, (g) A statement of the relief sought by the 
petitioner, stating precisely the action the petitioner wishes the agency to take with respect to the agency’s 
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proposed action.  A petition that does not dispute the material facts upon which the Permitting Authority’s action 
is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth 
above, as required by Rule 28-106.301, F.A.C. 

Because the administrative hearing process is designed to formulate final agency action, the filing of a petition 
means that the Permitting Authority’s final action may be different from the position taken by it in this written 
notice.  Persons whose substantial interests will be affected by any such final decision of the Permitting Authority 
on the application have the right to petition to become a party to the proceeding, in accordance with the 
requirements set forth above. 

Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under 
Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure 
with the clerk of the Department of Environmental Protection in the Office of General Counsel, 3900 
Commonwealth Boulevard, MS 35, Tallahassee, Florida 32399-3000, Agency_Clerk@dep.state.fl.us, and by 
filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court 
of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department. 

Executed in Tallahassee, Florida. 
 
 
 
 
 
For: 
Syed Arif, P.E., Program Administrator 
Office of Permitting and Compliance 
Division of Air Resource Management 

SA/dlr/srl 

CERTIFICATE OF SERVICE 

The undersigned duly designated deputy agency clerk hereby certifies that this Notice of Administratively 
Corrected Permit (including the corrected pages) or a link to these documents made available electronically on a 
publicly accessible server, was sent by electronic mail with received receipt requested to the persons listed below: 

Mr. Ron Bishop, Tampa Electric Company:  rdbishop@tecoenergy.com  
Mr. Robert A. Velasco P.E., Tampa Electric Company:  ravalesco@tecoenergy.com  
Ms. Diana Lee, Hillsborough County Environmental Protection Commission:  lee@epchc.org  
EPA Region 4:  R4TitleVFL@epa.gov  

Clerk Stamp 

FILING AND ACKNOWLEDGMENT FILED, on 
this date, pursuant to Section 120.52(7), Florida Statutes, 
with the designated agency clerk, receipt of which is 
hereby acknowledged. 
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The following permit condition is revised as indicated.  Strikethrough is used to denote the deletion of test 
Double-underlines are used to denote the addition of text.  All changes are emphasized with shading. 

1. Pursuant to 40 CFR 63.10009 and the facility’s MATS compliance plan submitted December 16, 2014, the 
permittee has elected to average sulfur dioxide (SO2) emissions from emissions units (EU) 1 - 4 to comply 
with the MATS emissions limit for SO2 as an alternative to complying with the emissions limit for HCl.  To 
clarify that compliance with the MATS SO2 emissions limit is based on the average of the emissions from 
EUs 1 - 4, Specific Conditions A.10. and B.14. are hereby administratively changed as follows: 

A.10. SO2 Emissions.   
a. As determined by CEMS, the weighted average SO2 emissions rate from Units 1 – 4, calculated 

pursuant to 40 CFR 63.10009, shall not exceed 0.20 lb/MMBtu or 1.5 pound per megawatt hour 
(lb/MWh) from each unit based on a 30-day rolling average; or, hydrogen chloride (HCl) emissions 
of 0.002 lb/MMBtu or 0.02 lb/MWh from each unit based on a 30-day rolling average.  Pursuant to 
40 CFR 63.10009(k) – (n), Units 1 and 2 may utilize common stack requirements for the purpose of 
SO2 emissions averaging.  If the permittee complies with the weighted average SO2 emissions limit of 
0.20 lb/MMBtu or 1.5 lb/MWh limit, compliance with this emission limit will demonstrate 
compliance with the following emission standards, provided the individual emissions limit of 0.25 
lb/MMBtu in paragraph a.(1) is not exceeded: 
(1) Each unit shall not exceed 0.25 lb/MMBtu based on a 30-day rolling average. 
(2) Each unit shall not exceed 6.5 lb/MMBtu based on a 2-hour average.   
(3) Units 1 – 3, combined, shall not exceed 31.5 tons/hour based on a 3-hour average. 
(4) Units 1 – 3, combined, shall not exceed 25 tons/hour based on a 24-hour block average. 
(5) Units 1 and 2, combined, shall not exceed 16.5 tons/hour based on a 24-hour block average. 
(6) Unit 3 shall not exceed 8.5 tons/hour based on a 24-hour block average. 

B.14. SO2 Emissions.   
c. As determined by CEMS, the weighted average SO2 emissions rate from Units 1 – 4, calculated 

pursuant to 40 CFR 63.10009, shall not exceed 0.20 lb/MMBtu or 1.5 lb/MWh, based on a 30-day 
rolling average; or, hydrogen chloride (HCl) emissions of 0.002 lb/MMBtu or 0.02 lb/MWh based on 
a 30-day rolling average. 

2. Pursuant to 40 CFR 63, Subpart UUUUU, and the facility’s MATS compliance plan submitted December 16, 
2014, the facility may average particulate matter (PM) emissions from all emissions units subject to MATS 
for purposes of MATS compliance.  Specific Conditions A.11. and B.15 are hereby administratively changed 
as follows: 

A.11. PM Emissions. 
c. The weighted average PM Eemissions rate from Units 1 – 4, calculated pursuant to 40 CFR 63.10009, 

shall not exceed 0.03 lb/MMBtu or 0.3 lb/MWh from each unit based on a 30-day rolling average.  
Pursuant to 40 CFR 63.10009(k) – (n), Units 1 and 2 may utilize common stack requirements for the 
purpose of PM emissions averaging. 

[Rules 62-210.700(3), 62-213.440; NESHAP Subpart UUUUU of 40 CFR 63; and, Permit Nos. 0570039-
060-AC and 0570039-082-AC.] 

B.15. PM Emissions. 
c. The weighted average PM Eemissions rate from Units 1 – 4, calculated pursuant to 40 CFR 63.10009, 

shall not exceed 0.03 lb/MMBtu or 0.3 lb/MWh on a 30-day rolling average.  Utilization of this 
emissions averaging method for compliance with the MATS limit does not authorize exceedance of 
the limits in paragraphs a. and b. 
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A.8. Circumvention.  The owner or operator shall not circumvent or operate the air pollution control 
equipment in such a manner which would violate allowable emission rates established for these units.   
[Rule 62-210.650, F.A.C.; and, Permit No 0570039-066-AC] 

Emission Limitations and Standards 

{Permitting Note:  The attached Table 1, Summary of Air Pollutant Standards, summarizes information for 
convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

Unless otherwise specified, the averaging times for Specific Conditions A.9 – A.14 are based on the specified 
averaging time of the applicable test method. 

A.9. NOX Emissions.   
a. As determined by CEMS, NOX emissions from each electrical generating unit shall not exceed 0.12 

pounds per million British thermal unit (lb/MMBtu) of heat input based on a heat input weighted 30-day 
rolling average when combusting solid fuels.  {Permitting Note:  For informational purposes, the NOX 
limit equates to: 484.4 lb/hour and 2,121.9 tons/year for Unit 1; 479.5 lb/hour and 2,100.3 tons/year for 
Unit 2; and 494 lb/hour and 2,163.7 tons/year for Unit 3.} 

b. As determined by CEMS, NOX emissions from Unit 3 shall not exceed 0.70 lb/MMBtu based on a 30-day 
rolling average.  {Permitting Note:  Compliance with this emission limit will be demonstrated by 
complying with the 0.12 lb/MMBtu NOX limit.} 

[Rule 62-296.405(1)(d)4, and 62-213.440, F.A.C.; and, Permit No. 0570039-060-AC] 

A.10. SO2 Emissions.   
a. As determined by CEMS, the weighted average SO2 emissions rate from Units 1 – 4, calculated pursuant 

to 40 CFR 63.10009, shall not exceed 0.20 lb/MMBtu or 1.5 pound per megawatt hour (lb/MWh) based 
on a 30-day rolling average; or, hydrogen chloride (HCl) emissions of 0.002 lb/MMBtu or 0.02 lb/MWh 
from each unit based on a 30-day rolling average.  Pursuant to 40 CFR 63.10009(k) – (n), Units 1 and 2 
may utilize common stack requirements for the purpose of SO2 emissions averaging.  If the permittee 
complies with the weighted average SO2 emissions limit of 0.20 lb/MMBtu or 1.5 lb/MWh limit, 
compliance with this emission limit will demonstrate compliance with the following emission standards, 
provided the individual emissions limit of 0.25 lb/MMBtu in paragraph a.(1) is not exceeded: 
(1) Each unit shall not exceed 0.25 lb/MMBtu based on a 30-day rolling average. 
(2) Each unit shall not exceed 6.5 lb/MMBtu based on a 2-hour average.   
(3) Units 1 – 3, combined, shall not exceed 31.5 tons/hour based on a 3-hour average. 
(4) Units 1 – 3, combined, shall not exceed 25 tons/hour based on a 24-hour block average. 
(5) Units 1 and 2, combined, shall not exceed 16.5 tons/hour based on a 24-hour block average. 
(6) Unit 3 shall not exceed 8.5 tons/hour based on a 24-hour block average. 
{Permitting Note:  For informational purposes, the SO2 limit of 0.20 lb/MMBtu equates to: 807.4 lb/hour 
for Unit 1; 799.2 lb/hour for Unit 2; and 823 lb/hour for Unit 3.  Based on EPA Guidance, these emission 
standards were converted to an equivalent 30-day rolling average to determine the most stringent 
emission limits based on different averaging periods.} 

b. As determined by CEMS, SO2 emissions shall not exceed 0.25 lb/MMBtu from each unit based on a 30-
day rolling average.  Compliance with this emission limit will demonstrate compliance with the following 
emission standards: 
(1) Each unit shall not exceed 6.5 lb/MMBtu based on a 2-hour average.   
(2) Units 1 – 3, combined, shall not exceed 31.5 tons/hour based on a 3-hour average. 
(3) Units 1 – 3, combined, shall not exceed 25 tons/hour based on a 24-hour block average. 
(4) Units 1 and 2, combined, shall not exceed 16.5 tons/hour based on a 24-hour block average. 
(5) Unit 3 shall not exceed 8.5 tons/hour based on a 24-hour block average. 
{Permitting Note:  For informational purposes, the SO2 limit of 0.25 lb/MMBtu equates to: 1,009 lb/hour 
for Unit 1; 999 lb/hour for Unit 2; and 1,029 lb/hour for Unit 3.  Based on EPA Guidance, these emission 
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standards were converted to an equivalent 30-day rolling average to determine the most stringent 
emission limits based on different averaging periods.} 

c. As determined by fuel specifications or fuel sampling, SO2 emissions from each steam generating unit 
shall not exceed 2.75 lb/MMBtu when burning liquid fuel. 

d. As determined by fuel specifications or fuel sampling, the No. 2 fuel oil sulfur content fired in each steam 
generating unit shall not exceed 0.5%, by weight.  {Permitting Note:  Compliance with the 0.5% fuel oil 
sulfur content limit will demonstrate compliance with the 2.75 lb/MMBtu SO2 emission limit when firing 
liquid fuel.} 

e. As determined by CEMS, SO2 emissions from all four fossil fuel fired steam generating units (EU 001 – 
EU 004, combined) shall not exceed 3,162 lb/hour based on a 30-boiler operating day rolling average.  
The SO2 emissions cap applies at all times when these units are operating including periods of startup and 
shutdown. 

[Rules 62.204.800(1)(b)20, 62-204.240(1), 62-213.440 and 62-296.405(1), F.A.C.; NESHAP Subpart 
UUUUU of 40 CFR 63; and, Permit Nos. 0570039-071-AC (PSD-FL-040B) and 0570039-096-AC.] 

A.11. PM Emissions. 
a. Normal Operation. 

(1) As determined by CEMS, PM emissions shall not exceed 0.03 lb/MMBtu on a heat weighted 30-day 
rolling average from each electrical generating unit. 

b. Soot Blowing and Load Change.  As determined by CEMS, PM emissions shall not exceed 0.3 lb/MMBtu 
based on a 3-hour average during any 24-hour period of excess emissions allowed for boiler cleaning 
(soot blowing) and load change. 

c. The weighted average PM emissions rate from Units 1 – 4, calculated pursuant to 40 CFR 63.10009, shall 
not exceed 0.03 lb/MMBtu or 0.3 lb/MWh based on a 30-day rolling average.  Pursuant to 40 CFR 
63.10009(k) – (n), Units 1 and 2 may utilize common stack requirements for the purpose of PM emissions 
averaging. 

[Rules 62-210.700(3), 62-213.440; NESHAP Subpart UUUUU of 40 CFR 63; and, Permit Nos. 0570039-
060-AC and 0570039-082-AC.] 

A.12. Visible Emissions.  Visible emissions (VE) from each unit shall not exceed 20% opacity. 
[Rules 62-210.700(3) and 62-296.405(1)(a), F.A.C.; and Permit No. 0570039-082-AC and Alternate 
Sampling Procedure for Opacity No. 15-KK-AP] 

A.13. Ammonia Slip.  As determined by stack test, Ammonia slip shall not exceed 10 parts per million by 
volume (ppmv) measured at the stack downstream of all emissions control systems.  Annual testing of 
ammonia slip shall be conducted and corrective measures taken if measured values exceed 5 ppmv.   
[Permit Nos. 0570039-022-AC and 0570039-024-AC.] 

A.14. HCl or SO2 Emissions.  HCl emissions shall not exceed 0.002 lb/MMBtu or 0.02 lb/MWh from each unit 
based on a 30-day rolling average; or, SO2 emissions of 0.20 lb/MMBtu or 1.5 lb/MWh from each unit based 
on a 30-day rolling average.  [NESHAP Subpart UUUUU of 40 CFR 63] 

A.15. Mercury (Hg) Emissions. 
a. Low Emitting Electric Steam Generating Unit (EGU) (LEE) Status.  Hg emissions shall not exceed 

potential Hg mass emissions of 29.0 lb/year (58.0 lb/year CS-0W1) or exceed 1.2 lb/Trillion Btu (TBtu) 
or 0.013 lb/Gigawatt-hour (GWh) during 30-boiler operating day performance test for each individual 
EGU; or 

b. Combined EGUs.  Hg emissions shall not exceed 1.0 lb/TBtu or 0.011 lb/GWh combined based on a 90-
day rolling average; or 

c. Individual EGUs.  Hg emissions shall not exceed 1.2 lb/TBtu or 0.013 lb/GWh from each unit based on a 
30-day rolling average. 

[NESHAP Subpart UUUUU of 40 CFR 63] 
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Control Technology 

B.6. Low NOX Burners.  Unit 4 shall be operated using the LNB and in accordance with the operational 
procedures that have been developed to minimize NOX emissions.  [Permit No. 0570039-014-AC] 

B.7. Separate Overfire Air System.  Unit 4 shall be operated using the SOFA and in accordance with the 
operational procedures that have been developed to minimize NOX emissions.  [Permit No. 0570039-014-AC] 

B.8. LNB and SOFA Systems.  The permittee shall adhere to good combustion practices to achieve the best 
available control technology (BACT) CO emissions limits.  [Permit No. 0570039-027-AC (PSD-FL-390).] 

B.9. SCR System.   
a. The permittee shall operate and maintain the SCR systems for NOX control. 
b. The permittee shall operate and maintain the SCR system in accordance with the SCR system supplier’s 

recommendations or in accordance with methods established by the owner/operator through site-specific 
testing, including operating the SCR system between minimum and maximum operating temperatures, 
which have been demonstrated by the applicant to assure compliance with the applicable emissions limits. 

c. The partial SCR system maintenance bypass duct shall be normally closed except during maintenance 
periods. 

[Permit Nos. 0570039-020-AC, 0570039-026-AC and 0570039-053-AC.] 

B.10. Operating Procedures.  Operating procedures shall include good operating practices and proper training of 
all operators and supervisors.  The good operating practices shall meet the guidelines and procedures as 
established by the equipment manufacturers.  All operators (including supervisors) of air pollution control 
devices shall be properly trained in plant specific equipment.  [Permit No. 0570039-020-AC] 

B.11. Circumvention.  The owner or operator shall not circumvent or operate the air pollution control 
equipment in such a manner which would violate allowable emission rates established for this unit.  [Rule 62-
210.650, F.A.C.; and, Permit No. 0570039-066-AC] 

Emission Limitations and Standards 

{Permitting Note:  The attached Table 1, Summary of Air Pollutant Standards, summarizes information for 
convenience purposes only.  This table does not supersede any of the terms or conditions of this permit.} 

Unless otherwise specified, the averaging times for Specific Conditions B.12 – B.18 are based on the specified 
averaging time of the applicable test method. 

B.12. CO Emissions.  As determined by CEMS, CO emissions shall not exceed 0.20 lb/MMBtu heat input on a 
heat input weighted 30-boiler operating day rolling average.  {Permitting Note:  For informational purposes, 
the CO limit equates to 866 lb/hour and 3,793.1 tons/year.}  [Rule 62-212.400(BACT), F.A.C.; and, Permit 
No. 0570039-027-AC (PSD-FL-390).] 

B.13. NOX Emissions. 
a. As determined by CEMS, NOX emissions shall not exceed more than 0.10 lb/MMBtu heat input based on 

a 30-day rolling average when combusting solid fuel.  {Permitting Note:  For informational purposes, the 
NOX limit equates to 433 lb/hour and 1,896.5 tons/year}   

b. As determined by CEMS, NOX emissions shall not exceed 0.60 lb/MMBtu heat input based on a 30-day 
rolling average.  {Permitting Note:  Compliance with this emission limit will be demonstrated by 
complying with the 0.10 lb/MMBtu NOX Limit.} 

[Rules 62-204.800(8)(b)2, 62-213.440, and 62-296.405(2)(d), F.A.C.; 40 CFR 60.44Da(a); and, Permit No. 
0570039-060-AC] 

B.14. SO2 Emissions.   
a. As determined by CEMS, SO2 emissions shall not exceed 0.82 lb/MMBtu heat input and 10% of the 

potential combustion concentration (90% reduction) based on a 30-day rolling average when combusting 
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solid fuels.  {Permitting Note:  For informational purposes, the NOX limit equates to 3,551 lb/hour and 
15,553.4 tons/year.}   

b. As determined by CEMS, SO2 emissions shall not exceed 1.20 lb/MMBtu heat input and 10% of the 
potential combustion concentration (90% reduction) based on a 30-day rolling average when combusting 
solid fuels.  {Permitting Note:  Compliance with this emission limit will be demonstrated by complying 
with the 0.82 lb/MMBtu SO2 limit.} 

c. As determined by CEMS, the weighted average SO2 emissions rate from Units 1 – 4, calculated pursuant 
to 40 CFR 63.10009, shall not exceed 0.20 lb/MMBtu or 1.5 lb/MWh, based on a 30-day rolling average; 
or, hydrogen chloride (HCl) emissions of 0.002 lb/MMBtu or 0.02 lb/MWh based on a 30-day rolling 
average. 

d. As determined by CEMS, SO2 emissions from all four fossil fuel fired steam generating units (EU 001 – 
EU 004, combined) shall not exceed 3,162 lb/hour based on a 30-boiler operating day rolling average.  
The SO2 emissions cap applies at all times when these units are operating including periods of startup and 
shutdown. 

[Rules 62-204.800(8)(b)2., 62-213.440, and 62-296.405(2)(c), F.A.C.; 40 CFR 60.43Da(a)(1) and (g); 
NESHAP Subpart UUUUU of 40 CFR 63; and, Permit Nos. 0570039-071-AC (PSD-FL-040B) and 0570039-
096-AC.] 

B.15. PM Emissions. 
a. As determined by CEMS, PM emissions shall not exceed 0.01 lb/MMBtu on a heat weighted 30-day 

rolling average when burning solid or liquid fuel.  This standard applies at all times except during periods 
of startup, shutdown, or malfunction.   

b. As determined by CEMS, PM emissions shall not exceed 0.03 lb/MMBtu from each electrical generating 
unit.  {Permitting Note: Compliance with this emission limit will be demonstrated by complying with the 
0.01 lb/MMBtu PM limit. The 0.03 lb/MMBtu limit is equivalent to 0.02 lb/mmBtu on a heat weighted 30-
day rolling average.}  

c. The weighted average PM emissions rate from Units 1 – 4, calculated pursuant to 40 CFR 63.10009, shall 
not exceed 0.03 lb/MMBtu or 0.3 lb/MWh on a 30-day rolling average.  Utilization of this emissions 
averaging method for compliance with the MATS limit does not authorize exceedance of the limits in 
paragraphs a. and b. 

[Rules 62-204.800(8)(b)2, 62-213.440, 62-296.405(2)(b), F.A.C.; 40 CFR 60.42Da; NESHAP Subpart 
UUUUU of 40 CFR 63; and, Permit Nos. 0570039-060-AC and 0570039-082-AC.] 

B.16. Ammonia Slip.  As determined by stack test, ammonia slip shall not exceed 10 ppmv measured at the 
stack downstream of all emissions control systems.  Annual testing of ammonia slip shall be conducted and 
corrective measures taken if measured values exceed 5 ppmv.  [Permit No. 0570039-020-AC] 

B.17. HCl or SO2 Emissions.  HCl emissions shall not exceed 0.002 lb/MMBtu or 0.02 lb/MWh based on a 30-
day rolling average; or, SO2 emissions of 0.20 lb/MMBtu or 1.5 lb/MWh based on a 30-day rolling average.  
[NESHAP Subpart UUUUU of 40 CFR 63] 

B.18. Hg Emissions. 
a. LEE Status EGUs.  Hg emissions shall not exceed potential Hg mass emissions of 29.0 lb/year (58.0 

lb/year) or exceed 1.2 lb/TBtu or 0.013 lb/GWh during 30-boiler operating day performance test for each 
individual EGU; or 

b. Combined EGUs.  Hg emissions shall not exceed 1.0 lb/TBtu or 0.011 lb/GWh combined based on a 90-
day rolling average; or 

c. Individual EGUs.  Hg emissions shall not exceed 1.2 lb/TBtu or 0.013 lb/GWh from each unit based on a 
30-day rolling average. 

[NESHAP Subpart UUUUU of 40 CFR 63] 
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