Sand Back Surfacing System - East Baghouse
(0056-02)

A) Process Parameters:

B)

Source Designators: East Baghouse
Baghouse Manufacturer: Torit

Model Name and Number: 324 MBWS8
Design Flow Rate: 8000 ACFM

Efficiency Rating at Design Capacity: 99.9%
Pressure Drop: 5.0 in W.G.

Air to Cloth Ratio: 1.92:1

Bag Material: DuralL ife

- Bag Cleaning Conditions: Reverse air

Gas Flow Rate: 8000 ACFM

Gas Temperatures: inlet, 90°F; outlet, ambient

Stack Height Above Ground: ~25 fi.

Exit Diameter: 18 1/2 in.

Water Vapor Content: 2%

Process Controlled by Collection System: Sand Back Surfacmg of Asphalt Shingles
Material Handling Rate: 5.38 tons per hour

Operation Schedule: 24 hrs/day, 7 day/wk, 52 wk/yr

The following observations, checks and operétions apply to this source and shall be conducted

on

the schedule specified:

Daily

1.
2.

3.

4.

Check pressure drop
V1sua11y observe stack discharge, audible leaks, proper fan and motor functions, rotary valve

conveyor drives and assure that dust is being removed from system.

Check air pressure to pulse air system.
Check pulse air bag cleaning system from proper operation.

Weekly

1
2
3,
4
5

Inspect rotary valve, sprockets, chain, motor.

. Inspect screw conveyor bearings, trough, flights, sprockets, chains and motor.

Spot check bag tension and condition inside of collector.
Cycle pulse air bag cleaning system to check for proper operation.

: Check pickup stations for obstructions.




Monthly

1. Inspect blower fan bearings, balance, material build-up, best drive and motor.
2. Check interior of baghouse for corrosion and build-up.

3. Check all air lines and solenoids to pulse air systerus.

4. Clean and check air line filters.

5. Lubricate fan shaft bearings.

Quarterly

1. Inspect rotary valve for wear and sealing.

2. Inspect, screw, conveyor, trough, and flights, for wear and Jeaks.
3. Check all ducts for wear, leaks and build-up. :

4, Thoroughly inspect bags for wear and leaks.

5. Check all gaskets on doors.

Annually

Check all assembly bolts.

Check all air line fittings and connections.
Check all welds on baghouse and ducts.
Inspect internal of discharge hopper for wear.

b N

C) Records:

Records of inspections, maintenance, and performance parameters shall be retained for a
minimum-of two years and shall be made available to the Environmental Protection Commission

of Hillsborough County upon request. [Rule 62-296.700 (6) (), F.A.C.]




