Appendix CP-1: Compliance Plan 
Building Materials Manufacturing Corporation dba GAF Materials Corporation operates an asphalt roofing manufacturing facility in Tampa, Florida.  During the permit renewal review process, some inconsistencies and rule applicability determinations were researched.  The facility is subject to the NSPS for Asphalt Processing and Asphalt Roofing Manufacture (40 CFR 60, Subpart UU).  Included in the requirements from this rule is a 1% opacity limit for all material handling and storage facilities.  Although previously not included as an emission unit, the receiving, storage and handling of granules is subject to this standard and requires an air pollution permit to add the emission source as a distinct emission unit and to describe what additional control measures that may be necessary to meet the opacity requirements.  Also required by the rule is a PM emission limit of 0.08 lb/ton of asphalt shingle for the mat coater (saturator); however, based on previous capture efficiency and particulate matter testing performed on the mat coater and electrostatic precipitator (ESP), respectively, the facility appears to be out of compliance with the required standard.  Therefore, a timetable of action to identify and resolve these issues has been required as specified below:
	Compliance Date
	Action

	Within 90 days of the FINAL issuance of Permit No. 0570056-025-AF
	1) The permittee shall submit a construction permit application for the addition of the granule receiving, handling and storage operations as emission units.  The application shall include details of the pollution control equipment or work practices  that will be used to ensure compliance with the 1% opacity limit from 40 CFR 60 – Subpart UU, including the controls or practices that will be used at the receiving and transfer points and the openings of the storage silos.  If no additional construction or installation of control equipment is necessary for demonstration of compliance with Subpart UU, then only a Federally Enforceable State Operating Permit (FESOP) application is required to revise the current FESOP to reflect the addition of the granule handling emission units.
2) The permittee shall submit a Corrective Action Plan to address the uncaptured emissions from the mat coater (saturator).  The Plan shall include details on how the facility intends to improve the capture efficiency at the mat coater and how they will demonstrate compliance with the PM emission limit of 0.08 lb/ton of asphalt shingle, which includes the uncaptured emissions at the mat coater in addition to the emissions from the precipitator.  The Plan shall provide details on any proposed changes/additions to the pollution control system, and an estimated timeline for implementation of the changes.  In addition, a capture efficiency test will be required to provide reasonable assurance that the mat coater will comply with the standard.


	Within 60 days after the EPC approves the Corrective Action Plan
	The permittee shall submit an air construction permit application to authorize any proposed changes/additions to the mat coater and/or the pollution control system, as necessary.  If an air construction permit application is not required, then the permittee shall complete the minor modifications and testing of the mat coater system, as approved by the EPC.  



	Within 60 days after completion of construction and testing from the Corrective Action Plan or Construction Permit

	The facility shall submit an air operating permit revision application, as necessary, to revise the current operating permit to incorporate all changes based on the Corrective Action Plan or Construction Permit.


