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SUBJECT:
FINAL Construction Permit – Golden Aluminum Extrusions, LLC
Attached is Construction Permit No. 0570249-018-AC for the temporary use of High Performance Paints (HPP) on the Vertical Paint Line at the secondary aluminum melting and extrusion facility. The applicant is not requesting an increase in existing throughput limits with this project.

The facility takes aluminum scrap and melts it via two melt furnaces.  The melted aluminum is formed into cylindrical logs, sent through a homogenization furnace, and then allowed to cool and harden.  The solid aluminum is taken to the extrusion lines where it is heated and then mechanically charged, via a hydraulic ram, into the presses, and extruded through a die to impart a specific cross sectional configuration for the customer.  The extrusions are air quenched to ambient temperature, straightened by stretching, and cut to customer specified lengths at the finish saw.  Once cut, the extrusions are sent to the age ovens for proper tempering and then typically sent to the paint lines for coating.  The facility has two distinct paint lines.  The horizontal paint line is typically used for the larger, heavier pieces.  Aluminum pieces are cleaned through a series of dip tanks, conveyed through two automated paint booths for application of coatings on both sides (one side per booth), and then passed through a drying oven prior to packaging of the finished product.
The majority of extruded aluminum pieces are coated on the Vertical Paint Line (EU011).  The aluminum pieces are suspended by hooks and conveyed overhead through a washing/pretreatment area and then though a dry-off oven.  Once dried, the metal is then passed through two identical cylindrical booths that are open on one side and are as tall as the room.  Two coating applicators are located within the booth, one floor mounted and one ceiling mounted.  The two applicators move up and down the length of the metal applying coating.  The booths are oriented so that the first one applies coating to one side of the metal and the second applies it to the other.  The aluminum pieces are electrostatically charged to improve adhesion of the coating.  After the spray booths, the pieces are conveyed through a bake oven and finally back down to the floor for packaging.  Emissions from both spray booths and the bake oven are ducted to a 2.65 MMBtu/hr Tellkamp Systems, Inc. Roxidizer Model 25 Thermal Oxidizer System (incinerator) with a 25,000 ACFM fan.  Filters are used on the duct inlets in the spray booths to control overspray from building up in the ducts.  The current permit requires a minimum of 60% capture efficiency from the areas controlled by the oxidizer and 95% destruction efficiency from the oxidizer.
The facility is subject to VOC-RACT, specifically Rule 62-296.513, F.A.C. for Surface Coating of Miscellaneous Metal Parts and Products.  The rule requires a maximum “as-applied” VOC limit of 3.5 lb/gal of coating, excluding water, for extreme performance coatings.  The limit can be met through low solvent coating technology or through use of incineration.  The proposed project is to perform a short-term application of a high-performance primer followed by a high-performance topcoat onto the extruded metal pieces using the Vertical Paint Line.  The applicant wishes to perform this test to ensure that the Vertical Paint Line can process these new coatings and to be able to provide samples of coated products to appropriate test labs for quality assurance testing.  An application for permanent changes is expected if the new coatings are proven successful.
The facility has typically used coatings with less than 3.5 lb/gal of VOCs; however, the proposed primer and topcoat have VOC contents of 5.66 lb/gal and 4.25 lb/gal, respectively.  Using the minimum required capture and destruction efficiencies as a worse-case estimate, the resulting “as-applied” VOC content following controls for the primer and topcoat is 2.43 lb/gal and 1.83 lb/gal, respectively.  The initial application indicated that no thinning of the coatings is expected during the trial period; however, during the inspection of the facility on January 28, 2007, it was noted that two solvents were present and staged with the stored HPPs.  The facility indicated that these solvents are intended to be added “if necessary” during the trial period in the event that the properties needed for processing the coatings through the Vertical Paint Line need adjustment.  Additional information was provided indicating that if a thinner is used, it would likely be butyl cellosolve, which is a VOC but not a HAP.  The maximum quantity that may be mixed during the test is 10 gallons.  The permit requires tracking of any use of this solvent and the inclusion of emissions generated from its use.
A construction permit is being required because the current operating permit states the following in the Process Description:  “Although subject to VOC-RACT, Alcoa (i.e. the permittee) has committed not to use any paint with a VOC content greater than 3.5 lbs VOC/gal.”  This permit is allowing use of the requested coatings for an application period up to 40 hours with primer and topcoat usage limits of 267 gal and 400 gal, respectively.  The final estimated PTE for the proposed trial period is 0.71 ton/yr for VOC and 0.30 ton/yr for Total HAPs, including an allowance for thinners that may be added. 
The Vertical Paint Line is also subject to 40 CFR 63, Subpart MMMM of the NESHAP for Surface Coating of Miscellaneous Metal Parts and Products.  Most significantly, this rule requires a HAP emissions limit of 27.5 lb organic HAP per gallon coating solids during each 12-month compliance period for HPP.  Based on the application, the corresponding primer and topcoat HAP contents are 5.3 lb HAP/gal solid and 4.0 lb HAP/gal solid, respectively.
The DRAFT construction permit was issued on February 8, 2008 and the Notice of Intent to Issue Permit was published in the February 13, 2008 issue of The Tampa Tribune.  No public comments on the air construction permit application have been received to date.
Based on our review of the application, the low levels of emissions expected to be generated with the project, and the proven capture and destruction efficiencies verified through stack testing the last several years, we recommend approval of the attached permit as drafted.
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FINAL DETERMINATION


FOR


Golden Aluminum Extrusions, LLC

Hillsborough County


Construction Permit


Application Number


0570249-018-AC


Environmental Protection Commission of


Hillsborough County


Tampa, FL


February 28, 2008

The Environmental Protection Commission of Hillsborough County mailed a public notice package on February 8, 2008 that included an Intent to Issue Permit No. 0570249-018-AC to Golden Aluminum Extrusions, LLC located at 1650 Alumax Circle, Plant City, FL 33566.  The air construction permit is for the temporary use of High Performance Paints (HPP) on the Vertical Paint Line at the secondary aluminum melting and extrusion facility.

The Public Notice of Intent to Issue was published in The Tampa Tribune on February 13, 2008.

COMMENTS/CHANGES


No comments were received by the Environmental Protection Commission of Hillsborough County from the applicant or the public on the draft construction permit.

A naming error was noted in the DRAFT permit following issuance.  The DRAFT permit erroneously referenced the project as Permit No. 0570249-017-AC rather than Permit No. 0570249-018-AC.  This was corrected prior to issuance of the FINAL permit.

CONCLUSION


The final action of the Environmental Protection Commission of Hillsborough County is to issue the permit as attached with only the naming change to the DRAFT as referenced above.

ENVIRONMENTAL PROTECTION COMMISSION OF


HILLSBOROUGH COUNTY, as Delegated by


STATE OF FLORIDA


DEPARTMENT OF ENVIRONMENTAL PROTECTION


NOTICE OF PERMIT

Allen Cain

President

Golden Aluminum Extrusions, LLC

1650 Alumax Circle

Plant City, FL  33566
Dear Mr. Cain:


Re:  Hillsborough County - AP


Enclosed is Construction Permit Number 0570249-018-AC for the temporary use of High Performance Paints (HPP) on the Vertical Paint Line at the secondary aluminum melting and extrusion facility, issued pursuant to Section 403.087, Florida Statutes.

Any party to this order (permit) has the right to seek judicial review of the permit pursuant to Section 120.68, Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate Procedure, with the Clerk of the EPC in the Legal Department at 3629 Queen Palm Dr, Tampa, FL  33619; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date this Notice is filed with the clerk of the EPC.

Executed in Tampa, Florida.








Sincerely,








Richard D. Garrity, Ph.D.








Executive Director

RDG/JDS/jds

cc:  Florida Department of Environmental Protection, Southwest District (e-mail)


Russell Kemp, P.E., ENVIRON International Corporation
Golden Aluminum Extrusions, LLC







     Page Two

Plant City, FL 33566

CERTIFICATE OF SERVICE

This is to certify that this NOTICE OF PERMIT and all copies were mailed before the close of business on _________________________ to the listed persons.







Clerk Stamp

FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated clerk, receipt of which is hereby acknowledged.







___________________________   ____________







Clerk                     


Date

PERMITTEE:                         



PERMIT/CERTIFICATION

Allen Cain





Permit No:  0570249-018-AC
President


   


County:  Hillsborough

Golden Aluminum Extrusions, LLC


Expiration Date: August 8, 2008
1650 Alumax Circle

      


Project: Temporary Use of High Performance
Plant City, FL  33566





 Paints on the Vertical Paint Line
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Rules 62-204, 62-210, 62-212, 62-296, 62-297, and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans and other documents, attached hereto or on file with the EPC and made a part of hereof and specifically described as follows:

This permit is for the temporary use of High Performance Paints (HPP) on the Vertical Paint Line at the secondary aluminum melting and extrusion facility.  The proposed project is to perform a short-term application of a high-performance primer (BASF 760Y11 Fluoroceram Primer) followed by a high-performance topcoat (BASF 817W544 KML White) onto the extruded metal pieces using the Vertical Paint Line.  The applicant wishes to perform this test to ensure that the Vertical Paint Line can process these new coatings and to be able to provide samples of coated products to appropriate test labs for quality assurance testing.  An application for permanent changes at the facility is expected if the new coatings are proven successful.
The facility takes aluminum scrap, melts it via two melt furnaces, and then forms them into cylindrical logs.  The aluminum is allowed to cool and harden, and is then taken to the extrusion lines.  The billets are heated and then mechanically charged, via a hydraulic ram, into the presses, and extruded through a die to impart a specific cross sectional configuration for the customer.  The extrusions are cut to customer specified lengths at the finish saw.  The finished pieces are then typically sent to the paint lines for coating.  The facility has two distinct paint lines.  The horizontal paint line is typically used for the larger, heavier pieces.  Aluminum pieces are cleaned through a series of dip tanks, conveyed through two automated paint booths for application of coatings on both sides (one side per booth), and then passed through a drying oven prior to packaging of the finished product.

The majority of extruded aluminum pieces are coated on the Vertical Paint Line (EU011).  The aluminum pieces are suspended by hooks and conveyed overhead through a washing/pretreatment operation with three burners (2.77 MMBtu/hr each) and then through a 5 MMBtu/hr dry-off oven.  Once dried, the metal is then passed through two identical cylindrical booths that are open on one side and are as tall as the room. Two coating applicators are located within the booth, one floor mounted and one ceiling mounted.  The two applicators move up and down the length of the metal applying coating.  The booths are oriented so that the first one applies coating to one side of the metal and the second applies it to the other.  The aluminum pieces are electrostatically charged to improve adhesion of the coating.  After the spray booths, the pieces are conveyed through a 10.0 MMBtu/hr bake oven and finally back down to the floor for packaging.  Emissions from both spray booths (each with a 10,000 ACFM fan) and the bake oven are ducted to a 2.65 MMBtu/hr Tellkamp Systems, Inc. Roxidizer Model 25 Thermal Oxidizer System (incinerator) with a 25,000 ACFM fan.  Filters are used on the duct inlets in the spray booths to control overspray from building up in the ducts.  The current permit requires a minimum of 60% capture efficiency from the areas controlled by the oxidizer and 95% destruction efficiency from the oxidizer.
The authorized coating usages are sufficient to coat approximately 100,000 lbs of aluminum across a 40-hour spray paint application period.  The maximum coating usages permitted during this project is 267 gallons for the primer and 400 gallons for the topcoat.  Since each booth is designed to coat one side of an aluminum extrusion, the pieces will most likely be processed through the Vertical Paint Line twice: once for primer application, and once for topcoat application.
The facility is subject to VOC-RACT, specifically Rule 62-296.513, F.A.C. for Surface Coating of Miscellaneous Metal Parts and Products.  The rule requires a maximum “as-applied” VOC limit of 3.5 lb/gal of coating, excluding water, for extreme performance coatings.  The limit can be met through low solvent coating technology or through use of incineration.  The HPP primer and topcoat have VOC contents of 5.66 lb/gal and 4.25 lb/gal, respectively; however, using the minimum required capture and destruction efficiencies as a worse-case estimate, the resulting “as-applied” VOC content following controls for the primer and topcoat is 2.43 lb/gal and 1.83 lb/gal, respectively.  The permit requires that all control equipment (i.e. the incinerator and all capture systems that it is designed to control) are in operation as designed for the duration of the trial period when any coating is occurring.
No thinning of the coatings is expected during the trial period; however, thinning solvents (i.e. butyl cellosolve) are available to be added “if necessary” during the trial period in the event that the properties needed for processing the coatings through the Vertical Paint Line need adjustment.  The maximum quantity of thinning solvents that may be mixed into the coatings during the test is 10 gallons.  This permit requires tracking of any use of this solvent and the inclusion of emissions generated from its use.  Given the limited duration of the project and the proven compliance with the stated efficiency limits through recent stack tests, compliance tests are not being required with this permit.  However, pursuant to Rule 62-297.310(7)(b), F.A.C., compliance tests may be ordered by the EPC during the trial period if there is reasonable belief that an emission parameter is not being met.
The Vertical Paint Line is also subject to 40 CFR 63, Subpart MMMM of the NESHAP for Surface Coating of Miscellaneous Metal Parts and Products.  Most significantly, this rule requires a HAP emissions limit of 27.5 lb organic HAP per gallon coating solids during each 12-month compliance period for HPP.  Based on the application, the corresponding primer and topcoat HAP contents are 5.3 lb HAP/gal solid and 4.0 lb HAP/gal solid, respectively.
Location: 1650 Alumax Circle, Plant City, FL 33566

UTM:
17-358.6 E, 3096.9 N    


AIRS ID NO:   0570249          

Emission Unit ID:    011 -Vertical Paint Line
References Permit No.:  
0570249-015-AV and 0570249-016-AV
1.
A part of this permit is the attached General Conditions. [Rule 62-4.160, F.A.C.]

2.
All applicable rules of the Environmental Protection Commission of Hillsborough County including design discharge limitations specified in the application shall be adhered to.  The permit holder may also need to comply with county, municipal, federal, or other state regulations prior to construction. [Rule 62-4.070(7), F.A.C.]

3.
Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-296 and 62-297, F.A.C., or any other requirements under federal, state, or local law. [Rule 62-210.300, F.A.C.]

4.
The permittee shall not cause, suffer, allow, or permit the discharge of air pollutants which cause or contribute to an objectionable odor. [Rule 62-296.320, F.A.C.]

5.
Visible emissions from any exhaust shall not exceed 20% opacity.  [Rule 62-296.320, F.A.C.]
6. In order to limit the potential to emit for the limited High Performance Painting project authorized by this permit, the maximum volatile organic compound (VOC) emissions for the emission unit shall not exceed 0.71 tons.  [Rules 62-210.200 – “Potential to Emit” and 62-4.070(3), F.A.C.; and Construction Permit Application received January 18, 2008]
7.
The VOC/OS emissions from each gallon of coating, excluding water, as applied on the vertical paint line shall not exceed 3.5 pounds.  This is to be achieved by applying the control technologies of low solvent coatings and incineration.

[Rule 62-296.513, F.A.C.]
8.
The permittee is subject to and shall comply with all the requirements of 40 CFR 63, Subpart MMMM for Surface Coating of Miscellaneous Metal Parts and Products, as adopted and incorporated by reference in Rule 62-204.800(11)(b)67., F.A.C. and specified in the existing operating permit.  The permittee must limit organic HAP emissions to the atmosphere from this emission unit to the applicable limits specified in §63.3890 and shall be determined according to the requirements in §63.3941, §63.3951, or §63.3961:  [40 CFR 63.3890]

A) For each existing high performance coating affected source, limit organic HAP emissions to no more than 3.3 kg (27.5 lb) organic HAP per liter (gal) coating solids used during each 12-month compliance period.
9.
In order to ensure compliance with Specific Condition Nos. 6, 7 and 8, the following restrictions shall apply: [Rule 62-4.070(3), F.A.C. and Construction Permit Application received January 18, 2008]

A) The hours of active coating application of the high performance primer and topcoat shall not exceed 40 hours.
B) No more than 267 gallons of the high performance primer shall be used during the trial period.
C) No more than 400 gallons of the high performance topcoat shall be used during the trial period.
D) Thinning solvents (i.e. butyl cellosolve) may be added to the high performance coatings, but all quantities added must be recorded and included in recordkeeping requirements of this permit.  The addition of any thinning solvents must be included in the “as-applied” VOC calculation in order to demonstrate compliance with Specific Condition No. 7.  No more than 10 gallons of thinning solvents shall be used during the trial period.
E) Emissions from the two spray booths and the bake oven shall be directed to the incinerator at all times during the authorized high performance coating project.
F) The incinerator and all related control equipment shall be in operation as designed during the authorized high performance coating project.  The control equipment shall be operated in a manner consistent with conditions during previous stack tests during which the minimum required efficiencies were demonstrated (i.e. minimum of 60% capture efficiency and 95% destruction efficiency).
G) The permittee shall provide at least 5 days advanced notice to the EPC of the anticipated date of beginning the high performance coating project.
10.
The three-hour rolling average temperature for the incinerator shall remain above the three-hour average temperature from the most recent approved compliance test for VOC destruction efficiency.  The three-hour rolling average minimum temperature shall be maintained at all times while spraying or baking any high performance coatings during the trial period.  The minimum destruction efficiency of the incinerator shall be 95% and the minimum capture efficiency shall be 60% for the spray booths and the bake oven in the Vertical Paint Line when it is in operation.
[Rules 62-296.513 and 62-4.070(3), F.A.C.]

11.
The permittee or the coating manufacturer shall determine the VOC/OS content of each coating using EPA Method 24 contained in 40 CFR 60, and adopted by reference in Rule 62-297, F.A.C.  The EPA VOC DATA SHEET (Properties of the Coating "AS APPLIED" to the Substrate, EPA Document EPA-450/3-84-019), if properly completed for each affected coating, may be submitted in lieu of the Method 24 tests.  The EPC may also accept, instead of the coating analysis methods required under Rules 62-296.500(2)(b)2., F.A.C., a certification by the coating manufacturer of the composition of the coating if it is supported by actual batch formulation records.  The manufacturer’s certification shall be consistent with EPA’s document number 450/3-84-019.  New coatings or the same coating supplied by a different manufacturer shall be tested for VOC/OS content using EPA Method 24 or the above mentioned options prior to initial use in production.  Each coating shall be tested after it is diluted with the maximum amount of solvent used by the permittee for production prior to use. 

[Rules 62-296.513 and 62-4.070(3), F.A.C.]
12.
Compliance with the emission limitations of Specific Condition Nos. 5, 7 and 10 shall be demonstrated by EPA Methods 1, 2, 9, 24, 24A (or EPA 450/3-84-019), and 25 (or Attachment 3 of EPA 450/2-78-041), contained in 40 CFR 60, Appendix A and adopted by reference in Rule 62-297.401, F.A.C.  Any required tests shall be conducted at the highest operating capacity, meaning the bake oven and both spray booths in operation (paint actively being applied).  All emissions tests performed pursuant to the requirements of the Rule 62-296.513, F.A.C. shall comply with the following requirements:
1) Destructive.  The test method for volatile organic compounds shall be EPA Method 25 or Attachment 3 of EPA 450/2-78-041, incorporated and adopted by reference in Rule 62-297, F.A.C.

2) Nondestructive.  The test method for volatile organic compounds shall be EPA VOC Capture Efficiency Test Procedures Rule 62-297.440(7), F.A.C.  The sampling time for each capture efficiency test run shall be at least 8 hours, unless otherwise approved by the Department pursuant to Rule 62-297.620, F.A.C.

[Rules 62-296.513, 62-297.310, 62-297.440(7), and 62-4.070(3), F.A.C.]
13.
General Pollutant Emission Limiting Standards. Volatile Organic Compounds (VOC) Emissions or Organic Solvents (OS) Emissions.  The permittee shall allow no person to store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department or its’ delegated agent, the Environmental Protection Commission of Hillsborough County.

[Rule 62-296.320(1)(a), F.A.C.]

a)  The paint spray booths exhaust fans and filter media shall be maintained in good operating condition at all times.

b)  All polyester coatings requiring thinning shall be adequately heated prior to application to minimize the amount of paint thinning solvent necessary to reduce the paint's viscosity.

c)  Maintain tightly fitting covers, lids, etc., on all containers of VOC/OS when they are not being handled, tapped, etc.

d)  Prevent excessive air turbulence across exposed VOC/OS materials.

e)  Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, batch, etc., of VOC/OS so that it can be covered when not in use.

f)  All fittings, valve lines, etc., shall be properly maintained.
g)  All VOC/OS spills shall be attended to immediately and the waste properly disposed of, or recycled.
14.
The pollution control equipment (incinerator) shall be maintained in good repair to perform adequately the function for which it was intended.  At a minimum, the daily and weekly Preventative Maintenance Plan inspections (See Appendix PM-1 of Permit No. 0570249-015-AV) shall be conducted to evaluate and document its condition, as well as any necessary repairs.  Any maintenance/repair performed should be recorded and such record for the most recent 5 year period shall be made available for inspection upon request.  [Rule 62-4.070(3), F.A.C.]
15.
The permittee shall comply with the following recordkeeping requirements for the vertical paint line during the trial period:

[Rules 62-296.320, 62-296.500(2), and 62-4.070(3), F.A.C.; and Construction Permit Application received January 18, 2008]

Daily Records

a) Month, day, year

b) Hours of operation of active coating with high performance paints
c) Amount of high performance primer sprayed in gallons
d) Amount of high performance topcoat sprayed in gallons

e) Amount of thinning solvents added to primer in gallons
f) Amount of thinning solvents added to topcoat in gallons

g) The “as-applied” VOC content of high performance primer and topcoat, including any thinning solvents added, in lb/gal
h) VOC/OS and HAP emissions using information from g) above and capture/destruction efficiencies from most recent stack tests
i) The daily inspection sheets for the Oxidizer Preventative Maintenance Plan (as attached to Permit No. 0570249-015-AV), including the daily visible emissions observation records
End of Trial Period Records

j) Totals of  b), c), d), e), f) and h) above over duration of trial period
16.
Submit to the Environmental Protection Commission of Hillsborough County each calendar year on or before March 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility", for the preceding calendar year. For the purposes of this permit, annual emissions shall be determined and reported in the Annual Operating Report (AOR) using stack test data, or other appropriate factors.  Records from usages during this trial period shall be included in the AOR.

[Rule 62-210.370(3), F.A.C.]  
17.  When the Environmental Protection Commission of Hillsborough County (EPC) after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in Rules 62-204, 62-210, 62-212, 62-296, or 62-297, F.A.C., or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the source to conduct compliance tests which identify the nature and quantity of pollutant emissions from the source and to provide a report on the results of said tests to the EPC. [Rule 62-297.310(7)(b), F.A.C.]

18.
The permittee shall provide timely notification to the Environmental Protection Commission of Hillsborough County prior to implementing any changes that may result in a modification to this permit pursuant to Rule 62-210.200(Modification), F.A.C.  The changes do not include normal maintenance and may also require prior authorization before implementation.  The changes may include, and are not limited to, the following: [Rules 62-210.300 and 62-4.070(3), F.A.C.]

A) Alteration or replacement of any equipment or major component of such equipment.

B) Installation or addition of any equipment that is a source of air pollution.

C) The use of materials or fuels other than those authorized by this permit.

19.  If the permittee wishes to transfer this permit to another owner, an “Application for Transfer of Permit” (DEP Form 62-210.900(7)) shall be submitted, in duplicate, to the Environmental Protection Commission of Hillsborough County within 30 days after the sale or legal transfer of the permitted facility. [Rule 62-4.120, F.A.C.]

20.
The use of property, facilities, equipment, processes, products, or compounds, or the commission of paint overspraying or any other act, that causes or materially contributes to a public nuisance is prohibited, pursuant to the Hillsborough County Environmental Protection Act, Section 16, Chapter 84-446, Laws of Florida, as Amended.
[Permit Note:  Since this permit only authorizes limited operation to demonstrate the viability of the proposed coatings, no submittal of a Revision application for the Title V Operating Permit is required.  However, any future use of “as-applied” coatings with VOC contents in excess of 3.5 lb/gal is not permitted unless another permit allowing their use is issued or the Title V Operating Permit is Revised to remove the current restriction.]
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