SECTION 3.  EMISSIONS UNITS SPECIFIC CONDITIONS


The following existing emissions units are affected by this permit: 

	E.U. ID No.
	Emission Unit Descriptions

	001
	150 MMBtu/hr (nominal) Municipal Waste Combustor & Auxiliary Burners - Unit 1

	002
	150 MMBtu/hr (nominal) Municipal Waste Combustor & Auxiliary Burners - Unit 2

	003
	150 MMBtu/hr (nominal) Municipal Waste Combustor & Auxiliary Burners - Unit 3


Based on this permitting action, these emissions units are subject to the following additional specific condition:

1. Activated Carbon Injection.  The owner or operator of an affected facility where activated carbon injection is used to comply with the mercury emission limit, or the dioxin/furan emission limits, or the dioxin/furan emission level specified in 40 CFR 60.58b(g)(5)(iii), shall follow the procedures specified in paragraphs (1) through (3). 
(1) During the performance tests for dioxins/furans and mercury, as applicable, the owner or operator shall estimate an average carbon mass feed rate based on carbon injection system operating parameters such as the screw feeder speed, hopper volume, hopper refill frequency, or other parameters appropriate to the feed system being employed, as specified in paragraphs (i) and (ii).

(i) An average carbon mass feed rate in kilograms per hour or pounds per hour shall be estimated during the initial performance test for mercury emissions and each subsequent performance test for mercury emissions. 

(ii) An average carbon mass feed rate in kilograms per hour or pounds per hour shall be estimated during the initial performance test for dioxin/furan emissions and each subsequent performance test for dioxin/furan emissions.

(2) During operation of the affected facility, the carbon injection system operating parameter(s) that are the primary indicator(s) of the carbon mass feed rate (e.g., screw feeder setting) shall be averaged over a block 8-hour period, and the 8-hour block average must equal or exceed the level(s) documented during the performance tests specified under paragraphs (l)(i) and (l)(ii). 
(3) The owner or operator of an affected facility shall estimate the total carbon usage of the plant (kilograms or pounds) for each calendar quarter by two independent methods, according to the procedures in paragraphs (i) and (ii). 

(i) The weight of carbon delivered to the plant. 

(ii) Estimate the average carbon mass feed rate in kilograms per hour or pounds per hour for each hour of operation for each affected facility based on the parameters specified under paragraph (1), and sum the results for all affected facilities at the plant for the total number of hours of operation during the calendar quarter. 

[40 CFR 60.38b and 40 CFR 60.58b, as amended on May 10, 2006.]
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