FINAL DETERMINATION
PERMITTEE
Hillsborough County Public Works
Division of Solid Waste
P.O. Box 1110
Tampa, Florida  33601
PERMITTING AUTHORITY
Florida Department of Environmental Protection (Department)
Division of Air Resource Management
Office of Permitting and Compliance
2600 Blair Stone Road, MS #5505
Tallahassee, Florida  32399-2400
PROJECT
Air Permit No. 0570261-019-AC
Minor Air Construction Permit
Hillsborough County Resource Recovery Facility
This is the final air construction permit, which implements applicant-requested emissions limits and work practice standards during periods of startup, shutdown, and malfunction, in accordance with Rule 62-210.710, F.A.C.  The permit also authorizes the permittee to utilize the certified COMS as the method of compliance for opacity, in lieu of annual EPA Method 9 testing.  Other minor changes were made as described in the Technical Evaluation and Preliminary Determination document.
NOTICE AND PUBLICATION
The Department distributed a draft minor air construction permit package on December 13, 2016.  The applicant published the Public Notice in the Tampa Bay Times on December 23, 2016.  The Department received the proof of publication on the same date.  No requests for administrative hearings or requests for extensions of time to file a petition for administrative hearing were received.
COMMENTS
No comments on the Draft Permit were received from the public, the Local Air Program, or the EPA Region 4 Office.
Applicant
On January 6, 2017, the Department received comments from CDM Smith on behalf of the applicant.  The following summarizes the comments and the Department’s responses.
1. Comment:  On Page 7 of 12, Work Practice Standards 3.d and page 11 of 12, Work Practice Standards 3.d state:
[bookmark: _GoBack]“The permittee shall follow the “MWC Unit Startup and Shutdown Procedures” and the “Operation and Maintenance Plan” as referenced in Appendix F and G of the Application. Revisions to these procedures shall be kept on file at the facility, along with the revision date, and shall be submitted to the Compliance Authority upon request.”
The applicant requests that this condition be removed from the air construction permit.  These procedures were an aggregation of numerous operations and maintenance manuals for the municipal waste combustors, associated APC equipment and auxiliary equipment into a single document for review purposes.  These procedures were provided as part of reasonable assurance in the permit application and were not intended to be included as permit conditions as part of applicant request.  Furthermore, two other municipal waste combustors, which had their permits renewed in 2016 with same requests, the Lake and Pasco Facilities (Facility ID No. 0690046 and 1010056), do not include specific referenced procedures. 
DEP Response:  The Department understands that the “MWC Unit Startup and Shutdown Procedures” and the “Operation and Maintenance Plan” were included with the permit application to provide reasonable assurances to issue the draft permit.  For consistency purposes, the referenced permit conditions have been removed.
2. Comment:  On Page 6 of 12, the Emissions Unit descriptions for Unit ID Nos. 001, 002 and 003 state that the units are nominal 400 TPD (460 TPD maximum) mass burn waterwall boilers which produce a maximum steam flow 102,000 pound/hour based on a 4-hour block average.  
The tonnage capacity of these municipal waste combustors is also based on a design higher heating value.  The applicant requests that the language be revised as follows: “nominal 400 TPD (460 TPD maximum, based on a higher heating value of 4,500 Btu/lb) mass burn waterwall boiler which produces a maximum steam flow 102,000 pound/hour based on a 4-hour block average.”
DEP Response:  The Department does not object to the applicant’s comment.  The descriptive change has been made as requested.
3. Comment:  On Page 10 of 12, the Emissions Unit description for Unit ID No. 107 states that the unit is “nominal 600 TPD (690 TPD maximum) mass burn waterwall boiler which produces a maximum steam flow 200,000 pound/hour based on a 4-hour block average.”
The tonnage capacity of this municipal waste combustor is also based on a design higher heating value.  The applicant requests that the language be revised as follows:  “nominal 600 TPD (690 TPD maximum, based on a higher heating value of 5,000 Btu/lb) mass burn waterwall boiler which produces a maximum steam flow 200,000 pound/hour based on a 4-hour block average.”
DEP Response:  The Department does not object to the applicant’s comment.  The descriptive change has been made as requested.
CONCLUSION
The final action of the Department is to issue the permit with the minor changes as described above.
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