SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
B. Perlite Plant Operations
Mr. Scott Monahan
Plant Manager                                
James Hardie Building Products, Inc.
809 South Woodrow Wilson Road
Plant City, FL 33563


RE:    0570460-035-AC
         Revised Draft Air Construction Permit
         Silos and Perlite Plant Modifications

Dear Mr. Monahan: 

Enclosed is the replacement draft construction permit package to authorize modifications at the James Hardie Building Products, Inc. facility.  This action re-issues and replaces the Notice of Intent to Issue Air Permits that was issued on December 23, 2015 for this project in order to address comments that were received on the original Notice of Intent.  This facility is located in Hillsborough County at 809 South Woodrow Wilson Road, Plant City, Florida 33563.  

Enclosed are the following documents:  the Written Notice of Intent to Issue Air Permit; the Public Notice of Intent to Issue Air Permit; the Technical Evaluation and Preliminary Determination; and the Revised Draft Permit with the Appendices.  The Public Notice of Intent to Issue Air Permit is the actual notice that you must have published in the legal advertisement section of a newspaper of general circulation in the area affected by this project.

If you have any questions, please contact the Project Engineer Sahand Nasseri, P.E. or Diana M. Lee, P.E. at 813-627-2600, or by e-mail at nasseris@epchc.org or lee@epchc.org.    

Executed in Hillsborough County, Florida.
		Sincerely,
	
	
		_______________________________
		Janet L. Dougherty
		Executive Director
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I.   Public Notice: An “INTENT TO ISSUE AN AIR PERMIT” to James Hardie Building Products, Inc., located at 809 South Woodrow Wilson Rd, Plant City, Hillsborough County, Florida, 33563 is included in this package, along with the “PUBLIC NOTICE OF INTENT TO ISSUE AN AIR PERMIT”.  The initial DRAFT Permit has been reissued following comments from the facility as summarized below.  Proof of publication of the “PUBLIC NOTICE OF INTENT TO ISSUE AN AIR PERMIT” is required as stated within that section.

II.  Public Comment(s): Draft Construction Permit No. 0570460-035-AC was issued on December 23, 2015. On January 4, 2015, Mr. Jim Estler, the facility consultant, submitted comments via email in MS Word document with Track Changes. Listed below is each comment in the chronological order of receipt and a response to each comment in the order that the comment was received.  The comment(s) will not be restated but are summarized.  Where duplicative comments exist, the original response is referenced.

Comment 1:  Facility-wide Condition No. 8 requires the facility to apply for an operating permit 90 days prior to the expiration date of the construction permit and Facility-wide Condition No. 20 requires the permittee to apply for the operating permit 120 days prior to the expiration of the construction permit. James Hardie has requested clarification on time frame for applying for the operating permit.

Response: As requested, in order to be consistent with the requirements of the Construction Permit No. 0570460-032-AC, Facility-wide Condition No. 8 was modified to require the permittee to apply for the operating permit 120 days prior to the expiration of the construction permit. Also, since Facility-wide Condition No. 20 was similar to Facility-wide Condition No. 8, it was removed from the permit. 

Comment 2: James Hardie requested to update the PM PTE in Facility-wide Condition No. 14.A) based on the calculations submitted on December 16, 2015, which calculated the PM PTE as 85.3 TPY.

Response: The PM PTE in the Facility-wide Condition No. 14.A) is based on the PM emissions of the regulated emissions units. The total facility-wide PM PTE including the exempt sources is 85.3 TPY. However, after further review of the calculations, it was determined that the PM PTE from the regulated sources is 81.0 TPY and 4.3 TPY of PM from the exempt sources (for a total of 85.3 TPY of PM emissions). The Facility-wide PM PTE in Facility-wide Condition No. 14.A) has been updated to reflect the correct PM PTE emissions of 81.0 TPY.

Comment 3: James Hardie requested that the emission unit description for the Sand Silo #1, on Page 9, be updated since the baghouse of the silo has been removed and the silo is no longer subject to PM-RACT.

Response: Since the baghouse of Sand Silo #1 has been removed and the silo is no longer subject to PM-RACT, the emission unit description on Page 9 was revised to reflect this as follows:

From:
All handling operations of silica sand prior to the ball mills, except for the initial truck unloading of sand, are subject to 40 CFR 60 Subpart OOO.  Sand Silo #1 is also subject to PM-RACT.  The rest of the baghouse units are exempted from PM-RACT with the allowance of a grain loading of 0.02 gr/dscf; however, this allowance was granted only with the requirement that an O&M Plan also be included for all baghouses exempted from PM-RACT.  

To:  
All handling operations of silica sand prior to the ball mills, except for the initial truck unloading of sand, are subject to 40 CFR 60 Subpart OOO.

Comment 4: James Hardie requested to change the MEK solvent to Isopropyl Alcohol (IPA) in Specific Condition A.1.c. 

Response: Since the VOC content of the MEK and the IPA is the same, and the facility has not requested an increase in the solvent usage, the facility-wide VOC PTE will remain the same. Therefore, Specific Condition No. A.1. was updated to reflect the usage of the IPA, as follows:

From:
1. Permitted Capacity:  The following restrictions and limitations shall apply for any consecutive twelve (12) month period [Rules 62-210.200(PTE) and 62-4.070(3) F.A.C.; Application No. 0570460-035-AC]:
a. Maximum paint usage: 			1,925,000 gal
b. Maximum anti-stick coating usage:	   	81,130 gal
c. Maximum MEK solvent usage:  		898 gal
d. Maximum ink usage: 			480 gal
e. Maximum ink conditioner usage: 		300 gal

To:
1.   Permitted Capacity:  The following restrictions and limitations shall apply for any consecutive twelve (12) month period [Rules 62-210.200(PTE) and 62-4.070(3) F.A.C.; Application No. 0570460-035-AC]:
f. Maximum paint usage: 				1,925,000 gal
g. Maximum anti-stick coating usage:	   		81,130 gal
h. Maximum Isopropyl Alcohol (IPA) solvent usage:  	898 gal
i. Maximum ink usage: 				480 gal
j. Maximum ink conditioner usage: 			300 gal

Comment 5: James Hardie requested to remove Specific Condition No. A.2.a. since the baghouses on Sand Silos #1 and #2 will be removed.

Response: Since the baghouses on Sand Silos #1 and #2 will be removed, Specific Condition No. A.2 was revised to reflect this modification, as follows:

From:
3. In order to ensure compliance with Specific Condition No. 4, the following restrictions shall apply: [Rule 62-4.070(3), F.A.C., and Application No. 0570460-035-AC]
a. All dust laden air generated during silo loading, and bucket elevator operation for the sand silos, shall be vented to the baghouse controlling that particular emissions unit.
b. No silica sand shall be delivered without the proper hopper enclosures in place and the bucket elevator shall be covered.
To: 
3. In order to ensure compliance with Specific Condition No. 4, no silica sand shall be delivered without the proper hopper enclosures in place and the bucket elevator shall be covered. [Rule 62-4.070(3), F.A.C., and Application No. 0570460-035-AC]

Comment 6: Specific Condition Nos. A.5. and B.5. require the facility to perform the initial compliance test within 30 days of the start-up after completion of the removal of the existing dust collectors. James Hardie requested to increase the testing time frame to 60 days after the start-up since they have to provide a 30-day notification to the EPA in accordance with 40 CFR 60 NSPS, Subpart A. 

Response: In order to provide the facility sufficient time to furnish EPA the 30-day initial performance test notification, Specific Condition Nos. A.5. and B.5 were modified to allow the facility to perform the initial compliance test within 60 days of start-up.

Comment 7: James Hardie requested to add the EPA Method 22 test to Specific Condition Nos. A.11., A.14.B. and B.10. Also, the facility requested to add the EPA Method 9 test in the Permitting Notes under the NSPS Applicability in Subsections A. and B.

Response: Since the facility can use either EPA Method 9 or 22 to test the combined conveyors from the silos to ball mills, Specific Condition Nos. A.11., A.14.B., and and B.10 were revised to include EPA Method 22. Also, EPA Method 9 was added in the Permitting Notes under the NSPS Applicability in Subsections A. and B. 

Comment 8: Specific Condition No. B.16. requires the permittee to conduct performance tests in accordance with 40 CFR 60.11 and 40 CFR 60 NSPS, Subpart UUU. James Hardie is requesting to add the word “initial” to the performance test to emphasize this requirement is only applicable to the initial performance test per the federal regulation.

Response: Since the NSPS testing requirement is applicable to the initial performance test, the word “initial” was added in Specific Condition B.16.

Comment 9: James Hardie requested to remove either Specific Condition No. B.2. or B.19. since they seem to be duplicate.

Response: Since it was determined that Specific Condition Nos. B.2. and B.19 are duplicative, Specific Condition No. B.19. has been removed from the permit. 
































In the Matter of an
Application for Air Permit by:
	James Hardie Building Products, Inc.
809 South Woodrow Wilson Road
Plant City, FL 33563

Authorized Representative:
Mr. Scott Monahan, Plant Manager

	Draft Project No. 0570460-035-AC
Minor Air Construction Permit

James Hardie Building Products, Inc.
Modifications to the Perlite Plant & Silos
Hillsborough County, Florida



Facility Location:  James Hardie Building Products, Inc. operates the existing James Hardie Building Products, Inc., which is located in Hillsborough County at 809 South Woodrow Wilson Road, Plant City, FL, 33563.

Project:  The applicant proposes to make modifications to the new Inorganic Mineral Processing (IMP) Plant (aka Perlite Plant) and the silica sand silos. Details of the project are provided in the application and the enclosed Technical Evaluation and Preliminary Determination.

Permitting Authority:  Applications for air construction and operation permits are subject to review in accordance with the provisions of Chapter 403, Florida Statutes (F.S.) and Chapters 62-4, 62-210 and 62-212 of the Florida Administrative Code (F.A.C.).  The proposed project is not exempt from air permitting requirements and an air permit is required to perform the proposed work.  The Permitting Authority responsible for making a permit determination for this project is the Environmental Protection Commission of Hillsborough County.  The Permitting Authority’s physical address is: 3629 Queen Palm Dr., Tampa, FL 33619.  The Permitting Authority’s mailing address is: 3629 Queen Palm Dr., Tampa, FL 33619.  The Permitting Authority’s telephone number is 813/627-2600.

Project File:  A complete project file is available for public inspection during the normal business hours of 8:00 a.m. to 5:00 p.m., Monday through Friday (except legal holidays), at address indicated above for the Permitting Authority.  The complete project file includes the Draft Permit, the Technical Evaluation and Preliminary Determination, the application, and the information submitted by the applicant, exclusive of confidential records under Section 403.111, F.S.  Interested persons may contact Diana M. Lee, P.E. for additional information at the address or phone number listed above.

Notice of Intent to Issue Permit:  The Permitting Authority gives notice of its intent to issue an air permit to the applicant for the project described above.  The applicant has provided reasonable assurance that operation of the proposed equipment will not adversely impact air quality and that the project will comply with all appropriate provisions of Chapters 62-4, 62-204, 62-210, 62-212, 62-296, and 62-297, F.A.C.  The Permitting Authority will issue a Final Permit in accordance with the conditions of the proposed Draft Permit unless a timely petition for an administrative hearing is filed under Sections 120.569 and 120.57, F.S. or unless public comment received in accordance with this notice results in a different decision or a significant change of terms or conditions.

Public Notice:  Pursuant to Section 403.815, F.S. and Rules 62-110.106 and 62-210.350, F.A.C., you (the applicant) are required to publish at your own expense the enclosed Public Notice of Intent to Issue Air Permit (Public Notice).  The Public Notice shall be published one time only as soon as possible in the legal advertisement section of a newspaper of general circulation in the area affected by this project.  The newspaper used must meet the requirements of Sections 50.011 and 50.031, F.S. in the county where the activity is to take place.  If you are uncertain that a newspaper meets these requirements, please contact the Permitting Authority at above address or phone number.  Pursuant to Rule 62-110.106(5) and (9), F.A.C., the applicant shall provide proof of publication to the Permitting Authority at the above address within 7 days of publication.  Failure to publish the notice and provide proof of publication may result in the denial of the permit pursuant to Rule 62-110.106(11), F.A.C.

WRITTEN NOTICE OF INTENT TO ISSUE AIR PERMIT
WRITTEN NOTICE OF INTENT TO ISSUE AIR PERMIT
Comments:  The Permitting Authority will accept written comments concerning the proposed Draft Permit for a 
James Hardie Building Products, Inc.	Project No. 0570460-035-AC
Modifications to the Perlite Plant & Silos	Minor Air Construction Permit
Page 2 of 4

James Hardie Building Products, Inc.	Air Permit No. 0570460-035-AC
Modifications to the Perlite Plant & Silos	Minor Air Construction Permit
Page 6 of 6
period of 14 days from the date of publication of the Public Notice. Written comments must be received by the Permitting Authority by close of business (5:00 p.m.) on or before the end of the 14-day period.  If written comments received result in a significant change to the Draft Permit, the Permitting Authority shall revise the Draft Permit and require, if applicable, another Public Notice.  All comments filed will be made available for public inspection.

Petitions:  A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  Petitions filed by the applicant or any of the parties listed below must be filed within 14 days of receipt of this written notice of Intent to Issue Air Permit.  Petitions filed by any persons other than those entitled to written notice under Section 120.60(3), F.S., must be filed within 14 days of publication of the attached Public Notice or within 14 days of receipt of this written notice of Intent to Issue Air Permit, whichever occurs first.  Under Section 120.60(3), F.S., however, any person who asked the Permitting Authority for notice of agency action may file a petition within 14 days of receipt of that notice, regardless of the date of publication.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  A petition for administrative hearing must contain the information set forth below and must be filed (received) in the Legal Department of the EPC at 3629 Queen Palm Drive, Tampa, Florida 33619, Phone 813-627-2600, Fax 813-627-2602, before the deadline.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention (in a proceeding initiated by another party) will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C. 

A petition that disputes the material facts on which the Permitting Authority’s action is based must contain the following information:  (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, any email address, telephone number and any facsimile number of the petitioner; the name, address, any email address, telephone number, and any facsimile number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of when and how each petitioner received notice of the agency action or proposed decision; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so indicate; (e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action including an explanation of how the alleged facts relate to the specific rules or statutes; and, (g) A statement of the relief sought by the petitioner, stating precisely the action the petitioner wishes the agency to take with respect to the agency’s proposed action.  A petition that does not dispute the material facts upon which the Permitting Authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.

Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Permitting Authority’s final action may be different from the position taken by it in this written notice of Intent to Issue Air Permit.  Persons whose substantial interests will be affected by any such final decision of the Permitting Authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.

Mediation:  Mediation is not available in this proceeding.
												
Executed in Hillsborough County, Florida.


____________________________	
Janet L. Dougherty
						Executive Director
CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this Written Notice of Intent to Issue Air Permit package (including the Written Notice of Intent to Issue Air Permit, the Public Notice of Intent to Issue Air Permit, the Technical Evaluation and Preliminary Determination and the Draft Permit) was sent by electronic mail (or a link to these documents made available electronically on a publicly accessible server) with received receipt requested or by certified mail before the close of business on the date indicated below to the persons listed below.

Mr. Scot Monahan, James Hardie Building Products, Inc. (scott.monahan@jameshardie.com) 
Mr. Tom Pugh, James Hardie Building Products, Inc. (Tom.Pugh@jameshardie.com)
Mr. Gerald J. Kissel, P.E., Gerald J. Kissel, P.E., P.A. (jerrykissel2@yahoo.com) 
Mr. Jim Estler, Q.E.P., Clean Air Consulting, Inc. (estlerj@aol.com) 
Florida Department of Environmental Protection, Southwest District (posting online)



FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.



__________________________    ____________
(Clerk)                         (Date)

WRITTEN NOTICE OF INTENT TO ISSUE AIR PERMIT

PUBLIC NOTICE OF INTENT TO ISSUE AIR PERMIT
ENVIRONMENTAL PROTECTION COMMISSION
OF HILLSBOROUGH COUNTY
Draft Minor Air Construction Permit
Draft Air Permit No. 0570460-035-AC
James Hardie Building Products, Inc.
Hillsborough County, FL

Applicant:  The applicant for this project is James Hardie Building Products, Inc. The applicant’s authorized representative and mailing address is:  Scott Monahan, Plant Manager, 809 South Woodrow Wilson Road, Plant City, FL 33563

Facility Location:  James Hardie Building Products, Inc. operates the existing facility, which is located in Hillsborough County at 809 South Woodrow Wilson Road, Plant City 33563.

Project:  Modifications to the new Inorganic Mineral Processing (IMP) Plant (aka Perlite Plant) and the silica sand silos.  James Hardie Building Products, Inc., a formed cement fiber product manufacturing plant, will remain a synthetic minor source of emissions.  

Permitting Authority:  Applications for air construction permits are subject to review in accordance with the provisions of Chapter 403, Florida Statutes (F.S.) and Chapters 62-4, 62-210 and 62-212 of the Florida Administrative Code (F.A.C.).  The proposed project is not exempt from air permitting requirements and an air permit is required to perform the proposed work.  The Permitting Authority responsible for making a permit determination for this project is the Environmental Protection Commission of Hillsborough County.  The Permitting Authority’s physical address is:  3629 Queen Palm Dr., Tampa, FL 33619.  The Permitting Authority’s mailing address is:  3629 Queen Palm Dr., Tampa, FL 33619.  The Permitting Authority’s phone number is 813-627-2600.

Project File:  A complete project file is available for public inspection during the normal business hours of 8:00 a.m. to 5:00 p.m., Monday through Friday (except legal holidays), at the physical address indicated above for the Permitting Authority.  The complete project file includes the Draft Permit, the Technical Evaluation and Preliminary Determination, the application and information submitted by the applicant (exclusive of confidential records under Section 403.111, F.S.).  Interested persons may contact the Permitting Authority’s project engineer for additional information at the address and phone number listed above.  In addition, electronic copies of these documents are available on the following web site:  https://fldep.dep.state.fl.us/air/emission/apds/default.asp.

Notice of Intent to Issue Air Permit:  The Permitting Authority gives notice of its intent to issue an air construction permit to the applicant for the project described above.  The applicant has provided reasonable assurance that operation of proposed equipment will not adversely impact air quality and that the project will comply with all appropriate provisions of Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297, F.A.C.  The Permitting Authority will issue a Final Permit in accordance with the conditions of the proposed Draft Permit unless a timely petition for an administrative hearing is filed under Sections 120.569 and 120.57, F.S. or unless public comment received in accordance with this notice results in a different decision or a significant change of terms or conditions.

Comments:  The Permitting Authority will accept written comments concerning the proposed Draft Permit for a period of 14 days from the date of publication of the Public Notice.  Written comments must be received by the Permitting Authority by close of business (5:00 p.m.) on or before the end of this 14-day period.  If written comments received result in a significant change to the Draft Permit, the Permitting Authority shall revise the Draft Permit and require, if applicable, another Public Notice.  All comments filed will be made available for public inspection.

Petitions:  A person whose substantial interests are affected by the proposed permitting decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  Petitions filed by any persons other than those entitled to written notice under Section 120.60(3), F.S., must be filed within 14 days of publication of the Public Notice or receipt of a written notice, whichever occurs first.  Under Section 120.60(3), F.S., however, any person who asked the Permitting Authority for notice of agency action may file a petition within 14 days of receipt of that notice, regardless of the date of publication.  A petitioner shall mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  A petition for administrative hearing must contain the information set forth below and must be filed (received) in the Legal Department of the EPC at 3629 Queen Palm Drive, Tampa, Florida 33619, Phone 813-627-2600, Fax 813-627-260 before the deadline.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention (in a proceeding initiated by another party) will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C. 

A petition that disputes the material facts on which the Permitting Authority’s action is based must contain the following information: (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, any email address, telephone number and any facsimile number of the petitioner; the name, address any email address, telephone number, and any facsimile number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of when and how each petitioner received notice of the agency action or proposed decision; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so state; (e) A concise statement of the ultimate facts alleged, including the specific facts the petitioner contends warrant reversal or modification of the agency’s proposed action; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action including an explanation of how the alleged facts relate to the specific rules or statutes; and, (g) A statement of the relief sought by the petitioner, stating precisely the action the petitioner wishes the agency to take with respect to the agency’s proposed action.  A petition that does not dispute the material facts upon which the Permitting Authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.

Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Permitting Authority’s final action may be different from the position taken by it in this Public Notice of Intent to Issue Air Permit.  Persons whose substantial interests will be affected by any such final decision of the Permitting Authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.

Mediation:  Mediation is not available in this proceeding. 








TECHNICAL EVALUATION
&
PRELIMINARY DETERMINATION


APPLICANT

James Hardie Building Products, Inc.
809 South Woodrow Wilson Road
Plant City, FL 33563
Facility ID No. 0570460


PROJECT

Project No. 0570460-035-AC
Application for Minor Source Air Construction Permit
Modifications to the Perlite Plant and Silos


COUNTY

Hillsborough County, Florida


PERMITTING AUTHORITY

Environmental Protection Commission of Hillsborough County 
3629 Queen Palm Dr.
Tampa, FL 33619


[bookmark: _GoBack]	January 7, 2016


1. GENERAL PROJECT INFORMATION

Air Pollution Regulations
Projects at stationary sources with the potential to emit air pollution are subject to the applicable environmental laws specified in Section 403 of the Florida Statutes (F.S.).  The statutes authorize the Department of Environmental Protection (Department) to establish regulations regarding air quality as part of the Florida Administrative Code (F.A.C.), which includes the following applicable chapters:  62-4 (Permits); 62-204 (Air Pollution Control – General Provisions); 62-210 (Stationary Sources – General Requirements); 62-212 (Stationary Sources – Preconstruction Review); 62-213 (Operation Permits for Major Sources of Air Pollution); 62-296 (Stationary Sources - Emission Standards); and 62-297 (Stationary Sources – Emissions Monitoring).  Specifically, air construction permits are required pursuant to Chapters 62-4, 62-210 and 62-212, F.A.C.
In addition, the U. S. Environmental Protection Agency (EPA) establishes air quality regulations in Title 40 of the Code of Federal Regulations (CFR).  Part 60 specifies New Source Performance Standards (NSPS) for numerous industrial categories.  Part 61 specifies National Emission Standards for Hazardous Air Pollutants (NESHAP) based on specific pollutants.  Part 63 specifies NESHAP based on the Maximum Achievable Control Technology (MACT) for numerous industrial categories.  The Department adopts these federal regulations in Rule 62-204.800, F.A.C.

Glossary of Common Terms
Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of this permit.

Facility Description and Location
James Hardie Building Products, Inc. is an existing cement fiber product manufacturing facility, which is categorized under Standard Industrial Classification Code No. 3272 (Stone, Clay, Glass and Concrete Products).  The existing James Hardie Building Products, Inc. is located in Hillsborough County at 809 South Woodrow Wilson Road in Plant City, Florida.  The UTM coordinates of the existing facility are Zone 17 – 387.13 km East, and 3089.63 km North.  This site is in an area that is in attainment (or designated as unclassifiable) for all air pollutants subject to Ambient Air Quality Standards (AAQS), except for ozone.  Hillsborough County is designated as an air quality maintenance area for ozone.  

Facility Regulatory Categories
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.

Project Description
This permit authorizes modifications of the new Inorganic Mineral Processing (IMP) Plant (aka Perlite Plant) and silica sand silos at the facility.  

Processing Schedule
November 24, 2015 - Received the application for a minor source air pollution construction permit.
Not Applicable - Requested additional information.
November 24, 2015 - Application Complete.

2. DEPARTMENT REVIEW

This permit authorizes modifications of the new Inorganic Mineral Processing (IMP) Plant (aka Perlite Plant) and silica silos at the facility.  As requested by James Hardie, this permit authorizes the following modifications:

· The removal of the dust collectors from Sand Silos No. 1, 2, and 3. These silos will be operating uncontrolled similar to Sand Silo No. 4.
· Change in the operating rate of the conveyors from the Sand Silo No. 3 to Ball Mill No. 3 from 150 tph to the rated maximum capacity of the ball mill which is 17 tph.
· Change in the operating rate of the conveyors from the Sand Silo No. 4 to Ball Mill No. 4 from 150 tph to the rated maximum capacity of the ball mill which is 18 tph.
· Reflect “as built” conveyor configuration for Sand Silo Nos. 3 and 4. 
· Decrease in the baghouse flow rate of the IMP Plant Lines 1 and 2 from 10,000 acfm to 7,500 acfm.
· Reflect increase in actual VOC emissions from the coating operation due to changes in the chemical formulation on one of the primers.  Annual primer usage and VOC PTE will remain the same. 
· Decrease of the heat input rate of the SM4 finishing line dryer/ovens. Both dryers have a heat input rate of 4.5 mmBtu/hr.
· Changes to the interleaver sweeping operation. The new interleaver makeup system is controlled by a baghouse that vents indoors.

Details of the modifications to the new construction associated with the expansion project is described below:
 
Perlite Plant - The new Perlite Plant will consist of a 200-ton Inorganic Mineral (IM)/Perlite ore storage silo, and two (2) furnaces (Furnace Line 1 and Furnace Line 2). Below is a brief detail of their operations: 

•	Trucks will pneumatically unload (IM)/Perlite ore to the new 200-ton Inorganic Mineral storage silo (EU #032).  Emissions from the truck unloading operation will be controlled by a 750 ACFM dust collector located on the top of the silo.  

•	 Furnace Line 1 (EU #033) will consist of: an enclosed preheater feed conveyor, preheater (electric), bucket elevator, discharge chute, furnace hopper & feeder, furnace (electric), cooling duct, a common 200 ton product silo, and a product dense phase conveyor that will convey material to the day bin for Sheet Machine No. 4 and possibly to other existing sheet machines.  The cooling duct will be equipped with a diverter valve which would allow material to be transferred to a small R&D storage silo.  All of the operations will be vented to a 7,500 ACFM baghouse equipped with a bag leak detector.

•	Furnace Line 2 (EU #034) will consist of: an enclosed preheater feed conveyor, preheater (electric), bucket elevator, discharge chute,  furnace hopper & feeder,  furnace (electric),  cooling duct,  a common 200-ton product silo,  a product dense phase conveyor that will convey material  to either the day bin for Sheet Machine No. 4 and possibly to other existing sheet machines, a supersack fill station equipped with a filter receiver, a surge hopper and filling station or an partially enclosed truck loading station silo and loading spout.  The truck loading station will be built later under Phase Two.  The cooling duct will be equipped with a diverter valve which would allow material to be transferred to a small R&D storage silo.  All of the operations will be vented to a 7,500 ACFM baghouse equipped with a bag leak detector.

Sheet Machine No. 4 - This new sheet machine will be 63 inches wide (final sheet width) and will have the capacity to produce sheets like the three existing sheet machines, but also be able to produce trim products.   The requested facility-wide product cap is 710 million square ft.  The requested facility-wide raw materials (sand, cement and additives) usage limit is 892,246 tpy.  Below are additional modifications associated with this operation: 

•	The raw materials which are transported on-site by trucks to one of three existing silos (silica, cement, and additive) will also include perlite.  Once on-site, the cement, perlite and additive are loaded into their respective silo pneumatically.  The existing Additive Silo #2 (EU 026) will store either the additive or perlite (IMP).  The perlite (IMP) will be used by one of the existing sheet machines.  The perlite (IMP) will be transported pneumatically to a new day bin and weigh hopper and be controlled by dust collectors.  These dust collectors will be located inside the production building and vent inside the building.

•	A new Intermediate Additive Silo (EU 038) will be constructed and will receive additive from the existing Additive Silo #1 (EU 003) pneumatically.  This new silo will supply additive to all four sheet machines.  The emissions will be controlled by a small 160 ACFM dust collector that will be exempt from PM RACT.  

•	The silica will be unloaded into a hopper and transferred to the existing Silica Silo #3 by an enclosed bucket elevator, a gravity diverter to a chute to a covered conveyor.  PM emissions from the silica silo, bucket elevator and chute/covered conveyor will be uncontrolled. The silica will then be transferred to Ball Mill No. 3 through a partially covered conveyor, and then mixed with water to be pumped into tanks and eventually to the mixer.  The bucket elevator will either be upgraded or replaced to increase the operating rate from 75-80 tph to 150 tph.  The bucket elevator’s chute/covered conveyor will be replaced to increase the operating rate from 75-80 tph to 150 tph.    PM emissions from the silica silo, bucket elevator and diverter/chute/covered conveyor will be uncontrolled.  

•	A new 450-ton Silica Silo #4 and associated material handling equipment and a fourth ball mill will be constructed.  The operations will consist of: a new gravity diverter and chute from a bucket elevator feeding an enclosed conveyor to a new covered conveyor to Sand Silo #4, and a covered conveyor from Silica Silo #4 to the new Ball Mill No. 4.  In the ball mill, water will be added.  The maximum rated capacity of Ball Mill No. 4 will be 18 tph.

•	The silica sand will be grounded to the correct gradation by one of the two ball mills before mixing.  The additives and cement will be transferred from the silos to the production equipment via enclosed pneumatic piping that will empty into 4 receiving hoppers, each equipped with a dust collector.  These dust collectors will be located inside the production building and will vent inside the building.  From the hoppers, the cement and additive will dropped in pre-set quantities into the mixer with the silica slurry.  Any particulate emissions from the mixer will be controlled by filter socks or a small self-cleaning vent filters, which will vent into the building.  Wood pulp will be introduced off of hardened bales where it will be unrolled into the slurry and ground into needed size.  These raw materials will be wet-mixed and formed into sheets or planks. A new COSMOS system will be installed.  COSMOS is a cement and silica slurry that is spray-applied to fiber cement film as part of the sheet formation process.  The cement is dry batched along with wet silica into a mix vessel that is fed to a run tank.  From the run tank the slurry is pumped through an enclosed spray loop to our sheet formation machines.  The spray is approximately 25% solids with all fines wetted.  The spray nozzles are large diameter and prevent aerosolization of the slurry.   The mix vessel will be controlled by a filter sock is located inside the production building and vent inside the building. 

Coating Operation - In the priming process, the panels will first travel along a conveyor through a Moisture Dryer (steam heated) to a sealer coater to a 4.5 MMBtu/hr natural gas sealer dryer.  They will enter the painting chamber where paint will flow across the panels.  The excess paint will be collected in a reservoir.  Any debris collected will be separated from the paint and the paint will be re-circulated to the applicator for reapplication.  The panels/planks and trim will be dried in a 4.5 MMBtu/hr natural gas dryer and travel through an ink jet printer prior to stacking.  The facility submitted manufacturer’s data sheet for one of the primers used at the facility in order to update the permit file on the VOC content of this primer.  The VOC content was previously estimated to be zero, but new data shows  that this primer now contains a small amount of VOC as applied, which is less than 0.045 lbs/gal,) due to changes in the chemical formulation.   The increase in the VOC content of the primer may result in an increase in actual VOC emissions.  However, the VOC PTE will not change, since it was based on 0.045 lbs/gal, which is the worst case.  The facility is not requesting an increase in material usage.  The current facility-wide PTE for VOC emissions is 49.8 TPY.  

Modification of current emission units (EUs)

· The requirements to use the existing dust collectors for the Silica Silo #1 (EU 002) and Sand Silo #2 (EU #022) will be removed since these sources will operate uncontrolled.  

· The “Interleaver Sweeping” operation (listed as an exempt operation in previous construction permits) is now called the “Interleaver Makeup System”.  The system consist of an interleaver destacker with emissions controlled by a 550 ACFM dust collector, an interleaver sweeping operation, an interleaver hammer mill used to breakup defective interleavers into approximately 6 inch pieces for disposal with emissions controlled by a 4,000 ACFM baghouses and an interleaver stacker with emissions controlled by a 550 ACFM dust collector.  

Currently, the facility has activities that are exempted from permitting, pursuant to Rule 62-210.300(3)(b), F.A.C., which include two (2) emergency diesel generators, eight (8) day bins with individual dust collectors that vent indoors, three (3) stacker baghouses on the sheet plant, paint line preheaters and dryers, periodic pipe flattening activities used on scrap pieces, and five (5) fuel storage tanks, as well as a natural gas fired curing oven.

Also, as requested by the applicant, the following activities are being exempted from permitting; the Perlite Day Bin, a preheater/oven for Sheet Machine No. 4 and five (5) stacking/sweeping/hammer mill activities with baghouses that vent inside of the building.  Therefore, these activities will be listed in this permit as exempt activities pursuant to Rule 62-210.300(3)(b), F.A.C.    


Summary of Emissions

Particulate Matter Emissions
	Emission Unit (EU) No.
	EU Description
	Potential Emissions (TPY) 
	Actual Emissions  (TPY)
	Allowable Emissions

	002
	Silica Silo #1

	0.7
	0.6
	5% opacity

	022
	Silica Silo #2

	0.7
	0.1
	5% opacity

	025
	Silica Silo #3

	1.4
	0.02
	5% opacity

	033 
	Perlite Furnace #1
(w/ 7,500 acfm BH)
	5.6
	NA 
	0.02 gr/dscf and 5% opacity

	034  
	Perlite Furnace #2
(w/ 7,500 acfm BH)
	5.6
	NA
	0.02 gr/dscf and 5% opacity

	037 
	Silica Silo #4 for Ball Mill #4 (Sheet Machine #4)
	1.4
	NA 
	5% opacity



VOC Emissions
	Emission Unit (EU) No.
	EU Description
	Potential Emissions (TPY) 
	Actual Emissions  (TPY) 

	019
	VOC Painting/Coating Operations 
	49.8
	0.6



(a)  Actual emissions from existing EUs are based on the average of 2013 and 2014 AOR data.  
(b)  The facility-wide PTE for PM emissions from all the regulated EUs will be 81.0 TPY, of which 15.5 TPY is associated with this AC construction/modification.  
(c)  There are no baghouses for Silica Silo #1 through #4 (EUs 002, 022, 025, and 037).  Emissions are estimated using AP-42, Table 11.12-2, Emission Factor (EF) of 0.0021 lb/ton.
(d)  VOC PTE is based on the paint, ink, and solvent usage and the maximum corresponding VOC content of each material      



Local Requirements
Rules of the EPCHC, Chapter 1-3 - Stationary Air Pollution and Ambient Air Quality Standards

State Requirements
Rule 62-296.320, F.A.C. - General Pollutant Emission Limiting Standards
Rule 62-296.700, F.A.C. - Reasonably Available Control Technology (RACT) Particulate Matter
Rule 62-296.712, F.A.C. - Miscellaneous Manufacturing Process Operations 

Federal NSPS Provisions
40 CFR 60 Subpart A – General Provisions 
40 CFR 60, Subpart OOO - Standards of Performance for Nonmetallic Mineral Processing Plants 
40 CFR 60 Subpart UUU - Standards of Performance for Calciners and Dryers in Mineral Industries.

Other Draft Permit Requirements
The facility is subject to PM-RACT (Rule 62-296.712, F.A.C.), and therefore, “Operation and Maintenance” plans are required for the baghouses.  A 5% opacity standard applies to all of the material handling units pursuant to Rule 62-296.712, F.A.C., and Chapter 1-3.52(2) Rules of the EPC.  

3. PRELIMINARY DETERMINATION

The Department makes a preliminary determination that the proposed project will comply with all applicable state and federal air pollution regulations as conditioned by the draft permit.  This determination is based on a technical review of the complete application, reasonable assurances provided by the applicant, and the conditions specified in the draft permit.  No air quality modeling analysis is required because the project does not result in a significant increase in emissions.  Sahand Nasseri, P.E. is the project engineer responsible for reviewing the application and drafting the permit.  Additional details of this analysis may be obtained by contacting Sahand Nasseri, P.E. or Diana M. Lee, P.E. Chief, Air Permitting, at (813) 627-2600 or by email at nasseris@epchc.org or lee@epchc.org.
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PERMITTEE:                       					
	James Hardie Building Products, Inc.
809 South Woodrow Wilson Road
Plant City, FL 33563

Authorized Representative:
      Mr. Scott Monahan, Plant Manager

	Air Permit No. 0570460-035-AC
Permit Expires: 01/21/2018
Minor Air Construction Permit
Modifications to the Perlite Plant & Silos




PROJECT
This air construction permit authorizes the modifications to the Perlite Plant and the sand silos.  The proposed work will be conducted at the existing James Hardie Building Products, Inc., which is a formed cement fiber product manufacturing facility categorized under Standard Industrial Classification No. 3272 - Stone, Clay, Glass and Concrete Products  The existing facility is located in Hillsborough County at 809 South Woodrow Wilson Road in Plant City, Florida.  The UTM coordinates are Zone 17, 387.13 km East and 3089.63 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  

STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.

		Executed in Hillsborough County, Florida.
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CERTIFICATE OF SERVICE

The undersigned duly designated deputy agency clerk hereby certifies that this Written Notice of Intent to Issue Air Permit package (including the Written Notice of Intent to Issue Air Permit, the Public Notice of Intent to Issue Air Permit, the Technical Evaluation and Preliminary Determination and the Draft Permit) was sent by electronic mail (or a link to these documents made available electronically on a publicly accessible server) with received receipt requested or by certified mail before the close of business on the date indicated below to the persons listed below.

Mr. Scot Monahan, James Hardie Building Products, Inc. (scott.monahan@jameshardie.com) 
Mr. Tom Pugh, James Hardie Building Products, Inc. (Tom.Pugh@jameshardie.com)
Mr. Gerald J. Kissel, P.E., Gerald J. Kissel, P.E., P.A. (jerrykissel2@yahoo.com) 
Mr. Jim Estler, Q.E.P., Clean Air Consulting, Inc. (estlerj@aol.com) 
Florida Department of Environmental Protection, Southwest District (posting online)



FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.




__________________________    ____________
(Clerk)                         (Date)
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FACILITY DESCRIPTION

The existing facility consists of the following emissions units.
	Facility ID No. 0570460

	ID No.
	Emission Unit Description

	002
	Silica Silo #1

	003
	Additive Silo #1

	004
	Boiler #3

	012
	Boiler #2

	013
	Plank Feeder #1

	014
	Plank Feeder #2

	019
	VOC Painting/Coating Operations 

	022
	Silica Silo #2

	023
	Cement Silo #1

	024
	Cement Silo #2

	025
	Silica Silo #3

	026
	Additive Silo #2

	028
	Boiler #4

	029
	Boiler #5

	030
	Boiler #1

	032 
	Perlite Ore Silo

	033 
	Perlite Furnace #1

	034 
	Perlite Furnace #2

	035 
	Finishing (Trim Edge and Surface Smoothing)

	037 
	Silica Silo #4 for Ball Mill #4 (Sheet Machine #4)

	038 
	Intermediate Additive Silo




The James Hardie, Plant City Facility, operates a formed cement fiber product manufacturing facility, which currently manufactures building panels at the Sheet Plant.  The facility also used to manufacture large drainage pipes at the Pipe Plant.  Currently, a new Perlite Plant (Inorganic Mineral Processing Plant) is under construction and it is being built on the site of the old Pipe Plant.  The new facility expansion project was authorized under Permit Nos. 0570460-031/032-AC.


PROPOSED PROJECT
This permit authorizes the modifications of the new Inorganic Mineral Processing (IMP) Plant (aka Perlite Plant), and Sand Silos Nos. 1, 2, and 3.  The following are the proposed modifications under this air construction (AC) project:

· The removal of the dust collectors of the Sand Silos No. 1, 2, and 3. These silos will be operating uncontrolled similar to sand silo no. 4.
· Change the operating rate of the conveyors from the Sand Silo No. 3 to Ball Mill No. 3 from 150 tph to the rated maximum capacity of the ball mill which is 17 tph.
· Change the operating rate of the conveyors from the Sand Silo No. 4 to Ball Mill No. 4 from 150 tph to the rated maximum capacity of the ball mill which is 18 tph.
· Reflect “as built” conveyor configuration for Sand Silo Nos. 3 and 4. 
· Decrease in the baghouse flow rate of the IMP Plant Lines 1 and 2 from 10,000 acfm to 7,500 acfm.
· Reflect increase in actual VOC emissions from the coating operation due to changes in the chemical formulation on one of the primers.  Annual primer usage and VOC PTE will remain the same. 
· Decrease of the heat input rate of the SM4 finishing line dryer/ovens, both dryers have a heat input rate of 4.5 mmBtu/hr.
· Changes to the interleaver sweeping operation. The new interleaver makeup system is controlled by a baghouse and vents indoors.

Details of the modifications to the new construction associated with the expansion project is described below:

Perlite Plant:

-	Construction of a Perlite Plant Furnace Line 1 (new EU 033), will be consisting of: an enclosed preheater feed conveyor, preheater (electric), bucket elevator, discharge chute, furnace hopper & feeder, furnace (electric), cooling duct, a common 200 ton product silo, and a product dense phase conveyor that will convey material to the day bin for Sheet Machine No. 4 and possibly to other existing sheet machines.  The cooling duct is equipped with a diverter valve, which would allow material to be transferred to a small R&D storage silo.  All of the operations will have pickup points and will be vented to a 7,500 ACFM baghouse equipped with a bag leak detector.   

-	Construction of a Perlite Plant Furnace Line 2 (new EU 034), will consist of: an enclosed preheater feed conveyor, preheater (electric), bucket elevator, discharge chute,  furnace hopper & feeder,  furnace (electric),  cooling duct,  a common 200-ton product silo,  a product dense phase conveyor that will convey material  to either the day bin for Sheet Machine No. 4 and possibly to other existing sheet machines, a supersack fill station equipped with a filter receiver, a surge hopper and filling station or an partially enclosed truck loading station silo and loading spout.  The truck loading station will be built later under Phase Two, which as indicated in the permit application that will be built within 4 years of the permit issuance.  The cooling duct is equipped with a diverter valve which will allow material to be transferred to a small R&D storage silo.  All of the operations will have pickup points that will be vented to a 7,500 ACFM baghouse equipped with a bag leak detector.  

Sheet Machine No. 4:

-	A new Sheet Machine No. 4 and Finishing Line will be constructed at the old pipe plant location.  This new sheet machine will be 63 inches wide (final sheet width) and have the capacity to produce sheets like the three existing sheet machines, but also be able to produce trim products.   The requested facility-wide product cap is 710 million square ft. and the requested facility-wide raw materials cap is 892,246 tpy.

-	The silica will be unloaded into a hopper and transferred to the existing Silica Silo #3 by an enclosed bucket elevator, a gravity diverter to a chute to a covered conveyor.  PM emissions from the silica silo, bucket elevator and chute/covered conveyor will be uncontrolled.  The silica will then be transferred to Ball Mill No. 3 through a partially covered conveyor, and then mixed with water to be pumped into tanks and eventually to the mixer.  The bucket elevator will either be upgraded or replaced to increase the operating rate from 75-80 tph to 150 tph. The bucket elevator’s chute/covered conveyor will be replaced to increase the operating rate from 75-80 tph to 150 tph.    

-	A new 450-ton Silica Silo #4 and associated material handling equipment and a fourth ball mill will be constructed.  The operations will consist of: a new gravity diverter and chute from the bucket elevator feeding an enclosed conveyor to a new covered conveyor to Silica Silo #4, and a covered conveyor from Silica Silo #4 to the new Ball Mill No. 4.  In the ball mill, water will be added.  The rated capacity of Ball Mill No. 4 will be 18 tph.

Coating Operation:

In the priming process, the panels will first travel along a conveyor through a Moisture Dryer (steam heated) to a sealer coater to a 4.5 MMBtu/hr natural gas sealer dryer.  They will enter the painting chamber where paint will flow across the panels.  The excess paint will be collected in a reservoir.  Any debris collected will be separated from the paint and the paint will be re-circulated to the applicator for reapplication.  The panels/planks and trim will be dried in a 4.5 MMBtu/hr natural gas dryer and travel through an ink jet printer prior to stacking.  The facility submitted manufacturer’s data sheet for one of the primers used at the facility in order to update the permit file on the VOC content of this primer.  The VOC content was previously estimated to be zero, but new data shows  that this primer now contains a small amount of VOC as applied, which is less than 0.045 lbs/gal,) due to changes in the chemical formulation.   The increase in the VOC content of the primer may result in an increase in actual VOC emissions.  However, the VOC PTE will not change, since it was based on 0.045 lbs/gal, which is the worst case.  The facility is not requesting an increase in material usage.  The current facility-wide PTE for VOC emissions is 49.8 TPY.

Modification of current emission units (EUs)

-	The existing dust collectors for the Additive Silo #1 (EU 003), Cement Silos #1 and #2 (EUs 023 and 024) and Additive Silo #2 (EU 026) will be either refurbished or replaced with either the same model or a dust collector of similar design with the same air flow and gr/dscf.

-    The requirement to use the existing dust collectors for the Silica Silo #1 (EU 002), and Sand Silo #2 (EU 022) will be removed since these sources will operate uncontrolled.

Also, the following activities are being exempted from permitting, pursuant to Rule 62-210.300(3)(b), F.A.C.; the Perlite Day Bin, a preheater/oven for Sheet Machine No. 4 and five (5) stacking/sweeping/hammer mill activities with baghouses that vent inside of the building.  

This project affects the following emissions units:

	Facility ID No. 0570460

	ID No.
	Emission Unit Description

	002
	Silica Silo #1

	019
	VOC Painting/Coating Operations 

	022
	Silica Silo #2

	025
	Silica Silo #3

	033 
	Perlite Furnace #1

	034 
	Perlite Furnace #2

	037 
	Silica Silo #4 for Ball Mill #4 (Sheet Machine #4)



FACILITY REGULATORY CLASSIFICATION

· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
SECTION 1.  GENERAL INFORMATION (DRAFT)
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1. Permitting Authority:  The permitting authority for this project is the Environmental Protection Commission of Hillsborough County. The mailing address is 3629 Queen Palm Dr., Tampa, Florida 33619.  

2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Environmental Protection Commission of Hillsborough County at:  3629 Queen Palm Dr., Tampa, Florida 33619.

3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements); Appendix NSPS (40 CFR 60, Subpart A – General Provisions); Appendix OOO (40 CFR 60, Subpart OOO); Appendix UUU (40 CFR 60, Subpart UUU).  

4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.

5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]

6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]

7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(4), 62-4.080 & 62-210.300(1), F.A.C.]

8. Application for a Non-Title V Operating Permit:  This permit authorizes construction of the permitted emissions unit(s) and initial operation to determine compliance with Department rules.  A Non-Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Non-Title V air operation permit at least 120 days prior to expiration of this permit, but no later than 60 days after completion of compliance testing.  To apply for a Non-Title V operation permit, the applicant shall submit the appropriate application form, the appropriate permitting fee, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the Environmental Protection Commission of Hillsborough County.  [Rules 62-4.030 and 62-4.050, F.A.C.]

9. Annual Operating Report (AOR):  The information required by the Annual Operating Report for Air Pollutant Emitting Facility (DEP Form No. 62-210.900(5)) shall be submitted by April 1 of each year, for the previous calendar year, to the Environmental Protection Commission of Hillsborough County. All synthetic non-Title V sources shall submit a completed DEP Form 62-210.900(5) unless the annual operating report is submitted using the DEP’s electronic annual operating report software.  Emissions shall be computed in accordance with the provisions of subsection 62-210.370(2), F.A.C.  [Rule 62-210.370(3), F.A.C.] 

{Permitting Note:  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.}

10. If the permittee wishes to transfer this permit to another owner, an "Application for Transfer of Air Permit" (DEP Form 62-210.900(7)) shall be submitted, in duplicate, to the Environmental Protection Commission of Hillsborough County within 30 days after the sale or legal transfer of the permitted facility.  [Rule 62-4.120, F.A.C.]

11. All applicable rules of the Environmental Protection Commission of Hillsborough County including design discharge limitations specified in the application shall be adhered to.  The permit holder may also need to comply with county, municipal, federal, or other state regulations prior to construction.  [Rule 62-4.070(7), F.A.C.]

12. The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  [Rule 62-296.320(2), F.A.C.]

13. As requested by the permittee, the maximum usage of the combined raw materials (silica, cement, perlite and additives) shall not exceed 892,246 tons per 12 consecutive month period and the facility-wide production rate shall not exceed 710 million square feet per 12 consecutive month period.   [Rule 62-4.070(3), F.A.C., Construction Permit No. 0570460-032-AC]
	
{Permitting Note:  Although the raw material usage limit is now based on a combined total, individual tracking of each raw material usage must still be recorded and made available to EPC upon request to provide assurance that no modifications have occurred and that usages are consistent with usage figures submitted in previous applications.}

14. In order to establish the facility as a synthetic minor for both criteria pollutants and Hazardous Air Pollutants (HAP), the following emissions limitations shall apply:
[Rules 62-210.200(PTE), 62-212.300, 62-4.070(3), F.A.C., Permit No. 0570460-027-AF and Permit Nos.0570460-030/031-AC, and Application No. 0570460-035-AC]

A)	The facility-wide PM emissions from the regulated EUs shall not exceed 81.0 tons for any 12 consecutive month period.
B) The HAP, as defined in Rule 62-210.200, F.A.C., emissions shall be less than 10 tons in any 12 consecutive month period for any individual HAP, and less than 25 tons in any 12 consecutive month period for any combination of HAPs.

15. All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provision in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including, but not limited to, vehicular movement, transportation of materials, construction, alterations, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling. Reasonable precautions include the following: [Rule 62-296.320(4)(c), F.A.C.]

	A)	Paving and maintenance of roads, parking areas and yards.
	B)	Application of water or chemicals to control emissions from such activities as demolition of buildings, grading roads, construction, pipe flattening and land clearing.
	C)	Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stock piles and similar activities.
	D)	Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent re-entrainment, and from buildings or work areas to prevent particulate from becoming airborne.
	E)	Landscaping or planting of vegetation.
	F)	Use of hoods, fans, filters, and similar equipment to contain, capture and/or vent particulate matter.
	G)	Enclosure or covering of conveyor systems.

16. When the Environmental Protection Commission of Hillsborough County (EPC) after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable requirement or permit condition is being violated, it may require the owner or operator of the source to conduct compliance tests which identify the nature and quantity of pollutant emissions from the source and to provide a report on the results of said tests to the EPC.  For the purpose of confirming compliance with the emission limitations in this permit, the EPC may require the use of EPA Method 9 or other approved methods, as deemed necessary.  [Rules 62-297.310(8)(c) and 62-4.070(3), F.A.C.]

17. The permittee shall not store, handle, process, or use in any process the volatile organic compounds or organic solvents without applying known and existing vapor emission control devices or systems as follows and as deemed necessary and ordered by the Environmental Protection Commission of Hillsborough County: [Rule 62-296.320, F.A.C.]

	A) 	Maintain tightly fitting cover, lids, etc. on all containers when they are not being handled, tapped, etc.
	B) 	Where possible and practical, procure/fabricate a tightly fitting cover for any open trough, basin, etc. of VOC so that it can be covered when not in use.
	C) 	Immediately attend to all spills/waste as appropriate.

18. Circumvention.  No owner or operator of an emissions unit subject to the requirements of Rules 62-296.401 through 62-296.414, F.A.C., or Rules 62-296.701 through 62-296.712, F.A.C., establishing maximum concentrations of emissions of particulate matter in the exhaust gas from the emissions unit shall circumvent the provisions of an applicable emission limitation by increasing the volume of gas in any exhaust or group of exhausts for the purpose of reducing the stack gas concentration.  This includes allowing dilution air to enter the system through leaks, open vents, or similar means. [Rule 62-296.700(5), F.A.C.]

19. In order to provide reasonable assurance that the pollution control equipment are operated and maintained adequately, the permittee shall submit an updated Operation and Maintenance (O&M) Plan to include the new and modified (replaced/refurbished) baghouses with the FESOP revision application for incorporating the AC permit into an operating permit. [Rules 62-296.700 and 62-4.070(3), F.A.C.]


SECTION 2.  ADMINISTRATIVE & FACILITY-WIDE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	002
	Silica Silo #1

	019
	VOC Painting/Coating Operations  

	022
	Silica Silo #2



All handling operations of silica sand prior to the ball mills, except for the initial truck unloading of sand, are subject to 40 CFR 60 Subpart OOO.  

PERFORMANCE RESTRICTIONS
1. Permitted Capacity:  The following restrictions and limitations shall apply for any consecutive twelve (12) month period [Rules 62-210.200(PTE) and 62-4.070(3) F.A.C.; Application No. 0570460-035-AC]:
k. Maximum paint usage: 					1,925,000 gal
l. Maximum anti-stick coating usage:	   			81,130 gal
m. Maximum Isopropyl Alcohol (IPA) solvent usage:  		898 gal
n. Maximum ink usage: 					480 gal
o. Maximum ink conditioner usage: 				300 gal

2. Restricted Operation:  The hours of operation are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
3. In order to ensure compliance with Specific Condition No. 4, no silica sand shall be delivered without the proper hopper enclosures in place and the bucket elevator shall be covered.  [Rule 62-4.070(3), F.A.C., and Application No. 0570460-035-AC]

EMISSIONS STANDARDS
4. VE standard: Unless otherwise specified, visible emissions for all emission units and emission sources in this subsection shall not exceed 5% opacity. [Rule 62-4.070(3), F.A.C.; Chapter 1-3.52(2), Rules of the HCEPC; Application No. 0570460-035-AC]

TESTING REQUIREMENTS
5. Initial Compliance Tests:  Emissions Units 002 and 022 shall be tested to demonstrate initial compliance with the emissions standards for visible emissions.  The initial tests shall be conducted within 60 days of start-up after completion of the removal of the existing dust collectors, and annually thereafter.  Submit a copy of the test data to the Air Compliance Section of the Air Management Division of the Environmental protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.   [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
6. Capacity during Testing: Compliance testing of the emission units shall be conducted with the EUs operating at no less than their normal operating level.  Due to the nature of some of the loading operating on a batch cycle, the following specification for visible emission testing shall be followed: [Rules 62-4.070(3) and 62-297.310(4)(a), F.A.C.; 40 CFR 60.675(c)(2)]
EU 002 (Silica Silo #1) and EU 022 (Silica Silo #2): Loading of the silo occurs by the dumping of moist silica sand into a hopper and the transfer of silica to the top of the silos by a bucket elevator.  The silica loading rate is approximately 80 tph.  The test should be performed while silica is consistently being processed by the bucket elevator and actively being loaded into the specified silo.  If the batch is exhausted prior to achieving the minimum testing time, the test should be suspended until another batch load can be observed and added to the test.  These silos are subject to 40 CFR 60 Subpart OOO and require a 30 minute minimum observation time.  All operating conditions (weight processed, time, etc.) must be submitted with the test or it may be invalidated.
7. If the parameters from Specific Condition No. 6 cannot be met, then the source will be limited to 110% of the limiting conditions under which it complied until a new test is conducted.  Once the unit is so limited, then operation at higher rates is allowed for no more than fifteen days for purposes of additional compliance testing to regain the normal operational levels, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test.
[Rules 62-4.070(3) and 62-297.310(3), F.A.C.]

8. Compliance with the VOC emissions limitations shall be determined using Material Safety Data Sheets (MSDS) or manufacturer’s technical datasheet, provided that the datasheet is supported by Method 24 analysis of the product.  The most current version of the MSDS for the paint, ink, ink conditioner, MEK, and anti-stick coating shall be kept on site and shall be made available upon request to the Environmental Protection Commission of Hillsborough County.  [Rule 62-4.070(3), F.A.C and FESOP No. 0570460-033-AF]
9. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions unit shall be tested to demonstrate compliance with the emissions standards for visible emissions.  
[Rule 62-297.310(8)(a)1, F.A.C.]
10. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
11. Test Methods:  Required tests shall be performed in accordance with the following reference methods.  
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources

	22
	Visual Determination of Fugitive Emissions


The above method is described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]

NSPS APPLICABILITY
{Permitting Note: The handling of silica sand at this facility has been determined to be subject to 40 CFR 60 Subpart OOO for Standards of Performance for Nonmetallic Mineral Processing Plants.  The two sand silos and associated handling equipment prior to the ball mills are all affected sources.

The following list itemizes the affected sources:

· Underground conveyor from truck sand-unloading hopper to bucket elevator.
· Bucket elevator.
· Silica Silo #1 (EU 002)
· Chute and conveyor from bucket elevator to Silica Silo #2
· Silica Silo #2 (EU 022)
· Conveyor from Silica Silo #1 to Ball Mill #1
· Conveyor from Silica Silo #1 to Ball Mill #2
· Conveyor from Silica Silo #2 that drops material onto conveyor from Silica Silo #1 to Ball Mill #2

The underground conveyor was determined to be exempt from testing.  The three conveyors leading from the silica silos to the ball mills are being grouped for a single visible emission test using EPA Method 22 or EPA Method 9 because of their obscured location behind the silos and their operation continuing inside the building.  These affected testing points will be considered additional emission points related to Sand Silo #1.}

12. The following emission points shall be tested annually for visible emissions to demonstrate compliance with the stated opacity limit.  The required method of testing and the minimum observation time are also specified.  Silica Silos #1 and #2 (EU 002 and EU 022) have already adopted additional testing requirements from Subpart OOO as referenced in Specific Condition No. 6.  At least 15 days advanced notice of testing is required on any source subject to Subpart OOO, including Sand Silos #1 and #2 (EU 002 and EU 022).  A copy of the test data shall be submitted to the Air Compliance Section of the Air Management Division of the Environmental protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.      [40 CFR 60.675(c)(3), 60.675(d), 60.8(a) and 60.8(d), Rules 62-297.310(8)(b) and 62-296.320(4) F.A.C., Chapters 1-3.52(2) and 1-3.52(3), Rules of the EPC; Application No. 0570460-035-AC]

					Opacity		Test		  Minimum
	Source			  Limit	   	         Method	        Observation Time

Bucket Elevator			    5%			  9		  30 minutes

Conveyor from Bucket		    5%			  9		  30 minutes
Elevator to Silo #2

Combined Conveyors from	Either: 0%	 	 22		  30 minutes
Silos to Ball Mills		  or:   5%		  9		  30 minutes


13. In determining compliance with the opacity standards from Specific Condition No. 12 requiring Method 9, the owner or operator shall use EPA Method 9 and the procedures in 40 CFR § 60.11, with the following additions:   [40 CFR 60.675(c)]

(i)  The minimum distance between the observer and the emission source shall be 4.57 meters (15 feet).
(ii) The observer shall, when possible, select a position that minimizes interference from other fugitive emission sources (e.g., road dust). The required observer position relative to the sun (Method 9, Section 2.1) must be followed.

14. Compliance testing of the emission points identified in Specific Condition No. 12. shall be conducted while the observed source is processing silica at a minimum of the normal transfer rate for the duration of the test, as much as practical.  If the transfer of sand is terminated prior to achieving the minimum testing time, the test should be suspended until additional loading can be observed and added to the test.  The following specifications for visible emission testing should be followed:      [Rule 62-4.070(3)]

A. Bucket Elevator and Conveyor from Bucket Elevator to Silica Silo #2

These tests should be performed while silica sand is consistently being processed by the bucket elevator or actively being loaded through the specified conveyor, depending on which source is being tested. Observation of emissions should be from the point of highest opacity across the entire length of the source. All operating conditions (weight processed, time, etc.) must be submitted with the test or it may be invalidated.

B. Combined Conveyors from Silo’s to Ball Mills

EPA Method 22 or EPA Method 9 test shall occur while sand is consistently being processed to both ball mills from both silos, as much as practical.  The ball mills should be fully operating during the test.  The focus of observation during the test should be an overview of the cluster of conveyors leading into the ball mill enclosure.  The test report shall include details about the transfer of material, which conveyors were being utilized and process rate, where available.  Failure to provide documentation of test conditions could invalidate the test.    [40 CFR 60.675(d)]

15. If the parameters from Specific Condition 14 cannot be met, then the source will be limited to 110% of the limiting conditions under which it complied (i.e. material transfer rate) until a new test is conducted.  Once the unit is so limited, then operation at higher rates is allowed for no more than fifteen days for purposes of additional compliance testing to regain the normal operational levels, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test.    [Rules 62-4.070(3) and 62-297.310(3), F.A.C.]

16. NSPS Requirements: The permittee shall comply with the following requirements:  [Rule 62-204.800, F.A.C.]

A) The permittee shall furnish the EPC written notification as follows: [40 CFR 60.7(a)]
		1)	A notification of any physical or operational change to an existing facility which may increase the emissions rate of any air pollutant to which a standard applies, unless that change is specifically exempted under an application subpart or in §60.14(e).  This notice shall be postmarked 60 days or as soon as practicable before the change is commenced and shall include information describing the precise nature of the change, present and proposed emissions control systems, productive capacity of the facility before and after the change, and the expected completion date of the change.  The EPC may request additional relevant information subsequent to this notice.  [40 CFR 60.7 (a)(4)]
B) The permittee shall maintain records of the occurrence and duration of any startup, shutdown, or malfunction in the operation of an affected facility; any malfunction of the air pollution control equipment; or any periods during which a continuous monitoring system or monitoring device is inoperative.  [40 CFR 60.7(b)]
C) The permittee shall maintain a file of all measurements, including performance testing measurements and all other information required by this part recorded in a permanent form suitable for inspection.  The file shall be retained for at least two years following the date of such measurements, maintenance, reports, and records.  [40 CFR 60.7(f)]
D) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in Appendix A (40 CFR 60).  [40 CFR 60.11(b)]
E) The opacity standards set forth in this permit shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard. [40 CFR 60.11(c)]
F) At all times, including periods of startup, shutdown, and malfunction, owners and operators shall, to the extent practicable, maintain and operate any affected facility including associated air pollution control equipment in a manner consistent with good air pollution control practice for minimizing emissions.  Determination of whether acceptable operating and maintenance procedures are being used will be based on information available to the EPC which may include, but is not limited to, monitoring results, opacity observations, review of operating and maintenance procedures, and inspection of the source.  [40 CFR 60.11(d)]
G) No owner or operator subject to the provisions of this part shall build, erect, install, or use any article, machine, equipment or process, the use of which conceals an emission which would otherwise constitute a violation of an applicable standard.  Such concealment includes, but is not limited to, the use of gaseous diluents to achieve compliance with an opacity standard or with a standard that is based on the concentration of a pollutant in the gases discharged to the atmosphere.  [40 CFR 60.12]

MONITORING REQUIREMENTS
17. The permittee shall operate and maintain a measuring device to determine the air pressure differential across the baghouse(s) within 10 percent accuracy.    [Rule 62-4.070(3), F.A.C; Permit No. 0570460-027-AF]

RECORDS AND REPORTS
18. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate statement.  [Rule 62-297.310(10), F.A.C.]
19. In order to demonstrate compliance with the emission standards and limits stipulated in this permit, the permittee shall maintain monthly records of operations for the most recent three year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following:   [Rule 62-4.160(14)(b), F.A.C.]
A)  Date, Month, Year 
B)  Tons of each material received for each silo
C)  VOC and HAP content of products referenced in Specific Condition No. 1 as applied (lbs/gal), if thinned with a non-exempt VOC solvent.  If products are not thinned or only mixed with water, then only as supplied (lbs/gal) is required
D)  Amount of (gallons), and type of all VOC containing materials used 
E)  Total VOC emitted from the entire facility 
F)  Individual HAPs emitted
G)  Total HAPs emitted
H)  Rolling 12 month total of B), D), E), F), and G) above




SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A. Sheet Plant Operations

This section of the permit addresses the following emissions units.
	EU No.
	Emission Unit Description

	025
	Sand Silo #3

	033
	Perlite Furnace #1

	034
	Perlite Furnace #2

	037
	Silica Silo #4



PERFORMANCE RESTRICTIONS
1. Restricted Operation:  The hours of operation are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
2. In order to ensure compliance with Specific Condition No. 4, no silica sand shall be delivered without using reasonable precautions to prevent and control generation of unconfined emissions of particulate matter in accordance with the provision in Rule 62-296.320, F.A.C.  Reasonable precautions include the use of the existing 3 sided hopper enclosure, application of water, chemicals or other dust suppressants. 
[Rule 62-4.070(3), F.A.C., and Permit No. 0570460-027/031-AC]

EMISSIONS STANDARDS
3. Emissions Standards: The maximum allowable particulate emissions and potential to emit shall not exceed the following: [Rules 62-4.070(3) and 62-296.711, F.A.C.; 40 CFR 60, Subpart UUU; Application No. 0570460-035-AC]
a. Perlite Furnace #1 (EU #033) shall not exceed 0.02 gr/dscf and  5.6 TPY.
b. Perlite Furnace #2 (EU #034) shall not exceed 0.02 gr/dscf and 5.6 TPY.
4. VE Standard: Unless otherwise specified, visible emissions for all the emission units and emission sources in this subsection shall not exceed 5% opacity. [40 CFR 60, Subpart OOO and Subpart UUU, Rules 62-296.320(4), 62-296.711(2)(a) F.A.C., Chapter 1-3.52(2), Rules of the EPC, Permit No. 0570460-032-]

TESTING REQUIREMENTS
5. Initial Compliance Tests:  In order to demonstrate compliance with Specific Condition No. 4, test EU 025 for visible emissions, at the point of highest opacity, within 60 days of start-up after completion of the removal of the existing dust collector, and annually thereafter.  Submit a copy of the test data to the Air Compliance Section of the Air Management Division of the Environmental protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.    [Rule 62-297.310(8)(b), F.A.C; Chapter 1-3.52(3), Rules of the EPC;  Permit No. 0570460-031-AC]
6. The minimum requirements for stack sampling facilities, source sampling and reporting, shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  All visible emission test observation periods shall be a minimum of 30 minutes unless otherwise noted in this permit.  [Rule 62-297.310(5)(b), F.A.C.]
7. Capacity during testing for the silos: Compliance testing of the silos shall be conducted with the EUs operating at no less than their normal operating level.  Due to the nature of some of the loading operating on a batch cycle, the following specification for visible emission testing shall be followed: [Rules 62-4.070(3) and 62-297.310(4)(a), F.A.C.; 40 CFR 60.675(c)(2)]
EU 025 (Silica Silo #3) and EU 037 (Silica Silo #4): Loading of the silo occurs by the dumping of moist silica sand into a hopper and the transfer of silica to the top of the silos by a bucket elevator.  The typical batch load is approximately 150 tph.  The test should be performed while sand is consistently being processed by the bucket elevator and actively being loaded into the specified silo.  If the batch is exhausted prior to achieving the minimum testing time, the test should be suspended until another batch load can be observed and added to the test.  These silos are subject to 40 CFR 60 Subpart OOO and require a 30 minute minimum observation time.  All operating conditions (weight processed, time, etc.) must be submitted with the test or it may be invalidated.
8. If the parameters from Specific Condition No. 7 cannot be met, then the source will be limited to 110% of the limiting conditions under which it complied until a new test is conducted.  Once the unit is so limited, then operation at higher rates is allowed for no more than fifteen days for purposes of additional compliance testing to regain the normal operational levels, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test.
[Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]
9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
{Permitting Note: EUs #033 and #034 are subject to NSPS Subpart UUU and shall follow the requirements under Specific Condition No. 16}
10. Test Methods:  Required tests shall be performed in accordance with the following reference methods.  
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources

	22
	Visual Determination of Fugitive Emissions 


The above method is described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]

NSPS APPLICABILITY
{Permitting Note: All handling operations of silica sand at the facility have been determined to be subject to 40 CFR 60 Subpart OOO- Standards of Performance for Nonmetallic Mineral Processing Plants. The silica silo and associated handling equipment prior to the ball mill are all affected sources. The following list itemizes the affected sources:

· Underground conveyor from truck silica-unloading hopper to bucket elevator
· Bucket elevator and chute to conveyor
· Conveyor from bucket elevator to Silica Silos #3
· Chute/Conveyor to Silica Silos  
· Silica Silo #3 (EU 025) and #4 (EU 037)
· Conveyor from Sand Silo #3 to Ball Mill #3 and Silica Silo #4 to Ball Mill #4
 
The underground conveyor was determined to be exempt from testing.  The conveyors leading from the silica silos to the ball mills are being grouped for a single visible emission test using EPA Method 22 or EPA Method 9 since their obscured location may be behind the silos and their operation continuing inside the building.  These affected testing points will be considered additional emission points related to Sand Silos #3 and #4}

The Finishing and Furnace baghouses (EUs 033, 034) are subject to PM RACT.  The (2) furnace line (EUs 033 and 034) are subject to 40 CFR 60 Subpart UUU.}
 
11. NSPS Subpart OOO Requirements: The following emission points shall be tested following initial operation, and annually thereafter, for visible emissions to show compliance with the stated opacity limit.  The required method of testing and the minimum observation time are also specified.  Silica Silo #3 and #4 have adopted additional testing requirements from Subpart OOO as referenced in Specific Condition No. 7.  At least 15 days advanced notice of testing is required on any source subject to Subpart OOO, including Silica Silo #3 and #4.  A copy of the test data shall be submitted to the Air Compliance Section of the Air Management Division of the Environmental protection Commission of Hillsborough County within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.
[40 CFR 60.675(c)(3), 60.675(d), 60.8(a) and 60.8(d), Rules 62-297.310(8)(b) and 62-296.320(4) F.A.C., Chapters 1-3.52(2) and 1-3.52(3), Rules of the EPC; Application No. 0570460-035-AC]

				 	 Opacity	          Test		  Minimum
	Source		   	  Limit	       	       Method	        Observation Time

 Bucket Elevator	      		   5%			9		 30 minutes

 Conveyor from Bucket	     	   5%			9		 30 minutes
 Elevator to Silos 

Combined Conveyors from	Either: 0%	 	 22		  30 minutes
 Silos to Ball Mills		  or:   5%		  9		  30 minutes

12. In determining compliance with the opacity standards from Specific Condition No. 11., the owner or operator shall use Method 9, where required, and the procedures in 40 CFR § 60.11, with the following additions:
[40 CFR 60.675(c)]

(i) The minimum distance between the observer and the emission source shall be 4.57 meters (15 feet).
(ii) The observer shall, when possible, select a position that minimizes interference from other fugitive emission sources (e.g., road dust). The required observer position relative to the sun (Method 9, Section 2.1) must be followed.
13. Compliance testing of the emission points identified in Specific Condition No. 11 shall be conducted while the observed source is processing sand at a minimum of the normal transfer rate for the duration of the test, as much as practical.  If the transfer of sand is terminated prior to achieving the minimum testing time, the test should be suspended until additional loading can be observed and added to the test.  The following specifications for visible emission testing should be followed:   [Rule 62-4.070(3), F.A.C.]

A. Bucket Elevator and Conveyor from Bucket Elevator to Silos #3 and conveyor to Silo #4

These tests should be performed while sand is consistently being processed by the bucket elevator or actively being loaded through the specified conveyor, depending on which source is being tested. The bucket elevator’s chute/covered conveyor operating rate will be approximately 150 tph.  Observation of emissions should be from the point of highest opacity across the entire length of the source.  All operating conditions (weight processed, time, etc.) must be submitted with the test or it may be invalidated.
 
B. Conveyor from Silica Silo #3 to Ball Mill #3 or from Silica Silo #4 to Ball Mill #4

This test should be performed while sand is consistently being loaded through the conveyor leading to the ball mill.  The ball mill shall remain in continual operation during the testing period.  The operating rate will be approximately 17 tph for Ball Mill No. 3 and 18 tph for Ball Mill No. 4. Observation of emissions should be from the point of highest opacity across the entire length of the source, including the discharge of material into the ball mill.  All operating conditions (weight processed, time, etc.) must be submitted with the test or it may be invalidated.
14. If the parameters from Specific Condition No.13 cannot be met, then the source will be limited to 110% of the limiting conditions under which it complied (i.e. material transfer rate) until a new test is conducted.  Once the unit is so limited, then operation at higher rates is allowed for no more than fifteen days for purposes of additional compliance testing to regain the normal operational levels, with prior notification to the EPC.  Failure to submit the input rates and actual operating conditions may invalidate the test.   [Rules 62-4.070(3) and 62-297.310(3)(b), F.A.C.]
15. The permittee shall submit an updated O&M Plan with the operation permit revision application, for all the new and modified emission units.   [Rules 62-4.070(3) and 62-296.700(6)(a) and (b), F.A.C.]
16. NSPS Subpart UUU Requirements: In conducting the initial performance tests required in 40 CFR §60.8, the owner or operator shall use the test methods in Appendix A of this Subpart, except as provided in §60.8(b) in order to comply with the standards and limits in Specific Condition No.3. The permittee shall determine compliance with the particulate matter and visible emissions standards for EU #033 and #034 as follows:[40 CFR 60.736]
	
A) Method 5 shall be used to determine the particulate matter concentration. The sampling time and volume 
for each test run shall be at least 2 hours and 1.70 dscm.
B) Method 9 and the procedures in 40 CFR §60.11 shall be used to determine opacity from stack emissions.
17. NSPS Requirements: The permittee shall comply with the following requirements:  [Rule 62-204.800, F.A.C.]

A) The permittee shall furnish the EPC written notification as follows: [40 CFR 60.7(a)]
		1)	A notification of any physical or operational change to an existing facility which may increase the emissions rate of any air pollutant to which a standard applies, unless that change is specifically exempted under an application subpart or in §60.14(e).  This notice shall be postmarked 60 days or as soon as practicable before the change is commenced and shall include information describing the precise nature of the change, present and proposed emissions control systems, productive capacity of the facility before and after the change, and the expected completion date of the change.  The EPC may request additional relevant information subsequent to this notice.  [40 CFR 60.7 (a)(4)]
B) The permittee shall maintain records of the occurrence and duration of any startup, shutdown, or malfunction in the operation of an affected facility; any malfunction of the air pollution control equipment; or any periods during which a continuous monitoring system or monitoring device is inoperative.  [40 CFR 60.7(b)]
C) The permittee shall maintain a file of all measurements, including performance testing measurements and all other information required by this part recorded in a permanent form suitable for inspection.  The file shall be retained for at least two years following the date of such measurements, maintenance, reports, and records.  [40 CFR 60.7(f)]
D) Compliance with opacity standards in this part shall be determined by conducting observations in accordance with Reference Method 9 in Appendix A (40 CFR 60).  [40 CFR 60.11(b)]
E) The opacity standards set forth in this permit shall apply at all times except during periods of startup, shutdown, malfunction, and as otherwise provided in the applicable standard. [40 CFR 60.11(c)]
F) At all times, including periods of startup, shutdown, and malfunction, owners and operators shall, to the extent practicable, maintain and operate any affected facility including associated air pollution control equipment in a manner consistent with good air pollution control practice for minimizing emissions.  Determination of whether acceptable operating and maintenance procedures are being used will be based on information available to the EPC which may include, but is not limited to, monitoring results, opacity observations, review of operating and maintenance procedures, and inspection of the source.  [40 CFR 60.11(d)]
G) No owner or operator subject to the provisions of this part shall build, erect, install, or use any article, machine, equipment or process, the use of which conceals an emission which would otherwise constitute a violation of an applicable standard.  Such concealment includes, but is not limited to, the use of gaseous diluents to achieve compliance with an opacity standard or with a standard that is based on the concentration of a pollutant in the gases discharged to the atmosphere.  [40 CFR 60.12]

MONITORING REQUIREMENTS
18. The permittee shall operate and maintain a measuring device to determine the air pressure differential across the baghouse(s) within 10 percent accuracy. [Rule 62-4.070(3), F.A.C., Permit No. 0570460-031-AC]

RECORDS AND REPORTS
19. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the operating rate statement.  [Rule 62-297.310(10), F.A.C.]
20. In order to demonstrate compliance with the emission standards and limits stipulated in this permit, the permittee shall maintain monthly records of operations for the most recent three year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state or federal air pollution agency upon request.  The records shall include, but not limited to, the following:   [Rule 62-4.160(14)(b), F.A.C.]

A) Date, Month, Year 
B) Tons of each dry material received for each silo
C) Rolling 12 month total of B) above

image1.png







