PERMITTEE:                                                     Permit No.:  0570461-015-AC

Blacklidge Emulsions, Inc.
Project:  New Storage Tanks and Control System Tampa, FL 33605

SPECIFIC CONDITIONS:


ADVANCE \D 108.0

M E M O R A N D U MPRIVATE 

DATE:
November 15, 2007
TO:
Richard D. Garrity, Ph.D.

FROM:
Jason W. Waters, P.E.
THRU:
Sterlin Woodard, P.E.







Diana M. Lee, P.E. 

SUBJECT:
Construction Permit –Double Branch Lumber Company
Attached is FINAL Permit No. 0571347-001-AC for a after-the-fact construction permit for Double Branch Lumber Company (Double Branch). Double Branch Lumber Company is applying for an after-the-fact construction permit for a dimensional lumber manufacturing facility.  The facility processes rough lumber in hardwood molding blanks, commonly used for architectual millwork

The Draft AC permit was issued on October 17, 2007.
On November 13, 2007, the EPC received the proof of the Public Notice of Intent to Issue Permit, which was published in The St. Petersburg Times on October 31, 2007.  No comments were received since the Intent was published.

Based on our review, we recommend issuance of the final AC permit.
JWW: 0571347-001-AC


FINAL DETERMINATION


FOR

Double Branch Lumber Company

Hillsborough County


Construction Permit Application Number


0571347-001-AC


Environmental Protection Commission of


Hillsborough County


Tampa, FL


November 15, 2007


The Environmental Protection Commission of Hillsborough County mailed a public notice package on October 17, 2007 that included the Intent to Issue Air Construction Permit No. 0571347-001-AC to Double Branch Lumber Company, located at 12941 Memorial Highway, Tampa, Hillsborough County.  

The Public Notice of Intent to Issue was published on October 31, 2007 in The St. Petersburg Times.

No comments were received since the Intent was published.


The final action of the Environmental Protection Commission of Hillsborough County is to issue the final permit as drafted.

ENVIRONMENTAL PROTECTION COMMISSION OF


HILLSBOROUGH COUNTY, as Delegated by


STATE OF FLORIDA


DEPARTMENT OF ENVIRONMENTAL PROTECTION


NOTICE OF PERMIT

Mr. Michael F. Williams, CEO
Double Branch Lumber Company
12941 Memorial Highway
Tampa, FL  33635
Dear Mr. Williams:

Re:  Hillsborough County - AP

Enclosed is the Permit No. 0571347-001-AC for a dimensional lumber mill, issued pursuant to Section 403.087, Florida Statutes.  The facility operates a dimensional lumber manufacturing plant.  Particulate matter emissions are controlled by a 35,000 ACFM fabric filter.  The facility will be a synthetic minor source for particulate matter.  
Any party to this order (permit) has the right to seek judicial review of the permit pursuant to Section 120.68, Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate Procedure, with the Clerk of the EPC in the Legal Department at 3629 Queen Palm Dr., Tampa, Florida 33619; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date this Notice is filed with the clerk of the EPC.

Executed in Tampa, Florida.








Sincerely,








Richard D. Garrity, Ph.D.








Executive Director

RDG/JWW/jww
Double Branch Lumber Company








Page Two

0571347-001-AC

CERTIFICATE OF SERVICE


This is to certify that this NOTICE OF PERMIT and all copies were mailed before the close of business on _________________________ to the listed persons.








Clerk Stamp

FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated clerk, receipt of which is hereby acknowledged.








__________________________  _____________








Clerk                     


Date

PERMITTEE:                       


PERMIT/CERTIFICATION

Double Branch Lumber Company


Permit No.:  0571347-001-AC
12941 Memorial Highway



County:  Hillsborough

Tampa, FL  33635




Expiration Date: October 1, 2008 

                                 



Project: Dimensional Lumber Manufacturing
This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Rules 62-204, 62-210, 62-212, 62-296, 62-297, and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the Environmental Protection Commission EPC and made a part hereof and specifically described as follows:

Double Branch Lumber Company is applying for an after-the-fact construction permit for a dimensional lumber manufacturing facility.  The facility processes rough lumber in hardwood molding blanks, commonly used for architectual millwork
Raw materials are received by truck and stored in the warehouse.  Raw materials consist of rough sawn lumber in nominal lengths up to 16 feet for various species of wood.  The material is loaded onto a conveyor which carries it throughout the process.  The material is planed on both sides and passes through an optical scanner which selects the widths for maximum yield with the required finished blank size(s).  The material then passes through a gang rip saw in which the blades adjust their width according to the scanner before it.  Once the pieces are cut to width, they pass through a second optical scanner, which determines the optimal length of the board.  The material is then cut to length on a chop saw.  The material is separated by width and stacked. Material that is too short (but otherwise ok) is separated to the manual work area.  Any waste material from the above operations is conveyed to a woodwaste grinder/hog which is vented to the baghouse.  All sawing operations are controlled by the baghouse.

There is a manual work area consisting of a rip saw, radial arm saw, drum sander, planer, end joiner, and large panel joiner.  The “short” material is end joined and glued in a press to make paint grade millwork blanks.  The other equipment is used to make large or custom size panels.  

Particulate matter emissions generated from all the woodworking operations are vented to a 35,000 ACFM Torit-Day, Model No. 276RFW10 pulse-jet baghouse with cyclonic inlet section.  Wood material collected from the baghouse is screw conveyed into one of two trailers in an enclosed bay with plastic strip curtains on the entrance.
Facility Information Summary

Location:  12941 Memorial Highway, Tampa, Hillsborough County

Facility UTM Coordinates:  17-339.22 E     3101.4 N    

Latitude:  28(01’47.0”                Longitude:  82(38’08.0”

Facility ID No.:  0571347          Emission Unit ID No.:  001-Dimensional Lumber Mill
Permit History:  previously unpermitted
1.  General Conditions.  A part of this permit is the attached General Conditions.       

[Rule 62-4.160, F.A.C.]

2.  Applicable Requirements.  Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204 through 297, F.A.C., or any other requirements under federal, state or local law.   [Rule 62-4.070(7), F.A.C.]
3.  Rules of the EPC.  All applicable rules of the Environmental Protection Commission of Hillsborough County including design discharge limitations specified in the application shall be adhered to.  The permit holder may also need to comply with county, municipal, federal, or other state regulations prior to construction.   [Rule 62-4.070(7), F.A.C.]

Operation and Emission Limitations

4.  Operating Hours.  This facility is permitted to operate 4160 hours per 12 month consecutive period.   [Rule 62-210.200 (Potential to Emit), F.A.C.]

5.  Throughput Limitation.  The facility is limited to a maximum production rate of 15,600,000 board feet of lumber per 12 month consecutive period.   [Rule 62-4.070(3), F.A.C.]
6.  PM Emission Limitation.  The maximum allowable particulate emissions shall not exceed 0.03 grains per dry standard cubic foot with a Potential to Emit (PTE) Equivalent of 9.0 lb/hr and 18.7 TPY.   [Rule 62-210.200 (PTE) and 62-296.712, F.A.C.]
7.  Visible emissions (VE).  Visible emissions from the facility shall not be equal to or greater than 5% opacity.   [Rule 62-297.712, F.A.C.]

8.  Objectionable Odor - The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  An objectionable odor is any odor present in the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.    

[Rules 62‑210.200 (Definitions) & 62-296.320(2), F.A.C.]
9.  Reasonable Precautions.  All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provision in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including, but not limited to, vehicular movement, transportation of materials, construction, alterations, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions shall include, but not limited to, the following:

A) Maintenance of parking areas and yards.

B) Removal of particulate matter from paved areas, buildings and work areas under control of the owner/operator.

C) Maintain sufficient wind protection (i.e., shrouds or walls) on the sides of the truck loading bay to minimize sawdust wind dispersion.

D) Cleanup of any sawdust that falls outside of the truck bed or roll-off container in the truck loading bay as soon as practical.

[Rule 62-296.320, F.A.C.]
10.  Circumvention.  The permittee shall not circumvent any air pollution control device, or allow the emissions of air pollutants without the applicable air pollution control device operating properly.  
[Rule 62-210.650, F.A.C.]

11.  Excess Emissions (Startup/Shutdown/Malfunction).  Excess emissions resulting from startup, Shutdown, or malfunction shall be permitted providing (1) Best operational practices to minimize emissions are adhered to and (2) The duration of excess emissions shall be minimized but in no case exceed two (2) hours in any 24 hour period unless specifically authorized by the Department for a longer duration. 
[Rule 62-210.700(1), F.A.C.]

12.  Excess Emissions (Poor Maintenance/Operation, Equipment/Process Failure).  Excess emissions which are caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure which may reasonably be prevented during startup, shutdown, or malfunction shall be prohibited.

[Rule 62-210.700(4), F.A.C.]

Compliance Testing Requirements
13.  Test Frequency.  The EU001 baghouse shall be tested for visible emissions (VE) as follows:

A. Initial Test.  The initial compliance test shall be performed within 60 days after issuance of this permit
B. Subsequent Test(s).  Subsequent tests shall be performed annually on or within 60 days prior to the initial test date.  

[Rules 62-297.310(7) & 62-297.712, F.A.C]

14.  Compliance Test Notification.   The permittee shall notify the Air Compliance Section of the EPC at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted.   [Rule 62-297.310(7)(a)(9), F.A.C.]

15. Test Requirement-Production Rate.  Testing of emissions to show compliance shall be conducted within 90-100% of the maximum hourly rate based on the maximum board feet rate listed in Specific Condition No. 5 (equivalent to 3750 board feet per hour), if feasible. Compliance tests submitted for rates less than 90% of maximum hourly rate shall automatically amend the permit to reflect the tested rate plus 10%.  Once the unit is so limited, operation at a higher rate is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.  The test results shall be submitted to the Air Compliance Section of the EPC within 45 days of testing.  Upon written approval of the most recent results by the Air Compliance Section of the EPC the unit may then operate at 110% of the most recent tested rate, not to exceed the maximum permitted rate.  The actual production rates during the test shall be included in each test report.  Failure to include the actual process or production rates with the test report, or operating at conditions which do not reflect the normal operating conditions, may invalidate the test.  In addition, the test report shall include the values of any control device operating parameters as specified elsewhere in this permit to be included with the test.

[Rule 62-297.310(2), and 62-4.070(3), F.A.C.]

16. Compliance Test Methods – EPA Method 9 shall be used to determine compliance for visible emissions (VE).  The visible emissions test shall be conducted by a certified observer and be a minimum of thirty (30) minutes in duration.  The test observation period shall include the period during which the highest opacity can reasonably be expected to occur. The minimum requirements for stationary point source emissions test procedures and reporting shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  [Rules 62-297.310(4), and 62-297.401, F.A.C.]

17.  Stack Sampling.  The permittee shall install and maintain stack sampling facilities (as required), including ports, work platforms, access to work platforms, electrical power, and sampling equipment support.  All stack sampling facilities must meet the requirements of Rule 62-297, F.A.C. and any Occupational Safety and Health Administration (OSHA) Safety and Health Standards described in 29 CFR Part 1910, Subparts D and E.   [Rule 62-297.310(6), F.A.C.]

18.  Required Equipment.  The owner or operator of an emission unit for which compliance tests are shall install, operate, and maintain equipment or instruments necessary to determine process variables, such as process weight input or heat input, when such data are needed in conjunction with emission data to determine the compliance of emissions units with applicable emission limiting standards.  Equipment or instruments used directly or indirectly determine process variables, including devices such as belt scales, weigh hoppers, flow meters, and tank scales, shall be calibrated with sufficient accuracy to allow the applicable process variable to be determined within 10% of its true value.  

[Rule 62-297.310(5), F.A.C.]

19.  Test Report Submittal.  All test reports of compliance demonstrations required by this permit shall be submitted to the Air Compliance Section of the EPC within forty-five (45) days after the test is complete.   [Rule 62-297.310(8), F.A.C.]

20. Special Compliance Testing.  When the EPC, after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission limiting standard contained in Chapters 62-4 through 62-297, F.A.C. or in a permit issued pursuant to those rules is being violated, it shall require the owner or operator of the emissions unit to conduct compliance tests which identify the nature and quantity of pollutant emissions form the emissions unit and to provide a report on the results of said tests to the EPC.

[Rule 62-296.320(4)(b) and 62-297.310(7)(b), F.A.C.]

Recordkeeping And Reporting Requirements
21.  Records.  In order to demonstrate compliance with Specific Condition Nos. 4 and 5, the permittee shall maintain a monthly recordkeeping system.  The record shall include, but not limited to the following information:
    A)
Facility Name, Facility ID (i.e., 0571347), Month and Year

    B)
Monthly Hours of Operation

C)
Monthly Board feet of Lumber milled (input)
    D)
Most Recent Consecutive 12-month production and hours of operation.
[Rule 62-4.070(3), F.A.C.]

22.  Records Retention.  All monthly records shall be completed by the end of the following month.  All records required by this permit shall be maintained at the facility (on-site) for at least three (3) years and be made available to the EPC for inspection upon request.

[Rules 62-4.070(3) and 62-4.160(14)(b), F.A.C.]

Annual Operating Report

23.  AOR.  Submit to the Environmental Protection Commission of Hillsborough County each calendar year on or before March 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility", for the preceding calendar year.  [Rule 62-210.370(3), F.A.C.] 

Permit Applications and Transfers
24.  Transfer of Ownership.   If the permittee wishes to transfer this permit to another owner, an "Application for Transfer of Air Permit" (DEP Form 62-210.900(7)) shall be submitted, to the Environmental Protection Commission of Hillsborough County within 30 days after the sale or legal transfer of the permitted facility.     [Rule 62-4.120, F.A.C.]
25.  Operation Permit Application.  A completed application for an operating permit shall be submitted to the Air Program of the EPC within 90 days of testing performed as specified in Specific Condition 13.A.    To properly apply for an operation permit amendment, the applicant shall submit the following:

A. The appropriate Department application form [see Rule 62-210.900, F.A.C. (Forms and Instructions)];

B. The appropriate operation permit application fee(s);

C. An Operation and Maintenance Plan for the baghouse;

D. Copies of the records specified in Specific Condition No. 21 for the most recent 2 months of operation. 

[Rules 62-4.070(3), 62-4.090, 62-210.300(2), and 62-210.900, F.A.C.]








ENVIRONMENTAL PROTECTION COMMISSION








OF HILLSBOROUGH COUNTY








__________________________________








Richard D. Garrity, Ph.D.








Executive Director




