Attachment A
40 CFR 60 IIII - Standards of Performance for Stationary Compression Ignition Internal Combustion Engines Applicable Conditions 
1.
The provisions of 40 CFR IIII are applicable to manufacturers, owners, and operators of stationary compression ignition (CI) internal combustion engines (ICE) as specified in paragraphs (a)(1) through (3) of this section.  For the purposes of this subpart, the date that construction commences is the date the engine is ordered by the owner or operator.  [40 CFR 60.4200]
    
(1) Manufacturers of stationary CI ICE with a displacement of less than 30 liters per cylinder where the model year is:

    

(i) 2007 or later, for engines that are not fire pump engines,

 (ii) The model year listed in table 3 to this subpart or later model year, for fire pump engines.

    
(2) Owners and operators of stationary CI ICE that commence construction after July 11, 2005 where the stationary CI ICE are:

    

(i) Manufactured after April 1, 2006 and are not fire pump engines, or

    

(ii) Manufactured as a certified National Fire Protection Association (NFPA) fire pump engine after July 1, 2006.

    
(3) Owners and operators of stationary CI ICE that modify or reconstruct their stationary CI ICE after July 11, 2005. 
2.
Owners and operators of pre-2007 model year non-emergency stationary CI ICE with a displacement of less than 10 liters per cylinder must comply with the emission standards in table 1 to this subpart.  [40 CFR 60.4204(a)]
3.
Owners and operators of 2007 model year and later non-emergency stationary CI ICE with a displacement of less than 30 liters per cylinder must comply with the emission standards for new CI engines in 40 CFR 60.4201 for their 2007 model year and later stationary CI ICE, as applicable.  [40 CFR 60.4204(b)]

4.
Owners and operators of stationary CI ICE must operate and maintain stationary CI ICE that achieve the emission standards as required in 40 CFR  60.4204 and 60.4205 according to the manufacturer's written instructions or procedures developed by the owner or operator that are approved by the engine manufacturer, over the entire life of the engine.  [40 CFR 60.4206]
5.
Beginning October 1, 2007, owners and operators of stationary CI ICE subject to this subpart that use diesel fuel must use diesel fuel that meets the requirements of 40 CFR 80.510(a).  [40 CFR 60.4207(a)]

6.
Beginning October 1, 2010, owners and operators of stationary CI ICE subject to this subpart with a displacement of less than 30 liters per cylinder that use diesel fuel must use diesel fuel that meets the requirements of 40 CFR 80.510(b) for nonroad diesel fuel.  [40 CFR 60.4207(b)]
7.
Owners and operators of pre-2011 model year stationary CI ICE subject to this subpart may petition the Administrator for approval to use remaining non-compliant fuel that does not meet the fuel requirements of paragraphs (a) and (b) of this section beyond the dates required for the purpose of using up existing fuel inventories.  If approved, the petition will be valid for a period of up to 6 months.  If additional time is needed, the owner or operator is required to submit a new petition to the Administrator.  [40 CFR 60.4207(c)]   

8.
After December 31, 2008, owners and operators may not install stationary CI ICE (excluding fire pump engines) that do not meet the applicable requirements for 2007 model year engines.  [40 CFR 60.4208(a)]
9.
After December 31, 2009, owners and operators may not install stationary CI ICE with a maximum engine power of less than 19 KW (25 HP) (excluding fire pump engines) that do not meet the applicable requirements for 2008 model year engines.  [40 CFR 60.4208(b)]

10.
After December 31, 2014, owners and operators may not install non-emergency stationary CI ICE with a maximum engine power of greater than or equal to 19 KW (25 HP) and less than 56 KW (75 HP) that do not meet the applicable requirements for 2013 model year non-emergency engines.  [40 CFR 60.4208(c)]

11.
After December 31, 2013, owners and operators may not install non-emergency stationary CI ICE with a maximum engine power of greater than or equal to 56 KW (75 HP) and less than 130 KW (175 HP) that do not meet the applicable requirements for 2012 model year non-emergency engines.  [40 CFR 60.4208(d)]

12.
 After December 31, 2012, owners and operators may not install non-emergency stationary CI ICE with a maximum engine power of greater than or equal to 130 KW (175 HP), including those above 560 KW (750 HP), that do not meet the applicable requirements for 2011 model year non-emergency engines.  [40 CFR 60.4208(e)]
13.
After December 31, 2016, owners and operators may not install non-emergency stationary CI ICE with a maximum engine power of greater than or equal to 560 KW (750 HP) that do not meet the applicable requirements for 2015 model year non-emergency engines.

14.
 In addition to the requirements specified in 40 CFR 60.4201, 60.4202, 60.4204, and 60.4205, it is prohibited to import stationary CI ICE with a displacement of less than 30 liters per cylinder that do not meet the applicable requirements specified in 40 CFR 60.4208(a) through (f) after the dates specified in 40 CFR 60.4208(a) through (f) of this section.  [40 CFR 60.4208(g)]

15.
Specific Condition Nos. 8 through 14 above do not apply to owners or operators of stationary CI ICE that have been modified, reconstructed, and do not apply to engines that were removed from one existing location and reinstalled at a new location.  [40 CFR 60.4208(h)]

16.
If you are an owner or operator and must comply with the emission standards specified in this subpart, you must operate and maintain the stationary CI internal combustion engine and control device according to the manufacturer's written instructions or procedures developed by the owner or operator that are approved by the engine manufacturer.  In addition, owners and operators may only change those settings that are permitted by the manufacturer.  You must also meet the requirements of 40 CFR parts 89, 94 and/or 1068, as they apply to you.  [40 CFR 4211(a)]
17.
If you are an owner or operator of a pre-2007 model year stationary CI internal combustion engine and must comply with the emission standards specified in 40 CFR  60.4204(a) or 60.4205(a), you must demonstrate compliance according to one of the methods specified in paragraphs (b)(1) through (5) of this section.  [40 CFR 4211(b)]
    
(1) Purchasing an engine certified according to 40 CFR part 89 or 40 CFR part 94, as applicable, for the same model year and maximum engine power.  The engine must be installed and configured according to the manufacturer's specifications.

    
(2) Keeping records of performance test results for each pollutant for a test conducted on a similar engine.  The test must have been conducted using the same methods specified in this subpart and these methods must have been followed correctly.

    
(3) Keeping records of engine manufacturer data indicating compliance with the standards.

    
(4) Keeping records of control device vendor data indicating compliance with the standards.

   
(5) Conducting an initial performance test to demonstrate compliance with the emission standards according to the requirements specified in 40 CFR 60.4212, as applicable.

18.
If you are an owner or operator of a 2007 model year and later stationary CI internal combustion engine and must comply with the emission standards specified in 40 CFR 60.4204(b) or 60.4205(b), or if you are an owner or operator of a CI fire pump engine that is manufactured during or after the model year that applies to your fire pump engine power rating in table 3 to this subpart and must comply with the emission standards specified in 40 CFR 60.4205(c), you must comply by purchasing an engine certified to the emission standards in 40 CFR 60.4204(b), 40 CFR 60.4205(b) or (c), as applicable, for the same model year and maximum (or in the case of fire pumps, NFPA nameplate) engine power. The engine must be installed and configured according to the manufacturer's specifications.  [40 CFR 4211(c)]

19.
Owners and operators of stationary CI ICE with a displacement of less than 30 liters per cylinder who conduct performance tests pursuant to this subpart must do so according to paragraphs (a) through (d) of this section.

(a) The performance test must be conducted according to the in-use testing procedures in 40 CFR part 1039, subpart F.

(b) Exhaust emissions from stationary CI ICE that are complying with the emission standards for new CI engines in 40 CFR part 1039 must not exceed the not-to-exceed (NTE) standards for the same model year and maximum engine power as required in 40 CFR 1039.101(e) and 40 CFR 1039.102(g)(1), except as specified in 40 CFR 1039.104(d). This requirement starts when NTE requirements take effect for nonroad diesel engines under 40 CFR part 1039.

(c) Exhaust emissions from stationary CI ICE that are complying with the emission standards for new CI engines in 40 CFR 89.112 or 40 CFR 94.8, as applicable, must not exceed the NTE numerical requirements, rounded to the same number of decimal places as the applicable standard in 40 CFR 89.112 or 40 CFR 94.8, as applicable, determined from the following equation:

Where:

STD = The standard specified for that pollutant in 40 CFR 89.112 or 40 CFR 94.8, as applicable.
Alternatively, stationary CI ICE that are complying with the emission standards for new CI engines in 40 CFR 89.112 or 40 CFR 94.8 may follow the testing procedures specified in §60.4213 of this subpart, as appropriate.

(d) Exhaust emissions from stationary CI ICE that are complying with the emission standards for pre-2007 model year engines in §60.4204(a), §60.4205(a), or §60.4205(c) must not exceed the NTE numerical requirements, rounded to the same number of decimal places as the applicable standard in §60.4204(a), §60.4205(a), or §60.4205(c), determined from the equation in paragraph (c) of this section.

Where:

STD = The standard specified for that pollutant in §60.4204(a), §60.4205(a), or §60.4205(c).
Alternatively, stationary CI ICE that are complying with the emission standards for pre-2007 model year engines in §60.4204(a), §60.4205(a), or §60.4205(c) may follow the testing procedures specified in §60.4213, as appropriate.

20.
Owners and operators of non-emergency stationary CI ICE that are greater than 2,237 KW (3,000 HP), or have a displacement of greater than or equal to 10 liters per cylinder, or are pre-2007 model year engines that are greater than 130 KW (175 HP) and not certified, must meet the requirements of paragraphs (a)(1) and (2) of this section.  [40 CFR 60.4214(a)]
    
(1) Submit an initial notification as required in 40 CFR 60.7(a)(1).  The notification must include the information in paragraphs (a)(1)(i) through (v) of this section.

    

(i)   Name and address of the owner or operator;

    

(ii)  The address of the affected source;

    

(iii) Engine information including make, model, engine family, serial number, model year, maximum engine power, and engine displacement;

    

(iv) Emission control equipment; and

    

(v)  Fuel used.

    
(2) Keep records of the information in paragraphs (a)(2)(i) through (iv) of this section.

    

(i) All notifications submitted to comply with this subpart and all documentation supporting any notification.

    

(ii) Maintenance conducted on the engine.

    

(iii) If the stationary CI internal combustion is a certified engine, documentation from the manufacturer that the engine is certified to meet the emission standards.

    

(iv) If the stationary CI internal combustion is not a certified engine,       documentation that the engine meets the emission standards.

TABLE 1 TO SUBPART IIII OF PART 60.—EMISSION STANDARDS FOR STATIONARY PRE-2007 MODEL YEAR ENGINES WITH A DISPLACEMENT OF <10 LITERS PER CYLINDER AND 2007–2010 MODEL YEAR ENGINES >2,237 KW (3,000 HP) AND WITH A DISPLACEMENT OF <10 LITERS PER CYLINDER

[As stated in 40 CFR 60.4201(b), 60.4202(b), 60.4204(a), and 60.4205(a), you must comply with the following emission standards]

	Maximum engine power


	Emission standards for stationary pre-2007 model year engines with a displacement of <10 liters per cylinder and 2007–2010 model year engines >2,237 KW (3,000 HP) and with a displacement of <10 liters per cylinder in g/KW-hr (g/HP-hr)

	
	NMHC + NOX
	HC


	NOX
	CO


	PM



	KW<8 (HP<11)
	10.5 (7.8)
	N/A
	N/A
	8.0 (6.0)
	1.0 (0.75)

	8≤KW<19 (11≤HP<25)
	9.5 (7.1)
	N/A
	N/A
	6.6 (4.9)
	0.80(.060)

	19≤KW<37 (25≤HP<50)
	9.5 (7.1)
	N/A
	N/A
	5.5 (4.1)
	0.80(.060)

	37≤KW<56 (50≤HP<75)
	N/A
	N/A
	9.2 (6.9)
	N/A
	N/A

	56≤KW<75 (75≤HP<100)
	N/A
	N/A
	9.2 (6.9)
	N/A
	N/A

	75≤KW<130 (100≤HP<175)
	N/A
	N/A
	9.2 (6.9)
	N/A
	N/A

	130≤KW<225 (175≤HP<300)
	N/A
	1.3 (1.0)
	9.2 (6.9)
	11.4 (8.5)
	0.54 (0.40)

	225≤KW<450 (300≤HP<600)
	N/A
	1.3 (1.0)
	9.2 (6.9)
	11.4 (8.5)
	0.54 (0.40)

	450≤KW≤560 (600≤HP≤750)
	N/A
	1.3 (1.0)
	9.2 (6.9)
	11.4 (8.5)
	0.54 (0.40)

	KW>560 (HP>750)
	N/A
	1.3 (1.0)
	9.2 (6.9)
	11.4 (8.5)
	0.54 (0.40)


