









M E M O R A N D U M


DATE:	November 29, 2010

TO:	Richard D. Garrity, Ph.D.

FROM:	Lora Webb			Thru:	Diana M. Lee, P.E. 
						Sterlin K. Woodard, P.E.

SUBJECT:	 Combined Construction and Initial Operating Permits
	 Permit Nos. 0571402-002-AO/0571402-003-AC 
	 Anchor Sandblasting and Painting, Inc.
	
Attached is an Initial Operating Permit No. 0571402-002-AO and a Final Air Construction Permit No. 0571402-003-AC that are being issued concurrently to Anchor Sandblasting and Painting, Inc. located at 4101 Causeway Blvd., Tampa, FL  33619.  Anchor Sandblasting and Painting, Inc. is a coal slag processing facility.  The facility receives coal slag by truck.  The truck dumps the coal slag on the facility grounds and a front-end loader transfers the material into Hopper 1, which gravity feeds onto Conveyor Belt 1.  Material from Conveyor Belt 1 drops into Hopper 2, and then into a dryer.  Once the material passes through the dryer, the material is belt conveyed to a Powerscreen Shaker and Screener.  Material from the screener is belt conveyed either to the product piles or to a crusher.  

The oversized material from the screener is transferred to Conveyor Belt 3, then into Hopper 3, where the material is gravity fed to a CEMCO, Model No. 35, Crusher.  Material from the crusher is transferred via Conveyor Belt 4 back to the Screener Shaker where it is sorted into the fines and finished product piles.  A front-end loader loads material from the fines and finished product piles into a truck loading hopper.  The truck loading hopper gravity feeds material onto a truck loading conveyor belt, which loads a truck.  The facility uses the finished product grit for grit blasting at other facilities and for grit blasting onsite.  A 20,000 DSCFM Industrial Vacuum, Model No. 42-HF-33SE, pulse jet baghouse controls emissions from the dryer, the Powerscreen shaker and screener, and the crusher.  

The facility published the Public Notice in La Gaceta on November 12, 2010.  No comments were received from the public or the facility.

Based on our review, we recommend issuance of the permits as drafted.

LAW: 0571402-002-AO/0571402-003-AC

FINAL DETERMINATION
	

The Environmental Protection Commission of Hillsborough County mailed a public notice package on July 13, 2010 that included an Intent to Issue Air Construction Permit No. 0571402-002-AC to Anchor Sandblasting and Painting, Inc.  The facility is located at 4101 Causeway Blvd., Tampa, Hillsborough County, FL, 33619.  The air construction permit authorizes two additional truck loading transfer points that were not identified in the initial after-the-fact Construction Permit No. 0571402-001-AC.  

	The Public Notice of Intent to Issue was published in La Gaceta on November 12, 2010.  

COMMENTS/CHANGES
	No comments were received from the applicant or the public.

CONCLUSION
	The final action of the Environmental Protection Commission of Hillsborough County is to issue the permit as drafted.  


	








	ENVIRONMENTAL PROTECTION COMMISSION OF
	HILLSBOROUGH COUNTY, as Delegated by

	STATE OF FLORIDA
	DEPARTMENT OF ENVIRONMENTAL PROTECTION

	NOTICE OF PERMIT

Stephanie Foster
Anchor Sandblasting and Painting, Inc.
4101 Causeway Blvd.
Tampa, Fl 33619

Re:  Hillsborough County - AP

Dear Ms. Foster:

Enclosed is Permit Number 0571402-002-AO for operation of a coal slag processing operation and Permit No. 0571402-003-AC to reflect two additional truck loading transfer points that were not previously identified and to reflect an increase in the overall PM emissions due to the two additional transfer points, issued pursuant to Section 403.087, Florida Statutes.

Any party to this order (permit) has the right to seek judicial review of the permit pursuant to Section 120.68, Florida Statutes, by the filing of a Notice of Appeal pursuant to Rule 9.110, Florida Rules of Appellate Procedure, with the Clerk of the EPC in the Legal Department at 3629 Queen Palm Drive, Tampa, Florida 33619; and by filing a copy of the Notice of Appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The Notice of Appeal must be filed within 30 days from the date this Notice is filed with the clerk of the EPC.

Executed in Tampa, Florida.

							Sincerely,



							Richard D. Garrity, Ph.D.
							Executive Director

RDG/LAW/law
Anchor Sandblasting and Painting, Inc.                						Page 2 of 2
Tampa, Fl 33619

cc:  Florida Department of Environmental Protection (via email)
       Omana Korah, P.E. – ETG, Inc. (via email)
       
	




	CERTIFICATE OF SERVICE

	This is to certify that this NOTICE OF PERMIT ISSUANCE and all copies were mailed before the close of business on _________________ to the listed persons.


						FILING AND ACKNOWLEDGEMENT FILED, on this
						date, pursuant to Section 120.52(7), Florida Statues,
						with the clerk, receipt of which is hereby acknowledged.


						_____________________________ ___________
								  Clerk                 	Date























PERMITTEE:                       				PERMIT/CERTIFICATION
Anchor Sandblasting and Painting, Inc. 			Permit No.:  0571402-002-AO
4101 Causeway Blvd.					Expiration Date:  November 29, 2015
Tampa, Fl 33619						Permit No.:  0571402-003-AC
								Expiration Date:  July 13, 2011
								County:  Hillsborough
	          						Project: Coal Slag Processing Operation 

This permit is issued under the provisions of Chapter 403, Florida Statutes, and Florida Administrative Code Rules 62-204, 62-210, 62-212, 62-296, 62-297, and 62-4.  The above named permittee is hereby authorized to perform the work or operate the facility shown on the application and approved drawing(s), plans, and other documents, attached hereto or on file with the EPC and made a part hereof and specifically described as follows:    

Anchor Sandblasting and Painting, Inc. is a coal slag processing facility.  The facility receives coal slag by truck.  The truck dumps the coal slag on the facility grounds and a front-end loader transfers the material into Hopper 1, which gravity feeds onto Conveyor Belt 1.  Material from Conveyor Belt 1 drops into Hopper 2, and then into a dryer.  The dryer has a 10.5 MMBtu/hr natural gas fired burner that dries the coal slag and a 39.4 HP Manlift engine that turns the dryer.  The Manlift can be powered by either a diesel or an electrical engine.  Once the material passes through the dryer, the material is belt conveyed to a Powerscreen Shaker and Screener, which is powered by a 220 HP diesel fired engine.  Material from the screener is belt conveyed to either the product piles or to a crusher.  Properly sized material from the screener is transferred to either Conveyor Belt 5 and then dropped onto the fines pile or to Conveyor Belt 2 and then dropped onto the finished products pile.  

The oversized material from the screener is transferred to Conveyor Belt 3, then into Hopper 3, where the material is gravity fed to a CEMCO, Model No. 35, Crusher.  Material from the crusher is transferred via Conveyor Belt 4 back to the Screener Shaker where it is sorted into the fines and finished product piles.  A front-end loader loads material from the fines and finished product piles into a truck loading hopper.  The truck loading hopper gravity feeds material onto a truck loading conveyor belt, which loads a truck.  The facility uses the finished product grit for grit blasting at other facilities and for grit blasting onsite.  The fines are recycled offsite.

A 20,000 DSCFM Industrial Vacuum, Model No. 42-HF-33SE, pulse jet baghouse controls emissions from the dryer, the Powerscreen shaker and screener, and the crusher.  The baghouse is powered by a 150 HP engine.  The baghouse can be powered by either a diesel or an electrical engine.



The facility also paints miscellaneous metal parts.  The painting operation is exempt from Rule 62-296.500(3)(a), F.A.C. - Reasonably Available Control Technology (RACT) - Volatile Organic Compounds (VOC) and Nitrogen Oxides (NOx) Emitting Facilities because the potential VOC emissions are less than 15 pounds per day and 3 pounds per hour.  In addition, the operation is exempt from permitting pursuant to Rule 62-210.300(3)(a)27., F.A.C. - Surface Coating Operations because the potential usage of coatings is less than 6 gallons per day averaged monthly. 

The facility also performs grit blasting onsite.  The grit blasting operation is exempt from permitting pursuant to Rules 62-296.700(2)(c) and 62-210.300(3)(b)1., F.A.C.

Location:  4101 Causeway Blvd., Tampa, Hillsborough County, FL

UTM:  17- 361.15 E and 3089.42 N    

NEDS No.:  1402  

Emission Units Nos.:  
	Emission Unit (EU) No.
	Description

	001
	Coal Slag Material Handling

	EP 1
	Delivery of Grit (Truck to Ground)

	EP 2
	Front End Loader to Hopper 1

	EP 3
	Hopper 1 to Conveyor 1

	EP 4
	Conveyor 1 to Hopper 2

	EP 5
	Conveyor 3 to Hopper 3

	EP 6
	Hopper 3 to Crusher

	EP 7
	Conveyor 5 to Fines Pile

	EP 8
	Conveyor 2 to Finished Product Pile

	EP 9
	Pile to Truck Loading Hopper via Front End Loader

	EP 10
	Truck Loading Hopper to Truck Loading Conveyor Belt

	EP 11
	Truck Loading Conveyor Belt to Truck

	002
	Coal Slag Processing (dryer, crusher, screener & associated transfer points) with Baghouse 

	EP 1
	Hopper 2 to Dryer

	EP 2
	Crusher to Conveyor 4

	EP 3
	Conveyor 4 to Screener

	EP 4
	Screener to Conveyor 5

	EP 5
	Screener to Conveyor 2

	003
	Diesel Engines

	EP 1
	Coal Slag Processing Baghouse Diesel Engine

	EP 2
	Powerscreen Diesel Engine

	 EP 3
	Dryer Diesel Engine

	005
	Dryer Burner Natural Gas Combustion



References Permit No.:  0571402-001-AC


Replaces Permit No.:  N/A
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1.	A part of this permit is the attached General Conditions.  [Rule 62-4.160, F.A.C.]

2.	All applicable rules of the Environmental Protection Commission of Hillsborough County including design discharge limitations specified in the application shall be adhered to.  The permit holder may also need to comply with county, municipal, federal, or other state regulations prior to construction.  [Rule 62-4.070(7), F.A.C.]

3.	Issuance of this permit does not relieve the permittee from complying with applicable emission limiting standards or other requirements of Chapters 62-204, 62-210, 62-212, 62-296, and 62-297, F.A.C., or any other requirements under federal, state, or local law.  [Rule 62-210.300, F.A.C.]

4.	The permittee shall not cause, suffer, allow or permit the discharge of air pollutants which cause or contribute to an objectionable odor.  [Rule 62-296.320(2), F.A.C.]

5.	The use of property, facilities, equipment, processes, products, or compounds, or the commission of paint overspraying or any other act, that causes or materially contributes to a public nuisance is prohibited, pursuant to the Hillsborough County Environmental Protection Act, Section 16, Chapter 84-446, Laws of Florida, as Amended.

6.	As requested by the permittee, in order to limit the potential to emit, the allowable and potential particulate matter emissions shall not exceed the following: [Rules 62-296.711(2)(b) and 62-210.200(245), F.A.C., Permit No. 0571402-001-AC, and Permit Application Received January 22, 2010] 

A)
	Emission Unit (EU) No.
	Description
Allowable Emissions
(gr/DSCF)
	Air Flow
	Tons per Twelve Consecutive Month Period
	 Allowable Emissions
(gr/DSCF)

	002
	Coal Slag Processing (dryer, crusher, screener & associated transfer points) with Baghouse 
	20,000 DSCFM
	11.6
	0.03 gr/dscf 



B)  The facility-wide PM potential emissions shall not exceed 45.8 tons/year.

7.	As requested by the permittee, in order to limit the potential to emit for Hazardous Air Pollutants (HAP), the HAP, as defined in Rule 62-210.200, F.A.C., emissions shall be less than 10 tons for any individual HAP and less than 25 tons for any combination of HAPs in any 12 consecutive month period.  [Rules 62-212.300, 62-210.200, and 62-4.070(3), F.A.C., Permit No. 0571402-001-AC, and Permit Application Received January 22, 2010]
8.	The permittee shall not cause, permit, or allow any visible emissions (five percent opacity) from the baghouse exhaust or from any transfer point associated with the coal slag processing operation (EUs 001 and 002).  [Rules 62-296.711(2)(a) and 62-4.070(3), F.A.C.]

9.	The permittee shall not cause, permit, or allow any visible emissions equal to or greater than 20% opacity from the engines associated with the coal slag processing operation (EUs 003 and 005).  [Rules 62-296.711(2)(a) and 62-4.070(3), F.A.C.]

10.	In order to ensure compliance with the emission limitations in Specific Condition Nos. 6, 8, and 9 the following restrictions and limitations shall apply to the coal slag processing operation:  [Rule 62-4.070(3), F.A.C., Permit No. 0571402-001-AC, and Permit Application Received January 22, 2010] 
		
A) The maximum throughput rate shall not exceed 10 tons/hour and 43,800 tons/twelve consecutive month period. 
B) The dryer shall burn only natural gas.
C) The heat input rate of the dryer burner shall not exceed 10.5 MMBtu/hour.
D) The maximum natural gas usage of the dryer shall not exceed 46 MMSCF per twelve consecutive month period.  
E) The horsepower of the Powerscreen Screener engine shall not exceed 220 HP.
F) The horsepower of the Dryer Manlift engine shall not exceed 39.4 HP.
G) The horsepower of the baghouse engine shall not exceed 150 HP.
H) The Powerscreen, Manlift, and baghouse engines shall burn only No. 2 fuel oil or shall be powered by electricity.  
I) The hours of operation for the coal slag processing operation shall not exceed 4,500 hours per twelve consecutive month period.
J) The coal slag processing operation baghouse shall be in operation when the coal slag processing operation is occurring.

11.	In order to ensure that the grit blasting operation continues to qualify for an exemption from air permitting pursuant to Rule 62-296.700(2)(c), F.A.C., the following restrictions and limitations shall apply to the grit blasting operation:  [Rules 62-296.320(4)(b)1., 62-296.700(2)(c), and 62-4.040(1)(b), F.A.C.] 

A) Only coal slag shall be used as the blasting media.
B) The maximum amount of grit used in the grit blasting operation shall not exceed 95 tons per twelve consecutive month period.  
C) The operation shall comply with a 20% opacity standard.
D) All blasting activities shall be conducted inside a totally enclosed area (the enclosure shall have tarps that completely surround the blasting activities).
E) All blasting activities shall be conducted on an impervious surface to prevent paint overspray and solvents from entering the soil and contaminating the ground water. 
12.	In order to ensure that the surface coating operation continues to qualify for an exemption from air permitting pursuant to Rules 62-296.500(3)(a) and 62-296.513, F.A.C., the maximum combined paint and thinner usage shall not exceed 438 gallons per any twelve consecutive month period.  [Rules 62-296.500(3)(a) and 62-4.070(3), F.A.C.]

13.	Test Emission Point Nos. 009, 010, and 011 associated with Emission Unit No. 001 for visible emissions within 60 days of final issuance of Permit No. 0571402-003-AC and annually thereafter.  Submit two copies of the test data to the Air Management Division within 45 days of such testing.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.  [Rules 62-297.310(7)(a)4. and 297.310(8)(b), F.A.C.]
[Permitting Note:  If the facility has tested these emission points for visible emissions and demonstrated compliance with the opacity standard specified in Specific Condition No. 8, then the only requirement is to test the emission points annually in accordance with Specific Condition No. 14]

14.	Test each emissions unit (EU Nos. 001, 002, 003, and 005) with their associated emission points listed in the facility’s process description (Page 2)  and the baghouse exhaust for visible emissions annually, once per federal fiscal year (October 1 – September 30).  Submit two copies of the test data to the Air Management Division within 45 days of such testing.  The visible emissions testing shall be conducted at the point of highest opacity.  Testing procedures shall be consistent with the requirements of 40 CFR 60 and Rule 62-297, F.A.C.  [Rules 62-297.310(7)(a)4. and 297.310(8)(b), F.A.C.]

15.	Compliance with the emission limitations of the Specific Conditions Nos. 8 and 9 shall be determined using EPA Methods 1, 2, 4, and 9 contained in Rule 62-297, F.A.C.  The minimum requirements for stack sampling facilities, source sampling and reporting shall be in accordance with Rule 62-297, F.A.C. and 40 CFR 60, Appendix A.  [Rule 62-297.310, F.A.C.]

16.	Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of rated capacity of processing 10 tons/hour of coal slag through the coal slag processing operation.  If it is impracticable to test at capacity, then the source may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, then operation at higher capacities is allowed for no more than 15 fifteen days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the EPC.  The test report shall include actual operating conditions such as the baghouse pressure drop and the material throughput rates.  Failure to submit this information may invalidate the test.  [Rules 62-4.070(3) and 62-297.310(2)(b), F.A.C.]

17.	The permittee shall notify the Air Compliance Section of the Environmental Protection Commission of Hillsborough County at least 15 days prior to the date on which each formal compliance test is to begin of the date, time, and place of each such test, and the contact person who will be responsible for coordinating and having such test conducted.  [Rules 62-297.310(7)(a)9., F.A.C.]
18.	The baghouse shall have a device capable of monitoring the pressure differential across the baghouse.  The monitoring device shall be maintained in working order and shall be calibrated and adjusted to indicate the true value of the pressure drop with sufficient accuracy to allow the pressure drop to be determined within 10% of its true value.  [Rules 62-4.070(3) and 62-297.310(5)(a) and (b), F.A.C.]

19.	In order to demonstrate compliance with the limits established in Specific Condition Nos. 6, 7, and 10, the permittee shall maintain records for the most recent three year period.  The records shall be made available to the Environmental Protection Commission of Hillsborough County, state and federal officials upon request and shall include, but are not limited to, the following: [Rules 62-4.160(14)(b) and 62-4.070(3), F.A.C.]

A) Day, Month, Year
B) The amount of coal slag processed through the coal slag processing operation (tons)
C) The hours of operation of each diesel engine 
D) The hours of operation of the coal slag processing operation
E) The amount of natural gas used by the dryer burner (mmscf)
F) Monthly and twelve consecutive month totals of B) through E) above 
G) In order to ensure the surface coating operation continues to qualify for an exemption from air permitting, record the amount of coatings used (gallons)
H) In order to ensure the grit blasting operation continues to qualify for an exemption from air permitting, record the amount of coal slag used in the grit blasting operation (tons)

20.	The Operation and Maintenance Plan in Appendix A is an enforceable document that is part of this permit.  [Rules 62-296.700(6) and 62-4.070(3), F.A.C.]

21.	No person shall circumvent any air pollution control device, or allow the emission of air pollutants without the applicable air pollution control device operating properly.  [Rule 62-210.650, F.A.C.]

22.	All reasonable precautions shall be taken to prevent and control generation of unconfined emissions of particulate matter in accordance with the provision in Rule 62-296.320, F.A.C.  These provisions are applicable to any source, including, but not limited to, vehicular movement, transportation of materials, construction, alterations, demolition or wrecking, or industrial related activities such as loading, unloading, storing and handling.  Reasonable precautions shall include, but not limited to, the following: [Rule 62-296.320(4)(c), F.A.C.]

A) Paving and maintenance of roads, parking areas and yards.
B) Application of asphalt, water, oil, chemicals or other dust suppressants to unpaved roads, yards, open stockpiles and similar activities.
C) Removal of particulate matter from roads and other paved areas under the control of the owner or operator of the facility to prevent reentrainment, and from buildings or work areas to prevent particulate from becoming airborne.
D) Enclosure or covering of each transfer and/or drop point.
E) Clean up spills promptly.
F) Except when blasting beneath a part or when it is physically impractical, all blasting should be conducted from the top of the part down and the blasting nozzle should be directed downward in order to control airborne emissions.
G) Material safety data sheet for each coating and solvent shall be maintained on site and made available upon request to any local, state, or federal air pollution agency.
H) The permittee shall collect on a regular basis and dispose of or recycle the soiled waste rags/papers with the overspray paint through a licensed agent.
I) All painting activities shall be conducted inside a totally enclosed area (the enclosure shall have tarps that completely surround the painting activities).

23.	The permittee shall provide timely notification to the Environmental Protection Commission of Hillsborough County prior to implementing any changes that may result in a modification to this permit pursuant to Rule 62-210.200(199), F.A.C., Modification.  The changes do not include normal maintenance, but may include, and are not limited to the following, and may also require prior authorization before implementation:  [Rule 62-210.300 and 62-4.070(3), F.A.C.]

A)  Alteration or replacement of any equipment or major component of such equipment listed on pages 1 and 2 of this permit.
B)  Installation or addition of any equipment which is a source of air pollution.
C)  The drying or processing of any other type of material than those allowed by this permit.
D)  The use of materials or fuels other than those allowed by this permit.

24.	When the Environmental Protection Commission of Hillsborough County (EPC) after investigation, has good reason (such as complaints, increased visible emissions or questionable maintenance of control equipment) to believe that any applicable emission standard contained in Rules 62-204, 62-210, 62-212, 62-296, or 62-297, F.A.C., or in a permit issued pursuant to those rules is being violated, it may require the owner or operator of the source to conduct compliance tests which identify the nature and quantity of pollutant emissions from the source and to provide a report on the results of said tests to the EPC.  [Rule 62-297.310(7)(b), F.A.C.]

25.	If the permittee wishes to transfer this permit to another owner, an "Application for Transfer of Air Permit" (DEP Form 62-210.900(7)) shall be submitted, in duplicate, to the Environmental Protection Commission of Hillsborough County within 30 days after the sale or legal transfer of the permitted facility.  [Rule 62-4.120, F.A.C.]

26.	Submit to the Environmental Protection Commission of Hillsborough County each calendar year on or before April 1, completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility", for the preceding calendar year.  [Rules 62-210.370(3)(a)3. and (3)(c), F.A.C.]

27.	Prior to sixty days before the expiration of this operating permit, the permittee shall apply for a renewal of the permit using the current version of the permit renewal application form along with the proper fee.  A renewal application shall be timely and sufficient.  If the application is submitted prior to sixty days before the expiration of the permit, it will be considered timely and sufficient.  If the renewal application is submitted at a later date, it will not be considered timely and sufficient unless it is submitted and made complete prior to the expiration of the operation permit.  When the application for renewal is timely and sufficient, the existing permit shall remain in effect until the renewal application has been finally acted upon by the EPC or, if there is court review of the final agency action, until a later date is required by Section 120.60, Florida Statutes.  [Rule 62-4.090, F.A.C.]




							ENVIRONMENTAL PROTECTION
							COMMISSION OF HILLSBOROUGH COUNTY



							_________________________________
							Richard D. Garrity, Ph.D.
							Executive Director
PERMITTEE:		          			  PERMIT/CERTIFICATION NOS.: 0571402-002-AO
Anchor Sandblasting and Painting, Inc.                     				             0571402-003-AC							                              PROJECT:  Coal Slag Processing Operation 

SPECIFIC CONDITIONS:
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APPENDIX A



Operation and Maintenance Plan


for Particulate Control

Emission Unit No. 002 

A) Process Parameters:

1.   Source Designator: Coal Slag Processing Baghouse 
2.   Baghouse Manufacturer: Industrial Vacuum
3.   Model Name and Number: Model No. 42-HF-33SE
4.   Design Flow Rate: 20,000 DSCFM
5.   Efficiency Rating at Design Capacity:  99% 
6.   Pressure Drop: 0-6 in. H2O
7.   Air to Cloth Ratio: 2.3:1 
8.   Filter Material: QX Cellulose Polyester Blend
9.   Filter Cleaning Conditions:  Pulse Jet 
10.   Exit Temperature: Ambient
11.   Stack Height Above Ground:  10 feet
12.   Exit Diameter: Rectangular.  23” by 33.5”
13.   Exit Velocity: 3500 feet per minute
14.   Process Controlled by Collection System: Dryer, Crusher, Screener and Associated Transfer Points 
15.   Material Handling Rate: 10 tons/hour 
16.   Operation Schedule: 4,500 hours per twelve consecutive month period

B) The following observations, checks and operations apply to Emission Unit No. 002 and shall be conducted on the schedule specified for each emission unit listed above:

	Daily (during the operation of the baghouse while material is being processed)
1. Observe baghouse stack (visual).
2. Note any unusual occurrence in the process.
3. Empty the hopper.

	Weekly (during the operation of the baghouse while material is being processed)
1.   Check and record the baghouse pressure drop.
2.   Walk through system listening for proper operation (audible leaks, proper fan and motor
        functions, bag cleaning systems, etc.).

Quarterly
1.   Visually inspect the baghouse filters.
2.   Check tension and condition of drive belts.
3.   Check the ducting for dust build-up.
4.   Test pulsators to ensure proper operation.

        		
	Annually
1. Check door gaskets.
2. Check ducting pipes.
3. Check accuracy of all indicating equipment.
4. Inspect paint.
5. Inspect fan for corrosion and material build-up.
6. Check bag cleaning sequence to see that all valves are opening and closing properly.
7. Check all bolts.
8. Check welds.
9. Inspect hopper for wear.

C) Records:

Records of inspections, maintenance, and performance parameters shall be retained for a minimum of five years and shall be made available to the Environmental Protection Commission of Hillsborough County, state, and federal agency upon request.  [Rule 62-296.700(6)(e), F.A.C.]

