SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
A.  Natural Gas-Fired Steam Boilers
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	Enviva Pellets Cottondale, LLC
2500 Green Circle Parkway
Cottondale, Florida 32431
Authorized Representative:
Mark Haser, Plant Manager
	Air Permit No. 0630058-021-AC
Permit Expires:  May 31, 2018
Minor Air Construction Permit
Cottondale Wood Pellet Plant
Two 8.4 MMBTU Boilers to Replace existing steam generators


Project
This is the final air construction permit, which authorizes construction of two new natural gas-fired steam boilers to replace two existing wood-fired steam generators.  The proposed work will be conducted at the Enviva Pellets Cottondale, LLC, (Enviva), which is a wood fuel pellet manufacturing facility and is categorized under Standard Industrial Classification Code No. 2499, Wood Products, Not Elsewhere Classified.  The existing Cottondale Wood Pellet Plant is located in Jackson County at 2500 Green Circle Parkway in Cottondale, Florida.  The UTM coordinates of the existing facility are Zone 16, 653.9 km East, and 3401.7 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000), Agency_Clerk@dep.state.fl.us, and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida
[image: C:\Users\joslyn_a\AppData\Local\Microsoft\Windows\INetCache\Content.Word\AndrewJoslyn.jpg]						June 6, 2017
Andrew Joslyn									Date
Permitting Program Administrator
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CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Mark Haser, Plant Manager, Enviva Pellets Cottondale, LLC, mark.haser@envivabiomass.com
Michael Carbon, Managing Principal, Ramboll Environ, mcarbon@ramboll.com
Joe Harrell, Corporate EHS Manager, Enviva, LP, joe.harrell@envivabiomass.com
Tracy White, DEP NWD Branch Office, tracy.a.white@dep.state.fl.us


FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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FINAL PERMIT
	Clerk								Date
FACILITY DESCRIPTION
[bookmark: _Hlk480367996]This is a wood fuel pellet manufacturing facility, comprised of a wood fiber receiving and storage area, two dryer lines, three pelletizing lines and a pellet load-out area.  Logs are debarked and milled into chips.  The chips are dried, ground and screened to a more consistent size.  The ground wood is compressed to make wood pellets to be used as fuel.  PM from the dryers and their furnaces is controlled by wet electrostatic precipitators (WESPs).  VOC and HAP from the dryers are controlled by regenerative thermal oxidizers (RTOs) after the WESPs.  Each pelletizing line consists of hammer mills, pellet mills and a pellet cooler cyclone.  The hammer mills’ and pellet mills’ aspiration systems are routed to the dryers’ furnaces for VOC and HAP control.  Each pellet cooler has a set of high efficiency twin cyclones venting to the atmosphere.  The finished pellets are loaded into railcars for shipment to customers.  The existing facility consists of the following emissions units.
	ID No.
	Emission Unit Description

	001
	Wood Fiber Receiving and Storage Area

	002
	Dryer Line 1

	003
	Dryer Line 2

	004
	Pelletizing Line 1

	005
	Pelletizing Line 2

	006
	Pelletizing Line 3

	007
	Bulk Load-out Area

	010
	Emergency Fire Pump Engine, CI RICE

	Unregulated Emissions Units

	011
	Diesel Fuel Storage Tank {previously identified as EU008 in prior permits but changed because EU008 was the Green Wood Chip Grinding that was never installed}


PROPOSED PROJECT
Enviva is proposing to install two new natural gas-fired steam boilers, each with a maximum heat input capacity of 8.4 million British thermal units per hour (MMBtu/hr).  Each new boiler will be equipped with low-NOX burners and will replace two existing wood fired steam generators which are heated by a slip stream from each of the two dryer furnaces.  The new boilers will be placed in the same location as the existing steam generators on Dryer Line Nos. 1 and 2, emissions units (EU) 002 and 003.  Flue gases from the new boilers will be routed directly to the atmosphere, so the boilers are being considered a new emissions unit.  This project will add and modify the following emissions units.
	ID No.
	Emission Unit Description

	002
	Dryer Line 1 (replace existing steam generator that is part of this dryer line)

	003
	Dryer Line 2 (replace existing steam generator that is part of this dryer line)

	012
	Two Natural Gas Fired Boilers (new emissions unit)


Facility Regulatory Classification
· The facility is a major source of hazardous air pollutants (HAP).
· The facility is a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.

SECTION 1.  GENERAL INFORMATION
· 
1. Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program of the Department of Environmental Protection (Department).  The Northwest District Office mailing address is 160 W. Government Street, Suite 308, Pensacola, Florida 32502-5740.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Office Compliance Assurance Program at the above address or by electronic mail at nwdair@dep.state.fl.us.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements); Appendix E (40 CFR 63 subpart A); and Appendix F (40 CFR 63 subpart DDDDD).  
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
c. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
9. Application for Title V Permit:  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Title V air operation permit is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Title V operation permit, the applicant shall submit the appropriate application form, compliance test results, and such additional information as the Department may by law require.  The application shall be submitted to the appropriate Permitting Authority with copies to the Compliance Authority.  [Rules 62-4.030, 62-4.050 and Chapter 62-213, F.A.C.]
10. Actual Emissions Reporting:  This permit is based on an analysis that compared baseline actual emissions with projected actual emissions and avoided the requirements of subsection 62-212.400(4) through (12), F.A.C. for several pollutants.  Therefore, pursuant to Rule 62-212.300(1)(e), F.A.C., the permittee is subject to the following monitoring, reporting and recordkeeping provisions. 
a. The permittee shall monitor the emissions of any PSD pollutant that the Department identifies could increase as a result of the construction or modification and that is emitted by any emissions unit that could be affected; and, using the most reliable information available, calculate and maintain a record of the annual emissions, in tons per year on a calendar year basis, for a period of 5 years following resumption of regular operations after the change.  Emissions shall be computed in accordance with the provisions in Rule 62-210.370, F.A.C., which are provided in Appendix C of this permit.  A Project Actual Emissions Tracking Sheet is attached in the Appendices as an example.
b. The permittee shall report to the Department within 60 days after the end of each calendar year during the 5-year period setting out the unit’s annual emissions during the calendar year that preceded submission of the report.  The report shall contain the following:
1) The name, address and telephone number of the owner or operator of the major stationary source;
2) The annual emissions calculations pursuant to the provisions of 62-210.370, F.A.C., which are provided in Appendix C of this permit;
3) If the emissions differ from the preconstruction projection, an explanation as to why there is a difference; and
4) Any other information that the owner or operator wishes to include in the report.
c. The information required to be documented and maintained pursuant to subparagraphs 62-212.300(1)(e)1 and 2, F.A.C., shall be submitted to the Department, which shall make it available for review to the general public.
For this project, the permit requires the annual reporting of actual PM10 and PM2.5 emissions for the following units:  EU001, EU002, EU003, EU004, EU005, EU006, EU007, and EU012.  
[Application 0630058-021-AC; and Rules 62-212.300(1)(e) and 62-210.370, F.A.C.]
{Permitting Note:  See TEPD table of baseline actual emissions for this project.}

SECTION 2.  ADMINISTRATIVE REQUIREMENTS
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This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	012
	Two Natural Gas Fired Boilers


[bookmark: _Hlk481502451]Enviva is proposing to install two new natural gas-fired boilers each with a maximum heat input capacity of 8.4 million British thermal units per hour (MMBtu/hr).  The boilers will be equipped with low-NOX burners and will replace two existing steam generators which are heated by a slip stream from each of the dryer furnaces.  The new boilers will not be heated by a slip stream from the dryer furnaces.
[bookmark: _Hlk481573349]Steam is used to heat the aspiration system gas stream from the hammermills and pellet mills to prevent condensation of volatile organic compounds (VOC) and build up of wood fiber on the duct walls. Steam also heats flush water containing caustic used in the wet electrostatic precipitator (WESP).  The two new boilers will be placed in the same location as the existing steam generators on Dryer Line Nos. 1 and 2, emissions units (EU) 002 and 003.  Flue gases from the new boilers will be routed directly to the atmosphere.
Equipment
1. Replacing two existing wood fired steam generators:  The permittee is authorized to install two new natural gas-fired boilers, each rated at 8.4 MMBtu per hour, to replace two existing wood-fired steam generators as described above and in the permit application.  The boilers will be equipped with low-NOX burners.  The existing steam generators will be removed from service upon the startup of the new boilers.  The new boilers will be installed and the steam generators removed from service by October 31, 2017.  [Rule 62-4.070(1), F.A.C.; Application No. 0630058-021-AC]
PERFORMANCE RESTRICTIONS
2. [bookmark: _Hlk480368548]Permitted Capacity:  The maximum allowable heat input rate for each boiler is limited to 8.4 MMBtu per hour.  [Rules 62-4.070(3) and 62-210.200 (PTE), F.A.C., and Application No. 0630058-021-AC]
3. Authorized Fuel:  Both boilers shall be operated using natural gas only.  [Rules 62-213.410 and 62-296.406(2) and (3), F.A.C., BACT; and Application No. 0630058-021-AC]
4. Restricted Operation:  The hours of operation are not limited (8760 hours per year).  [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
5. Visible Emissions (VE):  VE shall not exceed 20 percent opacity except for one six-minute period per one-hour period during which opacity shall not exceed 27 percent.  [Rule 62-296.406(1), F.A.C.]
6. Work Practice Standards for 40 CFR 63 subpart DDDDD:  Initial compliance with the applicable work practice standards of Table 3 to 40 CFR 63 subpart DDDDD must be demonstrated within the applicable biennial schedule as specified in 40 CFR 63.7515(d) following initial start up of the boilers unless EPA has approved an alternative:  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7500(a)(1) and (b); 40 CFR 63.7510(g)]
a. Tune-Ups.  The first tune-up for each boiler must be no later than 25 months after initial startup of each boiler.  Tune-ups of each boiler following the procedures described in 40 CFR 63.7540(a)(10)(i) through (vi) (below) must be completed every 2 years as specified in 40 CFR 63.7540, but no later than 25 months after the previous tune-up.  If the unit is not operating on the required date for a tune-up, the tune-up must be conducted within 30 calendar days of startup.
(1) As applicable, inspect the burner, and clean or replace any components of the burner as necessary (the burner inspection may be performed any time prior to the tune-up or the burner inspection may be delayed until the next scheduled unit shutdown).  At units where entry into a piece of process equipment or into a storage vessel is required to complete the tune-up inspections, inspections are required only during planned entries into the storage vessel or process equipment;
(2) Inspect the flame pattern, as applicable, and adjust the burner as necessary to optimize the flame pattern. The adjustment should be consistent with the manufacturer's specifications, if available;
(3) Inspect the system controlling the air-to-fuel ratio, as applicable, and ensure that it is correctly calibrated and functioning properly (the inspection may be delayed until the next scheduled unit shutdown);
(4) Optimize total emissions of CO. This optimization should be consistent with the manufacturer's specifications, if available, and with any NOX requirement to which the unit is subject;
(5) Measure the concentrations in the effluent stream of CO in parts per million, by volume, and oxygen in volume percent, before and after the adjustments are made (measurements may be either on a dry or wet basis, as long as it is the same basis before and after the adjustments are made).  Measurements may be taken using a portable CO analyzer; and
(6) Maintain on-site and submit, if requested by the Administrator, a report containing the information in paragraphs (a)(10)(vi)(A) through (C) of 40 CFR 63.7540 (below),
(A) The concentrations of CO in the effluent stream in parts per million by volume, and oxygen in volume percent, measured at high fire or typical operating load, before and after the tune-up of the boiler or process heater;
(B) A description of any corrective actions taken as a part of the tune-up; and
(C) The type and amount of fuel used over the 12 months prior to the tune-up, but only if the unit was physically and legally capable of using more than one type of fuel during that period.  Units sharing a fuel meter may estimate the fuel used by each unit.
[Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7500(e); 40 CFR 63.7515(d) and (g); 40 CFR 63.7540(a)(10)(i) through (vi), 63.7540(a)(11) and (13); and Table 3 of 40 CFR 63 subpart DDDDD]
b. Compliance.  The emissions units shall be in compliance with the work practice standards of 40 CFR 63 subpart DDDDD at all times the affected units are operating, except during periods of startup and shutdown.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7500(a) and (f); 40 CFR 63.7505(a)]
7. Minimize Emissions:  At all times, any affected source (as defined in 40 CFR 63.7490), including associated air pollution control equipment and monitoring equipment, must be operated and maintained in a manner consistent with safety and good air pollution control practices for minimizing emissions.  Determination of whether such operation and maintenance procedures are being used will be based on information available to the Administrator that may include, but is not limited to, monitoring results, review of operation and maintenance procedures, review of operation and maintenance records, and inspection of the source.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7500(a)(3)]
TESTING REQUIREMENTS
8. Initial Compliance Tests:  Each boiler shall be tested to demonstrate initial compliance with the emissions standards for VE.  The initial tests shall be conducted within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.]
9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
10. Test Methods:  Required tests shall be performed in accordance with the following reference methods.
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
RECORDS AND REPORTS
11. Recordkeeping for 40 CFR 63 subpart DDDDD:  A copy of each notification and report that was submitted to comply with 40 CFR 63 subpart DDDDD, including all documentation supporting any Initial Notification or Notification of Compliance Status or semiannual compliance report that was submitted, according to the requirements in 40 CFR 63.10(b)(2)(xiv), must be kept.  Records of performance tests, fuel analyses, or other compliance demonstrations and performance evaluations as required in 40 CFR 63.10(b)(2)(viii), must be kept.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7555(a)(1)&(2)]
12. Recordkeeping Form and Duration for 40 CFR 63 subpart DDDDD:  Records must be in a form suitable and readily available for expeditious review, according to 40 CFR 63.10(b)(1).  Each record must be kept for 5 years following the date of each occurrence, measurement, maintenance, corrective action, report, or record.  Each record must be kept on site, or they must be accessible from on site (for example, through a computer network), for at least 2 years after the date of each occurrence, measurement, maintenance, corrective action, report, or record, according to 40 CFR 63.10(b)(1).  The records can be kept off site for the remaining 3 years.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7560]
13. Notifications for 40 CFR 63 subpart DDDDD:  All of the applicable notifications in 40 CFR 63.7(b) and (c), 63.8(e), (f)(4) and (6), and 63.9 (b) through (h) must be submitted to the Administrator by the dates specified.  As specified in 40 CFR 63.9(b)(4) and (5), an Initial Notification must be submitted not later than 15 days after the actual date of startup of the new boilers.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7495(d) and 63.7545(a) and (c)]
14. [bookmark: _Hlk480801147]Notification of Compliance Status (NOCS) Report for 40 CFR 63 subpart DDDDD:  The Notification of Compliance Status must contain the information specified in applicable paragraphs (e)(1), (6), (7) and (8) of 40 CFR 63.7545 (below) and must be submitted within 60 days of the start up of each boiler.
a. A description of the affected unit(s) including identification of which subcategories the unit is in, the design heat input capacity of the unit, a description of the add-on controls used on the unit to comply with this subpart, description of the fuel(s) burned, including whether the fuel(s) were a secondary material determined by you or the EPA through a petition process to be a non-waste under §241.3 of this chapter, whether the fuel(s) were a secondary material processed from discarded non-hazardous secondary materials within the meaning of §241.3 of this chapter, and justification for the selection of fuel(s) burned during the compliance demonstration.
b. A signed certification that all applicable emission limits and work practice standards have been met.
c. If there was a deviation from any work practice standard, a description of the deviation, the duration of the deviation, and the corrective action taken must be submitted in the NOCS report.
d. The information required in 40 CFR 63.9(h)(2).
[Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7530(f) and 63.7545(e)]
15. Notification of Alternative Fuel Use:  If the owner or operator intends to use a fuel other than natural gas, refinery gas, gaseous fuel subject to another subpart of this part, part 60, 61, or 65, or other gas 1 fuel to fire the boilers during a period of natural gas curtailment or supply interruption, as defined in 40 CFR 63.7575, a notification of alternative fuel use must be submitted within 48 hours of the declaration of each period of natural gas curtailment or supply interruption, as defined in 40 CFR 63.7575.  The notification must include the information specified in paragraphs (f)(1) through (5) of 40 CFR 63.7545:
(a) Company name and address.
(b) Identification of the affected unit.
(c) Reason natural gas or equivalent fuel is unable to be used, including the date when the natural gas curtailment was declared or the natural gas supply interruption began.
(d) Type of alternative fuel intended to be used.
(e) Dates when the alternative fuel use is expected to begin and end.
[Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7530(f) and 40 CFR 63.7545(f)]
{Permitting note: Propane is included in the definition of natural gas in 40 CFR 63.7575}
16. [bookmark: _Hlk481152491]Compliance Upon Fuel Switch or Physical Change:  If the owner or operator has switched fuels or made a physical change to the boilers that resulted in the applicability of a different subcategory, the owner or operator must be in compliance with the applicable new source provisions of this subpart on the effective date of the fuel switch or physical change.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7545(i)] 
17. Report Submission for 40 CFR 63 subpart DDDDD:  Each applicable report required by Table 9 of 40 CFR 63 subpart DDDDD must be submitted electronically to the EPA via the CEDRI (Compliance and Emissions Data Reporting Interface) that can be accessed through the EPA's Central Data Exchange (CDX) (www.epa.gov/cdx).  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7550(a) and (h)(3)]
a. [bookmark: _Hlk481410793]Alternative Electronic File.  The appropriate electronic report in CEDRI must be used for this subpart.  Instead of using the electronic report in CEDRI for this subpart, an alternate electronic file consistent with the XML schema listed on the CEDRI Web site (http://www.epa.gov/ttn/chief/cedri/index.html), may be submitted once the XML schema is available.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7550(h)(3)]
b. Reporting Form.  If the reporting form specific to 40 CFR 63 subpart DDDDD is not available in CEDRI at the time that the report is due, the report must be submitted to the Administrator at the appropriate address listed in 40 CFR 63.13.  The owner or operator must begin submitting reports via CEDRI no later than 90 days after the form becomes available in CEDRI.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7550(h)(3)]
c. Report Schedule.  Unless the EPA Administrator has approved a different schedule for submission of reports under 40 CFR 63.10(a), each report must be submitted, according to paragraph (h) of 40 CFR 63.7550, by the date in Table 9 to this subpart and according to the requirements in paragraphs (b)(1) through (4) of 40 CFR 63.7550 (see next specific condition for report dates and content).  A biennial compliance report may be submitted instead of a semi-annual compliance report.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7550(b)]
18. Compliance Reports for 40 CFR 63 subpart DDDDD: 
a. Biennial Compliance Report.  If opting to submit a biennial compliance report, the first compliance report must cover the period beginning with the start up of the boilers and ending on December 31 within 2 years after start up of the boilers and must be postmarked or submitted no later than January 31.  Each subsequent compliance report must cover the applicable 2-year periods from January 1 to December 31 and must be postmarked or submitted no later than January 31.  
b. Compliance Reports Contents.  The compliance report must be submitted with the following information in paragraphs (c)(5)(i) through (iii), (xiv) and (xvii) of 40 CFR 63.7550:
(1) Company and Facility name and address
(2) Process unit information.
(3) Date of report and beginning and ending dates of the reporting period.
(4) The date of the most recent tune-up; and the date of the most recent burner inspection if it was not done biennially and was delayed until the next scheduled or unscheduled unit shutdown.
(5) Statement by a responsible official with that official’s name, title, and signature, certifying the truth, accuracy, and completeness of the content of the report.
[Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63.7550(b) & (c)]
19. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.]
OTHER REQUIREMENTS
20. 40 CFR 63 Subparts A and DDDDD:  This emissions unit is subject to applicable requirements contained in 40 CFR 63 subpart A, General Provisions (see Table 10 of 40 CFR 63 subpart DDDDD below), as well as all applicable requirements of 40 CFR 63 subpart DDDDD, National Emissions Standards for Industrial, Commercial, and Institutional Boilers and Process Heaters, including but not limited to notifications, biennial tune-ups, and reports.  The compliance date of 40 CFR 63 subpart DDDDD for these new boilers is upon startup.  [Rule 62-204.800(11)(b), F.A.C.; 40 CFR 63 subparts A and DDDDD]
Table 10 to Subpart DDDDD of Part 63—Applicability of General Provisions to Subpart DDDDD
	Citation
	Subject
	Applies to subpart DDDDD

	§63.1
	Applicability
	Yes.

	§63.2
	Definitions
	Yes. Additional terms defined in §63.7575

	§63.3
	Units and Abbreviations
	Yes.

	§63.4
	Prohibited Activities and Circumvention
	Yes.

	§63.5
	Preconstruction Review and Notification Requirements
	Yes.

	§63.6(a), (b)(1)-(b)(5), (b)(7), (c)
	Compliance with Standards and Maintenance Requirements
	Yes.

	§63.6(e)(1)(i)
	General duty to minimize emissions.
	No.  See §63.7500(a)(3) for the general duty requirement.

	§63.6(e)(1)(ii)
	Requirement to correct malfunctions as soon as practicable.
	No.

	§63.6(e)(3)
	Startup, shutdown, and malfunction plan requirements.
	No.

	§63.6(f)(1)
	Startup, shutdown, and malfunction exemptions for compliance with non-opacity emission standards.
	No.

	§63.6(f)(2) and (3)
	Compliance with non-opacity emission standards.
	Yes.

	§63.6(g)
	Use of alternative standards
	Yes, except §63.7555(d)(13) specifies the procedure for application and approval of an alternative timeframe with the PM controls requirement in the startup work practice (2).

	§63.6(h)(1)
	Startup, shutdown, and malfunction exemptions to opacity standards.
	No. See §63.7500(a).

	§63.6(h)(2) to (h)(9)
	Determining compliance with opacity emission standards
	No. Subpart DDDDD specifies opacity as an operating limit not an emission standard.

	§63.6(i)
	Extension of compliance
	Yes. Note: Facilities may also request extensions of compliance for the installation of combined heat and power, waste heat recovery, or gas pipeline or fuel feeding infrastructure as a means of complying with this subpart.

	§63.6(j)
	Presidential exemption.
	Yes.

	§63.7(a), (b), (c), and (d)
	Performance Testing Requirements
	Yes.

	§63.7(e)(1)
	Conditions for conducting performance tests
	No. Subpart DDDDD specifies conditions for conducting performance tests at §63.7520(a) to (c).

	§63.7(e)(2)-(e)(9), (f), (g), and (h)
	Performance Testing Requirements
	Yes.

	§63.8(a) and (b)
	Applicability and Conduct of Monitoring
	Yes.

	§63.8(c)(1)(i)
	General duty to minimize emissions and CMS operation
	No. See §63.7500(a)(3).

	§63.8(d)(1) and (2)
	Monitoring Requirements, Quality Control Program
	Yes.

	§63.9
	Notification Requirements
	Yes.

	§63.10(a), (b)(1)
	Recordkeeping and Reporting Requirements
	Yes.

	§63.10(b)(2)(i)
	Recordkeeping of occurrence and duration of startups or shutdowns
	Yes.

	§63.10(b)(2)(ii)
	Recordkeeping of malfunctions
	No. See §63.7555(d)(7) for recordkeeping of occurrence and duration and §63.7555(d)(8) for actions taken during malfunctions.

	§63.10(b)(2)(iii)
	Maintenance records
	Yes.

	§63.10(b)(2)(iv) and (v)
	Actions taken to minimize emissions during startup, shutdown, or malfunction
	No.

	§63.10(b)(3)
	Recordkeeping requirements for applicability determinations
	No.

	§63.10(c)(10) and (11)
	Recording nature and cause of malfunctions, and corrective actions
	No. See §63.7555(d)(7) for recordkeeping of occurrence and duration and §63.7555(d)(8) for actions taken during malfunctions.

	§63.10(c)(15)
	Use of startup, shutdown, and malfunction plan
	No.

	§63.10(d)(1) and (2)
	General reporting requirements
	Yes.

	§63.10(d)(3)
	Reporting opacity or visible emission observation results
	No.

	§63.10(d)(4)
	Progress reports under an extension of compliance
	Yes.

	§63.10(d)(5)
	Startup, shutdown, and malfunction reports
	No. See §63.7550(c)(11) for malfunction reporting requirements.

	§63.10(f)
	Waiver of recordkeeping or reporting requirements
	Yes.

	§63.11
	Control Device Requirements
	No.

	§63.12
	State Authority and Delegation
	Yes.

	§63.13-63.16
	Addresses, Incorporation by Reference, Availability of Information, Performance Track Provisions
	Yes.

	§63.1(a)(5),(a)(7)-(a)(9), (b)(2), (c)(3)-(4), (d), 63.6(b)(6), (c)(3), (c)(4), (d), (e)(2), (e)(3)(ii), (h)(3), (h)(5)(iv), 63.8(a)(3), 63.9(b)(3), (h)(4), 63.10(c)(2)-(4), (c)(9).
	Reserved
	No.
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