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SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (DRAFT)
A.  EU 001 Air Curtain Incinerator
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Minor Air Construction Permit
Jefferson County Central Landfill (Closed)
Air Curtain Incinerator


Project
This is the final air construction permit, which authorizes construction of an air curtain incinerator (ACI).  The proposed work will be conducted at the existing Jefferson County Central Landfill (Closed), which is a Refuse Disposal Facility categorized under Standard Industrial Classification No. 4953.  The new facility will be located in Jefferson County at 8639 Landfill Road near Monticello, Florida.  The UTM coordinates are Zone 17, 219.62 km East and 3369.25 km North.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.  As noted in the Final Determination provided with this final permit, only minor changes and clarifications were made to the draft permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C. and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
Executed in Pensacola, Florida
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Air Program Administrator

www.dep.state.fl.us



CERTIFICATE OF SERVICE
The undersigned duly designated agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Stephen Walker, Chair, Jefferson County Board of County Commissioners, swalker@jeffersoncountyfl.gov
Beth Letchworth, County Solid Waste Director, bletchworth@jeffersoncountyfl.com
Frank Darabi, P.E., Darabi and Associates, Inc., fdarabi@darabiassociates.com



Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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DRAFT PERMIT
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PROPOSED PROJECT
The incinerator is an Air Burner Model T-300 designed for trench dimensions of 30 feet by 10 feet by 10 feet (L x W x D).  A four-cylinder 56 horsepower diesel engine powers the air curtain blower.  A Carrier Pipe protects the trailer from fire damage by providing a 20 foot “set-back” between the trailer and the burn trench.  The unit has an average operating capacity of 8 tons of wood waste per hour.  The air curtain incinerator (ACI) will limited by permit to be used to burn a mixture of only wood waste, clean lumber, and/or yard waste and vegetative material.  Ash generated at the fire pit will be disposed off-site.
This project will add the following emissions units
	Facility ID No. 0650006

	ID No.
	Emission Unit Description

	001
	Air Curtain Incinerator


Facility Regulatory Classification
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.



SECTION 1.  GENERAL INFORMATION (DRAFT)

1. Permitting Authority:  The permitting authority for this project is the Northwest District Permitting Program of the Department of Environmental Protection (Department).  The District Office mailing address is 160 Government Street, Suite 308, Pensacola, Florida 32502-5794.  All documents related to applications for permits to operate an emissions unit shall be submitted to the District Office at the above address or by electronic mail at epost_nwdwasteair@dep.state.fl.us.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Northwest District Compliance Assurance Program at the above address or by electronic mail at nwdair@dep.state.fl.us.
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emission unit shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  The permittee shall notify the Compliance Authority upon commencement of construction.  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that a permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(3) & (4), 62-4.080 & 62-210.300(1), F.A.C.]
8. Source Obligation:
a. Authorization to construct shall expire if construction is not commenced within 18 months after receipt of the permit, if construction is discontinued for a period of 18 months or more, or if construction is not completed within a reasonable time.  This provision does not apply to the time period between construction of the approved phases of a phased construction project except that each phase must commence construction within 18 months of the commencement date established by the Department in the permit.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
c. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
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SECTION 2.  ADMINISTRATIVE REQUIREMENTS (DRAFT)

This section of the permit addresses the following emission unit.
	EU No.
	Emission Unit Description

	001
	Air Curtain Incinerator


The air curtain incinerator (ACI) is an Air Burner Model T-300 designed for trench dimensions of 30 feet by 10 feet by 10 feet (L x W x D).  A four-cylinder 56 horsepower diesel engine with a fuel consumption of approximately 2.5 gallons per hour powers the air curtain blower.  A Carrier Pipe protects the engine trailer from fire damage by providing a 20 foot “set-back” between the trailer and the burn trench.  The blower delivers air to the pit via a manifold through the header pipe, forming the air curtain over the pit opening and providing recirculation within the pit to ensure complete combustion of the material to be burned.  The unit has an average operating capacity of 8 tons of wood waste per hour.  Ash generated at the fire pit will be disposed off-site.  The air curtain incinerator will be limited by permit to be used to burn a mixture of only wood waste, clean lumber, and/or yard waste to be conditionally exempt from Title V permitting under 40 CFR 60.2020(i) and 60.2245(b).
Note that if the ACI remains and operates at the same location within the landfill for 12 or more consecutive months; by definition [40 CFR Subchapter U, Part 1068.30(2)] it becomes a stationary source and subject to the New Source Performance Standards (NSPS) reciprocating internal combustion engine (RICE) rules.
Equipment
1. Air Curtain Incinerator:  The permittee is authorized to install an Air Burner Model T-300 or similar unit on the site.  [Permit Application 0650006-001-AC]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  The operation rate, at which compliance with standards shall be demonstrated, shall be determined by charging the pit at a representative maximum capacity, i.e., up to the air curtain, with representative material to be burned.  [Rules 62-4.070(3), 62-210.200(PTE), and 62-296.401(7)(b), F.A.C.]
{Permitting Note:  The operating rate is for compliance testing only.  The ACI does not operate continuously.  The ACI capacity is limited by several factors including the pit (trench) volume, the height of the air curtain, the tons of material that can be burned per year and the operational time restrictions, such as charging not before sunrise and no later than one hour after sunset.}
3. Authorized Fuel:
a. Permitted Materials to Burn*.  The only materials that shall be burned in the ACI are 100 percent (%) wood waste, 100% clean lumber (excluding sawdust), or a 100% mixture of wood waste, clean lumber (excluding sawdust), and/or yard waste and vegetative material.  The ACI shall not be used to burn any biological waste, hazardous waste, asbestos-containing materials, mercury-containing devices, pharmaceuticals, tires, rubber material, residual oil, used oil, asphalt, roofing material, tar, treated wood, plastics, garbage, trash or other material prohibited to be open burned as set forth in subsection 62-256.300(2), F.A.C. [Rules 62-204.800(8)(b)78., 62-296.401(7)(b)3, 62-256.300(2), F.A.C.; and 40 CFR 60.2020(i) and 60.2245(b), and Permit Application No. 0650006 -001-AC]
b. Starting Fuels.  Only kerosene, diesel fuel, drip-torch fuel (as used to ignite prescribed fire burns), untreated wood, virgin oil, natural gas, or liquefied petroleum gas may be used to start the fire in the trench.  The use of used oil, chemicals, gasoline, or tires is prohibited.  [Rule 62-296.401(7)(b)3, F.A.C.]
c. Animal Carcasses. In order to maintain its conditional exemption under 40 CFR 60.2020(i) and 60.2245(b) the ACI shall NOT be used for the destruction of animal carcasses in accordance with the provisions of subsection 62-256.700(6), F.A.C. as otherwise would be allowed under Rule 62-296.401(7)(b)4, F.A.C.
{*Permitting Note:  see definitions in §60.2265 for clean lumber and wood waste, and §60.1440 for yard waste.}
4. Restricted Operation:
a. The hours of operation for this emission unit shall not exceed 1,500 hours per year. [Rules 62-4.070(3), and 62-210.200(PTE), and Permit Application 0650006-001-AC] 
b. Construction Requirement.  If the air curtain incinerator employs an earthen trench, the pit walls (width and length) shall be vertical, and maintained as such, so that combustion of the waste within the pit is maintained at an adequate temperature and with sufficient air recirculation to provide enough residence time and mixing for proper combustion and control of emission. The following dimensions for the pit must be strictly adhered to: no more than ten feet (10') wide*, between eight feet (8') and ten (10') feet deep*, and no longer than the length of the manifold. The pit shall not be dug within a previously active portion of a landfill.  [Rule 62-296.401(7)(b)2., F.A.C., and Permit Application 0650006-001-AC]
{*Permitting Note:  although Rule 62-296.401(7)(b)2., F.A.C. allows a pit width of twelve feet and a pit depth of fifteen feet, the design of the unit is for a ten foot wide, ten foot deep trench.}
c. Relocation Within Permitted Boundary.  In the event that the ACI is repositioned to a different area of the landfill, the permittee shall notify the Department in writing within five days of the date of the move, and shall include a diagram of the new location showing the ACI location and the boundaries of the active portions of the landfill.  [Rules 62-4.070(3), and 62-296.401(7)(b)2., F.A.C.] 
d. In no case shall the air curtain incinerator be started before sunrise. All charging shall end no later than one (1) hour after sunset. After charging ceases, air flow shall be maintained until all material within the air curtain incinerator has been reduced to coals, and flames are no longer visible. A log shall be maintained onsite that documents daily beginning and ending times of charging. [Rule 62-296.401(7)(b)5., F.A.C.]
e. Attendance Required.  The ACI shall be attended at all times while materials are being burned or flames are visible within the incinerator.  [Rule 62-296.401(7)(b)6., F.A.C.]
f. Location Requirements.  The ACI shall be located at least 50 feet from any wildlands, brush, combustible structure, or paved public roadway.  [Rule 62-296.401(7)(b)7., F.A.C.]
g. Material Loading.  The material shall not be loaded into the ACI such that it will protrude above the air curtain.  [Rule 62-296.401(7)(b)8., F.A.C.]
h. Ash.  Ash shall not be allowed to build up in the pit of the air curtain incinerator to higher than one third (1/3) the pit depth or to the point where the ash begins to impede combustion, whichever occurs first.  Pit depth is the height of the air curtain from the incinerator floor.  [Rule 62-296.401(7)(b)9., F.A.C.]
i. Operation and Maintenance Guide and Training Required.  A copy of this permit and a current detailed operation and maintenance guide shall be made available on-site to the operators of the air curtain incinerator at all times.  The owner shall provide training in the operation and maintenance of the air curtain incinerator and the permit requirements to all operators before allowing them to work at the air curtain incinerator.  This guide shall be made available to the Department or for an inspector’s onsite review upon request.  [Rules 62-4.070(3) and 62-296.401(7)(b)10., F.A.C.]
EMISSIONS STANDARDS
5. Visible Emission Standards  Within 60 days after the air curtain incinerator reaches the charge rate at which it will operate, but no later than 180 days after its initial startup, the facility must meet the two limitations specified in paragraphs (a) and (b) of this specific condition.  [Rule 62-204.800(8)(b)78., F.A.C., and 40 CFR 60.2250(a)]
a. Visible Emissions Outside of Startup.  Operator must maintain opacity to less than or equal to 10 percent opacity (as determined by the average of three 1-hour blocks consisting of ten 6-minute average opacity values), except as described in “Visible Emissions During Startup” of this specific condition.  [Rule 62-204.800(8)(b)78., F.A.C., and 40 CFR 60.2250(a)]
b. Visible Emissions During Startup.  Operator must maintain opacity to less than or equal to 35 percent opacity (as determined by the average of three 1-hour blocks consisting of ten 6-minute average opacity values) during the startup period that is within the first 30 minutes of operation.  [Rule 62-204.800(8)(b)78., F.A.C., and 40 CFR 60.2250(b)]
c. General Excess Emissions Rule.  The general excess emissions rule, Rule 62-210.700, F.A.C. shall not apply to air curtain incinerators.  [Rule 62-296.401(7)(b)1., F.A.C.]
TESTING REQUIREMENTS
6. Initial Compliance Test:  The emissions unit shall be tested to demonstrate initial compliance with the standards for visible emissions (VE).  The owner or operator of any air curtain incinerator subject to this subsection shall have a performance test conducted for visible emissions prior to submitting the application for an initial air operation permit.  The initial test for opacity shall be conducted as specified in 40 CFR 60.8, pursuant to EPA Method 9 outlined below, within 60 days after achieving permitted capacity, but not later than 180 days after initial operation of the unit.  [Rules 62-4.070(3), 62-204.800(8)(b)78., 62-296.401(7)(d)1., 62-297.310(8), F.A.C.; and 40 CFR 60.2255(a) and (b)]
7. Annual Compliance Tests:  The emissions unit shall be tested to demonstrate compliance with the emissions standards for VE annually during each calendar year (January 1 to December 31) and no longer than 12 calendar months following the date of the previous test.  [Rules 62-204.800(8)(b)78., 62-296.401(7)(d)1. and 62-297.310(8)(a)1, F.A.C., and 40 CFR 60.2255(c)]
8. Additional Compliance Tests:  The owner or operator of any air curtain incinerator using an earthen trench shall have a performance test conducted for visible emissions no later than thirty (30) days after it commences operation at any new trench location, and annually thereafter. However, if the air curtain incinerator will be operated for less than thirty (30) days at the new trench location, and the owner or operator has demonstrated compliance with the emissions limiting standards of paragraph 62-296.401(7)(b), F.A.C., through a visible emissions test conducted and submitted to the Department within the previous twelve (12) months, the requirement for testing within thirty (30) days of commencing operation at the new trench location shall not apply.  [Rule 62-296.401(7)(d)2., F.A.C.]
9. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rules 62-296.401(7) and 62-297.310(9), F.A.C.]
10. Test Methods:  Required tests shall be performed in accordance with the following reference method.
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above method is described in Appendix A of 40 CFR 60 and is adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-401(7)(c)1., and 62-204.800(8)(b)78., F.A.C., and 40 CFR 60.2255(a) and Appendix A of 40 CFR 60]
11. Test Procedures.  Test procedures shall conform to the procedures specified in Rule 62-297.310, F.A.C.  [Rule 62-401(7)(c)2., F.A.C.]
MONITORING REQUIREMENTS
12. Operating Log.  The permittee shall maintain a daily operating log which shall, at a minimum, include the following information:
a. Date of operation
b. Time charging began
c. Startup time (incinerator lit, blower engine on), end operation time (blower engine off)
d. Time charging ended
e. Number of hours of blower operation.  This is the number used to determine ACI hours of operation for each date of operation.
f. Running cumulative total of ACI hours of operation.
g. Maintenance performed, additional comments
h. Operators verification statement and signature
This log shall be maintained at the facility for at least five years and shall be made available to the Department upon request.  [Rules 62-4.070(3) and 62-296.401(7)(b)5., F.A.C.]
RECORDS AND REPORTS
{Permitting Note:  permittee met the requirements of 40 CFR 60.2260(a)(1):  Notification of intent to construct, (2) The planned initial startup date, and (3) Types of materials planned to burn, by submitting the application for 0650006-001-AC}
13. [bookmark: _GoBack]Test Reports:
a. All test results shall be reported to the Department in accordance with the provisions of Rule 62-297.310, F.A.C. and requirements specified in Appendix D (Common Testing Requirements) of this permit.  For each test run, the report shall also indicate the charging rate, a description of the materials burned, identification of the starter fuel used, and a copy of the daily operating log for the test day.  [Rules 62-4.070(3), 62-296.401(7)(c)2., 62-297.310(7) and 62-297.620(1), F.A.C.]
b. The permittee must submit the results (each 6-minute average) of the required annual opacity test no later than 60 days following the initial test.  Subsequent annual opacity test results must be submitted within 12 months following the previous report.  [Rule 62-204.800(8)(b)78., F.A.C., 40 CFR 60.2260(3)(d)]
14. Operational Data.
a. Records of the results of all initial and annual visible emission tests shall be kept by the owner or operator in either paper copy or electronic format for at least five years.  These records shall be made available to the Department or for an inspector’s onsite review upon request.  [Rules 62-204.800(8)(b)78., and 62-296.401(7)(c)3., F.A.C., and 40 CFR 60.2260 (b), (c) and (f)]
b. The permittee must submit initial and annual opacity test reports as electronic or paper copy no later than 45 days following the date of the tests.  [Rules 62-296.401(1)(b)2, and 62-297.310(10)(a), F.A.C.]
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