SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
A.  EU No. 002, 007, and 009 Process Steam Boilers
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PROJECT
This is the final Federally Enforceable State Operation Permit, which authorizes the operation of Silver Springs Citrus, which is a citrus processing facility that consists of three process steam boilers (Standard Industrial Classification No. 2037).  The facility is located in Lake County at 25411 Mare Avenue in Howey-In-The-Hills, Florida.  The UTM coordinates are Zone 17, 423.85 km East, and 3176.35 km North.  
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
Upon issuance of this final permit, any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000 , and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
0690014-013-AF Effective Date:  February 29, 2016
Renewal Application Due Date:  December 31, 2020
Expiration Date:  March 1, 2021
Executed in Orlando, Florida
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The undersigned duly designated deputy agency clerk hereby certifies that this Federally Enforceable State Operation Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
John Rees, Silver Springs Citrus, Inc., jrees@silverspringscitrus.com 
Stephen L. Hunter, Silver Springs Citrus, shunter@silverspringscitrus.com 
David Keough, P.E., Keough Engineering, Inc., dkeough@keoughengineering.com   
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FACILITY DESCRIPTION
Silver Springs Citrus is a citrus processing facility that consists of three (3) process steam boilers.  These emissions units are regulated under Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators with less than 250 million Btu per hour input, new and existing units
The existing facility consists of the following emissions units (EU).
	EU No.
	Emission Unit Description

	002
	Process Steam Boiler No. 3 (1200 HP Johnson)

	007
	Process Steam Boiler No. 1 (750 HP Hurst)

	009
	Process Steam Boiler (750 HP Johnson)


APPLICABLE REGULATIONS
A summary of applicable regulations is shown in the following table.  
	Regulation
	EU No(s).

	State Rule Citations

	Rules 62-4 and 62-210.300, F.A.C., Permits Required
	002, 007, 009

	Rule 62-210.370(3), F.A.C., Emissions Computation and Reporting
	002, 007, 009

	Rule 62-296.406, F.A.C., Fossil Fuel Steam Generators with Less Than 250 Million Btu Per Hour Heat Input, New and Existing Emissions Units
	002, 007, 009

	Rule 62-297.310(8), F.A.C., Frequency of Emissions Tests
	002, 007, 009



FACILITY REGULATORY CLASSIFICATION
· The facility is not a major source of hazardous air pollutants (HAPs).
· The facility is classified as a synthetic non-Title V source of nitrogen oxide, sulfur dioxide, and carbon monoxide.
· The facility has no units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C., for the Prevention of Significant Deterioration (PSD) of Air Quality.
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SECTION 1.  GENERAL INFORMATION
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1. Permitting Authority:  The permitting authority for this project is the Florida Department of Environmental Protection, Central District Office.  The Central District’s mailing address and phone number is:
Florida Department of Environmental Protection
Central District Office
 3319 Maguire Blvd., Ste. 232
Orlando, FL  32803-3767
Telephone: 407-897-4100
	
All documents related to applications for permits shall be submitted to the above address or electronically to the following address: DEP_CD@dep.state.fl.us.  In each document, clearly identify the Air Permit No. 0690014-013-AF.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Central District Compliance Assurance Program (Use the above mailing or e-mail address)  In each document, clearly identify the Air Permit No. 00690014-013-AF and specific emission unit. 
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements).  
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  For the purpose of this paragraph, the replacement of similar equipment, e.g., replacing an old washer or dryer with a new washer or dryer, would not require obtaining prior authorization from the Department as long as the maximum annual processing rate limit for shop towels remains unchanged. [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Source Obligation:
a. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by virtue of a relaxation in any enforceable limitation which was established after August 7, 1980, on the capacity of the source or modification otherwise to emit a pollutant, such as a restriction on hours of operation, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
b. At such time that a particular source or modification becomes a major stationary source or major modification (as these terms were defined at the time the source obtained the enforceable limitation) solely by exceeding its projected actual emissions, then the requirements of subsections 62-212.400(4) through (12), F.A.C., shall apply to the source or modification as though construction had not yet commenced on the source or modification.
[Rule 62-212.400(12), F.A.C.]
8. Renewal.  Prior to 60 days before the expiration date of this permit, the permittee shall apply for a renewal of the permit.  A renewal application shall be timely and sufficient.   If the application is submitted prior to 60 days before expiration of the permit, it will be considered timely and sufficient.  If the renewal application is submitted at a later date, it will not be considered timely and sufficient unless it is submitted and made complete prior to the expiration of the operation permit. When the application for renewal is timely and sufficient, the existing permit shall remain in effect until the renewal application has been finally acted upon by the Department.  To properly apply for an air operation permit renewal, the applicant shall submit the following:
a. the appropriate permit application form  see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/ );
b. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.; 
c. copies of the most recent two months of records/logs specified in specific Condition No. A.15., and A.16.
[Rule 62-4.090, F.A.C.]
9. Annual Operating Report (AOR):  On or before April 1 of each year, the permittee shall submit a completed DEP Form 62-210.900(5), "Annual Operating Report for Air Pollutant Emitting Facility," (AOR) for the preceding calendar year.  The report must be submitted electronically in accordance with the instructions received with the AOR package sent by the Department.  Resources to help you complete your AOR are available on the electronic AOR (EAOR) website at:  http://www.dep.state.fl.us/air/emission/eaor.  If you have questions or need assistance after reviewing the information posted on the EAOR website, please contact the Department by phone at (850) 717-9000 or email at eaor@dep.state.fl.us.
[Rule 62-210.370(3), F.A.C.] 
FACILITY-WIDE CONDITION

10. Unconfined Emissions of Particulate Matter (PM):  The following reasonable precautions shall be followed:
a. Paving roadways; application of water to unpaved roads;
b. Landscaping or planting of vegetation;
c. Use of enclosures and windbreaks, where practical.

[Rule 62-296.320(4)(c), F.A.C.]	

(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS

This section of the permit addresses the following emissions units.

	EU No.
	Emission Unit Description

	002
	Process Steam Boiler No. 3 (1200 HP Johnson)

	007
	Process Steam Boiler No. 1 (750 HP Hurst)

	009
	Process Steam Boiler (750 HP Johnson)



PERFORMANCE RESTRICTIONS
1. Permitted Capacity:  The maximum operation heat input rate is as follows:
a. EU 002:  46.6 MMBtu/hr.
b. EU 007:  32.0 MMBtu/hr.
c. EU 009: 32.0 MMBtu/hr.
2. Authorized Fuel:  The boilers shall only fire the following fuels:
a. Natural gas;
b. Propane;
c. D-Limonene; or 
d. No. 2 distillate fuel oil
3. Restricted Operation:  The hours of operation of are not limited (8,760 hours per year).  			  [Rule 62-210.200(PTE), F.A.C.]

EMISSIONS LIMITATIONS AND STANDARDS
4. The boilers are considered to be gas-fired, unless they use liquid fuels for other than periods of gas curtailment, gas supply interruption, startups, or periodic testing greater than 48 hours in a calendar year.
a. Gas-Fired boilers, as defined in 40 CFR 63.11237, is any boiler that burns gaseous fuels not combined with any solid fuels and burns liquid fuel only during periods of gas curtailment, gas supply interruption, startups, or periodic testing on liquid fuel.  
b. Periodic testing of liquid fuel shall not exceed a combined total of 48 hours during any calendar year. 
c. If the boilers do not meet the definition of a gas-fired boiler in 40 CFR 63.11237, the permittee must meet the requirements of 40 CFR 63, Subpart JJJJJJ.

5. Emissions Standards: 

a. Visible Emissions (VE):  Visible Emissions shall not exceed 20 percent opacity, except for one six-minute period per hour which opacity shall not exceed 27 percent.
[Rule 62-296.406(1), F.A.C.; Construction Permit No. 0690014-009-AC]

b. Particulate Matter: Compliance with the particulate matter standard is demonstrated by by firing either natural gas; propane; d-limonene; or No. 2 distillate fuel oil with a maximum 0.10 percent sulfur, by weight.
[Rule 62-296.406(2), F.A.C.; Construction Permit No. 0690014-009-AC]

c. Sulfur Dioxide: The permittee has elected to demonstrate compliance by firing either natural gas or propane and accepting a sulfur limit of a maximum 0.10 percent sulfur, by weight, for liquid fuel (that is, d-limonene; or, No. 2 distillate fuel oil). 
[Rule 62-296.406(3), F.A.C.; Construction Permit No. 0690014-009-AC]

TESTING REQUIREMENTS

6. Annual Compliance Tests:  If an emission unit (boiler) burns liquid fuel (i.e., D-limonene or No. 2 distillate fuel oil) for more than 400 hours, other than during startup, during the calendar year (January 1st to December 31st), the emissions unit (boiler) shall be tested to demonstrate compliance with the emission standard for visible emissions.  This emissions test shall be completed no later than 60 days after the boiler’s liquid fuel burning exceeds 400 hours, or by the end of the calendar year, whichever is later.
[Rule 62-297.310(8)5.e., F.A.C.] 
{Permitting Note: Condition A.11. of Permit No. 0690014-011-AF was changed to Condition A.6. above.}	
7. Test Requirements:  The permittee shall notify the Compliance Authority in writing at least 15 days prior to any required tests.  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
8. Test Method:  Required tests shall be performed in accordance with the following reference method:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
9. Operating Rate During Testing:  Testing of emissions shall be conducted within 90 to 100 percent of the maximum permitted operating rate.  If it is impracticable to test at the maximum permitted operating rate, then the emission unit may be tested at a lesser rate.  In this case, subsequent emission unit operation is limited to 110 percent of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 consecutive days for the purposes of additional compliance testing to regain the authority to operate at the permitted capacity.      				     [Rule 62-297.310(2) & (2)(b), F.A.C.; Construction Permit No. 0690014-009-AC] 

MONITORING REQUIRMENTS

10. Particulate Matter:  Compliance with the particulate matter is demonstrated by firing only natural gas; propane; d-limonene; or No. 2 distillate fuel oil with a maximum 0.10 percent sulfur, by weight. 	     [Rule 62-296.406(1), F.A.C.; Construction Permit No. 0690014-009-AC] 

11. Sulfur Dioxide:  The permittee elected to demonstrate compliance by accepting a liquid fuel sulfur limit for fuel oil that will be verified with a fuel analysis provided by the vendor or the permittee upon each fuel delivery.
[Rule 62-296.406(3), F.A.C., Construction Permit No. 0690014-009-AC]

12. Fuel Sulfur Content:  The fuel sulfur content, percent by weight, for fuel oil shall be evaluated using either ASTM D2622, ASTM D4294-90, both ASTM D40457-88 and ASTM D129-91, or the latest edition.        [Rule 62-4.070(3), F.A.C.; Construction Permit No. 0690014-009-AC] 

BEST MANAGEMENT PRACTICES
13. Best Management Practice for Carbon Monoxide (CO):  The facility shall operate its boilers in accordance with the manufacturer’s operating manual, or recommended operating practices provided by the manufacturer, equipment vendor, or professional engineer registered in Florida, as well as with the practices described in this Permit Condition.  The facility shall report to the Department any failure to follow these practices, and shall make such a report in writing within 7 days from the discovery of such failure.  Records and copies of reports shall be maintained on site for a period of five years and shall be made available to the Department upon request.  The facility shall:
a. Train boiler operators to perform the operating practices of this paragraph using the manuals and plans described, and allow only trained employees to operate boilers;
b. Maintain a written plan with operating procedures for startup, shutdown, and malfunction of the equipment, and follow that plan during these events;
c. Operate and maintain the burner and burner controls to maintain a proper air to fuel ratio;
d. Visually check the flame characteristics once per operating shift;
e. Make burner and burner control adjustments on an annual basis, or more frequently as required by visual checks;
f. Perform an inspection of combustion equipment as described by the equipment manufacturer or registered professional engineer, but no less often than annually, and replace parts that are worn or improperly operating;
g. Keep records of combustion operations that document the operating practices described in this paragraph, such documentation shall include a manual, which can be the manufacturer’s operation manual, and daily logs; and
h. Document maintenance performed on equipment, and all normal processing equipment and operating practices changes.
[Rule 62-4.070(3), F.A.C.; Construction Permit No. 0690014-009-AC]
RECORDKEEPING AND REPORTING REQUIREMENTS
14. Fuel Sulfur Content Records:  The permittee shall keep records of all fuel analysis provided by the vendor or the permittee verifying the liquid fuel sulfur content upon fuel oil delivery.  Fuel records shall also be kept relating to Condition No. A.12.
15. Daily Log:  In order to demonstrate compliance with Specific Condition A.1. and A.13., the permittee shall monitor and maintain daily record logs of the following:
a. Facility Name, Facility ID No. (i.e., 0690014), Emission Unit No. (i.e., EU 002);
b. Date (day) of record; 
c. Type and amount of fuel combusted by the boilers (e.g., for natural gas use MSCF and for No. 2 distillate fuel oil use gallons) and heat input rate (MMBtu); and
d. Hours of Operation for each type of fuel.
e. Average heat input rate for each boiler (MMBtu/hr)
f. Records of inspections and maintenance required by specific Condition A.13.
       [Rule 62-4.070(3), F.A.C.; Construction Permit No. 0690014-009-AC]

16. Monthly Log:  In order to demonstrate continuing compliance with Specific Condition No. A.1., the permittee shall maintain a log at the facility for a period of at least 5 years from the date the data is recorded.  The log shall be made available to the Department upon request. The log shall contain the following:

a. Facility Name, Facility ID No. (i.e., 0690014), Emission Unit No. (i.e., EU 002);
b. Month and year of record; 
c. Most recent monthly total of amount of each type of fuel combusted by the boilers and the heat input rate;
	Most recent monthly total of operational hours for each type of fuel;
d. The total of amount of fuel combusted by the boilers (MSCF) and heat input rate (MMBtu) for the calendar year;	
e. The total operational hours for each fuel type for the calendar year.  (If the total for liquid fuels goes above 400 hours then visible emission testing is required.  Specific Condition A.6.)

Monthly logs shall be completed by the end of the following month.  

[Rule 62-4.070(3), F.A.C.]
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