Permttee: Facility Nunber: 0694854

Camasphalt Paving, LLC Permt Nunber: 0694854-001- AC
14013 Tiny Mrse Bl vd. Expiration Date: August 30, 2012
Cernont, Florida 34711 County: Lake

Lati tude/ Longi t ude:
28° 34' 05"N 81° 50" 13"W
Attention: Charles A Meyer, Jr., Project: Drum M x Asphalt Pl ant
Ceneral Manager with RAP and Concrete Crusher

This permt is issued under the provisions of Chapter(s) 403, Florida Statutes, and
Florida Adm nistrative Code Rule(s) 62-210. The above naned pernmittee is hereby
authorized to performthe work or operate the facility shown on the application and
approved draw ng(s), plans, and other docunents attached hereto or on file with the
departnent and nade a part hereof and specifically described as foll ows:

This construction pernit is to allow for the construction of a 200 ton/hr. Drum
M x Asphalt Plant and the use of a 75 ton/hour portable recycle asphalt pavenent
(RAP) and concrete crusher at this site. Particulate enmissions will be controlled
with primary baffle plate chanmber (knock-out box) followed by a baghouse.

The facility has the following insignificant units:

1) CElI 1500C hot oil heater, with maxi mum heat input of 1.5 MVBTU HR

2) RAP storage pil es/hopper/screener conveyors

3) Virgin Aggregate Storage pil es/ hoppers/screener/conveyors

4) Truck Load-Qut and Silo Filling of Three (3) 125-tons capacity hot mnix asphalt
storage silos

This facility is classified as a synthetic non-Title V source and is |ocated at 7061
Sanpey Road, Grovel and, Lake County, Florida.
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

Expiration Date: August 30, 2012

40 CFR 60.8 Performance tests.

1

(a)

(b)
(c)
(d)

Wthin 60 days after achieving the nmaximm production rate at which the
affected facility will be operated, but not later than 180 days after initial
startup of such facility and at such other tines as may be required by the
Adm ni strator under section 114 of the Act, the owner or operator of such
facility shall conduct perfornmance tests(s) and furnish the Admnistrator a
written report of the results of such performance tests(s).

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.8(a)]

Performance tests shall be conducted and data reduced in accordance with the
test nethods and procedures contained in each applicable subpart unless the
Adm nistrator (1) specifies or approves, in specific cases, the use of a
reference nethod with m nor changes in nethodol ogy, (2) approves the use of an
equi val ent nethod, (3) approves the use of an alternative nethod the results
of which he has deternmned to be adequate for indicating whether a specific
source is in conpliance, (4) waives the requirenment for performance tests
because the owner or operator of a source has denonstrated by other neans to
the Admnistrator's satisfaction that the affected facility is in conpliance
with the standard, or (5) approves shorter sanpling tines and smaller sanple
vol unes when necessitated by process variables or other factors. Nothing in
this paragraph shall be construed to abrogate the Administrator's authority to
require testing under section 114 of the Act.

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.8(b)].

Performance tests shall be conducted wunder such <conditions as the
Adm nistrator shall specify to the plant operator based on representative
performance of the affected facility. The owner or operator shall nake

available to the Administrator such records as nmay be necessary to determ ne
the conditions of the perfornmance tests. Operations during periods of startup,
shutdown, and nal function shall not constitute representative conditions for
the purpose of a performance test nor shall emissions in excess of the |evel
of the applicable enmssion linmt during periods of startup, shutdown, and
mal function be considered a violation of the applicable emission limt unless
ot herwi se specified in the applicabl e standard.

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.8(c)].

The owner or operator of an affected facility shall provide, or cause to be
provi ded, performance testing facilities as foll ows:

Sanmpling ports adequate for test nethods applicable to such facility. This
includes (i) <constructing the air pollution control system such that
volunetric flow rates and pollutant emission rates can be accurately
determined by applicable test nethods and procedures and (ii) providing a
stack or duct free of cyclonic flow during performance tests, as denonstrated
by applicable test nethods and procedures.

Safe sanmpling platforn(s).
Safe access to sanpling platforn(s).

Uilities for sanpling and testing equi pnent.
[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.8(e)].
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

Expiration Date: August 30, 2012

Unl ess otherwi se specified in the applicable subpart, each perfornmance test
shall consist of three separate runs using the applicable test method. Each
run shall be conducted for the tinme and under the conditions specified in the
appl i cable standard. For the purpose of determning conpliance with an
appl i cabl e standard, the arithnmetic neans of results of the three runs shall
apply. In the event that a sample is accidentally lost or conditions occur in
whi ch one of the three runs nust be discontinued because of forced shutdown,

failure of an irreplaceable portion of the sanple train, extremne
nmet eorol ogi cal conditions, or other circunstances, beyond the owner or
operator's control, conpliance may, upon the Adm nistrator's approval, be

determ ned using the arithnetic nmean of the results of the two other runs.
[Rul e 62-204.800(7), F.A C.; 40 CFR 60.8(f)]

40 CFR 60.9 Avai l ability of information.

1

The availability to the public of information provided to, or otherw se
obt ai ned by, the Administrator under this part shall be governed by part 2 of
this chapter. (Information subnmitted voluntarily to the Admi nistrator for the
pur poses of 40 CFR 60.5 and 40 CFR 60.6 is governed by 2.201 through 2.213 of
this chapter and not by 2.301 of this chapter.)

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.9].

40 CFR 60. 10 State authority.

1

(a)

(b)

The provisions of 40 CFR 60 shall not be construed in any manner to preclude
any State or political subdivision thereof from

Adopting and enforcing any em ssion standard or limtation applicable to an
affected facility, provided that such enission standard or limtation is not
| ess stringent than the standard applicable to such facility.

Requiring the owner or operator of an affected facility to obtain pernits,
licenses, or approvals prior to initiating construction, nodification, or
operation of such facility.

[Rul e 62-204.800(7), F.A C.; 40 CFR 60. 10].

40 CFR 60. 11 Compliance with standards and mai nt enance requirenents.

1

Compliance with standards in this part, other than opacity standards, shall be
determined only by performance tests established by 40 CFR 60.8, unless
ot herwi se specified in the applicabl e standard.
[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.11(a)].

Compliance with opacity standards in this part shall be deternined by
conducting observations in accordance with Reference Method 9 in appendi x A of
this part, any alternative nmethod that is approved by the Admi nistrator, or as
provided in 40 CFR 60.11(e)(5). For purposes of determning initial
compliance, the mnimum total tine of observations shall be 3 hours (30
6-m nute averages) for the performance test or other set of observations
(meaning those fugitive-type emission sources subject only to an opacity
standard). [Rule 62-204.800(7), F.A C.; 40 CFR 60.11(b)].

The opacity standards set forth in this part shall apply at all times except

during periods of startup, shutdown, malfunction, and as otherw se provided in
the applicable standard. [Rule 62-204.800(7), F.A. C.; 40 CFR 60.11(c)]
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

5.(a)

(b)

Expiration Date: August 30, 2012

At all times, including periods of startup, shutdown, and mal function, owners
and operators shall, to the extent practicable, nmaintain and operate any
affected facility including associated air pollution control equipnment in a
manner consistent with good air pollution control practice for mnimzing
em ssions. Deternmination of whether acceptable operating and nmaintenance
procedures are being used wll be based on information available to the
Adm ni strator which may include, but is not limted to, nonitoring results,
opacity observations, review of operating and maintenance procedures, and
i nspection of the source. [Rule 62-204.800(7), F.A.C.; 40 CFR 60.11(d)].

For the purpose of denonstrating initial conpliance, opacity observations
shal | be conducted concurrently with the initial perfornmance test required in
40 CFR 60.8 unless one of the following conditions apply. If no performance

test under 40 CFR 60.8 is required, then opacity observations shall be
conducted within 60 days after achieving the maxi num production rate at which
the affected facility will be operated but no later than 180 days after

initial startup of the facility. If visibility or other conditions prevent the
opacity observations from being conducted concurrently wth the initial
performance test required under 40 CFR 60.8, the source owner or operator
shall reschedule the opacity observations as soon after the initial
performance test as possible, but not |ater than 30 days thereafter, and shal
advi se the Administrator of the rescheduled date. In these cases, the 30-day
prior notification to the Administrator required in 40 CFR 60.7(a)(6) shall be
wai ved. The reschedul ed opacity observations shall be conducted (to the extent
possi bl e) under the sane operating conditions that existed during the initial
performance test conducted under 40 CFR 60.8. The visible em ssions observer
shall determ ne whether visibility or other conditions prevent the opacity
observations from bei ng nade concurrently with the initial perfornmance test in
accordance with procedures contained in Reference Method 9 of appendix A of
this part. Opacity readings of portions of plunes which contain condensed,
unconbi ned water vapor shall not be wused for purposes of determning
compliance with opacity standards. The owner or operator of an affected
facility shall make avail abl e, upon request by the Adm nistrator, such records
as may be necessary to determine the conditions under which the visua
observations were made and shall provide evidence indicating proof of current
visible observer emssion certification. Except as provided in 40 CFR
60.11(e)(5), the results of continuous nonitoring by transm ssoneter which
i ndicate that the opacity at the tinme visual observations were made was not in
excess of the standard are probative but not concl usive evidence of the actua
opacity of an emssion, provided that the source shall neet the burden of
proving that the instrunent used neets (at the tinme of the alleged violation)
Performance Specification 1 in appendix B of 40 CFR 60, has been properly
mai ntained and (at the time of the alleged violation) that the resulting data
have not been altered in any way.

Except as provided in 40 CFR 60.11(e)(3), the owner or operator of an affected
facility to which an opacity standard in this part applies shall conduct
opacity observations in accordance with 40 CFR 60.11(b), shall record the
opacity of emssions, and shall report to the Administrator the opacity
results along with the results of the initial performance test required under
40 CFR 60.8. The inability of an owner or operator to secure a visible
em ssions observer shall not be considered a reason for not conducting the
opacity observations concurrent with the initial performance test.
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

(c)

(d)

(e)

()

Expiration Date: August 30, 2012

The owner or operator of an affected facility to which an opacity standard in
this part applies may request the Administrator to determne and to record the
opacity of em ssions fromthe affected facility during the initial performance
test and at such tines as may be required. The owner or operator of the
affected facility shall report the opacity results. Any request to the
Adm nistrator to determine and to record the opacity of emissions from an
affected facility shall be included in the notification required in 40 CFR
60.7(a)(6). If, for sone reason, the Administrator cannot determ ne and record
the opacity of emissions from the affected facility during the performance
test, then the provisions of 40 CFR 60.7(e)(1) shall apply.

The owner or operator of an affected facility using a continuous opacity
moni tor (transmi ssonmeter) shall record the nonitoring data produced during the
initial performance test required by 40 CFR 60.8 and shall furnish the
Adm nistrator a witten report of the nonitoring results along with Method 9
and 40 CFR 60.8 performance test results.

The owner or operator of an affected facility subject to an opacity standard
may submit, for conpliance purposes, continuous opacity nonitoring system
(COVB) data results produced during any performance test required under 40 CFR
60.8 in lieu of Method 9 observation data. If an owner or operator elects to
submt COMS data for conpliance with the opacity standard, he shall notify the
Adm nistrator of that decision, in witing, at least 30 days before any
performance test required under 40 CFR 60.8 is conducted. Once the owner or
operator of an affected facility has notified the Administrator to that

effect, the COVMS data results will be used to determ ne opacity conpliance
during subsequent tests required under 40 CFR 60.8 until the owner or operator
notifies the Administrator, in witing, to the contrary. For the purpose of

determ ning conpliance with the opacity standard during a performance test
requi red under 40 CFR 60.8 using COVM5 data, the mininum total tine of COVG
data collection shall be averages of all 6-minute continuous periods within
the duration of the nass emssion perfornmance test. Results of the COVS
opacity determnations shall be submtted along with the results of the
performance test required under 40 CFR 60.8. The owner or operator of an
affected facility using a COVS for conpliance purposes is responsible for
demonstrating that the COVMS neets the requirenments specified in 40 CFR
60.13(c), that the COVS has been properly maintained and operated, and that
the resulting data have not been altered in any way. If COVS data results are
submtted for conpliance with the opacity standard for a period of time during
whi ch Method 9 data indicates nonconpliance, the Method 9 data will be used to
determ ne opacity conpliance.

Upon receipt from an owner or operator of the witten reports of the results
of the performance tests required by 40 CFR 60.8, the opacity observation
results and observer certification required by 40 CFR 60.11(e)(1), and the
COMS results, if applicable, the Administrator will make a finding concerning
compliance with opacity and other applicable standards. If COVMS data results
are used to conply with an opacity standard, only those results are required
to be subnmitted along with the performance test results required by 40 CFR
60.8. If the Administrator finds that an affected facility is in conpliance
with all applicable standards for which performance tests are conducted in
accordance with 40 CFR 60.8 of this part but during the time such performance
tests are being conducted fails to nmeet any applicable opacity standard, the
shall notify the owner or operator and advise him that he may petition the
Adm nistrator within 10 days of receipt of notification to make appropriate
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

(9)

(h)

Expiration Date: August 30, 2012
adjustnent to the opacity standard for the affected facility.

The Administrator will grant such a petition upon a denonstration by the owner
or operator that the affected facility and associated air pollution control
equi pmrent was operated and maintained in a manner to minimze the opacity of
em ssions during the performance tests; that the performance tests were
perfornmed under the conditions established by the Administrator; and that the
affected facility and associated air pollution control equipment were
i ncapabl e of being adjusted or operated to neet the applicable opacity
st andar d.

The Administrator will establish an opacity standard for the affected facility
nmeeting the above requirements at a level at which the source will be able, as
i ndi cated by the perfornmance and opacity tests, to neet the opacity standard
at all tinmes during which the source is nmeeting the nass or concentration
em ssion standard. The Administrator will pronulgate the new opacity standard
in the Federal Register.

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.11(e)].

Speci al provisions set forth under an applicable subpart of this part shall
supersede any conflicting provisions of this section.
[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.11(f)].

40 CFR 60. 12 Circunmventi on.

1

No owner or operator subject to the provisions of this part shall build,
erect, install, or use any article, machine, equipnment or process, the use of
whi ch conceal s an eni ssion which would otherw se constitute a violation of an
appl i cabl e standard. Such conceal nent includes, but is not linmted to, the use
of gaseous diluents to achieve conpliance with an opacity standard or with a
standard which is based on the concentration of a pollutant in the gases
di scharged to the atnosphere

[Rul e 62-204.800(7), F.A C.; 40 CFR 60.12].

40 CFR 60. 14 Modi fication.

1

(a)

Except as provided under 40 CFR 60.14(e) and 40 CFR 60. 14(f), any physical or
operational change to an existing facility which results in an increase in the
em ssion rate to the atnosphere of any pollutant to which a standard applies
shall be considered a nodification within the neaning of section 111 of the
Act. Upon nodification, an existing facility shall beconme an affected facility
for each pollutant to which a standard applies and for which there is an
increase in the emission rate to the atnosphere.

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.14(a)].

Em ssion rate shall be expressed as kg/hr (lbs./hour) of any pollutant
di scharged into the atnosphere for which a standard is applicable. The
Adm ni strator shall use the following to determ ne em ssion rate:

Em ssion factors as specified in the latest issue of "Conmpilation of Air
Pol | utant Emi ssion Factors”, EPA Publication No. AP-42, or other emnission
factors determned by the Administrator to be superior to AP-42 emssion
factors, in cases where utilization of em ssion factors denopnstrate that the
em ssion level resulting from the physical or operational change will either
clearly increase or clearly not increase.
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

(b)

(a)

(b)

(c)
(d)

Expiration Date: August 30, 2012

Mat eri al bal ances, continuous nonitor data, or nmanual em ssion tests in cases
where utilization of em ssion factors as referenced in 40 CFR 60.14(b) (1) does
not denonstrate to the Administrator's satisfaction whether the enission |evel
resulting fromthe physical or operational change will either clearly increase
or clearly not increase, or where an owner or operator denonstrates to the
Adm nistrator's satisfaction that there are reasonable grounds to dispute the
result obtained by the Administrator utilizing em ssion factors as referenced
in 40 CFR 60.14(b)(1). Wien the em ssion rate is based on results from nanual
em ssion tests or continuous nonitoring systems, the procedures specified in
40 CFR 60 appendix C of 40 CFR 60 shall be used to determ ne whether an
increase in emission rate has occurred. Tests shall be conducted under such
conditions as the Adm nistrator shall specify to the owner or operator based
on representative performance of the facility. At least three valid test runs
must be conducted before and at |east three after the physical or operationa
change. Al operating paranmeters which may affect em ssions nust be held
constant to the maxi mum feasi ble degree for all test runs.

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.14(b)].

The addition of an affected facility to a stationary source as an expansion to
that source or as a replacenent for an existing facility shall not by itself
bring within the applicability of this part any other facility within that
source.

[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.14(c)].

The follow ng shall not, by thensel ves, be considered nodifications under this
part:

Mai nt enance, repair, and replacenent which the Administrator determ nes to be
routine for a source category, subject to the provisions of 40 CFR 60. 14(c)
and 40 CFR 60. 15.

An increase in production rate of an existing facility, if that increase can
be accomplished without a capital expenditure on that facility.

An increase in the hours of operation.

Use of an alternative fuel or raw material if, prior to the date any standard
under this part beconmes applicable to that source type, as provided by 40 CFR
60.1, the existing facility was designed to acconmodate that alternative use.

A facility shall be considered to be designed to acconmobdate an alternative
fuel or raw material if that use could be acconplished under the facility's
construction specifications as anended prior to the change. Conversion to coa

required for energy considerations, as specified in section 111(a)(8) of the
Act, shall not be considered a nodification

40 CFR 60.92 Standard for particulate matter

1.

Particulate matter em ssions shall not exceed 90 ng/dscm (0.04 gr/dscf).
[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.92(a)(1)]

Vi si bl e emi ssions shall not be equal to or greater than 20 percent opacity.
[Rul e 62-204.800(7), F.A.C.; 40 CFR 60.92(a)(2)]
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Expiration Date: August 30, 2012

40 CFR 60.93 Test nethods and procedures.

1

EPA Method 5 shall be used to determine the particulate matter concentration.
The sanpling time and sanple volunme for each run shall be at |east 60 mnutes
and 0.90 dscm (31.8 dscf).

[Rul e 62-297.401, F.A . C.; 40 CFR 60.93(b)(1)]

EPA Method 9 and the procedures in 40 CFR 60.11 shall be used to determne

opacity.
[Rul es 62-204.800(7) and 62-297.401, F.A. C.; 40 CFR 60.93(b)(2)]
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Expiration Date: August 30, 2012

Addi tional Operating Conditions

1. The facility (including the asphalt plant, hot oil heater, and portable
asphalt crusher) maxi mumoperating limts are as foll ows:

a) The process rate shall not exceed 0.500 mllion tons of a virgin or
recycle (100 percent) mix asphalt product per any consecutive twelve-
mont hs peri od.

b) Total fuel oil consunption shall not exceed 1.2 mllion gallons in any
consecutive twelve-nonths period of the conbination of new no. 2 through
no. 6 fuel oils and on specification used oil. Natural gas may be used
as a backup fuel.

c) The maxi mum sul fur content of all fuel oils consumed shall not exceed 1.0
percent by wei ght.

[Rules 62-210.200, (Potential to Emt), F.A C. and 62-210.300(3)(b)4.(c)2.,

F.A C]

2. The drum m x asphalt plant shall not exceed 4000 operational hours.
[Rul e 62-210.200, (Potential to Emit), F.AC]

3. The following used oil specifications are applicable. Used oil within the
all owable levels is “on-specification” and used oil exceeding any allowable
| evel is “off-specification.”

Constituent/Property Al'l owabl e Level s Test Met hods
Arsenic 5 ppm nmaxi mum EPA SW 846
Cadm um 2 ppm nmaxi mum EPA SW 846
Chr om um 10 ppm maxi num EPA SW 846
Lead 100 ppm maxi mum EPA SW 846
FI ash Poi nt 100° F mi ni mum EPA SW 846
Tot al Hal ogens 4,000 ppm nmaxi mumnf EPA SW 846
PCB < 50 ppm EPA SW 846

* Used oil containing between 1,000 and 4,000 ppm of total halogens is
presumed to be a hazardous waste because it has been mxed w th hal ogenated
hazardous waste and cannot be utilized unless the applicant first rebuts this
presunption by denonstrating that Used G| does not contain hazardous waste
and receives witten approval fromthe Departnent.

[Rul e 62-710.210(3), F.A.C.; 40 CFR Part 279. 11]

4. When used oil is fired the facility nust operate in conpliance with all
appl i cable regulations and Departnment policy including the requirenents of
Rule 62-710, Part V, F.AC and 40 CFR 266 Subparts D and E and any new
regul ati ons subsequently adopted, and the follow ng conditions shall apply:

a) Each tine used oil is transferred to the facility storage tank a
sanple of used oil to be burned shall be analyzed for arsenic,
chromum cadnmium total halogens, PCB, flash point, and |ead
using EPA/DEP or ASTM approved nethods prior to being fired.
Alternately, the used oil vendors' analysis for the referenced
paraneters nmay be utilized to satisfy this condition. Resul ts
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of the used oil sanpling and analysis shall be retained on site
for a three year period.

b) The total quantity of used oil burned during each cal endar year
on a nonthly basis, shall be included in the Annual Operations
Report for Air Enissions Sources.

c) The firing of used oil which contains PCB at concentrations
greater than 2 ppmand |l ess than 50 ppmis regul ated by 40 CFR
761. The source can not fire wused oil which contains PCB

concentrations in this range during startup or shutdown in
accordance with 40 CFR 761.20(e)(3), and the source must submt
to this office a copy of the witten notice described in 40 CFR
761.20(e)(3)].

5. No person shall cause, let, permt, suffer or allow the emissions of
unconfined particulate matter from any source whatsoever, including, but not
limted to, vehicular novenent, transportation of materials, construction
alteration, denolition or wecking, or industrially related activities such as
| oadi ng, unloading, storing or handling, wthout taking reasonabl e precautions
to prevent such enission [Rule 62-296.320(4)(c)1., F.A C.]. The area nust be
wat er ed down shoul d unconfi ned emi ssions occur.

[Rul e 62-296.320, F. A C]

6. No person shall circunvent any pollution control device or allow the em ssions
of air pollutants wthout the applicable air pollution control device
operating properly.

[Rul e 62-210.650, F. A C]

7. No person shall cause, suffer, allow or permt the discharge of air pollutants
whi ch cause or contribute to an objectionable odor. An objectionable odor is
defined as any odor present in the outdoor atnobsphere which by itself or in
conbination with other odors, is or may be harnful or injurious to human
health or wel fare, which unreasonably interferes with the confortable use and
enjoyment of |ife or property, or which <creates a nuisance. [Rul e
62-296.320(2) F.A C. and Rule 62-210.200(181), F.A C]

Operating Conditions and Em ssion Limts - Nonnetallic mneral processing plant

8. The owner or operator shall conply with Rule 62-296.320, F.A C., using the
foll owi ng reasonabl e precautions:

a) Unconfined em ssions shall be controlled by using a water suppression
system with spray bars |ocated wherever unconfined em ssions occur at
the feeder, the entrance and exit of the crusher, the classifier
screens, and the conveyor drop points. [Rule 62-296.320, F.A C]

b) Unconfined em ssions that nmight be generated by vehicular traffic or
wind shall be controlled by applying water (by water trucks equipped
with spray bars) or effective dust suppressant(s) on a regular basis to
all stockpiles, roadways and work-yards where this nonnetallic mnera
processing plant is |ocated. [Rule 62-296.320, F.A C]
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10.

11.

12.

13.

14.

15.

16.

Expiration Date: August 30, 2012

Visible emssions from any crusher, grinding nmll, screening operation
bucket elevator, transfer point on belt conveyors, baggi ng operation, storage
bin, enclosed truck or railcar |oading station, or any other em ssion point
not subject to 40 CFR Part 60, shall be less than 20 percent opacity,
pursuant to Rule 62-296.320, F.A.C. [Rule 62-296.320, F.A C]

Conpl i ance Testing

The drum mx asphalt plant shall be tested for particulate enissions and
concurrently for visible emssions not later than 180 days after initia
startup.

[Rule 40 CFR 60.8 and Rul e 62-297.310(7)(a)3, F. A C]

EPA Method 5 shall be used to determine the particulate matter concentration.
The sanpling time and sanple volunme for each run shall be at |east 60 m nutes
and 0.90 dscm (31.8 dscf).

[Rul e 62-297.401, F.A.C.; 40 CFR 60.93 (b)(1)]

EPA Method 9 and the procedures in 40 CFR 60.11 shall be used to determne
opacity for the drum m x asphalt plant. EPA Method 9 shall be conducted for
thirty m nutes.

[Rul e 62-297.401 F. A C.; 40 CFR 60.93(b)(2)]

The crusher shall be tested for visible emssions not later than 180 days
after initial startup of the drum m x asphalt plant. DEP Method 9 shall be
used to determne opacity for the crusher and shall be conducted for thirty
nm nut es.

[Rul e 62-296.320(4)(b)4., F.A C]

The owner or operator shall notify the air conpliance section of this office,
at least 15 days prior to the date on which each formal conpliance test is to
begin, of the date, tinme, and place of each such test, and the test contact
person who will be responsible for coordinating the test and having such test
conducted for the owner or operator.

[Rul e 62-297.310(7)(a)9., F.A C]

The maxi mum operating rate for the drum m x asphalt plant and crusher are 200
tons per hour of asphalt product and 75 tons per hour of crushed naterial,
respectively. Testing of enissions shall be conducted with the em ssions unit
operation at permtted capacity. Permtted capacity is defined as 90 to 100
percent of the maximum operation rate allowed by the permt. If it is
inpractical to test at pernmitted capacity, an em ssions unit nay be tested at
|l ess than the mninum permtted capacity; in this case, subsequent enissions
unit operation is limted to 110 percent of the test load until a newtest is
conduct ed. Once the unit is so limted, operation at higher capacities is
allowed for no nore than 15 consecutive days for the purpose of additional
compliance testing to regain the authority to operate at the pernitted
capacity.

[Rul e 62-297.310(2), F.A C.]

The stack sanpling facility must conply with Rule 62-297.310(6), F.A C
regardi ng mni num requirements that include but are not limted to: |ocation
of sampling ports, work platform area hand rails and toe rails, caged | adder,
access and el ectrical power.

[Rul e 62-297.310(6), F.A C.]
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Permittee: Camasphalt Paving, LLC Permit Nunber: 0694854-001- AC

17.

18.

19.

20.

21.

Expiration Date: August 30, 2012
A differential pressure gauge is required to neasure the pressure drop across
t he baghouse, a m nimum of 10 days before the stack test is performed
[Rul e 62-297.310(5)(b), F. A C]

Recor dkeepi ng and Docunent Submitta

The pernmittee shall mamintain records to denonstrate that the sul fur content,
by wei ght, of each shi pment of new and on-spec used oil is 1.0 percent or |ess
and that the sulfur content was determined in accordance with the nethods
listed in specific condition 19. and general condition 14c.

[Rul e 62-210.300(3)(c)l.c., F.AC]

The fuel sulfur content, percent by weight, for liquid fuels shall be
eval uated using one of ASTM D2622-94, ASTM D4294-90(95), ASTM 1552-95, ASTM
D1266-91, or both ASTM D4057-88 and ASTM D129-95 or latest editions.
Alternately, after witten notification to the Departnent, the pernmittee nmay
use other DEP Air Program approved nethods, i.e. alternate sanpling
procedures, for sulfur in petrol eum products.

[Rul es 62-210.300(3)(c)l.c., and 62-297.440, F.A C]

In order to denonstrate conpliance with operating condition nunbers 1, 2, 3
and 4 on pages 11 and 12, the pernittee shall maintain a log at the facility
for a period of at least 5 years fromthe date the data is recorded. The |og
at a mninmum shall contain the follow ng:

Mont hl'y

a) designation of the month and year of operation for which the records are
bei ng tabul at ed

b) consecutive 12-nmonths total of operational hours for the drum m x asphalt
pl ant

c) consecutive 12-nonths total of asphalt product (tons) from the drum mx
asphalt plant, fuel oil burned (record in gallons), which includes the drum
m x asphalt plant and the crusher.

{Permitting Note: Natural gas consunption does not need to be tracked.}

[Rule 62-4.070(3), F.A C]

Note: A consecutive 12-nonths total is equal to the total for the nmonth in
question plus the totals for the eleven nonths previous to the nmonth in
qguestion. A consecutive 12-nonths total treats each nonth of the year as the
end of a 12-nmonth period. A 12-nmonths total is not a year-to-date total
Facilities that have not been operating for 12 nonths should retain 12-nonths
totals using whatever nunber of nonths of data is available until such a tine
as a consecutive 12-nmonths total can be maintai ned each nonth.

[Rule 62-4.070(3), F. A C]

Supporting docunentation (chem cal usage tracking |ogs, MSDS sheets, purchase
orders, EPA "As Supplied” data sheets) shall be kept for each chemical and
associ ated products which includes sufficient information to determnine usage
rates and emi ssions. These records shall be nmade available to the Departnent

upon request. Docunentation of each chemical reclained will use a mass
bal ance nethod to deternine wusage/em ssions (amount used nminus anount
collected for disposal or recycle). The | og and docunents shall be kept at

the facility for at least five years and nade available to the Departnent.
The nmonthly | ogs shall be conpleted by the end of the follow ng nonth.
[Rul es 62-4.070(3)]
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22.

23.

24.

Expiration Date: August 30, 2012

The owner or operator shall submit a copy of the conpliance test results to
the air conpliance section of this office as soon as practical but no |ater
than 45 days after the last sanpling run of each test is conpleted.

[Rul e 62-297.310(8)(b), F. A C

The owner or operator shall conplete DEP Form No. 62-210.900(5), F. AC
“Annual Operating Report for Air Pollutant Emitting Facility”, including the
Em ssions Report, for each calendar year and submit to the air conpliance
section of this office on or before March 1 of the followi ng year.

[Rul e 62-210.370(3), F.A C.]

Permt Application

The construction shall reasonably conformto the plans and schedule subnitted
in the application. If the permittee is unable to conplete construction on
schedul e, he nust notify the departnent in witing at |east 90 days prior to
the expiration of the construction permt and submit an application for an
extension of the construction permt.

An operating pernit is required for operation of this source. To obtain a
permit, the pernmittee nust denonstrate conpliance with the conditions of the
construction pernit and submit the application fee, along with the conpliance
test results and Application for Air Permt to the Departnent's Central
Florida District Ofice [Rule 62-4.220, F.A.C.]. The application shall be
submitted no later than 180 days after conmmencenent of operations (drum nix
asphalt plant).

[Rule 62-4.220, F.A C.]

STATE OF FLORI DA DEPARTMENT
OF ENVI RONVENTAL PROTECTI ON

O 75, et

James N. Bradner, P.E.
Pr ogram Admi ni strat or
Air Resources Managenent

| ssued: Septenber 4, 2007
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