SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
B.  EU No. 002-Aggregate Drying (Sand Dryer) and Handling Operations with Baghouse
PERMITTEE
	Universal Aggregate Solutions, Inc.
P.O. Box 490180
Leesburg, Florida 34749

Authorized Representative:
Robert Kari, Project Manager 

	Air Permit No. 0694862-007-AC
Permit Effective:  February 20, 2017
Permit Expires:  June 30, 2018
Minor Source Air Construction Permit
Okahumpka Facility 
Construction Permit modification


Project
This is the Final air construction permit, which authorizes installation and operation of a new dust collector on loadout silos located within emissions unit 002, an increase in process rate in the coating operations (emission unit 001), and other minor equipment replacements at the facility.  The proposed work is conducted at the Universal Aggregate Solutions, Inc., Okahumpka Facility, which is a categorized under Standard Industrial Classification No. 1442.  The facility is located in Lake County at 26825 Haywood Worm Farm Road in Okahumpka, Florida.  The UTM coordinates are Zone 17, 413.28 kilometers (km) East, and 3179.29 km North.  
This Final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
STATEMENT OF BASIS
This air pollution construction permit is issued under the provisions of:  Chapter 403 of the Florida Statutes (F.S.) and Chapters 62-4, 62-204, 62-210, 62-212, 62-296 and 62-297 of the Florida Administrative Code (F.A.C.).  The permittee is authorized to conduct the proposed work in accordance with the conditions of this permit.  This project is subject to the general preconstruction review requirements in Rule 62-212.300, F.A.C., and is not subject to the preconstruction review requirements for major stationary sources in Rule 62-212.400, F.A.C., for the Prevention of Significant Deterioration (PSD) of Air Quality.
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Upon issuance of this final permit, any party to this order has the right to seek judicial review of it under Section 120.68 of the Florida Statutes by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel (Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000) and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
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Kimberly Rush, P.E.	 		 
Permitting and Waste Cleanup
Program Administrator


CERTIFICATE OF SERVICE
The undersigned duly designated deputy clerk hereby certifies that this permit and all copies were sent on the filing date below to the following listed persons.
Robert Kari, Project Manager, Universal Aggregate Solutions, Inc. (bkari@cmineralsinc.com)
Sheila Henderson, Vice President, General Manager, Universal Aggregate Solutions, Inc.
(shenderson@cmineralsinc.com)
Pradeep, Raval, Koogler and Associates, Inc. (praval@kooglerassociates.com)
Veronica Sgro, P.E., Koogler and Associates, Inc. (vsgro@kooglerassociates.com)
FDEP Central District:  Kim Rush, Tom Lubozynski, Wanda Parker Garvin, Stephen Amirault

FILING AND ACKNOWLEDGMENT FILED
FILED, on this date, pursuant to Section 120.52, F. S., with the designated Department Clerk, receipt of which is hereby acknowledged.
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FACILITY DESCRIPTION
The Okahumpka Colored Aggregate System, is an aggregate color coating, drying and handling facility.  
The existing facility consists of the following emissions units (EU).
	EU No.
	Emission Unit Description

	001
	Aggregate Color Coating Operations with Baghouse 

	002
	Aggregate Drying and Handling Operations


PROPOSED PROJECT
This project will modify the following emissions units for the facility.
	Facility ID No. 0694862

	ID No.
	Emission Unit Description

	001
	Aggregate Color Coating Operations with Baghouse.  This project will authorize the installation of a replacement mixer and conveyor.  In addition, the operation will be made a continuous process instead of a batch process with an allowable process rate of 10 tons per hour. 

	002
	Surface Coating and Cleaning Operations.  This project will add an additional dust collector at the existing truck loadout silo to control fugitive emission at the tanker truck loading station. 


APPLICABLE REGULATIONS 
A summary of applicable regulations is shown in the following table.  
	Regulation
	EU No(s).

	Federal Rule Citations

	40 CFR 60, Subpart A, NSPS General Provisions
	002

	40 CFR 60, Subpart UUU Standards of Performance for Calciners and Dryers in Mineral Industries 
	002

	State Rule Citations

	Rules 62-210.300, 62-296.320(4), 62-296.320(1) and (2), 62-204.800, 62-297.310, F.A.C. 
	All


FACILITY REGULATORY CLASSIFICATION
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility does not operate units subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 62-213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400, F.A.C. for the Prevention of Significant Deterioration (PSD) of Air Quality.
· This facility is a natural minor source of air pollution. 
PERMIT HISTORY/AFFECTED PERMITS
The facility is currently permitted under Air Operation Permit 0694862-006-AO.  This permit expires on February 28, 2022.
(1) 
(1) 
SECTION 1.  GENERAL INFORMATION (FINAL)

Universal Aggregate Solutions, Inc.	Air Permit No. 0694862-007-AC
Okahumpka Facility	Minor Source Air Construction Permit
Page 10 of 10
1. Permitting Authority:  The permitting authority for this project is the Florida Department of Environmental Protection, Central District Permitting and Waste Cleanup Program.  The Central District’s mailing address and phone number is:
Florida Department of Environmental Protection
Central District Office
3319 Maguire Blvd., Ste. 232
Orlando, FL  32803-3767
Except as otherwise specified in this permit, the required submittals, such as certifications, monitoring reports, notifications, etc., shall be submitted to the Department in a digital format via electronic mail, CD or DVD, or through file transfer site, when practicable. The electronic mail address is DEP_CD@dep.state.fl.us. All submittals shall clearly identify the Air Permit No. 0694862-007-AC.
2. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the Central District’s Compliance Assurance Program. (Use the above mailing or e-mail address).
3. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements); Appendix E (40 CFR Part 60, Subpart A-General Provisions); and Appendix F (40 CFR Part 60, Subpart UUU-Standards of performance for Calciners and Dryers in Mineral Industries).
4. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
5. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
6. Modifications:  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
7. Construction and Expiration:  The expiration date shown on the first page of this permit provides time to complete the physical construction activities authorized by this permit, complete any necessary compliance testing, and obtain an operation permit.  Notwithstanding this expiration date, all specific emissions limitations and operating requirements established by this permit shall remain in effect until the facility or emissions unit is permanently shut down.  For good cause, the permittee may request that the permit be extended.  Pursuant to Rule 62-4.080(3), F.A.C., such a request shall be submitted to the Permitting Authority in writing before the permit expires.  [Rules 62-4.070(4), 62-4.080 and 62-210.300(1), F.A.C.]

8. Renewal.  This permit authorizes construction of the permitted emissions units and initial operation to determine compliance with Department rules.  A Non-Title V air operation permit revision is required for regular operation of the permitted emissions unit.  The permittee shall apply for a Title V air operation permit revision at least 90 days prior to expiration of this permit, but no later than 180 days after commencing operation.  To apply for a Non-Title V air operation permit, the applicant shall submit the following: 
a. the appropriate permit application form (see current version of Rule 62-210.900, F.A.C. (Forms and Instructions), and/or FDEP Division of Air Resource Management website at: http://www.dep.state.fl.us/air/ ); 
b. the appropriate operation permit application fee from Rule 62-4.050(4)(a), F.A.C.;
c. copies of the most recent two months of records/logs specified in Specific Condition Nos. A.12 and B.13.; and,
d. copies of the most recent compliance test reports required by Specific Condition Nos. B.7., if not previously submitted
[Rules 62-4.030, 62-4.050, 62-4.070(3), 62-4.090, 62-4.220, 62-210.300(2), and 62-210.900, F.A.C.; 	 Chapter 62-213, F.A.C.]

(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS (FINAL)

This section of the permit addresses the following emissions unit.
	EU No.
	Emission Unit Description

	001
	Aggregate Color Coating Operations with Baghouse - This emissions unit colors particles of dried aggregate. Pigments are dried onto the aggregate and the pigmented aggregate is then screened and packaged.  Aggregate materials include sand and sodium silicate.
Particulate emissions are controlled by a Torrit Downflow II Baghouse, Model No. 2DF4
(7.5hp, 1200 cfm). The collected solid particles from the baghouse are stored in a bin for recycling and the clean air is discharged outside of the facility.
This permitting action will authorize the conversion of the process from a batch operation to a continuous operation and increase the production rate from 2.0 tons per hour to a continuous operation at 10 tons per hour.  Emissions from the coating operation will not increase since there will be no changes to the operation of the baghouse or heater 



EQUIPMENT
1. Equipment Installation:  The permittee is authorized to install new minor equipment replacements (a mixer and conveyor belt), in order to convert the existing Aggregate Color Coating Operations from a batch operation to a continuous operation.  The process rate shall not exceed the limitations specified in Condition A.2.  [Permit Application No 0694862-007-AC, received December 21, 2016 and Rule 62-210.200(225), “Potential to Emit,” F.A.C.]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  The maximum process rate of aggregate material processed shall not exceed an average of 10.0 tons per hour on any particular day.  [Permit Application No 0694862-007-AC received December 21, 2016 and Rule 62-210.200(225), “Potential to Emit,” F.A.C.]
3. Authorized Fuel:  The main rotary dryer burner is permitted to only burn natural gas.  [Rule 62-210.200(225), “Potential to Emit,” F.A.C. and 0694862-001-AC]
4. Restricted Operation:  The hours of operation of are not limited (8,760 hours per year).  [Rules 62-4.070(3) and 62-210.200(225), “Potential to Emit,” F.A.C. and 0694862-001-AC]
EMISSIONS STANDARDS
5. Visible Emissions Visible emissions from the baghouse shall not exceed 5 percent opacity.  [Rule 62-4.070, F.A.C. and 0694862-001-AC]
TESTING REQUIREMENTS
6. Annual Compliance Tests:  During each calendar year (January 1st to December 31st), the emissions unit shall be tested to demonstrate compliance with the emissions standards for visible emissions in Specific Condition A.4.  [Rule 62-297.310(8)(a)1, F.A.C. and 0694862-001-AC]
7. Test Requirements:  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
8. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
NOTIFICATION REQUIREMENTS
9. Notification of Operation Commencement:  The permittee shall notify the Compliance Authority (DEP_CD@dep.state.fl.us) of the date of commencing operation of the coating operation once it is converted to a continuous process no later than five (5) business days after that date.  Commencing operation is defined as setting any emissions unit into operation of for any purpose. [Rule 62-4.070, F.A.C., and Rule 62-210.200, F.A.C., (Definition of Commence Operation)]
10. Test Notification:  The permittee shall notify the Compliance Authority at least 15-days prior to any required tests (DEP_CD@dep.state.fl.us). The notification must include the following information: the date, time, and location of each test; the name and telephone number of the facility’s contact person who will be responsible for coordinating the test; and the name, company, and the telephone number of the person conducting the test. [Rule 62-4.070(3), F.A.C.]
RECORDS AND REPORTS
11. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.]
12. [bookmark: _Ref466899278]Daily Log:  In order to demonstrate compliance with Specific Condition A.2, the permittee shall maintain a daily log at the facility for a period of at least five years from the date the data is recorded. 
The Daily summary log, at a minimum, shall contain the following:
a. Facility Name, Facility ID No. (i.e., Universal Aggregate Solutions, Inc, Facility # 0694862);
b. Designation of the day, month, and year of operation for which the records are being tabulated;
c. Total daily aggregate product processed (tons),
d. Total operational hours; and,
e. Calculation of the daily average (tons/hour) process rate of aggregate product 
The daily logs shall be completed no later than the within 7-days of the date being reported. 
13. Additional Recordkeeping Requirements:  Records specified in Specific Condition No. A.12. (previous condition) must document the method, calculations, and formulas used in determining the process rate.  All calculations, including those used to derive emissions, must be clearly documented, and may be presented in the form of a template of sample calculations and available for review on site by the Department.  [Rule 62-4.070(3), F.A.C.]
(1) 
(1) 
SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS (FINAL)
A.  EU No 001-Aggregate Color Coating Operations with Baghouse 
 
This section of the permit addresses the following emissions unit.
	ID No.
	Emission Unit Description

	002
	Aggregate Drying (Industrial Sand Dryer) and Handling Operations with Baghouse.
Aggregate materials include construction sand. A baghouse will control emissions from the
dryer, screening operations, and bagging operations. Shrouds cover each drop point to collect
dust from operations.
Particulate emissions are controlled by a Micropul Baghouse, Model No. 49S8 (15hp, 4800
cfm). The collected solid particles from the baghouse will be stored in a bin for recycling and
the clean air is discharged outside.
This permitting action will authorize installation and initial operation of an additional dust collector at the existing truck loadout silo, to reduce fugitive emissions during truck loadout.  The dust collector is a Donaldson Model DFE 2-4 with a design flow rate of 3500 cubic feet per minute;


{Permitting Notes:  This emission unit is regulated under 40 CFR Part 60, Subpart UUU- Standards of performance for Calciners and Dryers in Mineral Industries adopted in Rule 62.204.800(11)(b), F.A.C.  The conditions are incorporated into this permit.
The new dust collector installed at the truck loadout is not subject to the requirements of 40 CFR Part 60, Subpart UUU since it is not part of the sand drying operation}
EQUIPMENT
1. Equipment Installation:  The permittee is authorized to install the additional dust collector at the existing truck loadout silo.  [Application No. 0694862-007-AC, received December 21, 2016, and Rule 62-210.200(225), “Potential to Emit,” F.A.C.]
PERFORMANCE RESTRICTIONS
2. Permitted Capacity:  The maximum process rate of wet aggregate material processed shall not exceed 438,000 tons per consecutive 12-month period.  [Rule 62-210.200(225), “Potential to Emit,” F.A.C., and Permit 0694862-002-AC]
3. Authorized Fuel:  The main rotary dryer burner is permitted to only burn natural gas. [Rule 62-210.200(225), “Potential to Emit,” F.A.C. and Permit 0694862-002-AC]
4. Restricted Operation:  The hours of operation of are not limited (8,760 hours per year).  [Rules 62-4.070(3) and 62-210.200(225), “Potential to Emit,” F.A.C. and Permit 0694862-002-AC]
EMISSIONS STANDARDS
5. Particulate Matter (PM) Emissions Standards: Particulate matter emissions from the dryer baghouse shall not exceed 0.025 grain/dry standard cubic feet (gr/dscf).  [Rule 62-4.070(3), F.A.C., 40 CFR 60.732(a), and Permit 0694862-002-AC]
6. Visible Emissions:
a. Visible emissions (VE) from the dryer/baghouse shall not exceed ten (10) percent opacity.
b. Visible emissions (VE) from the new truck loadout dust collector not exceed twenty (20) percent opacity.
[Rule 62-4.070(3), F.A.C., 40 CFR 60.732(b), and Permit 0694862-002-AC]


TESTING REQUIREMENTS
7. Initial Compliance Test:  The new truck loadout dust collector shall be tested to demonstrate compliance with the emissions standards for visible emissions in Specific Condition B.6.b. The initial tests shall be conducted within 180 days after initial operation of the unit.  [Rules 62-4.070(3) and 62-297.310(8)(b)1, F.A.C.] 
8. Test Requirements:  Tests shall be conducted in accordance with the applicable requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(9), F.A.C.]
9. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources


The above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; Appendix A of 40 CFR 60]
NOTIFICATION REQUIREMENTS
10. Notification of Operation Commencement:  The permittee shall notify the Compliance Authority (DEP_CD@dep.state.fl.us) of the date of commencing operation of the new dust collector no later than five (5) business days after that date.  Commencing operation is defined as setting any emissions unit into operation for any purpose. [Rule 62-4.070, F.A.C., and Rule 62-210.200, F.A.C., (Definition of Commence Operation)]
11. Test Notification: The permittee shall notify the Compliance Authority, at least 15- days prior to the date on which each formal compliance test will begin, of the date, time, and place of each such test, and the test contact person who will be responsible for coordinating and having such test conducted for the permittee. [Rules 62-4.070(3) and 62-297.310(7)(a)9., F.A.C.; 40 CFR 60.8(d)]
RECORDS AND REPORTS
12. Test Reports:  The permittee shall prepare and submit reports for all required tests in accordance with the requirements specified in Appendix D (Common Testing Requirements) of this permit.  [Rule 62-297.310(10), F.A.C.]
13. Monthly Recordkeeping: In order to document continuing compliance with Specific Condition No. B.2., the permittee shall maintain a monthly log at the facility for a period of at least five years from the date the data is recorded. 
The monthly log, at a minimum, shall contain the following:
a. Facility Name, Facility ID No. (i.e., Universal Aggregate Solutions, Inc, Facility # 0694862);
b. Designation of the month and year of operation for which the records are being tabulated;
c. Monthly total of wet aggregate product processed (tons); and,
d. Consecutive 12-month total of wet aggregate product processed (tons)
The monthly logs shall be completed no later than the end of the following month. 
Note: A consecutive 12-month total is equal to the total for the month in question plus the totals for the eleven months previous to the month in question.  A consecutive 12-month total treats each month of the year as the end of a 12-month period.  A 12-month total is not a year-to-date total.  Facilities that have not been operating for 12 months should retain 12-month totals using whatever number of months of data is available until such a time as a consecutive 12-month total can be maintained each month.  [Rule 62-4.070(3) and Chapter 62-210, F.A.C.]
14. Additional Recordkeeping Requirements:  Records specified in Specific Condition No. B.13. (previous condition) must document the method, calculations, and formulas used in determining the process rate.  All calculations, including those used to derive emissions, must be clearly documented, and may be presented in the form of a template of sample calculations and available for review on site by the Department.  [Rule 62-4.070(3), F.A.C.]
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