SECTION 3.  EMISSIONS UNIT SPECIFIC CONDITIONS
B.  EU 001 thru EU 026
[bookmark: _GoBack]PERMITTEE
	GGS Fort Myers, LLC
7904 Interstate Court
North Fort Myers, FL 33917
Authorized Representative:
Jed Wickham, CFO
	Air Permit No. 0710282-009-AO
Air Operation Permit
GGS Fort Myers Facility
Lee County, Florida


PROJECT
This is the final air operation permit, which authorizes the operation of GGS Fort Myers, LLC (Green Gallon Solutions), which is a Batch type, Biodiesel production plant that can produce up to a maximum of 9.0 million gallons of ASTM D-6751 certified biodiesel annually. (Standard Industrial Classification No. 2869). This permit includes changes and terms in accordance with Air Construction Permit No. 0710282-007-AC.
The facility is located in Lee County at 7904 Interstate Ct. in North Fort Myers, Florida.  The UTM coordinates are Zone 17, East (km) 417.449, North (km) 295.600.  Latitude 26º 43’ 22”, Longitude 81º 49’ 48”.
This final permit is organized into the following sections:  Section 1 (General Information); Section 2 (Administrative Requirements); Section 3 (Emissions Unit Specific Conditions); and Section 4 (Appendices).  Because of the technical nature of the project, the permit contains numerous acronyms and abbreviations, which are defined in Appendix A of Section 4 of this permit.
Permitting Authority:  Applications for air operation permits are subject to review in accordance with the provisions of Chapter 403, Florida Statutes (F.S.) and Chapters 62-4 and 62-210 of the Florida Administrative Code (F.A.C.).  The Permitting Authority responsible for making a permit determination for this project is the DEP South District Office.  The Permitting Authority’s physical address is: 2295 Victoria Avenue, Suite 364, Fort Myers, Florida 33902. The Permitting Authority’s mailing address is: P.O. Box 2549, Fort Myers, Florida 33902-2549.  The Permitting Authority’s telephone number is (239) 344-5600.
[image: ]
Petitions.  A person whose substantial interests are affected by the proposed decision may petition for an administrative hearing in accordance with Sections 120.569 and 120.57, F.S.  The petition must contain the information set forth below and must be filed (received) in the Department’s Office of General Counsel, MS #35, 3900 Commonwealth Boulevard, Tallahassee, Florida 32399-3000, Agency_Clerk@floridadep.gov  Petitions filed by the applicant or any of the parties listed below must be filed within 14 days of receipt of this notice.  Petitions filed by any other person must be filed within 14 days of receipt of this proposed action.  A petitioner must mail a copy of the petition to the applicant at the address indicated above, at the time of filing.  The failure of any person to file a petition within the appropriate time period shall constitute a waiver of that person’s right to request an administrative determination (hearing) under Sections 120.569 and 120.57, F.S., or to intervene in this proceeding and participate as a party to it.  Any subsequent intervention will be only at the approval of the presiding officer upon the filing of a motion in compliance with Rule 28-106.205, F.A.C.
A petition that disputes the material facts on which the Department’s action is based must contain the following information:  (a) The name and address of each agency affected and each agency’s file or identification number, if known; (b) The name, address, and telephone number of the petitioner; the name, address and telephone number of the petitioner’s representative, if any, which shall be the address for service purposes during the course of the proceeding; and an explanation of how the petitioner’s substantial interests will be affected by the agency determination; (c) A statement of how and when each petitioner received notice of the agency action or proposed action; (d) A statement of all disputed issues of material fact.  If there are none, the petition must so indicate; (e) A concise statement of the ultimate facts alleged, as well as the rules and statutes which entitle the petitioner to relief; (f) A statement of the specific rules or statutes the petitioner contends require reversal or modification of the agency’s proposed action; and, (g) A statement of the relief sought by the petitioner, stating precisely the action petitioner wishes the agency to take with respect to the agency’s proposed action.   
A petition that does not dispute the material facts upon which the permitting authority’s action is based shall state that no such facts are in dispute and otherwise shall contain the same information as set forth above, as required by Rule 28-106.301, F.A.C.
Because the administrative hearing process is designed to formulate final agency action, the filing of a petition means that the Department’s final action may be different from the position taken by it in this notice.  Persons whose substantial interests will be affected by any such final decision of the permitting authority on the application have the right to petition to become a party to the proceeding, in accordance with the requirements set forth above.
Mediation:  Mediation is not available in this proceeding.
Effective Date:  This permitting decision is final and effective on the date filed with the clerk of the Permitting Authority unless a petition is filed in accordance with the above paragraphs or unless a request for extension of time in which to file a petition is filed within the time specified for filing a petition pursuant to Rule 62-110.106, F.A.C., and the petition conforms to the content requirements of Rules 28-106.201 and 28-106.301, F.A.C.  Upon timely filing of a petition or a request for extension of time, this action will not be effective until further order of the Permitting Authority.
Judicial Review:  Any party to this permitting decision (order) has the right to seek judicial review of it under Section 120.68, F.S., by filing a notice of appeal under Rule 9.110 of the Florida Rules of Appellate Procedure with the clerk of the Department of Environmental Protection in the Office of General Counsel, Mail Station #35, 3900 Commonwealth Boulevard, Tallahassee, Florida, 32399-3000  and by filing a copy of the notice of appeal accompanied by the applicable filing fees with the appropriate District Court of Appeal.  The notice must be filed within 30 days after this order is filed with the clerk of the Department.
0710282-009-AO Effective Date: November 26, 2018
Renewal Application Due Date:  September 27, 2023
Expiration Date: November 25, 2023

Executed in Fort Myers, Florida.
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CERTIFICATE OF SERVICE
The undersigned duly designated deputy agency clerk hereby certifies that this Air Permit package was sent by electronic mail, or a link to these documents made available electronically on a publicly accessible server, with received receipt requested before the close of business on the date indicated below to the following persons.
Jed Wickham, JedW@greengallonsolutions.com
James C. Hart, P.E. jhart.uhi@sbcglobal.net

Clerk Stamp
FILING AND ACKNOWLEDGMENT FILED, on this date, pursuant to Section 120.52(7), Florida Statutes, with the designated agency clerk, receipt of which is hereby acknowledged.
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(Clerk)                                                               (Date)


FINAL AIR OPERATION PERMIT


FACILITY DESCRIPTION

Existing Facility
The facility is a Batch type, Biodiesel production plant that can produce up to a maximum of 9 million gallons of ASTM D-6751 certified biodiesel annually. 
The facility is an ASTM D-6751 certified biodiesel production facility. The six (6) reactors are a “CONTINUOUS” process and the remaining plant is a “BATCH” type process. The plant is primarily a closed inter-connected system, consisting of reactor vessels, tanks, evaporators, filters, pumps, piping, valves and instruments. The facility is a minor source because the potential to emit methanol is below 10 tons per year. The facility has a Methanol Recovery System which routes vapors from the facility’s biodiesel and glycerin evaporators to a vacuum condensation system consisting of two condensers in series. The recovered methanol is routed back to methanol storage or to the reactors. This Methanol Recovery System serves a dual function: to recover methanol and to minimize emissions. The names and/or Identification numbers of specific vessels and equipment have been revised and changed from the previous permit designations.

The existing facility consists of the following emissions units. 

	Emissions Unit ID
	              Description of Emissions Unit

	EU-001
		Six (6) Enzyme “A”, 8,000 gal. Reactor, (R201- R206) 
(Continuous Operation) 




	EU-002
	One (1) Glycerin, 10,000 gal. Storage Tank (TK707) 

	EU-003
	One (1) Methanol, 10,000 gal. Storage Tank (TK-801) 

	EU-005
	One (1) Lot of Pumps, Filters, Piping and Process Equipment 

	EU-006
	Seven (7) Biodiesel, 9,500 gal. Storage Tank (TK701, TK702, TK703, TK705, TK706, TK709, TK710) 
(Batch Process) 

	EU-010
	One (1) Boiler, 4.0 MMBTU/hr. (EXEMPT) Natural Gas fired.

	EU-011
	Two (2) Feedstock, 8,000 gal. Tank (TK101, TK102) 
Two (2) Feedstock, 6,000 gal. Tank (TK507, TK508) 
(Batch Process) 

	EU-012 

	Two (2) Dried Filter Feedstock, 8,000 gal. Tank (TK104, TK105) 
(Batch Process) 

	EU-013 

	One (1) Filtered Feedstock 8,000 gal. Tank (TK103) 
(Batch Process) 

	EU-014 

	Seven (7) Biodiesel Water Wash, 3,000 gal. Tank (TK401,TK402, TK403,TK404, TK501,TK502,TK503) 
One (1) Biodiesel Water Wash, 6,000 gal. Tank (TK506) (Batch Process) 

	EU-015 

	One (1) Glycerol, 3,000 gal. Tank (TK504) 
One (1) Glycerol, 6,000 gal. Tank (TK505) 
(Batch Process) 

	EU-017 
	Deleted

	EU-018 

	Two (2) Biodiesel Surge Tanks, 500 gal. Tank (TK601A, TK601B) 

	EU-020
	Deleted

	EU-021
	Deleted

	EU-022
	Deleted

	EU-023
	Deleted

	EU-024
	Deleted

	EU-025 

	One (1) Caustic Wash, 8,000 gal. Tank (R500) 
One (1) Caustic Wash, 6,000 gal. Tank (R501) 
(Batch Process) 

	EU-026 

	Two (2) Waste Water, 9,500 gal. Tank (TK704, TK708) 
(Batch Process) 



CHANGES FROM PREVIOUS AIR OPERATING PERMIT TO INCREASE PRODUCTION TO 9 MILLION GALLONS PER YEAR IN ACCORDANCE WITH 0710282-007-AC ARE AS FOLLOWS:
To increase production from 2.85 million gallons yr. to 9.0 million gallons yr., changes were made to the equipment and process design of the facility. These changes are included in Air Construction Permit No. 0710282-007-AC. A list of the changes from the original Air Operation Permit No. 0710282-004-AO is as follows:
EU006 to have a Single Stage Vent Device (Condenser #1) installed on the vent header connected to the vent on each tank to reduce HAP/VOC emissions by a minimum of 80% on these vessels. 

EU-002 changed from the previous permit from One (1) Biodiesel, 10,000 gal. Storage Tank (TK-707) TO One (1) Glycerin, 10,000 gal. Storage Tank (TK707). 

EU-006 changed from the previous permit from Eight (8) Biodiesel, 9,500 gal. Storage Tank (TK701, TK702, TK703, TK704, TK705, TK706, TK707, TK708) TO Seven (7) Biodiesel, 9,500 gal. Storage Tank (TK701, TK702, TK703, TK705, TK706, TK709, TK710). 

EU-010 Boiler changed from the previous permit from Propane to Natural Gas. 

EU-011 changed from the previous permit adding Two (2) Feedstock, 6,000 gal. Tank (TK507, TK508) 

EU-013 changed from the previous permit deleting Two (2) Feedstock Water Wash 8,000 gal. Tank (TK104 and TK105). 

EU-014 changed from the previous permit adding Four (4) additional Biodiesel Water Wash 3,000 gal Tank (TK401-TK404) and One (1) Biodiesel Water Wash, 6,000 gal. Tank (TK506) 

EU-015 changed from the previous permit from Two (2) Glycerol, 6,000 gal. Tank (TK504-TK505) TO One (1) Glycerol, 3,000 gal. Tank (TK504 and One (1) Glycerol, 6,000 gal, Tank (TK505) 

EU-018 changed from the previous permit was One (1) Biodiesel, 6,000 gal. Tank (TK-601) NOW Two (2) Biodiesel Surge Tanks, 500 gal. Tank (TK601A, TK601B) 

EU-025 changed from the previous permit From One (1) Caustic Wash, 8,000 gal. Tank (R501) TO One (1) Caustic Wash, 8,000 gal. Tank (R500) and One (1) Caustic Wash, 6,000 gal. Tank (R501) 

EU-026 changed from the previous permit From One (1) Water Wash, 6000 gal. Tank (TK-506) TO Two (2) Waste Water, 9,500 gal. Tank (TK704, TK708) 

EU-017, EU-020, EU-021, EU-022, EU-023, EU-024, changed from the previous permit – Now Deleted 
EU006, EU011, EU012, EU013 showed zero emissions of HAP/VOC in the Tanks 4.09 calculations. R201-R206 will be operated continuously as CSTR using enzymatic reaction at 120 F versus the previous permit which was batch at 130 F. 
APPLICABLE REGULATIONS 
A summary of applicable regulations is shown in the following table.  
	Regulation
	EU No(s).

	Federal Rule Citations 

	40 CFR 60, Subpart A, NSPS General Provisions “New Source Performance Standards”
	All

	40 CFR 60, Subpart VVa “Standards of Performance for Equipment Leaks of VOC
	All

	40 CFR 60, Subpart NNN, “Standards of Performance for Volatile Organic Compound (VOC) Emissions from Synthetic Organic Chemical Manufacturing Industry (SOCMI) Distillation Operations.
	All

	40 CFR 60 Subpart RRR – “Standards of Performance for Volatile Organic Compound Emissions from Synthetic Organic Chemical Manufacturing Industry (SOCMI) Reactor Processes”.
	ALL


FACILITY REGULATORY CLASSIFICATION
· The facility is not a major source of hazardous air pollutants (HAP).
· The facility has no unit’s subject to the acid rain provisions of the Clean Air Act (CAA).
· The facility is not a Title V major source of air pollution in accordance with Chapter 213, F.A.C.
· The facility is not a major stationary source in accordance with Rule 62-212.400(PSD), F.A.C.
· The facility is subject to NSPS 40 CFR 60, Subpart A – “New Source Performance Standards”
· The facility is subject to 40 CFR 60, Subpart VVa – “Standards of Performance for Equipment Leaks of VOC.
· The facility does operate units subject to the New Source Performance Standards (NSPS) of Title 40 Part 60 of the Code of Federal Regulations (40 CFR 60
· The facility does operate units subject to the National Emissions Standards of Hazardous Air Pollutants (NESHAP) of 40 CFR 63. 
· Notes: 
    a) 40 CFR 63, Subparts F, G, and H are not applicable to this project because all of the requirements of 40 
        CFR 63.100(b) are not met and therefore the facility is not subject to Subpart F, G and H. Biodiesel is  
        produced as the primary product and is not one of the listed chemicals subject to the requirement.  Glycol 
        is produced and it is one of the listed chemicals, however, this is only a bi-product of the process.

          b) 40 CFR 60, Subpart NNN is not applicable to any distillation unit designed and operated as a batch operation.

          c) 40 CFR 60, Subpart RRR is not applicable biodiesel reactors designed and operated as a batch operation.

          d) 40 CFR 63, Subpart FFFF is not applicable to this facility because it emits less than 10 Ton/year of HAP.

          e) 40 CFR 60, Subpart Kb is not applicable to this facility because each storage vessel used to store volatile 
          organic liquids (VOL) is less than < 75 cubic meters capacity.

SECTION 1. GENERAL INFORMATION


Permitting Authority:  The permitting authority for this project is the DEP South District Office. The South District mailing address is P.O. Box 2549, Fort Myers, Florida, 33902-2549.  All documents related to applications for permits to operate an emissions unit shall be submitted to the DEP South District Office.

1. Compliance Authority:  All documents related to compliance activities such as reports, tests, and notifications shall be submitted to the DEP South District Office at: 2295 Victoria Avenue, Suite 364, Fort Myers, Florida, 33902.  
2. Appendices:  The following Appendices are attached as a part of this permit:  Appendix A (Citation Formats and Glossary of Common Terms); Appendix B (General Conditions); Appendix C (Common Conditions); and Appendix D (Common Testing Requirements).  
3. Applicable Regulations, Forms and Application Procedures:  Unless otherwise specified in this permit, the construction and operation of the subject emissions units shall be in accordance with the capacities and specifications stated in the application.  The facility is subject to all applicable provisions of: Chapter 403, F.S.; and Chapters 62-4, 62-204, 62-210, 62-212, 62-213, 62-296 and 62-297, F.A.C.  Issuance of this permit does not relieve the permittee from compliance with any applicable federal, state, or local permitting or regulations.
4. New or Additional Conditions:  For good cause shown and after notice and an administrative hearing, if requested, the Department may require the permittee to conform to new or additional conditions.  The Department shall allow the permittee a reasonable time to conform to the new or additional conditions, and on application of the permittee, the Department may grant additional time.  [Rule 62-4.080, F.A.C.]
5. Modifications:  No new emissions unit shall be constructed and no existing emissions unit shall be modified without obtaining an air construction permit from the Department.  Such permit shall be obtained prior to beginning construction or modification.  [Rules 62-210.300(1) and 62-212.300(1)(a), F.A.C.]
6. Renewal:  Prior to 60 days before the expiration date of this permit, the permittee shall apply for a renewal of the permit.  A renewal application shall be timely and sufficient.  If the application is submitted prior to 60 days before expiration of the permit, it will be considered timely and sufficient.  If the renewal application is submitted at a later date, it will not be considered timely and sufficient unless it is submitted and made complete prior to the expiration of the operation permit.  When the application for renewal is timely and sufficient, the existing permit shall remain in effect until the renewal application has been finally acted upon by the Department.  [Rule 62-4.090, F.A.C.]
7. Semi Annual Operating Report: The owner or operator (permittee) subject to the provisions of 40 CFR 60.487a, of Subpart VVa shall submit semiannual reports to the Department beginning six (6) months after initial startup date.  [Rule 6-4.070(3), F.A.C.]   

8.    Authorized Fuel for Facility:  Natural Gas or Propane [Application No. 0710282-005-AC and Rule 62-
       210.200(PTE), F.A.C.]

8. LDAR Program - Leak Inspection, Repair & Reporting Plan (See Appendix I): These procedures are required
for monthly and quarterly inspections for the total facility. 


(1) 
(1) 
SECTION 2.  ADMINISTRATIVE REQUIREMENTS
9. 
This section pertains to the facility and individual emission units. (EU-001 thru EU 026)

EMISSIONS STANDARDS
1. [bookmark: _Hlk527533446]Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]
2. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]
3. Excess Emissions - Notification: In case of excess emissions resulting from malfunctions, the permittee shall notify the Compliance Authority in accordance with Rule 62-4.130, F.A.C. A full written report on the malfunctions shall be submitted in a quarterly report, if requested by the Department. [Rule 62-210.700(6), F.A.C.]
4. VOC or OS Emissions: No person shall store, pump, handle, process, load, unload or use in any process or installation, volatile organic compounds (VOC) or organic solvents (OS) without applying known and existing vapor emission control devices or systems deemed necessary and ordered by the Department. [Rule 62- 296.320(1), F.A.C.]
5. Objectionable Odor Prohibited: No person shall cause, suffer, allow or permit the discharge of air pollutants, which cause or contribute to an objectionable odor.  An “objectionable odor” means any odor present in   the outdoor atmosphere which by itself or in combination with other odors, is or may be harmful or injurious to human health or welfare, which unreasonably interferes with the comfortable use and enjoyment of life or property, or which creates a nuisance.  [Rules 62-296.320(2) and 62-210.200(Definitions), F.A.C.]

6. General Visible Emissions: Visual Emissions (VE) are not to exceed 20%  opacity.[Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]
7. There are four (4) types of emissions from these emission units: Hazardous Air Pollutants (HAP) in the form of the Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide (NOx).
The information shown in the below chart are for reference information only and are NOT limits.

	Tanks
Annual Total HAP (tpy)	Annual Total VOC (tpy)	Annual Fugitive Dust (tpy)
0.8290	0.8290	0.0


Loadout Emission Estimates:

Biodiesel                    0.000                                         0.000                                        0.0
Glycerol                     0.000                                         0.0415                                      0.0
Waste Methanol                     0.02599                                     0.02599                                    0.0


Unloading Emission Estimates
                   Feedstock                             0.0000                                         0.0000                                  
                   Methanol                              1.7604                                        3.07E-01
                   Glycerol

Fugitive Emissions                                 0.0000                                         0.0000                                0.111793       

Boiler Emissions                                    2.94E-06                                     2.94E -06
               
                                            TOTAL      2.6566 ton/yr. HAP               2.9970 ton/yr. VOC                 0.111793 ton/yr.
                           















SECTION 2.  ADMINISTRATIVE REQUIREMENTS
	



B.  EU-001 to EU-026 Batch Process Biodiesel Operation

FACILITY TESTING REQUIREMENTS

1. Compliance Tests: The permittee has developed Leak Detection and Repair (“LDAR”) Plan including a list of equipment to be leak tested. (See attachment E of Air Operating Permit No. 0710282-004-AO.).  The permittee shall update this LDAR plan. [40 CFR 60, Subpart VVa]. Also see EU-001 – Continuous Reactor Operation testing requirements.

2.	Scheduled Compliance Inspections:  The permittee shall implement its LDAR plan. (See Appendix I) for monthly and quarterly inspections. Reporting and repair of equipment and piping leaks.

3. Inspection Required by Federal Regulations and Notification: Inspection shall be conducted in accordance with 
      the following applicable requirements:

	40 CFR 60, Subpart A - Standards of Performance for Stationary Sources.
40 CFR 60, Subpart VVa – Standards of Performance for Equipment Leaks of VOC in Synthetic Organic Chemicals Manufacturing Industry.
       40 CFR 60 Subpart NNN – “Standards of Performance for Volatile Organic Compound (VOC) Emissions   
                                                       from Synthetic Organic Chemical Manufacturing Industry (SOCMI) 
                                                       Distillation Operations.
       40 CFR 60 Subpart RRR – “Standards of Performance for Volatile Organic Compound Emissions from  
                                                        Synthetic Organic Chemical Manufacturing Industry (SOCMI) Reactor 
                                                                                 Process.

4.	Special Inspection Requirement:  All aluminum components (unless anodized) that may come in contact with methanol liquid and/or vapors are to be inspected annually for corrosion, degradation, leakage and seal leakages.  [62-4.070]

5. Test Methods:  Required tests shall be performed in accordance with the following reference methods:
	Method
	Description of Method and Comments

	9
	Visual Determination of the Opacity of Emissions from Stationary Sources, (Only when needed if facility appears to produce emissions in excess of 20% opacity).

	“LDAR”
   Plan
	Determination of Volatile Organic Compound Leaks (40 CFR 60 Sub Part VVa). (See revised Leak Detection and Repair Plan (LDAR).

	Visual
	Visual Inspection for corrosion, degradation and seal leakages where aluminum components may come in contact with methane liquid and/or vapors.  (62 - 4.070)

	1 or 1A
	The control (less methane and ethane) reduction efficiency device inlet sampling site for determination of vent stream molar composition or TOC (less methane and ethane) reduction efficiency where applicable.

	2, 2A, 2C,
or 2D
	As appropriate, for determination of the gas volumetric flow rates.


	3
	The emission rate correction factor, integrated sampling and analysis procedure to be
used to determine the oxygen concentration (%O2d) for the purposes of determining compliance with the 20 ppmv limit.

	25A
	Determination of Total Gaseous Organic Concentration


Some of the above methods are described in Appendix A of 40 CFR 60 and are adopted by reference in Rule 62-204.800, F.A.C.  No other methods may be used unless prior written approval is received from the Department.  [Rules 62-204.800, F.A.C.; and Appendix A of 40 CFR 60]
6.	Operation During Testing: Unless otherwise specified in the applicable NSPS subparts, the compliance testing of the biodiesel emission unit(s) shall be conducted as defined in the Leak Detection and Repair (“LDAR”) Plan (Appendix I).

a.	Compliance inspection for the purpose of demonstrating compliance with Federal Standards, emissions limits, leak testing or performance standards shall be conducted while operating within 90-100% of the maximum permitted biodiesel production rate of 6.0 Million gallons per year. 
b. 	Compliance inspections submitted for rates less than 90% of maximum permitted rate may be considered invalid unless production rates at or above 90% are not feasible.  If tests at production rates above 90% are not feasible, then a brief statement explaining why they are not feasible shall be included with the test results.
c. 	The actual production rates for the test period shall be included in the inspection report for each inspection.  Failure to submit the actual production rates for the test period and a copy of the daily log for the test day, in the test report, may invalidate the test and fail to provide reasonable assurance of compliance.
FACILITY RECORDS AND REPORTS
7.	Semiannual Reports:  The owner or operator (permittee) subject to the provisions of 40 CFR 60.487a, of Subpart VVa shall submit semiannual reports to the Department beginning six (6) months after initial startup date.  [Rule 624.070(3), F.A.C.]   

8.	Monthly Production Recordkeeping: To determine compliance with the operational limits of the permit, the permittee shall produce and maintain the following records:

a. 	Facility Number (0710282), Emission/ Process unit description and date.
	b.	The total quantity of Methyl Ester (i.e. biodiesel) produced, in gallons for the month.
	c.	The total quantity of Glycerin produced, in pounds, for the month.
      d.	The total quantity of Glycerin produced, in pounds, for most recent consecutive 12-month period.
e.	Records of amount and the method of Glycerin disposal, including offsite removal by a third party licensed contractor.

f. 	40 CFR 60 Subpart VVa Recordkeeping –The following list summarizes some of the records that must be maintained in accordance with this subpart:

f.1.	Leak Detection Recordkeeping [40 CFR 60.486a(b) & (c)].  (LDAR).
f.2.	Closed Vent System and Control Devices Recordkeeping [40 CFR 60.486a(d)].
f.3.	Equipment Identification and Recordkeeping [40 CFR 60.486a(g)].
f.4.	Unsafe-to-Monitor Valves and Pumps/Difficult-to-Monitor Valves Identification Recordkeeping [40 CFR 60.486a(f)].
f.5.	Valves Complying with Alternative Standards Recordkeeping.  [(40 CFR 60.486a(g)].
f.6.	Seal System and Barrier Fluid Failure Design Criteria Recordkeeping for Pumps and Compressors.  [40 CFR 60.486a]
f.7.	Subpart Exemption Recordkeeping [40 CFR 60.486a(i)]
f.8.	Equipment not in VOC Service Recordkeeping [40 CFR 60.486a(i)] 
		[Rule 62-4.070(3), F.A.C. and 40 CFR 60.8(c)]
9.	Reports:  The permittee shall prepare and submit reports in accordance with the requirements specified in the following Federal Regulations:
       a. 40 CFR 60, Subpart A
       b. 40 CFR 60, Subpart VVa
       c. 40 CFR 60, Subpart NNN
       d. 40 CFR 60, Subpart RRR
[Rule 62-4.070(3), F.A.C.]
10.	Compliance Prior to Renewal:  An up-to-date Leak Detection and Repair (“LDAR”) (See Appendix I), Plan shall be submitted with the application for renewal of this permit. [40 CFR60, Subpart VVa]


EMISSION UNITS

This section of the permit addresses the following emissions unit.
	[bookmark: _Hlk526844686]EU No.
	Emission Unit Description

	EU-001  
	Six (6) Enzyme “A”, 8,000 gal. reactors (R201, R202, R203, R204, R205 and R206) (Continuous Operation)



[bookmark: _Hlk526842369]PERFORMANCE RESTRICTIONS
11.   Permitted Throughput Rate: 10,932,945 Gallons/Yr. [Rule 62-210.200(PTE), F.A.C.]

12.   Restricted Operation:  The hours of operation of are not limited (8760 hours per year). Annual throughput 
        shall not exceed the combined volumes necessary to   produce 9.0 million gallons of Biodiesel per year.  
        [Rule 62-210.200(PTE), F.A.C.]

a.  Venting: Per the permittee’s requested design specifications, all six (6) reactor vessels (R-201, R-202, R- 203, R-204, R-205 and R-206) are to have sealed roofs and inter-connected with vent piping to a common manifold that connects to a vertical stack through the building roof. A testing port is to be provided in the vertical stack for compliance testing needs. [0710282-007-AC]

b. Process Type:   The reactors are a “CONTINUOUS” process operation.
EMISSIONS STANDARDS
13.  Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide (NO2).
a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. [bookmark: _Hlk527535323]Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

CONTINUOUS REACTOR OPERATION
The maximum throughput rate of each Reactor vessel is approximately 10,932,945 gallons/yr. The vessels are vertical, 15.17 ft. shell height, 9.58 ft. diameter with fixed roof. (The contents components are UCO (Used Cooking Oil)/Methanol, Methyl alcohol, UCO and water). [0710282-007-AC]
Compliance Tests: Compliance testing is required. Initial testing is required. Repeat testing is required at least every 5 years unless more frequent testing is required by permit or rule.
1. For the purposes of demonstrating compliance, all six reactor vessels (EU 001) shall be running at full operating conditions and flow rates, and the normal operating temperature, during any performance test.
1. If the permittee seeks to demonstrate compliance by showing that the vent stream flow rate is less than 0.008 scm/min in accordance with 40 CFR 60.660(c)(6), then the permittee shall conduct a flow rate measurement using the test methods specified in 40 CFR 60.664.
1. If the vent stream flow rate is not less than 0.008 scm/min, then the following methods shall be used to determine compliance with the emission limit or percent reduction efficiency specified under 40 CFR 60, Subpart NNN and RRR, §60.662 and 60.702.
1. Method 1 or 1A, as appropriate, for selection of the sampling sites. The control device inlet sampling site for determination of vent stream molar composition or TOC (less methane and ethane) reduction efficiency shall be prior to the inlet of any control device and after the recovery system. [40 CFR 60, Subpart NNN and RRR, §60.662 and 60.702]
1. Method 2, 2A, 2C, or 2D, as appropriate, for determination of the gas volumetric flow rates. [40 CFR 60, Subpart NNN and RRR, §60.662 and 60.702]
1. The emission rate correction factor, integrated sampling and analysis procedure of Method 3 shall be used to determine the oxygen concentration (%O2) for the purposes of determining compliance with the 20 ppmv limit.
1. The “Total Gaseous Organic Concentration” (TGOC) is determined by using a Flame Ionization Analyzer. [40 CFR 60, Appendix A].

	EU No.
	Emission Unit Description

	EU-002  
	One (1) Glycerin, 10,000 gal. Storage Tank (TK707)



PERFORMANCE RESTRICTIONS
Permitted Throughput Rate: 445,500.00 Gallons/yr. [Rule 62-210.200(PTE), F.A.C.]

14.  Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) 
       and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
15.  Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
 Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
       (NOx).
a. [bookmark: _Hlk527534260]Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

	EU No.
	Emission Unit Description

	EU-003  
	One (1) Methanol, 10,000 gal. Storage Tank (TK-801)



PERFORMANCE RESTRICTIONS
16. Permitted Throughput Rate: 3,288,630 Gallons/yr. [Rule 62-210.200(PTE), F.A.C.]

17. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 
      62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
18. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
      (NOx).
a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

 

	EU No.
	Emission Unit Description

	EU-005  
	One (1) Lot of Pumps, Filters, Piping and Process Equipment



PERFORMANCE RESTRICTIONS
19.  Permitted Throughput Rate: 10,932,945 Gallons. [Rule 62-210.200(PTE), F.A.C.]

20. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
21. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
       (NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]
 
	EU No.
	Emission Unit Description

	EU-006  
	Seven (7) Biodiesel, 9,500 gal. Storage Tank (TK701, TK702, TK703, TK705, TK706, TK709, TK710) (Batch Process)



Note: EU-006 to have a Single Stage Vent Device (Condenser #1) installed on the vent header connected to the vent on each tank to reduce HAP/VOC emissions by a minimum of 80% on these vessels. [Application No. 0710282-009-AO].

PERFORMANCE RESTRICTIONS
22. Permitted Throughput Rate: 9,000,110.00 Gallons. [Rule 62-210.200(PTE), F.A.C.]
23. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
24. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
 Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
       (NOx).
a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]


	EU No.
	Emission Unit Description

	EU-010  
	One (1) Boiler, 4.0 MMBTU/hr. (EXEMPT) Natural Gas fired.



PERFORMANCE RESTRICTIONS
This is EXEMPT as the rated heat input capacity of the unit is less than 10 million Btu per hour).  This is an exempt emission unit, as it meets all of the criteria that is based on 62-210.300(3).
	EU No.
	Emission Unit Description

	EU-011  
	Two (2) Feedstock, 8,000 gal. Tank (TK101, TK102) (Batch Process)
Two (2) Feedstock, 6,000 gal. Tank (TK507, TK508) (Batch Process)



PERFORMANCE RESTRICTIONS
25. Permitted Throughput Rate: 6,722,448.98 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
26. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
27. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
 Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
       (NOx).

 Visual Emissions (VE) are not to exceed 20% opacity. 

	EU No.
	Emission Unit Description

	EU-012  
	Two (2) Dried Filter Feedstock, 8,000 gal. Tank (TK104, TK105) (Batch Process)



PERFORMANCE RESTRICTIONS
28. Permitted Throughput Rate: 13,775,510.20 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
29. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
30. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
 Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
 (NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

	EU No.
	Emission Unit Description

	EU-013  
	One (1) Filtered Feedstock 8,000 gal. Tank (TK103) (Batch Process)



PERFORMANCE RESTRICTIONS
31. Permitted Throughput Rate: 9,183,673.47 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
32. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
33. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
      (NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

	EU No.
	Emission Unit Description

	EU-014  
	Seven (7) Biodiesel Water Wash, 3,000 gal. Tank (TK401, TK402, TK403, TK404, TK501, TK502,TK503) 
One (1) Biodiesel Water Wash, 6,000 gal. Tank (TK506) (Batch Process)



PERFORMANCE RESTRICTIONS
34. Permitted Throughput Rate: 10,800,000 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
35. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
36. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
(NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

	EU No.
	Emission Unit Description

	EU-015  
	One (1) Glycerol, 3,000 gal. Tank (TK504) 
One (1) Glycerol, 6,000 gal. Tank (TK505) 
(Batch Process)






PERFORMANCE RESTRICTIONS
37. Permitted Throughput Rate: 445,707.79 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
38. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
39. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
       (NOx).

a. .Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

d. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

e. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

	EU No.
	Emission Unit Description

	EU-018  
	Two (2) Biodiesel Surge Tanks, 500 gal. Tank (TK601A, TK601B)



PERFORMANCE RESTRICTIONS
40. Permitted Throughput Rate: 48,881.72 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
41. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
42. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
      (NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]

	EU No.
	Emission Unit Description

	EU-025  
	One (1) Caustic Wash, 8,000 gal. Tank (R500) 
One (1) Caustic Wash, 6,000 gal. Tank (R501) 
(Batch Process)



PERFORMANCE RESTRICTIONS
43. Permitted Throughput Rate: 9,471,608.92 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
44. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]
EMISSIONS STANDARDS
45. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide (NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]
 
	EU No.
	Emission Unit Description

	EU-026  
	Two (2) Waste Water, 9,500 gal. Tank (TK704, TK708) 
(Batch Process)



PERFORMANCE RESTRICTIONS
46. Permitted Throughput Rate: 1,800,000 Gallons/year. [Rule 62-210.200(PTE), F.A.C.]
47. Restricted Operation:  The hours of operation of are not limited (8760 hours per year). [Rules 62-4.070(3) and 62-210.200(PTE), F.A.C.]

EMISSIONS STANDARDS
48. Emissions Standards:
There are four (4) types of emissions from this facility: Hazardous Air Pollutants (HAP) in the form of the 
Methanol vapor, Volatile Organic Compounds (VOC), Carbon Monoxide (CO) and Nitrogen Dioxide  
(NOx).

a. Excess Emissions Allowed: Excess emissions resulting from startup, shutdown or malfunction of any emissions unit shall be permitted providing (1) best operational practices to minimize emissions are adhered to and (2) the duration of excess emissions shall be minimized but in no case exceed 2 hours in any 24-hour period unless specifically authorized by the Department for longer duration. Pursuant to Rule 62-210.700(5), F.A.C., the permit subsection may specify more or less stringent requirements for periods of excess emissions. Rule 62-210-700(Excess Emissions), F.A.C., cannot vary or supersede any federal NSPS or NESHAP provision.  [Rule 62-210.700(1), F.A.C.]

b. Excess Emissions Prohibited: Excess emissions caused entirely or in part by poor maintenance, poor operation, or any other equipment or process failure that may reasonably be prevented during startup, shutdown or malfunction shall be prohibited.  [Rule 62-210.700(4), F.A.C.]

c. Visual Emissions (VE) are not to exceed 20% opacity. [Rules 62-296.320(4)(b)1 and 62-296.320(4)(b)4]
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