October 16, 2003

Edward M. Mitchell, Jr.

Mitchell Brothers, Inc.

1300 Aenon Church Road

Tallahassee, Florida 32304

Dear Mr. Mitchell:


This letter is in regard to a necessary change in Mitchell Brother’s Asphalt Plant No. 3, located at 1330 Capital Circle in Tallahassee, air operating permit 0730034-005-AO, which was issued October 10, 2003.  This change is being made due to the Department’s discovery of the inadvertent omission of a portion of Specific Condition A.4.  which is contained in a public noticed air construction permit (0730034-004-AC) but was not carried over into the recently issues air operating renewal permit.  This correction is issued pursuant to Rule 62-210.360, Florida Administrative Code (F.A.C.), and Chapter 403, Florida Statutes (F.S.).  This corrective action does not alter the effective dates of the existing permit.  

As currently permitted:

A.4.  Methods of Operation – (Fuel Use).  Fuel oil consumption shall not exceed 1.2 million gallons in any consecutive twelve-month period.  Fuel oil shall not exceed 1.0 percent sulfur content, by weight.  The owner shall maintain records to demonstrate that each shipment of fuel oil has 1.0 percent or less sulfur and that the sulfur content was determined by ASTM methods ASTM D4057-88 and ASTM D129- 91, ASTM D2622-94 or ASTM D4294- 90, adopted and incorporated by reference in Rule 62- 297.440(1).  

[Rules 62-210.300(3)(c)1.b, 62-210.300(3)(c)1.c., F.A.C., and permit 0730034-004-AC]
Change to:

A.4.  Methods of Operation – (Fuel Use).  Fuel oil consumption shall not exceed 1.2 million gallons in any consecutive twelve-month period.  No limitation on natural gas use as long as major source emission thresholds are not breached.  Fuel oil shall not exceed 1.0 percent sulfur content, by weight.  The owner shall maintain records to demonstrate that each shipment of fuel oil has 1.0 percent or less sulfur and that the sulfur content was determined by ASTM methods ASTM D4057-88 and ASTM D129- 91, ASTM D2622-94 or ASTM D4294- 90, adopted and incorporated by reference in Rule 62- 297.440(1).  

[Rules 62-210.300(3)(c)1.b, 62-210.300(3)(c)1.c., F.A.C., and permit 0730034-004-AC]

Please replace page 6 of permit 0730034-005-AO with the enclosed corrected page.  If you have any questions, please contact me at 850/595-8364, extension 1230 or kevin.m.white@dep.state.fl.us.








Sincerely,








Kevin M. White








Air Permitting Supervisor

KMW:kwc

Encl:  Corrected Page 6 to Permit 0730034-005-AO

Mitchell Brothers, Inc.




Permit No.:  0730034-005-AO
Asphalt Concrete Drum Mix #3

Page 6
Section III.  Emissions Unit(s) and Conditions.

Subsection A.  This section addresses the following emissions unit(s).

	E.U.  ID No.
	Brief Description

	004
	Venturi Wet Scrubber – ACECO Drum-Mix Plant #3


{Permitting Note: IMPORTANT REGULATORY CLASSIFICATIONS - This emissions unit is regulated under NSPS 40 CFR 60 Subpart I, Standards of Performance for Hot Mix Asphalt Facilities and Rule 62-210.300(3)(c)1., F.A.C., Conditional Exemption from Title V Permitting for Asphalt Concrete Plants.}

The following specific conditions apply to the emissions unit(s) listed above:
Essential Potential to Emit (PTE) Parameters
A.1.  Capacity.  The maximum allowable operating rate shall not exceed 275 tons asphalt concrete mix produced per hour.  This is the operating rate at which compliance with standards shall be demonstrated.  {Permit Note: The maximum allowable operating rate may be decreased in accordance with Specific Condition A.7.c.}

[0730034-002-AC, Rules 62-4.160(2), 62-210.200(PTE), F.A.C. and permit 0730034-004-AC]

A.2.  The production rate of asphaltic concrete shall not exceed 500,000 tons in any consecutive twelve-month period. 

[Rule 62-210.300(3)(c)1.a., F.A.C. and permit 0730034-004-AC]

A.3.  Hours of Operation.  This emissions unit is allowed to operate continuously, i.e., 8,760 hours/year.

[Rule 62-4.160(2) and Rule 62-210.200(PTE), F.A.C.]

A.4.  Methods of Operation – (Fuel Use).  Fuel oil consumption shall not exceed 1.2 million gallons in any consecutive twelve-month period.  No limitation on natural gas use as long as major source emission thresholds are not breached.  Fuel oil shall not exceed 1.0 percent sulfur content, by weight.  The owner shall maintain records to demonstrate that each shipment of fuel oil has 1.0 percent or less sulfur and that the sulfur content was determined by ASTM methods ASTM D4057-88 and ASTM D129- 91, ASTM D2622-94 or ASTM D4294- 90, adopted and incorporated by reference in Rule 62- 297.440(1).  

[Rules 62-210.300(3)(c)1.b, 62-210.300(3)(c)1.c., F.A.C., and permit 0730034-004-AC]
Emission Limitations and Standards
A.5.  Particulate matter (PM) emissions shall not exceed 0.04 grains per dry standard cubic foot averaged over a three-hour period. 

[Rules 62-210.300(3)(c)1.d., and 62-204.800(7)(b)12., F.A.C., 40 CFR 60.92(a)(1)]

A.6.  Visible emissions (VE) shall be less than 20% opacity.

[Rules 62-210.300(3)(c)1.f., and 62-204.800(7)(b)12., F.A.C., 40 CFR 60.92(a)(2)]

