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Test Methods and Procedures
A.3.  A visible emissions test is required to show compliance with the standards of the Department.  The test results must provide reasonable assurance that the conformal coating equipment (stack 11) is capable of compliance at the maximum operating rate.  The visible emissions test shall be conducted in accordance with DEP Method 9 for 30 minutes.  The test shall be scheduled during the last 12 months of this permit, but prior to the permit renewal application deadline.  The Department shall be notified at least 15 days prior to testing to allow witnessing.  Results shall be submitted to the Department within 45 days after testing.

[Rules 62-4.070, 62-297.310(7), and 62-297.401(9), F.A.C.]

A.4.  The test reports shall comply with applicable portions of F.A.C. Rule 62-297.310, Test Reports.  The Department can require special compliance tests in accordance with F.A.C. Rule 62-297.310(7).  Other test methods and alternate compliance procedures may be used only after prior Departmental approval has been obtained in writing.

[Rules 62-297.310(7) and 62-297.620(1), F.A.C.]

A.5.  Testing of emissions shall be conducted with the source operating at capacity.  Capacity is defined as 90-100% of rated capacity.  If it is impractical to test at capacity, then sources may be tested at less than capacity; in this case subsequent source operation is limited to 110% of the test load until a new test is conducted.  Once the unit is so limited, operation at higher capacities is allowed for no more than 15 days for purposes of additional compliance testing to regain the rated capacity in the permit, with prior notification to the Department.

[Rules 62-297.310(2) and 62-4.070, F.A.C.]

Recordkeeping and Reporting Requirements
A.6.  Records shall be maintained identifying emissions from each piece of equipment using volatile organic liquids resulting in volatile organic compound (VOC) or hazardous air pollutant (HAP) emissions.  Records shall be maintained and made available on site for inspection/verification for at least the most recent five years.  Material usage used to calculate emissions and inventory records shall be reconciled annually.  The records shall include, as a minimum, the following information:

1. Monthly and calendar year operating time of each item of equipment identified in the emission unit description. 

2. Monthly and calendar year consumption records in tons of all materials used containing VOCs and/or HAPs by equipment and total.  These records shall identify the material density, and VOC and/or individual HAP content consistent with MSDS or supplier data.

3. A summation of VOC and individual HAP emissions on a monthly and calendar year basis.

4. Emission calculations shall consistent with the following equation: 

Emissions = (volume materials) X (material density) X (weight % VOC or HAP) 
[Rule 62-4.070, F.A.C., Construction permit AC37-168455]

