April 3, 2001

Gene Harris, Plant Maintenance Manager

National Linen Service

2118 Lake Bradford Rd

Tallahassee FL  32310

Dear Mr. Harris:


This is to acknowledge receipt of your submitted additional information to application number 0730065-002-AO, for renewal of the operating permit for the National Linen Service Tallahassee #379 facility.   


Because the facility’s boiler, N-27-64, was constructed after June 9, 1989 and has an input between 10 and 100 MMBtu per hour (17 MMBtu/hour heat input), it is subject to Federal Rule 40 CFR, Part 60, Subpart Dc-“Standards of Performance for Small Industrial-Commercial-Institutional Steam Generating Units”, which the Department adopted by reference in Rule 62-204.800(7)(b)4., F.A.C.  However, since the boiler has a heat input of less than 30 MMBtu per hour, and it burns natural gas as a primary fuel and a fuel oil with less than 0.5 percent sulfur as a secondary fuel, Subpart Dc only requires record keeping and reporting.  Subpart Dc requires that a boiler which burns natural gas as it’s primary fuel and distillate oil as it’s secondary, maintain daily records of the quantity of each fuel used and fuel supplier certification for each distillate oil shipment received.  The supplier certification shall include the name of the oil supplier and a statement from the oil supplier that the oil shipment complies with specifications of distillate oil, which is an oil that complies with the specifications for fuel oil number 1 or 2, as defined by the American Society for Testing and Materials in ASTM D396-78 - “Standard Specification for Fuel Oil.”  In addition it the above record keeping, the facility also is required, by 40 CFR, Part 60, Subpart Dc, to submit a quarterly report to the Department containing fuel supplier certifications for any distillate oil burned and a certification from the facility owner or operator denoting that the records of fuel supplier certifications submitted represent all of distillate oil combusted during the quarter.  


Although there is no chance of entirely removing the record keeping and reporting requirements from your Subpart Dc boiler, the Environmental Protection Agency (EPA) has been known to reduce the frequency of these requirements for boilers that burn natural gas as a primary fuel source and distillate oil (as defined by ASTM D396-78) as back-up, for periods of supply loss (gas curtailment).  As can be reviewed on the EPA’s Applicability Index web page, it is common practice for the record keeping requirements, of these boilers, to be reduced from daily to monthly and the quarterly reporting requirements reduced to annually, if no distillate oil was burned during any of the previous reporting quarters.  We are in the process of submitting a record keeping and reporting reduction request for the National Lines Services, # 379 facility boiler.
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In order for this reduction request to be submitted and your permit application to be complete, we request that a certification, signed by the owner or operator of the facility, be submitted to our office, which denotes that only natural gas will be burned in the facility’s boiler except during supply loss (gas curtailment) in which case only distillate oil (as defined by ASTM D396-78) will be burned.  Once this certification is received, the EPA reduction request will be issued and the permitting of your facility will continue.


When referring to this project, please use the file number indicated above.  If you have any questions, please contact Kevin White at (850) 595-8364, extension 1230.








   Sincerely,








   Sandra F. Veazey








   Air Program Administrator

SFV:kwc

cc:  DEP Northwest District Branch Office, Tallahassee

